
1SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 



2 WWW.MIYAKOUSA.COM l MIAMI • USA



3SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

23-CAT5E 23-CAT5EBL 23-CAT6 23-CAT6FTP 23-CAT6BL
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NETWORK COMPUTER CABLES

Description
Category 5 UTP Ethernet 
Network Cable 4 Pair Solid 
135MHz 

Category 5 UTP Ethernet 
Network Cable 4 Pair Solid 
135MHz 

Category 6 UTP Ethernet 
Network Cable 4 Pair Solid 
250MHz 

Pure Bare Cooper, Gel-Filled, 
Direct Burial, Stranded 
Ethernet Outdoor Cat 6 FTP 
550MHz/23AWG Bulk Cable. 

Category 6 UTP Ethernet 
Network Cable 4 Pair Solid 
250MHz 

Length 1000FT 1000FT 1000FT 1000FT 1000FT

Jacket Grey Flex PVC with Ft mark Blue Flex PVC with Ft mark Grey Flex PVC with Ft mark  Flex PVC with Ft mark Blue Flex PVC with Ft mark

OD 5mm 5mm 5.8mm 6.2mm 5.8mm

Use

In wall connection of network 
stations, small patch cords, 
and also used for CCTV sys-
tems. Used with Cat5E rated 
RJ45 crimp connectors

In wall connection of network 
stations, small patch cords, 
and also used for CCTV sys-
tems. Used with Cat5E rated 
RJ45 crimp connectors

In wall connection of network 
stations, small patch cords, 
and also used for CCTV sys-
tems. Used with Cat6E rated 
RJ45 crimp connectors

In wall connection of network 
stations, small patch cords, 
and also used for CCTV sys-
tems. Used with Cat6E rated 
RJ45 crimp connectors

In wall connection of network 
stations, small patch cords, 
and also used for CCTV sys-
tems. Used with Cat6E rated 
RJ45 crimp connectors

Packing 1 PC/ pull box - 2 pull box/
Color carton

1 PC/ pull box - 2 pull box/
Color carton

1 PC/ pull box - 2 pull box/
Color carton

1pc/drum pack - 1drum/ Color 
carton

1pc/drum pack - 1drum/ Color 
carton

Item Weight 9.92 lb 31.3 lb 17.6 lb 42.1 lb 42.1 lb

Item Size 13.3 x 13.3 x 7.87” 13.3 x 13.3 x 13.3” 13.7 x 14.6 x 14.5” 14.2 x 14.2 x 14.2” 14.2 x 14.2 x 14.2”

PCS / CTN 2Pcs 2Pcs 2Pcs 2Pcs 2Pcs

CTN SIZE 
(lxwxh)cm 13.7 x 14.6 x 14.5” 13.7 x 13.7 x 13.7” 13.7 x 14.6 x 14.5” 14.5 x 14.5 x 14.5” 14.5 x 14.5 x 14.5”

CTN Weight 4.2 lb 32.4 lb 37.4 lb 42.5 lb 42.5 lb
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23-N60
Network Cable Tester

Test your cables. If the wires are broken the tester will detect it. If 
you make your own patch cables and want to test that the wires are 
correctly assigned. Test your twisted pair, Straight, Crossover, Cat 5e 
UTP / STP RJ-11, RJ-12 or RJ-45.

Pon a prueba tus cables. El probador detectará si los cables están rotos. Si 
usted hace sus propios cables de conexión y desea probar que los cables 
están bien asignados. Pon a prueba tu par trenzado, Recto, Crossover, Cat 5e 
UTP / STP, RJ-11, RJ-12 o RJ-45.

COMPUTER NETWORKS, ACCESSORIES & TOOLS

Material Plastic

Connectors Category 5, 5e and 6

Use

One network cable tester works with RJ45, RJ11, RJ12, and BNC 
connections. It quickly and easily checks for cable continuity, mis-
wiring, open, short, straight - through or cross pinning or whether 
the cable was installed correctly or not.

Packing 1pc/Blister

PCS/CTN 100pcs

Item Weight 0.27 lb

CTN Size 12 X 23 X 15”

CTN Weight 29.15

23-N61
Network Cable Tester

LAN Network Cable Tester Cat5 Capable to judge wrong connection, 
short circuit and open circuit Grounding Test. Automatically scan mode, 
rapidly testing, the streamline shape is in accordance with the design of 
somatology. Durable design, working well even in construction location.

El Comprobador de cables de red LAN Cat5 es capaz de juzgar conexión incorrec-
ta, cortocircuito, circuito abierto y prueba de conexión a tierra. Diseño duradero, 
trabajando bien incluso en la construcción.

Features:
• Cable tester for LAN, Networking, BNC cables, and phone cables
• Automatic efficient scan for the miss wiring, disorder cable, open and 
short circuit
• Tests continuity of UTP/STP cables
• Clear and simple LED display
• Powered by DC 9V reduplicated battery (not included)
• High quality soft leather case provides more secure protection
• Remotely test cable up to 1000 ft in length ( remote kit included )

Material Plastic

Connectors RJ45, RJ11, RJ12 and BNC, uses 66/110 Type blade

Use

Multi-Network and Modular Cable Tester easily reads the 
correct pin configuration of 10Base-Tcable (Category 5,5e, and6), 
10Base-2 cable (coax), RJ-45 and RJ-11 modular cables, 356A, 
TIA-568A/568B and Token Ring cable by comparing transmitting 
end to the corresponding receiving end. 

Packing 1 PC/Blister

PCS/CTN 100pcs

Item Weight 0.27 lb

CTN Size 12 x 13 x 15”

CTN Weight 29.15
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23-N70
Wire Tracker

FEATURES:
  Great ergonomic and handy design.
• A reliable and economical tool.
• Intuitive operation, no training required.
• Quickly find the pair cables among so many cable.
• Speed adjustment selection, speed test function.
• Quick test and audio change function select different test.
• Frequency, will have different test sound.
• Provides earphone used in very noisy environment.
• Safety design for direct test on bare copper wire.

23-N056
Punch - Down Tool

The impact punch down tool is ideal for telecom and network tech-
nicians. It is used for inserting wires into punch down blocks, patch 
panels, keystone jacks and surface mount boxes. The tool features an 
impact function to ensure the wires are properly set and cut.

La herramienta de perforación de impacto es ideal para los técnicos de teleco-
municaciones y de red. Se utiliza para insertar los cables en Regletas, paneles de 
conexión, conectores Keystone y Cajas de Montaje. La herramienta cuenta con 
una función de impacto para asegurar los cables se fijan y se corten correcta-
mente.

COMPUTER NETWORKS, ACCESSORIES & TOOLS

Material Plastic

Connectors Telephone wires / LAN cables

Use

Trace telephone wires and LAN cables, trace wire in electrical 
systems, verify LAN cable conditions, has continuity test, DC 
Voltage probe comes with LED bright white light . Reliable and 
handy tool.

Packing 1pc/Blister

PCS/CTN 20pcs

Item Weight 0.27 lb

Material Plastic

Connectors Cat5, Cat5E, Cat6 and Cat6A

Use

The impact punch-down tool is ideal for telecom and network 
technicians. It is used for inserting wires into punch-down blocks, 
patch panels, keystrone jacks and surface mount boxes. The tool 
features an impack function to insure the wire are properly set 
and cut. 

Packing 1pc/Blister

PCS/CTN 100pcs

Item Weight 0.06 kgs

CTN Size (lxwxh) 49 x 30 x 30 cm

CTN Weight 40 kgs
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Rotary Coax Cable Stripper
M-394

Pro Crimping Tool
M-392

Material Plastic

Connectors RG-59, RG-6, RG-11 and any coax cable

Use

High-performance coaxial cable stripper with strong ergonomic 
design. Performs two and three-level stripping of coaxial cables. 
Strips outer jacket, shield braid and inner dielectric. RG6 Coaxial 
Cable Stripper has an adjustable blade depth 

Packing 1 PC/Blister

Material Metal and Plastic Handle

Connectors Any “F” Type

Use For “F” Type, RG-6, RG-6 Quad, RG-59 

Packing 1 PC/Blister

PCS/CTN 50pcs

Material Metal and Plastic

Connectors “F”, BNC, RCA

Use
This universal compression tool is designed for used on “F” 
Connectors, BNC and RCA Connectors. Has a dual head and 
adjustment dial for each unique connector application. 

Packing 1 PC/Blister

PCS/CTN 50pcs

CTN Size 58 x 29 x 24.5 cm

CTN Weight 21 Kg

Compression Tool 7.6”
ADJUSTABLE 

M-397

DESCRIPTION

This universal compression tool is designed for use on F Connectors (RG59, RG6, 
& RG11), BNC Connectors (RG59 & RG6) and RCA Connectors (RG59 & RG6), with a 
dual head and adjustment dial for each unique connector application.

• Front -load design allows ease of compression in confined areas. 
• Rotable head quickly and easily alternates between RG6/59 and RG11/7 applications 
   with a quick simple twist.
• Hardened steel construction with black oxide finished.    
• Comfortable grips with Patented handle design.
• All levers, rams, hinges and the rotating die saddle are all steel for maximum durability.

COMPUTER NETWORKS, ACCESSORIES & TOOLS
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Material Metal and PVC Handles

Connectors RJ-11, RJ-45, Cat5, Cat5E, Cat6, Cat6A

Use

High leverage and stability for your wiring connections, whether 
you need to upgrade your network or make fast repairs that will, 
It cuts last  this tool is a must-have wire terminal tool, It cuts, 
strips and terminate arj11/12 and RJ45 extended cooper wires 
whit a precision die head that provide 306 degrees of connector 
suppot during the crimping cycle.

Packing 1 PC/Blister

PCS/CTN 40pcs

Material Metal and PVC Handles

Connectors RJ-45

Use
Used to terminate 8P8C connectors, will work for 
solid, stranded, flat or round wire, telephone or 
network, cut, strip and crimp with one tool.

Packing 1 PC/Blister

PCS/CTN 50pcs

Material Metal and PVC Handles

Connectors 8P8C / 6P6C / 6P2C

Use Is designed for the professinal installer, provides a high leverage, 
ultra stable platform for consistent repeatable terminations.

Packing 1 PC/Blister

PCS/CTN 50pcs

CTN Size 45 x 38 x 42 cm

CTN Weight 18 kg

KR-240

M-399

Modular Crimping Tool For RJ-45

Pass Through Network Tool

KR-246
High Quality  Modular Crimping Tool

COMPUTER NETWORKS, ACCESSORIES & TOOLS
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NETWORK  CABLES

Connects fast Ethernet networks for either your 
work server or home network. Color coded so you 
can identify them throughout your network.

Item 23-N001-3BL  23-N001-9BL 23-N001-15BL 23-N001-25GY 23-N001-25BL 23-N001-50BL  

Length 3FT 9FT 15FT 25FT 25FT 50FT

Jacket Blue Flex PVC Blue Flex PVC Blue Flex PVC Gray Flex PVC Blue Flex PVC Blue Flex PVC

AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG

Connectors RJ45 8P8C RJ45 8P8C RJ45 8P8C RJ45 8P8C RJ45 8P8C RJ45 8P8C

Use Connects fast ethernet networks for either your work server or home network.  Color coded so you can identify them throughout your network.

Packing 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack

Item Size 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm

Item Weight 0.05 lb 0.15 lb 0.15 lb 0.05 lb 0.15 lb 0.15 lb

PCS / CTN 200pcs 200Pcs 200pcs 200pcs 150Pcs 150pcs

CTN Size 14.5 x 16.5 x 8.5" 12 x 15.5 x 12" 12 x 15.5 x 12" 14.5 x 16.5 x 8.5" 12 x 15.5 x 12" 12 x 15.5 x 12"

CTN Weight 15.70 lb 20.2 lb 20.2 lb 15.70 lb 20.2 lb 20.2 lb

Item 23-N006-3BL 23-N006-6BL 23-N006-9Y 23-N006-25BL 23-N006-25GY  23-N006-50BL

Length 3FT 6FT 9FT 25 FT 25 FT 50 FT

Jacket Blue Flex PVC Blue Flex PVC Yellow Flex PVC Blue flex PVC Gray Flex PVC Red Flex PVC

AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG 28 AWG

Connectors RJ45 8P8C RJ45 8P8C RJ45 8P8C RJ45 8P8C RJ45 8P8C RJ45 8P8C

Use Connects fast ethernet networks for either your work server or home network.  Color coded so you can identify them throughout your network.

Packing 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack 1pc/Color bag pack

Item Size 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm 11.7 x 28.5 x 2 cm

Item Weight 0.15 lb 0.15 lb 0.66 lb 0.30 lb 0.30 lb 0.30 lb

PCS / CTN 150pcs 150pcs 150pcs 50pcs 50pcs 50pcs

CTN Size 12 x 15.5 x 12" 12 x 15.5 x 12" 15.7 x 11.8 x 11.8" 14.5 x 16.5 x 8.5" 14.5 x 16.5 x 8.5" 14.5 x 16.5 x 8.5"

CTN Weight 20.2 lb 20.2 lb 19.62 lb 18.4 lb 18.4 lb 18.4 lb

Pin #

Green/White Tracer 1

Green 2

Orange/White Tracer 3

Blue 4

Blue/White Tracer 5

Orange 6

Brown/White Tracer 7

Brown 8

Pin #

1 Green/White Tracer

2 Green

3 Orange/White Tracer

4 Blue

5 Blue/White Tracer

6 Orange

7 Brown/White Tracer

8 Brown

Cat 5E Patch Cable Booted, 4 pair Stranded 
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NETWORK  ACCESSORIES

KR-204-8HQKR-204-8

KR-204CAT6 23-QCAT5 23-QCAT6

KR-204-G KR-204-8R

KR-204CAT6HQ

Item KR-204-8 KR-204-G KR-204-8R KR-204-8HQ

Color Clear Clear Clear Clear/chrome

Material Plastic Plastic Plastic Plastic with Metal cover

Connector RJ45 8C RJ11 4C RJ45 8C RJ45 8C

Use
Large 8AN connector to used in cable 
from phone to line. Also, making Ether-

net patch cords

Used to make phone cables form 
phone to line

Used to make phone cables form 
phone to line

better quality 8AN connector used in 
Cat 5 cables from phone to line. Also, 

making ethernet patch cords

Packing 100pcs/bag 100pcs/bag 100pcs/bag 100pcs/bag

PCS/CTN 10000pcs 10000pcs 3000pcs 5000pcs

Item Weight 0.01 lb 0.01 lb 0.01 lb 0.01 lb

CTN Size 24.4 x 14.1 x 10.2” 21.6 x 11.8 x 10.8” 21.6 x 11.8 x 10.8” 24.4 x 14.1 x 10.2”

CTN Weight 37.4 lb 39.6 lb 39.6 lb 55.1 lb

Item KR-204CAT6 23-QCAT5 23-QCAT6 KR-204CAT6HQ

Color Clear Clear Clear Clear/chrome

Material Plastic Plastic Plastic Plastic with metal cover

Connector RJ45 8C RJ45 8C RJ45 8C RJ45 8C

Use
Used to make Cat 6 cables for High 

speed conectivity
Connector for Cat5E Et  ernet cables, allow the wire to be pulled through 
the front in a efficient manner, verifiying wire sequence makes installa-

tion quick and error free, Used with our M-399 Tool

Used to make High end Cat 6 
patch cables for High speed 

conectivity

Packing 100pcs/bag 100pcs/bag 100pcs/bag 100pcs/bag

PCS/CTN 5000pcs 4000pcs 4000pcs 3000pcs

Item Weight 0.01 lb 0.01 lb 0.01 lb 0.01 lb

CTN Size 24.4 x 14.1 x 10.2” 24.4 x 14.1 x 10.2” 24.4 x 14.1 x 10.2” 24.4 x 14.1 x 10.2”

CTN Weight 37.4 lb 55.1 lb 55.1 lb 55.1 lb
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23-N015

23-N016

23-N007

23-N017IV

One Port Housing Surface Mount for Keystone Jacks

Two Port Housing Surface Mount for Keystone Jacks

RJ45 Strain Relief Boot (PVC) 5 Colors

Four Port Housing Surface Mount for keystone Jacks

Color White

Material Plastic

Connector Wall Plated

Use Used for wall mount of CAT5/6 Jacks. Keystone one port

Packing 25pcs/bag

PCS/CTN 500pcs

Item Weight 0.06 lb

CTN Size 20 x 16.9 x 13.3”

CTN Weight 24.2 lb

Color Ivory

Material Plastic

Connector Wall Plated

Use Used for wall mount of CAT5/6 Jacks. Keystone one port

Packing 25pcs/bag

PCS/CTN 500pcs

Item Weight 0.06 lb

CTN Size 20 x 16.9 x 13.3”

CTN Weight 24.2 lb

Color Ivory

Material Plastic

Connector RJ45

Use Configured to be used in patch panels, wall plates and any 
other Cat 5e input needed for T568B configurations

Packing 1pc/Ziplock color bag

PCS/CTN 500pcs

Item Weight 0.02 lb

CTN Size 12 x 15.5 x 12”

CTN Weight 13.75 lb

Color Blue, Green, Gray, Red, Yellow

Material PVC

Connector RJ45

Use Designed to protect RJ45 plugs

Packing 10pcs/bag

PCS/CTN 3500pcs

NETWORK  ACCESSORIES
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NETWORK & TELEPHONE ACCESSORIES

Item KR-202 KR-202-8

Description Modular RJ 11 Telephone Double Adapter Modular RJ 45 Network Double Adapter

Color Ivory

Material Plastic

Connectors One Male to Two Female adaptor 4C One Male to Two Female adaptor 8C

Use Allows 2 telephones to be plugged into a 
single modular jack

Allows 2  devices to be plugged into a single 
network modular jack

Packing 25pcs/bag 25pcs/bag

PCS/CTN 1000pcs 1000pcs

Item Weight 0.021 lb 0.025 lb

CTN Size 24.4 x 14.1 x 11.8” 24.4 x 14.1 x 11.8”

CTN Weight 22 lb 26.4 lb

Item KR-200 KR-200-8

Description Modular RJ 11 In-Line 4C coupler Modular RJ45 In-Line 8C coupler

Color Ivory

Material Plastic

Connectors Female to Female 4 C Female to Female 8 C

Use
This product is used to Connect and Expend 

Existing Telephone lines with RJ11 Telephone 
Connectors(6P4C)

This Product is used to Connect and Extend 
Existing Telephone or Cat5E Pach Cord with 

RJ45 Connectors

Packing 25pcs/bag 25pcs/bag

PCS/CTN 500pcs 1000pcs

Item Weight 0.019 lb 0.02 lb

CTN Size 24.4 x 14.1 x 11.8” 24.4 x 14.1 x 11.8”

CTN Weight 19.8 lb 23.1 lb

Item 23-N018Y 23-N018 23-N018BL 23-N018GY 23-N018R

Description CAT5 Punch Down Keystone Jacks

Color Yellow White Blue Gray Red

Material Plastic Plastic Plastic Plastic Plastic

Connectors RJ45 RJ45 RJ45 RJ45 RJ45

Use Configured to be used in patch panels, wall plates and any other Cat 5e input needed for T568B configurations

Packing 1 PC/Zip-lock color bag 1 PC/Zip-lock color bag 1 PC/Zip-lock color bag 1 PC/Zip-lock color bag 1 PC/Zip-lock color bag

PCS/CTN 500pcs 500pcs 500pcs 200pcs 300pcs

Item Weight 0.02 lb 0.02 lb 0.02 lb 0.02 lb 0.02 lb

CTN Size 12 z 15.5 x 12” 12 z 15.5 x 12” 12 z 15.5 x 12” 12 z 15.5 x 12” 12 z 15.5 x 12”

CTN Weight 13.75 lb 13.75 lb 13.75 lb 13.75 lb 13.75 lb
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TELEPHONE ACCESSORIES

KR-468

KR-203

Single RJ 11 Modular Surface Jack with Adhesive

Single RJ 11 Telephone Triple Adapter

Color Ivory

Material Plastic

Connectors One male to three female adaptor 4C

Use Allows 3 telephones to be plugged into a single modular jack

Packing 25pcs/bag

PCS/CTN 1000pcs

Item Weight 0.025 lb

CTN Size 24.4 x 14.1 x 11.8”

CTN Weight 26.4 lb

Color Ivory

Material Plastic

Connectors 4C Male

Use Used when in wall installations are not possible you connect 
your telephone through this external surface mount jack

Packing 25pcs/bag

PCS/CTN 500pcs

Item Weight 0.064 lb

CTN Size 20.4 x 11.4 x 10.2”

CTN Weight 33 lb

KR-220
4 Conductor telephone or modular cable

Color Ivory

Material PVC

Connectors RJ11/RJ12

Use Used for telephone, dial up connections and some serial 
connections using RJ11 or RJ12 crimp connectors

Packing Plastic spool

PCS/CTN 4 pcs
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Item KR-209-7BK-
POLY KR-209-7POLY  KR-209-15BK-

POLY KR-209-15POLY  KR-209-15WH-
POL

KR-209-25BK-
POLY

KR-209-25PO-
LY

KR-209-25WH-
POLY

Description Modular coiled cord

Length 7FT 7FT 15FT 15FT 15FT 25FT 25FT 25FT

Jacket Black flat PVC Ivory flat PVC Black flat PVC Ivory flat PVC White flat PVC Black flat PVC Ivory flat PVC White flat PVC

OD 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm

Use Handset for fax machines and telephone

Connectors RJ-11 RJ-11 RJ-11 RJ-11 RJ-11 RJ-11 RJ-11 RJ-11

Packing Poly bag with 
hanger

Poly bag with 
hanger

Poly bag with 
hanger

Poly bag with 
hanger

Poly bag with 
hanger

Poly bag with 
hanger

Poly bag with 
hanger

Poly bag with 
hanger

Item Weight 0.07 lb 0.07 lb 0.15 lb 0.15 lb 0.15 lb 0.24 lb 0.24 lb 0.24 lb

PCS/CTN 250pcs 250pcs 200pcs 200pcs 200pcs 100PCS 100pcs 100pcs

CTN Size 14.1 x 12.2 x 
13.3”

14.1 x 12.2 x 
13.3”

14.1 x 12.2 x 
16.5”

14.1 x 12.2 x 
16.5”

14.1 x 12.2 x 
16.5”

14.1 x 12.2 x 
12.5”

14.1 x 12.2 x 
12.5”

14.1 x 12.2 x 
12.5”

CTN Weight 19.8 lb 19.8 lb 31.1 lb 31.1 lb 31.1 lb 26.4 lb 26.4 lb 26.4 lb

Pin #

Black 2

Red 3

Green 4

Yellow 5

Item KR-425-7BKPOLY KR-425-7POLY KR-425-7WHPOLY KR-425-15POLY KR-425POLY KR-425WHPOLY

Description Wall straight cord Wall straight cord Wall straight cord Wall straight cord Wall straight cord Wall straight cord

Length 7FT 7FT 7FT 15FT 25FT 25FT

Jacket Black flat PVC Ivory flat PVC White flat PVC Ivory flat PVC Ivory flat PVC White flat PVC

OD 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm 2.5/5.0mm

Use Used for modem, fax machines and telephone

Connectors RJ-11 RJ-11 RJ-11 RJ-11 RJ-11 RJ-11

Packing Poly bag with hanger Poly bag with hanger Poly bag with hanger Poly bag with hanger Poly bag with hanger Poly bag with hanger

Item Weight 0.057 lb 0.057 lb 0.057 lb 0.15 lb 0.24 lb 0.24 lb

PCS/CTN 250pcs 250pcs 250pcs 200pcs 100pcs 100pcs

CTN Size 14.1 x 12.2 x 13.3” 14.1 x 12.2 x 13.3” 14.1 x 12.2 x 13.3” 14.1 x 12.2 x 16.5” 14.1 x 12.2 x 11” 14.1 x 12.2 x 11”

CTN Weight 15.4 lb 15.4 lb 15.4 lb 33.1 lb 26.4 lb 26.4 lb

• Replaces standard handset cords
• Extra length permits added free-
dom of movement while using phone
• Equipped with a modular jack on 
each end

TELEPHONE CABLES
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23-101 23-102
9 Pin “D” Connector Cover 25 Pin “D” Connector Cover

23-106
9 Pin Male “D” 
Connector Solder Type

1cm

3cm

23-107
9 Pin Male “D” 
Connector Solder Type

2cm

1.5cm

23-116 23-117

15 Pin Male “D” 
Connector Solder Type

15 Pin female “D”
Connector Solder Type

2cm

1.5cm

COMPUTER ACCESSORIES

Color Grey

Material Plastic

Connectors 9 Pin “D” Connector 
Cover

Use

Making specialty 
cables for date and 

telecom such as PC and 
audio visual equipment 

Packing 25pcs/bag

PCS/CTN 1000pcs

CTN Size 16.5 x 13.7 x 12.5”

CTN Weight 26.4 lb

Color Grey

Material Plastic

Connectors 25 Pin “D” Connector 
Cover

Use

Making specialty 
cables for date and 

telecom such as PC and 
audio visual equipment 

Packing 25pcs/bag

PCS/CTN 500pcs

CTN Size 16.5 x 13.7 x 12.5”

CTN Weight 24.2 lb

Color Blue

Material Metal 

Connectors 9 Pin Male "D" Connector 

Use

Making specialty cables 
for date and telecom such 

as PC and audio visual 
equipment 

Packing 25pcs/bag

PCS/CTN 3000pcs

CTN Size 16.5 x 13.7 x 12.5”

CTN Weight 26.4 lb

Color Blue

Material Metal 

Connectors 15 Pin Female "D" Connector 

Use
Making specialty cables for 
date and telecom such as PC 
and audio visual equipment 

Packing 25pcs/bag

PCS/CTN 3000pcs

CTN Size 16.5 x 13.7 x 12.5”

CTN Weight 35.2 lb

Color Blue

Material Metal 

Connectors 9 Pin Male "D" Connector 

Use

Making specialty cables 
for date and telecom such 

as PC and audio visual 
equipment 

Packing 25pcs/bag

PCS/CTN 3000pcs

CTN Size 16.5 x 13.7 x 12.5”

CTN Weight 28.6 lb

Color Blue

Material Metal 

Connectors 15 Pin Male "D" Connector 

Use

Making specialty cables 
for date and telecom such 

as PC and audio visual 
equipment 

Packing 25pcs/bag

PCS/CTN 2000pcs

CTN Size 16.5 x 13.7 x 12.5”

CTN Weight 33 lb
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HDMI SPLITTER

M-272

M-273

1x2 Mini HDMI Splitter with 3D  Support

1x4 Mini HDMI Splitter with 3D  Support

1 HDMI INPUT • 2 HDMI OUTPU T | 1 ENTRADA HDMI • 2 SALIDAS HDMI
COMPACTABLE SIZE AND USER FRIENDLY  | TAMAÑO COMPACTO Y DE USO FÁCIL.
INSTALL IN SECONDS  | INSTALACIÓN EN SEGUNDOS
WITH POWER SUPPLY | CON FUENTE DE ALIMENTACIÓN

Material Metal

Resolution 1920x1080p

Connectors One Input, Two Outputs HDMI

Use Watch video content on Two displays at the same time.

Packing Color Box 

PCS/CTN 50pcs

Material Metal

Resolution 1920x1080p

Connectors One Input, Four Outputs HDMI

Use Watch video content on Four displays at the same time.

Packing Color Box 

Item Weight 205g/370g

PCS/CTN 50pcs
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HDMI SPLITTERS & CONVERTERS

M-275
1x8 HDMI Splitter with 3D  Support

Digital to Analog audio Converter

Material Metal

Resolution 1920x1080p

Connectors One Input, Eight Outputs HDMI

Use Watch video content on Eight displays at the same time.

Packing Color Box 

Item Size 269x110x26mm

PCS/CTN 10pcs

Material Metal

Resolution 32, 44.1, 48 and 96 KHz

Connectors Input Toslink, RCA (Coaxial) Output RCA (L/R)

Use Converts coaxial or toslink digital audio to analog L/R audio

Packing Color Box 

Item Size 55 x 60 x 21 mm

Item Weight 81 g

PCS/CTN 100pcs

CTN Size 48 x 35.8 x 41.3 cm

CTN Weight 11 Kg

COV-1AU
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CONVERTERS

M-277
Video Converter VGA to HDMI

HDMI to VGA Converter
M-301

M-303
HDMI Switch

Material Metal

Resolution 720p/1080p

Connectors One Input VGA, One Output HDMI 

Use Easily converts VGA and Stereo audio, into a HDMI signal.

Packing Color Box 

Item Size 87x75x22mm

PCS/CTN 100pcs

Material PVC jacket 

Resolution  1080p

Connectors VGA/HDMI

Use Converts an HDMI digital signal to a VGA analog

Packing Blister

PCS/CTN 300pcs

Material Plastic

Resolution  High Speed 1080p resolution

Connectors HDMI

Use Able to connect up to 3 HDMI devices to just 1 HDMI port on 
your TV.

Packing Blister

PCS/CTN 100pcs

Material Plastic

Resolution  High Speed 1080p resolution

Connectors VGA / HDMI

Use VGA to HDMI Converter box converts VGA and Audio to Hdmi

Packing Color Box

Item Size 60 x 55 x 20 mm

PCS/CTN 100pcs

CTN Size 50 x 30 x 25 cm

M-312
VGA  to HDMI Converter

Packing list: 
1 x VGA - 3.5mm Jack / HDMI conver ter
1 x USB / POWER cable (70mm)
1 x English user manual
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M-400

R-300U-W R-1200U-W

Analogy composite RCA + Audio to High Definition HDMI

Wi-Fi Wireless Range Extender Wi-Fi Wireless Range Extender

Material Plastic

Resolution  High Speed 1080p resolution

Connectors HDMI

Use Able to connect up to 4 HDMI devices to just 1 HDMI port on 
your TV.

Packing Blister

PCS/CTN 100pcs

MT-ED06MT-ED03MT-ED012

CAT5 / CAT6

HD
M

I O
UT

HD
M

I I
N

HDMI Extender TX (Sender) HDMI Extender RX (Receiver)

Description HDMI Extender

Material Metal Metal Metal 

Resolution Full HD1080P Full HD1080P Full HD1080P

Extender 12 meters 30 meters 60 meters

Connectors HDMI to 2 RJ45 HDMI to 2 RJ45 HDMI to 2 RJ45

Use
EASY-TO-USE Solution that extends an HDMI 
audio video signal up to 12 meters over a dual 

CAT-5E or CAT6E Cable

EASY-TO-USE Solution that extends an HDMI 
audio video signal up to 30 meters over a dual 

CAT-5E or CAT6E Cable

EASY-TO-USE Solution that extends an HDMI audio 
video signal up to 60 meters over a dual CAT-5E or 

CAT6E Cable

Packing Color Box Color Box Color Box

PCS/CTN 50 pcs 50 pcs 50 pcs

Material Plastic Plastic

Resolution 300 Mbps 1200 Mbps

Connectors 2 10/100 M Ports

Use universal compatibility, works with any wireless router, gateway or cable modem with wi-Fi. Wired ethernet port: Simple plug in 
game consoles, streaming players, or other nearbay wired devises usind the one 10/100M port for maximum speed. Indoor use only

Packing Color Box Color Box

CONVERTERS
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OPTICAL CABLE & HDMI CABLES

GRADE INDUSTRIAL OPTOELECTRIC

Fibre Grade CPF SPF GPF

Refractive Index-Core 1,492 1,492 1,492

Refractive Index-Clad 1,492 1,492 1,492

Numerical Aperture 0.51 0.51 0.51

Temperature Range -55 C/-70 C -55 C/-70 C -55 C/-70 C

Maximum 
Attenuation

Not rated (0.2 dB/m) 
650mm

0.2 dB/m (0.18dB/m) 
650mm

0.16 dB/m 
(0.14dB/m) 650mm

Application Illumination, Signs Lights, Guides, Sensors Data link, Network

HA-HDMI

FO-606

HA-HDMI-12 HA-HDMI-25 HA-HDMI-50 HA-HDMI-100

Description 1.4 High Speed HDMI Cable for HDTV, 3D, and 4K with filter 

Length 6FT 12FT 25FT 50FT 100FT

Jacket Black flex PVC Black flex PVC Black flex PVC Black flex PVC Black flex PVC

OD 5.5 5.5 5.5 5.5 5.5

Use Connection of Multimedia devices such as LCD s, TVs, Plasma, and Laptops.  

Connectors Gold Plated Connector Gold Plated Connector Gold Plated Connector Gold Plated Connector Gold Plated Connector

Packing 1pc/blister pack 1pc/blister pack 1pc/blister pack 1pc/blister pack 1pc/blister pack

PCS/CTN 200pcs 100pcs 40pcs 15pcs 5pcs

• HIGH PERFORMANCE CONECTION
FOR AUDIO COMPONENTS
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MIY-HDMIWP-1 MIY-HDMIWP-2 MIY-HDMIWP-13

Description 1 HDMI Port 180 2 HDMI Port 180 1 HDMI Port 180 + 3 RCA

Jacket White wall plate White wall plate White wall plate

Use Eliminate cable clutter. HDMI port for neat and professional quality video installations

Connectors One female HDMI Two female HDMI Female HDMI and RCA Jack gold plated

Packing 1pc/blister pack 1pc/blister pack 1pc/blister pack

PCS/CTN 50pcs 50pcs 50pcs

M-265

Monitor Cable

Length 6FT | 12FT | 30FT 

Jacket Black Flex PVC

OD 8mm

Connectors 15 pin male to male

Use Premium VGA 15 PIN cable for Computer Monitor

Packing 1PCS/ Printed card

PCS/CTN 50pcs

VGA CABLES & HDMI ACCESSORIES
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MIY-HDMI1-FF MIY-HDMI4-FM

HDMI ACCESSORIES & PC CABLES

Material Molded Plastic

Use High performance connection between HDMI and 
HDMI cables

Connectors Gold Plated Connector

Packing 2pc/Polybag

PCS/CTN 500pcs

Material Molded Plastic

Use Converts HDMI port to DVI, use with HDTV,HD-
MI,PLASMATV, LCD,DVD and Satellite Boxes

Connectors Gold Plated HDMI and DVI

Packing 1pc/Polybag

HDMI Female to HDMI 
Female Adapter

HDMI Female to DVI 24+1 
Female Adapter

M-254

USB interface A/B cable shielded for High Speed connection

Length 6FT | 12FT

Jacket Ivory flex PVC

Connectors USB A Male/USB B Male

Use Connects USB devices such as printers, keyboards, mo-
dems, scanners to your computer

Packing 1 PC / blister

PCS/CTN 100 PCS

M-255
USB A Cable 

Length 5FT

Jacket Grey flex PVC

Connectors USB A Female to USB B Male

Use Connects USB devices such as printers, keyboards, 
modems, scanners to your computer

Packing 1 PC / blister

PCS/CTN 100 PCS

M-256
USB A port to Mini Jack 5 Pin 

Length 6FT

Jacket Grey flex PVC

Connectors USB A Male to USB Mini 5 PIN

Use Connects A USB equipped device to a USB port

Packing 1 PC / blister

PCS/CTN 100 PCS
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M-831-USB4

M-294

4 Port USB 3.0 HUB

AC Adapter

Connectors USB

Use

Connects to scanners,print-
ers,digital cameras,camcord-

ers,speakers,mouse,key-
board,external drives,MP3 

players and more

Packing 1pc/blister

PCS/CTN 50 pcs

Length 2 3/4" x 1 1/2"

Input 110/240V

Output 1000mah/5V

Connectors USB

Use Replacement AC Adapter For SAMSUNG Cellphone  And 
Tablet With USB Port

Packing 1pc/bag

PCS/CTN 250pcs

M-257
Full Speed Shielded type A male to A male USB cable 

Length 6FT

Jacket Grey flex PVC

Connectors USB A Male to USB A Male Nickel plated

Use Connects A USB equipped device to a USB port, compatible with 
all USB 2.0 Standards

Packing 1 PC / blister

PCS/CTN 100 PCS

5.0Gps
SUPER SPEED

Windows

PC CABLES & CELL PHONES CHARGERS
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CELL PHONES ACCESSORIES

4 Port USB 3.0 HUB

RL-12

Selfie Ring Light with Tripod Stand

Input 110/125V

Connectors USB

Use

 12” ring light that has 3 color lighting modes 
for getting you an oustanding look when doing 

Make-Up, two phone holders for smartphone live 
streaming selfie. Each mode have 10 adjustable 

brightness to choose

Packing 1pc/box

PCS/CTN 30pcs

M-1621

Mobile Phone Universal Tripod

Description Mobile phone universal tripod

Use
 Strong and and sturdy, made of high quality raw 
material, holds 5.6 inch mobile phones, comes 

with base for Go-Pro. and camera remote Shutter 

Packing 1pc/box

PCS/CTN 72pcs
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CELL PHONE ACCESSORIES

M-25F

MIY-BP8000

Mobile Phone Universal Tripod

Mobile Charger with 8000 mAh

Description Mobile phone universal tripod

Use
 Strong and and sturdy, made of high quality raw 
material, holds 5.6 inch mobile phones, comes 

with base for Go-Pro. and camera remote Shutter 

Packing 1pc/box

PCS/CTN 120pcs

Description Mobile charged with 8000 mAh

Input DC 5V/1A

Output 5W/15W

Connectors USB

Use  This fast Universal charger can de used in any 
phone or device. 

Packing 1pc/box

PCS/CTN 42pcs

M-1650
Mobile Phone Universal Tripod

Description Mobile phone universal tripod

Use
 Universal tripod, extendable , portable, strong, 
for digital cameras and holds any cell. Phone, 

comes with storage bag and line level.

Packing 1pc/box

PCS/CTN 20pcs



25SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

CELL PHONE ACCESSORIES & ADAPTERS USB-C

Interface USB 3.1 Type C, HDMI, USB 3.0 (Compatible with USB 2.0/1.1)

HDMI Resolution 4K x 2K, 1080P

Data Transfer Rate Up to 5Gbps

Support System Windows XP/Vista/7/8/8.1/10/Mac 9.1 and above 

Applications  Multimedia, 12 inch Apple New MacBook and ChromeBook 
Pixel Laptop etc 

PCS/CTN 50pcs

Interface USB 3.1 Type C, VGA, USB 3.0 (Compatible with 
USB 2.0/1.1)

Data Transfer Rate Up to 5Gbps

Support System Windows XP/Vista/7/8/8.1/10/Mac 9.1 and 
above 

Applications  Let you connect to your MacBook WITH USB-C 
port to any VGA display or proyector

PCS/CTN 50pcs

Description Mobile phone universal tripod

Use
 Universal tripod, extendable , portable, strong, 
for digital cameras and holds any cell. Phone, 

comes with storage bag and line level.

Packing 1pc/box

PCS/CTN 20pcs

M-701

M-702

USB 3.1 Type C Multiple Adapter

USB 3.1 Type C Multiple Adapter

M-716 M-717
Cable USB Type C  to USB Type C Cable USB Type C  to Micro USB-B

Interface USB 3.1 Type-C

Data Transfer Rate 10 Gbps

Applications

 Connect existing smartphones, tablets, cameras 
and e.readers with a Micro-USB 2.0 port for fast 

charging at 3A. Tranfer files to a host computer with 
USB Type-C at the USB 2.0 data transfer rate up to 

480 Mbps.

PCS/CTN 250 pcs

Interface USB 3.1 Type-C

Data Transfer Rate 10 Gbps

Applications  Support up to 100W/5A of power and can be used for 
charging USB-C devices

PCS/CTN 200 pcs
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HD-CM35

CMK-188

M-720 M-722

M-732

Web Cam

Wired Gaming Keyboard and Mouse Set

USB Type C Hub USB Type C to USB

USB Type C to Micro USB Flash Drive

Data Transfer Rate 10 Gbps

Support System Windows XP/Vista/7/8 Mac OS, Linux 

Applications  Connect two external monitors to this USB-C Adapter and 
enjoy games, muvies an full 4K resolutions.

Features

Compared with most network cameras , 
this product has a huge dirrerence, that 
is,build-in sound absorbing microphone, 
your voice can be clearly heard withing 

10 meters, witch means you do not have 
to be close to the camera, up and down 

110 degrees can de rotated, you can 
adjust the angle as needed, imported 
optical glass lens, high-precision, no 

distortion of the picture.

Color Black

Use Indoor

Video Capture 2MP

Resolution 1080P

Power Supply USB Connection

Comunication 
Technology USB2.0

APP Support Windows 2000/XP/Win7/Win8/
Win10/OS/Vista 32bit/Android Tv.

Material ABS

Features
Ergonomic Feel, to Give You the Best use of Experience, High 

Defination Optical Game Engine, fast Imprementation of 
Cursor Positioning, LED ligted. Mouse and Keyboard

Color Black

Power Supply USB Connection

Comunication 
Technology USB 2.0/1.1

APP Support OS Windows x86, x64, win8,win7, Vista XP, MAC OSX 
10.2-LINUX

Interface Male to Female 2.1 max

Support System SAM and Smart phone 

Applications

 Can be directly connected U 
disk,car readers, Mp3, keyboards, 
digital cameras and other external 

devices data transmission. No 
computer transfers

PCS/CTN 300 pcs

Support System MacBook’s 

Applications Connect any standard USB device (hard drive, hub, 
printver and more) to your MacBook’s USB-C port

ADAPTERS USB-C & GAMING  KEYBOARD
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MIY-M15-BK

MIY-M15-RD

MIY-M52-LED

Infrared 3 Button Mouse, Black

Infrared 3 Button Mouse, Red

Wired Gaming Mouse Led 7 Colors

Features

Infrared mouse with tilt-wheel technology. Sin-
gle-handed control and efficient navigation, offers 

top quality processing, precision and reliability, 
unique in his class

Color Black

Use Indoor

Resolution 1600 dpi

Power Supply USB Connection

Material ABS

Features

Infrared mouse with tilt-wheel technology. Sin-
gle-handed control and efficient navigation, offers 

top quality processing, precision and reliability, 
unique in his class

Color Red

Use Indoor

Resolution 1600 dpi

Power Supply USB Connection

Material ABS

Features
Unique cracking design combining with 7 colors 
glaring LED light, multiple colors are glowing at 

once, highlights the atmosphere of gaming

Color Black

Use Indoor

Resolution 2400 dpi

Power Supply USB Connection

Comunication 
Technology USB 2.0/3.0, Optical Tracking Technology 

APP Support Windows 10/8/7/Vista/XP/Mac OS/Linux 
or latest operating systems

Material ABS

COMPUTER ACCESSORIES
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GAMING HEADPHONES

MIY-MHG311-B

MIY-MHG311-R

PS4 Gaming Headphones Blue Led

PS4 Gaming Headphones Red Led

Features

This gaming headphone uses super soft over-ear padds 
wich is comfortable for long time wear for game player, 
hight precision 40mm driver bring you vivid sound field, 

soun clarity, sound shock feeling, capable of varios 
games, durable and noise reduction microphone. Blue 

LED lighting makes the perfect adition to this headphone

Color Blue/Black

Use Indoor

Plug USB+2*3.5mm

Impedance 32 Ohm

Ear Pad Material PU

Frequency 20hZ-20khZ

Driver Unit 40mm

Cable Length 2M

Mic sensitivity 58+_2dB

Features

This gaming headphone uses super soft over-ear 
padds wich is comfortable for long time wear for 

game player, hight precision 40mm driver bring you 
vivid sound field, soun clarity, sound shock feeling, 

capable of varios games, durable and noise reduction 
microphone. Red LED lighting makes the perfect 

adition to this headphone

Color Red/Black

Use Indoor

Plug USB+2*3.5mm

Impedance 32 Ohm

Ear Pad Material PU

Frequency 20hZ-20khZ

Driver Unit 40mm

Cable Length 2M

Mic sensitivity 58+_2dB

LIGHT

LIGHT

INCLUDES
ADAPTER

INCLUDES
ADAPTER
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SMART DEVICES

WF-B279

WF-L27

Wi-Fi LED Bulb

Wi-Fi Lamp Holder

Features Control from Mobile, Energy Saving, ON-OFF Timer, 
Voice Control

Color Various

Use Indoor-Outdoor

Power Supply 110-220VAC 

Material Plastic E-27 Base

Comunication 
technology Wi-Fi

APP Tuyasmart or Smatlife

Max Load Power 9W

Features Control from Mobile, Energy Saving, ON-OFF Timer, 
Voice Control

Color White

Use Indoor-Outdoor

Power Supply 100-240VAC 50-60Hz

Material ABS

Comunication 
technology Wi-Fi

APP Tuyasmart or Smatlife

Max Load Power 5A

SMART HOME
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SMART DEVICES

WF-C30
Wi-Fi Auto Tracking Camera 

Features Two Way Audio, Cloud Storage, Night Vision, 
Control from Mobile, Motion Detector

Color White

Use Indoor

Video Capture 2MP

Resolution 1080P

Power Supply 110-220VAC

Comunication 
Technology WI-FI

Material ABS

APP Tuyasmart or Smatlife

WF-101

Single Adaptor with Wi-Fi 

Features Smart 110V Single Plug, Energy Monitoring, Voice 
Control, ON-OFF Timer, Control from Mobile

Color White

Use Indoor

Power Supply 110-240VAC, 10AMP, 50-60Hz

Material ABS

Comunication 
technology Wi-Fi

APP Tuyasmart or Smatlife

Max Load Power 1100W

WF-102

Double Adaptor with Wi-Fi 

Features Smart 110V Double Plug, Energy  Monitoring, 
Voice Control, ON-OFF Timer, Control from Mobile

Color White

Use Indoor

Power Supply 110-240VAC, 15AMP, 50-60Hz

Material ABS

Comunication 
technology Wi-Fi

APP Tuyasmart or Smatlife

Max Load Power 1760W
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WF-C34

Wi-Fi Outdoor Camera 

Features
Two Way Audio, Cloud Storage, Night 
Vision, Control from Mobile, Motion 

Detector, TF Card

Color White

Use Indoor-Outdoor

Video Capture 2MP

Resolution 1080P

Power Supply Wire Connection

Comunication 
Technology WI-FI

Material ABS

APP Tuyasmart or Smatlife

SMART DEVICES

WF-S10
Wi-Fi Smoke Alarm  

WF-G12
Wi-Fi Gas Alarm 

Features Control from Mobile, Sound Alarm, Emergency 
Alarm Light, High Sensitivity, Work Day and Night

Color White

Use Indoor

Power Supply AAA Batteries

Material ABS

Comunication 
technology Wi-Fi

APP Tuyasmart or Smatlife

Features Control from Mobile, Sound Alarm, Emergency 
Alarm Light, High Sensitivity, Work Day and Night

Color White

Use Indoor

Power Supply AAA Batteries

Material ABS

Comunication 
technology Wi-Fi

APP Tuyasmart or Smatlife
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Material Manganese Steel

Use This tool is a most have instrument for persons that work with cables instala-
tions, he can strip cut and clamp cables from 10 to 22 AWG solid or stranded 

Packing Blister

DESCRIPTION

Precision Plier 
Set with 3pcs

MIY-039

The Long Nose Pliers can be used for a multitude of tasks. It is ideal for getting 
into tight spots. They can also be used for bending or shaping or cutting wire.

- Precision knife and anvil design for  superior cutting.
- Heat treated cutting edge for longer life.
- High leverage design for more cutting power compared to standard rivet design pliers.
- Lower handle gripping zone for better control and leverage.
- Comfort grip handles for non-slip usage.
- Size: 5.7 inch.

Material Metal with PVC Handle

Use
The Long Nose Pliers can be used for a multitude of tasks. 
It is ideal for getting tight spots. They can also be used for 

bending, shaping, or cutting wires.

Packing Blister

MIY-5021
Wire Stripper Multi-Purpose

Accord with human body engineering design, 
perfectly match with the form of your gripping 
palm; adopt the high quality alloy carbon steel, 
with 2-3 times longer life than ordinary steel; 
adopting the high density spring make you strip 
wire more comfortable, and not easy to fall.

• Stripping diameter: 0.6-2.6 mm
•Handle length: 105 mm
•Total length: 180 mm
•Weight: 160g
•Shell Color: Black and Red

Lock

Stripper

Clamp

Cutter

Steel Wire Cutter

Wire Loop

SOLAR LAMPS & TOOLS

Description Outdoor LED Solar Lamp

Watts 40 W 60 W 80 W 150 W

Battery 10 AH / 3.2 V 15 AH / 3.2 V 18 AH / 3.2 V 30 AH / 3.2 V

Solar Panel 6V 10W 6v 15W 6v 17W 6v 35W

Using/
Charging Time 13H / 5H 13H / 5H 13H / 5H 16H / 5H

Illumination 
Area 80 Square 110 Square 60 Square 80 Square

Material Plastic Plastic Plastic Plastic

Item Size 49.5 x 24 x 7cm 63.5 x 26 x 7 cm 23 x 50 x 7 cm 35 x 53 x 7 cm

SFL-40W SFL-60W SFL-150WSFL-80W
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Material Metal

Use Your have 6 tips to choose from to han-
dle any job, ideal for clock and jewelery. 

Packing Plastic Box

Material Metal with Plastic Handle

Use
This set is very versatily , you can use their 
vast tips selection to tackle any job in tight 

spaces. 

Packing Plastic Box

Material Metal with PVC Handle

Use

 Great to do repair jobs . Main-
tenance of computers.  Made of 

carbon steel and PVC .  Electronics 
components. 

Packing Blister

Precision Nose Pliers
MIY-038

- Precision knife and anvil design for  
  superior cutting.
- Heat treated cutting edge for longer life.
- High leverage design for more cutting power 
  compared to standard rivet design pliers.
- Lower handle gripping zone for better 
  control and leverage.
- Comfort grip handles for non-slip usage.

DESCRIPTION

Precision Screw Driver Set
Set with 6pcs

MY-1200

32 in 1 Electronic Tool Set
Screwdriver Set

M-393

1.5mm 2.0mm 2.5mm 3.0mm 3.5mm 4.0mm

T3   T4   T5   T6   T7   T8   T10   T15

PH00  PH00  PH0  PH1  PH2

1.0 1.3 1.5 2.0 2.5 3.0 4.0

m2.6

2.5

2.3

1.0mm

TOOLS
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CCTV BALUN & CONNECTORS

23-202PAIR
CCTV Balun with cable 

23-200HDPAIR
AHD/HD-TV1/HDCV1 High Definition CCTV Balun

23-201PAIR
CCTV Video Balun without cable

DESCRIPTION

Single channel HD-CVI/AHD/TVI video transceiver. Use CAT5/5e/6 UTP cable as 
transmission medium, can realize real-time transmission 1 channel color HD 
video signals. In practical project, the device can work as transmitter or receiver. 
It support long distance transmission, good transmission effect, strong anti-in-
terference. Widely used in security, teaching industry and other complex system 
environment.

• Power: No Power Required;                                                                          
• Transmission distance: CVI/TVI/AHD: 720P: 300M, CVI/TVI/AHD: 1080P: 200M with 
passive transceiver                            
• Safety: Anti-interference, super lighting protection, ESD                                     
• Appearance design: ABS outer shell
• Installation: BNC-M connector, screw terminal wire.

HD DVR
HD CAMERA

TRANSMITTER

CAT 5/5e/6

RECEIVER

Function

Video transmission
properties and port

Impedance

Protection

Enviromental

Physical Properties

Stability

Casing

Model
Channels

Transmission Distance

SN-HVB-01
1 channel (HDCVI)

720P: 300M
1080P: 200M

BNC-M
UTP Terminal (Screw)
HD-CVI/AHD/TVI
720P/1080P
>60db

75 ohms
100 ohms

1a contact discharge electricity level 3
1b air discharge electricity level 3
Per: IEC61000-4-2

2KV (common-code) Per: EC1000-4-5

(-10-55  C)
(-20-70  C)
{C} 0- (non-condensing)

51*20*15mm

ABS
Black

>20000h

40g/60g
65*90*27mm/120*110*30mm

Video Connector
UTP Connector
Compatible Format
Resolution
Anti-Interference

BNC male
UTP cable

ESD

Video Connector Protection

UTP Connector Protection

Operating Temperature
Storage Temperature
Humidity

Dimension (Including cable
lenght L*W*H)

Material
Color

MTBF

Gross Weight
Casing Volume (L*W*H)

ANTI-INTERFERENCE
ABILITY

Material Molded Plastic

Connectors BNC

Use Allows for Cat 2/3/4/5/6 to be used in CCTV applications 
up to 330 meters for cost saving and less bulky cable

Packing 2pcs/Blister

Jacket Metal & Molded Plastic Body

PCS/CTN 500pcs

Material Molded Plastic

Connectors BNC-M

Packing 2pcs/Blister

Jacket Metal & Molded 
Plastic Body

PCS/CTN 500pcs

Material Plastic

Connectors BNC

Use Allows for Cat 2/3/4/5/6 to be used in CCTV applications 
up to 330 meters for cost saving and less bulky cable

Packing 2pcs/Blister

Jacket Metal & Molded Plastic Body

PCS/CTN 500pcs
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CCTV BALUN & CONNECTORS

23-301

CCTV DC 12V Power Plug
with cable terminal 
Jacket: Metal & Plastic Body
Connectors: 2.1 mm x 5.5 mm DC plug
Use: The used of this terminal makes the 
life easier to profesional CCTV instollers 
and more secure installations
Packing: 25pcs/bag

23-205

8K HD Video passive Balun 
Jacket: Metal & Plastic Body
Connectors: BNC
Use: 8K Allows for CAT 2/3/4/5/6 to be used in CCTV applications up to 
330 meters for cost saving and less bulky cable 
Packing: 2pcs/blister
PCS/CTN: 250pcs

23-206

8K Video Power / Audio Data Transmitter
Jacket: Metal & Plastic Body
Connectors: RJ45 Jack,2 BNC-M, DC 12v 2.1mmX5.5mm Jack, DC 12V 2.1mmx5.5mm Jack 
Use: 8K Allows for Cat 5E and Cat6 used in CCTV applications up to 330 meters for cost 
saving and less bulky cable, indoor use only.
Packing: 2pcs/blister
PCS/CTN: 50pcs

23-302

CCTV DC 12V Power Jack
with cable terminal

23-304

CCTV DC 12V Power adapter 
with cable

23-305

CCTV DC 12V Power adapter 
with cable

23-306

CCTV DC 12V Power RCA 
plug with cable terminal

Jacket: Metal & Plastic Body
Connectors: 2.1 mm x 5.5 mm DC jack
Use: The used of this terminal makes the 
life isier to proffesional CCTV instollers 
and more secure installations
Packing: 25pcs/bag

Jacket: Metal & Plastic Body
Connectors: 2.1 mm x 5.5 mm DC jack
Use: The used of this terminal makes the 
life isier to proffesional CCTV instollers 
and more secure installations
Packing: 25pcs/bag

Jacket: Metal & Plastic Body
Connectors: RCA Plug
Use: The used of this terminal makes the 
life isier to proffesional CCTV instollers 
and more secure installations

Jacket: Metal & Plastic Body
Connectors: 2.1 mm x 5.5 mm DC plug
Use: The used of this terminal makes the 
life isier to proffesional CCTV instollers 
and more secure installations
Packing: 25pcs/bag

23-307

CCTV DC 12V Power RCA 
jack with cable terminal
Jacket: Metal & Plastic Body
Connectors: RCA Jack
Use: The used of this terminal makes the 
life isier to proffesional CCTV instollers 
and more secure installations
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23-303

BNC Male with terminal 
for CCTV
Jacket: Metal & Plastic Body
Connectors: BNC
Use: The used of this terminal makes the 
life isier to proffesional CCTV instollers 
and more secure installations
Packing: 25pcs/bag

BNC & COAXIAL CONNECTORS

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 400pcs

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 2000pcs

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 2000pcs

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 1000pcs

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 1000pcs

Material: Metal
Jacket: Metal & Molded Plastic Body
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 500pcs

MF-25

BNC Double Female Single 
BNC Male

MF-26

BNC Crimp Type Gold 
Solder Center Pin for 
RG-59 & Mini 8 cable

MF-30

BNC Plug Twist on Type 
For RG-59 Cable

MF-28

BNC Plug, Twist On Type, 
For RG-6 Cable

MF-32 MF-8

Adapter RCA Plug to 
BNC Jack

BNC Male to RCA Female

MF-2

Adapter “BNC” Plug To “F” 
Screw On Jack

MF-19

Adapter “BNC” Jack To 
“BNC” Jack

Material: Metal/Plastic
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 200pcs

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 1000pcs

Material: Metal
Jacket: Brass Nickel Plated
Connectors: BNC
Packing: 25pcs/bag
PCS/CTN: 500pcs

F-95

BNC Compression Connector, Blue 
Ring And Gold Tip For RG-6

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 4000pcs
CTN Size: 15.3 x 12.9 x 5.5”
CTN Weight: 30.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 4000pcs
CTN Size: 15.3 x 12.9 x 5.5”
CTN Weight: 30.3 lb

MF-6

“F” Screw On Type Connector 
For RG-59  Coaxial Cable

MF-16

Screw On “F” Type Connector 
For RG-6  Coaxial Cable
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Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 3000pcs
CTN Size: 15.3 x 12.9 x 5.5”
CTN Weight: 30.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 30.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 4000pcs
CTN Size: 15.3 x 12.9 x 6.3”
CTN Weight: 32.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.3 x 12.9 x 5.5”
CTN Weight: 32.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 1000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 26.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 34.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.3 x 12.9 x 5.5”
CTN Weight: 30.3 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 3000pcs
CTN Size: 15.3 x 12.9 x 5.5”
CTN Weight: 41.8 lb

F-56GAL

High Quality “F” Connector 
for RG-6 Gel Fill

F-73

“F” Screw On Jack Chassis 
Mount

F-81

“F” Screw On Splicer Jack 
To Jack With Nut

F-82

 Three “F” Screw On Jacks

F-85

Four “F” Screw On 
Jacks In Cross

MF-18
Adapter “F” Plug Right
Angle to “F” Screw on Jack

F-74
F Screw on compression 
connector for RG-6 (Black / Blue)

MF-1
Adapter “F” Push On Plug 
To “F” Screw on Jack 

Jacket: All brass
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 38.3 lb

HQ F Screw on compres-
sion connector, black 
plastic Ring for RG-6

F-74HQ

Jacket: Brass Nickel Plated
Packing: 25pcs/bag

Jacket: Metal Nickel Plated
Packing: 20pcs/bag
PCS/CTN: 1000pcs
CTN Size: 15.7 x 10.6 x 3.1”
CTN Weight: 18.2 lb

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 24.2 lb

F-77

HQ “F” Outdoors Compression
Connector 0-Ring, for RG-6 

MF-15 F-61

Adapter “F” Plug to 
“RCA” Plug

Universal Chassis connector 
with nut and washer

COAXIAL CONNECTORS
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Jacket: Brass Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 1000pcs

Jacket: Brass Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 500pcs

Jacket: Brass Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 500pcs

Jacket: Brass Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 500pcs

Jacket: Metal & Plastic Body
Packing: 25pcs/bag
PCS/CTN: 5000pcs
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 33 lb

Jacket: Metal & Plastic Body
Packing: 25pcs/bag
PCS/CTN: 5000pcs
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 33 lb

MF-67

Mini UHF-3PC for RG-58 
“F” Crimp

PL-259

“UHF” Jack, Solder Type Connec-
tor For RG-59, Bakelite Insulated 

PL-259A

“UHF” Jack, Solder Type Connec-
tor For RG-58, Bakelite Insulated 

PL-259B P-119

P-119G

“UHF” Jack, Solder Type Connec-
tor For RG-11, Bakelite Insulated

Adapter RCA Jack to RCA 
Jack Plastic Body 

Gold Adapter RCA Jack to 
RCA Jack Plastic Body

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 30.3 lb

F-64

Adapter “F” Screw On 
Jack to “RCA” Plug

COAXIAL CONNECTORS

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 26.3 lb

F-88

Adapter, “F” Screw On 
Jack To “Pal” Plug 

Jacket: Metal Body
Packing: 25pcs/bag
PCS/CTN: 1000pcs
Item Weight: 0.5 lb
CTN Size: 15.3 x 13 x 5.5”
CTN Weight: 22 lb

Jacket: Metal & Plastic Body
Packing: 25pcs/bag
PCS/CTN: 2500pcs
Item Weight: 0.31 lb
CTN Size: 15.3 x 13 x 7.9”
CTN Weight: 33 lb

Jacket: Metal Body
Packing: 25pcs/bag
PCS/CTN: 3000pcs
CTN Size: 15.3 x 13 x 6.3”
CTN Weight: 37.4 lb

P-256 P-229P-127

Adapter 1/4” Stereo Metal 
Plug to One RCA Jack

Adapter 1/4” Stereo 
Plug to RCA Jack

Adapter RCA Jack to RCA Jack

Jacket: Metal Nickel Plated
Packing: 25pcs/bag
PCS/CTN: 2000pcs
CTN Size: 15.7 x 10.6 x 5.9”
CTN Weight: 26.3 lb

F-89

Adapter, “F” Screw On 
Connector To “Pal” Push 
On Jack 
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P-261

Jacket: Metal & Plastic Body
Packing: 25pcs/bag
PCS/CTN: 1500pcs
Item Weight: 0.51 lb
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 33 lb

P-221

P-100A P-101

P-171AB / P-171AR M-73R M-74BK P-190

P-101A P-101RHQ

P-260

RCA Plug Male to Double RCA 
Adapter Female

Two RCA Plug to RCA Jack

1/4” Mono Plug with Spring 1/4” Mono Plug

HQ 1/4” Mono Plug 
with Spring

Jumbo 1/4 Mono Plug, Red Jumbo 1/4 Mono Plug, 
Black 

Jumbo 1/4” Mono Plug  

1/4” Mono Plug with Spring 1/4” Mono Plug Right Angle

Two RCA Jack to one  RCA Jack

Jacket: Metal & Plastic Body
Packing: 25pcs/bag
PCS/CTN: 1000pcs
Item Weight: 0.44 lb
CTN Size: 15.3 x 13 x 6.3”
CTN Weight: 19.8 lb

P-278

Adapter Double RCA Jack to 
Double RCA Jacks

Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug

Jacket: Metal Body
Connector: 1/4” Mono Plug

Jacket: Metal Body
Connector: 1/4” Mono Plug

 Jacket: Metal Body
Connector: 1/4” Mono Plug

Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 2500
CTN Size: 15.3 x 13 x 11.8”
CTN Weight: 35.2 Lb

Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 2000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 30.8 Lb

Jacket: Metal Body with color 
coded Rings Red and black
Connector: 1/4” Mono Plug, Gold Tip

Jacket: Nickel body
Connector: 1/4” Mono Plug, Gold Tip Jacket: Nickel Body

Connector: 1/4” Mono Plug, Gold tip

Jacket: Metal Body 
Connector: 1/4” Mono Plug, 
baquelite Ring

AUDIO CONNECTORS
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Jacket: Metal Body with Spring 
Connector: 1/4” Mono Plug, 
baquelite Ring

Jacket: Metal and Plastic Color Body
Connector: 1/4” Mono Plug

Jacket: Nickel Body
Connector: 1/4” Mono Plug with
bakelite Ring

Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug

Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug Gold, 
RCA Jack

Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug

Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug Gold,
RCA Jack

Jacket: Metal Body
Connector: 1/4” Stereo Plug

Jacket: Metal Body
Connector: 1/4” Jack to Jack

AUDIO CONNECTORS & ADAPTERS

Jacket: Metal Body
Connector: 1/4” Mono Plug

Jacket: Metal & Plastic Body
Connector: RCA Plug Jacket: Metal Body Color Coded 

Rings Red and Black
Connector: 1/4” Stereo Plug Gold Tip

P-172A / P-172AR

P-223

P-152P-198P-180BK/BL/R/YP-191A

P-222GP-222P-130

P-103AP-257P-223G

HQ 1/4” Stereo Plug with 
Spring

Adapter 1/4” Mono plug to 
Two RCA Jack

Adapter, Metal Mono 1/4” 
Jack to Jack

High Quality 1/4” Mono Plug1/4” Mono PlugHigh Quality 1/4” Mono Plug 
with Spring

Adapter 1/4” Mono Plug Gold 
to one RCA Jack

Adapter 1/4” Mono Plug to 
One RCA Jack

Adapter 1/4” Mono Plug to 
RCA Jack

1/4” Stereo Plug with Spring1/4” Mono Jack to  RCA PlugAdapter 1/4” Mono Plug Gold 
to Two RCA Jacks 
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P-111B
Adapter 1/4 Mono Plug 
to 3.5 mm Mono Jack
Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug

P-111C
Adapter 1/4” Mono Plug to 3.5 mm 
Stereo Jack
Jacket: Metal & Plastic Body
Connector: 1/4” Mono Plug

P-111A
Adapter 1/4” Stereo Plug to 
3.5 mm Mono Jack 
Jacket: Metal & Plastic Body
Connector: 1/4” Stereo Plug

P-111
Adapter 1/4” Plug to 3.5 mm Stereo Jack
Jacket: Metal & Plastic Body
Connector: 1/4” Stereo Plug

P-111G
Gold Adapter 1/4” Stereo Plug
to 3.5 mm Stereo Jack 
Jacket: Metal & Plastic Body
Connector: 1/4” Gold Plug

P-110B
3.5 mm Mono Plug to 1/4 Stereo Jack
Jacket: Metal & Plastic Body
Connector: 3.5mm Mono plug

P-252
1/4 Stereo Plug to Two 1/4 Stereo Jacks 
Jacket: Plastic Body
Connector: 1/4” Stereo Plug

P-254
Adapter 1/4 Stereo Plug to 2 RCA Jack
Jacket: Plastic Body
Connector: 1/4” Stereo Plug

P-286
High Quality 3.5mm Stereo Plug
Jacket: Silver
Connector: 3.5mm Stereo Plug

High Quality 3.5mm 
Three Line Headphone Plug
Jacket: Silver 
Connector: 3.5mm three line plug

P-384 P-104A
3.5mm Mono Plug with Protector
Jacket: Metal & Plastic Body

P-113A
3.5mm Mono Plug with Spring
Jacket: Metal Body

P-105A
3.5mm Stereo Plug with Protector
Jacket: Metal & Plastic Body

P-266
3.5mm  Mono Plug to 1/4 Mono Jack 
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 2500
CTN Size: 15.3 x 13 x 7.9”
CTN Weight: 33 lb

P-280
Hiqh Quality 3.5 mm Mono Plug
Jacket: Black Metal Body 

P-282
Large High Quality 3.5mm Mono plug
Jacket: Metal Body 

AUDIO CONNECTORS & ADAPTERS
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AUDIO CONNECTORS & ADAPTERS

P-106
3.5mm  Stereo Plug 
Jacket: Metal Body

P-110
Adapter, 3.5mm Stereo Plug to 1/4” 
Stereo Jack Plastic Body
Jacket: Metal & Plastic Body

P-268
Adapter, 3.5mm Stereo Plug 
to 1/4” Mono Jack
Jack: Metal & Plastic Body

P-246
Adapter 3.5mm Stereo Plug 
to 2 RCA Jacks
Jack:  Metal & Plastic Body

P-251
Adapter 3.5mm Stereo Plug to Two 
3.5mm Jacks 
Jacket: Metal &Plastic Body

P-147S
In Line, 3.5mm Stereo Jack 
Jacket: Metal Body

P-151
Adapter, Metal 3.5 mm Stereo 
Jack to 3.5 mm Stereo Jack
Jacket: Metal Body

P-281
Hiqh Quality 3.5 mm Stereo Plug
Jacket: Black Metal Body 

P-283
Large High Quality 3.5 mm
Stereo Plug
Jacket: Metal 

P-284A
3.5 mm Three Line Headphone 
Plug with Protector
Jacket: Metal 

P-285
Headset Splitter Adapter “U” Shape 3.5 
mm 4 Pole Male to 2x3 Female
Jacket: Metal & Plastic “U” Body 

P-122
3.5mm 3 Lines Headset Plug
Jacket: Metal & Plastic Body 
Packing: 25pcs/Bag PCS/CTN: 5000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 28.6 lb

P-106A
3.5mm Stereo Plug with Spring
Jacket: Metal Body

P-106AG
3.5mm Stereo Plug Gold with Spring
Jacket: Metal Gold Body

P-114AB/ 114AR
RCA Plug with Color Coded Rings Red 
and Black with Spring
Jacket: Metal Body

P-114AGB/ 114AGR
RCA Gold Plug with Color Coded Rings 
Red and Black with Spring
Jacket: Metal Body
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P-115AB/ 115AR
RCA Plug Red and Black 
with Protector
Jacket: Plastic Body

P-124AB/P-124AR
RCA Jack with Color Coded Rings. Red 
and Black with Spring
Jacket: Metal Body
Packing: 25pcs/Bag PCS/CTN: 2000
CTN Size: 15.3 x 13 x 7.9”
CTN Weight: 39.6 lb

P-116AB/P-116AR
RCA Jack Red and Black with Protector
Jacket: Plastic Body
Packing: 25pcs/Bag PCS/CTN: 5000
CTN Size: 15.3 x 13 x 12”
CTN Weight: 33 Lb

P-162AGB
High Quality Connector RCA Gold 
Plug with blue Body and Spring
Jacket: Aluminum Body
Packing: 25pcs/Bag PCS/CTN: 2000
CTN Size: 15.3 x 13 x 5.5”
CTN Weight: 33 Lb

P-163AGR
High Quality Connector RCA Gold Plug 
with Red body and spring
Jacket: Aluminum Body
Packing: 25pcs/Bag PCS/CTN: 2000
CTN Size: 15.3 x 13 x 5.5”
CTN Weight: 33 Lb

P-231A
2.5mm Stereo Plug with Protector
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 3000
CTN Size: 11.8 x 8.7 x 6”
CTN Weight: 22 lb

P-169AGB
High Quality Connector RCA Gold 
Plug with Black ring and Spring
Jacket: Nickel Body
Packing: 25pcs/Bag

P-169AGR
High Quality Connector RCA Gold 
Plug with Red Ring and spring
Jacket: Nickel Body
Packing: 25pcs/Bag

P-232
DC Jack 2.1mm x 5.5mm Chassis Type
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 2000
CTN Size: 15.3 x 13 x 5.5”
CTN Weight: 22 lb

P-233
DC Jack 2.5mm Male Chassis Type
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 2000
CTN Size: 15.3 x 13 x 5.5”
CTN Weight: 22 lb

P-234A
DC Plug 6mm x 3mm 
with Protector
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 3000
CTN Size: 15.3 x 13 x 6.3”
CTN Weight: 28.6 lb

P-237A
DC Plug 5.5mm x 2.1mm 
with Protector
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag PCS/CTN: 5000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 39.6 lb

P-238A
DC Plug 5.5mm x 2.5mm 
with Protector
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag 
PCS/CTN: 5000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 35.2 lb

P-239
DC Plug 5.5mm x 2.5mm
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag 
PCS/CTN: 5000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 30.8 lb

P-239A
DC Plug 5.5mm x 2.5mm x 14mm 
with Protector
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag 
PCS/CTN: 5000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 30.8 lb

P-301
DC Plug 4.0mm x 1.7mm Sony 
type with Protector
Jacket: Metal & Plastic Body
Packing: 25pcs/Bag 
PCS/CTN: 2000
CTN Size: 15.3 x 13 x 10.2”
CTN Weight: 22 lb

P-240
Auto Antenna Plug
Jacket: Metal Body
Packing: 25pcs/Bag 
PCS/CTN: 5000
CTN Size: 15.3 x 13 x 12”
CTN Weight: 22 lb

AUDIO CONNECTORS, DC JACKS & PLUGS
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LCD-1437

LCD-1337

TV Wall Stand

TV Wall Stand

Screen Size 14” to 37"

Max Weight 45KGS (99 lbs)

Profile 62mm

Tilt -15°/+15°

Use
 For TV From 14” to 37” Holds Max weight 99 

lbs. Tilt 15 degrees Max, with level, comes 
with installation hardware

Packing Color Box

Item Size 330 x 320 x 63

PCS/CTN 10

CTN Weight 1.25 Kg

CTN Size 14.3 x 12.3 x 9.8

Screen Size 13” to 37"

Max Weight 24.94KGS (55 lbs)

Tilt -15°/+15°v

Use
 For TV From 14” to 37” Holds Max weight 99 

lbs. Tilt 15 degrees Max, with level, comes 
with installation hardware

Packing Color Box

Item Size 326 x 220 x 200

PCS/CTN 6

CTN Weight 1.5 Kg

CTN Size 13.2 x 9.6 x 9.9

330 x 320

326 x 220 45 Kg 13” - 37”

45 Kg 17” - 37” 62 mm

TV WALL STANDS
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LCD-3260

LCD-1360

LCD-1342T

TV Wall Stand

TV Wall Stand

TV Wall Stand

Screen Size 32” to 60"

Max Weight 39.91KGS (88 lbs)

Tilt -15°/+15°

Use
 For TV From 14” to 37” Holds Max weight 99 lbs. Tilt 
15 degrees Max, with level, comes with installation 

hardware

Packing Color Box

Item Size 440 x 418 x 34

PCS/CTN 10 PCS

CTN Weight 1.45 Kg

CTN Size 18.1 x 8.4 x 9.1

Screen Size 32” to 60"

Max Weight 29.93KGS (66 lbs)

Profile 59 - 432 mm

Tilt -15°/+15°

Use
Articulated arm give you the advantage to move the TV 

any side and bring him to you for closer view, comes 
with level and installation hardware.

Packing Color Box

Item Size VESA 400 x 400 mm (max)

PCS/CTN 10 PCS

Screen Size 13” to 42"

Max Weight 34.92KGS (77 lbs)

Profile 52 - 325 mm

Tilt -15°/+15°

Use
 For TV From 13” to 42” Holds Max weight 66 lbs. Tilt 
15 degrees Max, with level, comes with installation 

hardware

Packing Color Box

Item Size 300 x 300

PCS/CTN 20 PCS

CTN Weight 1.50 Kg

CTN Size 13.2 x 9.6 x 9.9

TV WALL STANDS
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Jacket Die Cast, Nickel Plated

Description 5-2400 MHZ -3.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/blister

PCS/CTN 200pcs

CTN Size 20 x 11 x 9.1”

CTN Weight 24.2 lb

Jacket Die Cast, Nickel Plated

Description 5-2400 MHZ -5.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/blister

PCS/CTN 200pcs

CTN Size 20 x 11 x 9.1”

CTN Weight 26.3 lb

Jacket Die Cast, Nickel Plated

Description 5-2400 MHZ -7.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/blister

PCS/CTN 200pcs

CTN Size 20 x 11 x 9.1

CTN Weight 28.3 lb

Jacket Die Cast, Nickel Plated

Description 5-2400 MHZ -7.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/blister

PCS/CTN 100pcs

CTN Size 15.3 x 12.9 x 12.6”

CTN Weight 28.3 lb

M-112

M-113

M-114

M-116

Passive SAT HD 
2-Way Splitter

Passive SAT HD
3-Way Splitter

Passive SAT HD
4-Way Splitter

Passive SAT HD 
6-Way Splitter

SATELLITE TV SPLITTER

Jacket Die Cast, Nickel Plated

Description 5-2400 MHZ -18dB

Use Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/blister

PCS/CTN 100pcs

M-118
SAT HD Splitter
8 Way
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Jacket Die Cast, Nickel Plated

Description 5-1000 MHZ -3.5dB

Use Allows the user to split one input source (eg. TV, SAT, 
etc*) into multiple devices (Modem, TV, SAT, etc.)

Packing 1pc/Blister

PCS/CTN 200pcs

M-500
High Quality
 2-Way Splitter 

Jacket Die Cast, Nickel Plated

Description 5-1000 MHZ -5.5dB

Use Allows the user to split one input source (eg. TV, SAT, 
etc*) into multiple devices (Modem, TV, SAT, etc.)

Packing 1pc/Blister

PCS/CTN 200pcs

M-503
High Quality
3-Way Splitter 

Jacket Die Cast, Nickel Plated

Description 5-1000 MHZ -7.5dB

Use Allows the user to split one input source (eg. TV, SAT, 
etc*) into multiple devices (Modem, TV, SAT, etc.)

Packing 1pc/Blister

PCS/CTN 200pcs

M-504
High Quality
4-Way Splitter 

SPLITTER

Jacket Die Cast, Nickel Plated

Description 5-1000 MHZ -11dB

Use Allows the user to split one input source (eg. TV, SAT, 
etc*) into multiple devices (Modem, TV, SAT, etc.)

Packing 1pc/Blister

PCS/CTN 100pcs

M-506
High Quality
6-Way Splitter 
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Jacket Die Cast, Nickel Plated

Description 5-900 MHZ -3.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 25pcs/bag

PCS/CTN 400pcs

Jacket Die Cast, Nickel Plated

Description 5-900 MHZ -3.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 25pcs/bag

PCS/CTN 400pcs

Jacket Die Cast, Nickel Plated

Description 5-900 MHZ -5.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 25pcs/bag

PCS/CTN 400pcs

M-1000

M-1001

M-1003

CATV 2-Way Splitter 

CATV 2-Way Splitter  Mini Type

CATV 3-Way Splitter 

CATV SPLITTERS 
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CATV SPLITTER

Jacket Die Cast, Nickel Plated

Description 5-900 MHZ -7.5dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 25pcs/bag

PCS/CTN 400pcs

M-1004

CATV 4-Way Splitter 

Jacket Die Cast, Nickel Plated

Description 5-900 MHZ -11dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/bag

PCS/CTN 150pcs

M-1006
CATV 6-Way Splitter 

Jacket Die Cast, Nickel Plated

Description 5-900 MHZ -18dB

Jacket Allows the user to split one input source( eg. TV, SAT, etc) 
into multiple devices (eg. Modem, TV, etc.)

Packing 1pc/bag

PCS/CTN 150pcs

M-1008
CATV 8-Way Splitter 
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M-217G

M-217-50G

M-217G-3

M-217-75G

M-217-12G

M-217-100G

M-217-25G

Description RG6 Coaxial Cable Double Shielded Braid  

Length 6FT 3FT 12FT 25FT

Jacket White flex PVC

OD 18 AWG 18 AWG 18 AWG 18 AWG

Connectors F Type Gold Plated Connectors F Type Gold Plated Connectors F Type Gold Plated Connectors F Type Gold Plated Connectors

Use Connects DVR, DVD, digital recivers, cable box, or any type of video source to any TV with F-type inputs 

Packing 1pc/Hanging Card 1pc/Hanging Card 1pc/Hanging Card 1pc/Hanging Card

PCS/CTN 100 pcs 100 pcs 100 pcs 48 pcs

Description RG6 Coaxial Cable Double Shielded Braid  

Length 50FT 75FT 100FT

Jacket White flex PVC White flex PVC White flex PVC

OD 18 AWG 18 AWG 18 AWG

Connectors F Type Gold Plated Connectors F Type Gold Plated Connectors F Type Gold Plated Connectors

Use Connects DVR, DVD, digital recivers, cable box, or any type of video source to any TV with F-type inputs 

Packing 1pc/Hanging Card 1pc/Hanging Card 1pc/Hanging Card

PCS/CTN 48 pcs 37 pcs 24pcs

SPECIAL FEATURES
• Connects an audio/video source to your TV, Cable Box 
or Satellite Receiver.
• Corrosion-resistant gold plated connectors.
• 100 percent shielded to help minimize interference.
• Reliable and precise connection.

CARACTERÍSTICAS ESPECIALES
• Conecta una fuente de audio/video al TV, Receptor de 
Cable o Satélite.
• Conectores chadados resistentes a la corrosión.
• 100 por ciento blindado para ayudar a minimizar la 
interferencia.
• Conexión confiable y precisa.

TV

Cable

Satelite

Antenna

RG6 Coaxial Cable
Connects an audio/video
source to your TV, HDTV or
A/V receiver

COAXIAL CABLES
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PROTECTOR & COAXIAL CABLES

RG-6A-98%-WRG-6A-98%

Description Coaxial Cable, 98% with Aluminum Foil and Solid Copper Center

Length 1000FT 1000FT

Jacket Black Flex PVC with Ft mark White Flex PVC with Ft mark

OD 18 AWG 18 AWG

Use In wall use for connecting outdoor antennas, satellite receivers, and cable televsion. Used with F-type connectors to install to F-Type input TVs

Packing Plastic Spool Plastic Spool

Item Weight 25.3 Lb 25.3 Lb

PCS/CTN 1 1

CTN Size 12.2 x 10.6 x 10.6” 12.2 x 10.6 x 10.6"

CTN Weight 26.4 Lb 26.4 Lb

3.0GHz

Jacket Plastic Molded

Description 300 to 75 Ohm, uhf/vhf/fm

Use
This Outdoor Matching Transformer is used to convert 75 Ohm 

connection into 300 Ohm connection, this allow to run your signal 
longer without losing quality

Packing 25pc/Bag

PCS/CTN 600pcs

CTN Size 15.3 x 12.9 x 12.6”

CTN Weight 24.2 lb

Jacket Metal

Description   Surge Protector 75 Ohm

Use Suitable for CATV, MMDS, Satellite-IF, Testing Equipment and 
Communication Systems

Packing 1pc/Bag

PCS/CTN 300pcs

M-919A

14-SP1A

Outdoor Matching transformer 

Cable TV in-line coaxial surge protector

Protective plastic
Removable boot

Superior 
THREE-CAPACITOR 

Design for effec-
tive 

blocking
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RADIO & TV ANTENNAS

F-34
Antenna for Portable Radios
Material: Nickel Finish Resolution: 17.3”
Connectors: Five Sections/4.6” Collapsed / 17.3” Extended 
Use: 5 Section Packing: 20PCS/Bag PNC/CTN: 1000
CTN Size: 15.7x10.6x5.5”  CTN Weight: 22Lb

F-41
Swivel Base Antenna
Material: Nickel Finish  Resolution: 25.2”
Connectors: Four sections/ 9” collapsed /25.2” extended
Use: 4 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 26.4Lb

F-43
Swivel Base Antenna
Material: Nickel Finish  Resolution: 34.6”
Connectors: Six Sections/ 10” Collapsed/ 34.6” extended 
Use: 6 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 30.8Lb

F-47
Swivel Base Antenna
Material: Nickel Finish  Resolution: 35”
Connectors: Four Sections/10” collapsed /35” extended 
Use: 4 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 30.8Lb

F-48
Swivel Base Antenna
Material: Nickel Finish  Resolution: 30”
Connectors: Six Sections/6.7” Collapsed/ 30” extended 
Use: 6 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 26.4Lb

F-49
Swivel Base Antenna
Material: Nickel Finish  Resolution: 11.3”
Connectors: Four Sections/4” Collapsed/ 11.3” extended 
Use: 4 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 26.4Lb

F-51

KF-100CQ

Swivel Base Antenna
Material: Nickel Finish  Resolution: 30.5”
Connectors: Six Sections/ 8” Collapsed/ 30.5” Extended
Use: 6 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 35.2Lb

Portable High Definition TV Antenna
Material: Plastic & Metal
Connectors: F Plug
Use: This antenna is ideal to receive TV channels in 
High definition, also enhances UHF / VHF, FM reception 
Packing: 12PCs/Bag  
PNC/CTN: 60  Item Weight: 0.29lb
CTN Size: 22.4x14.2x14.2” CTN Weight: 18.2 lbF-90

FM Dipole Indoor Antenna
Material: Plastic
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Swivel Base Antenna
Material: Nickel Finish  Resolution: 25.2”
Connectors: Four sections/ 9” collapsed /25.2” extended
Use: 4 Section Packing: 20PCS/Bag  PNC/CTN: 500
CTN Size: 15.7x10.6x5.5” CTN Weight: 26.4Lb

CLAMP METER AND MULTITESTERS 

DESCRIPTION

• 6 function 19 ranges.
• Single knob function switch.
• Automatic over-range indication with 1” displayed.
• Automatic polarity indication on DC ranges.
• Fuse protected.
• Safety test leads and instruction.
• Uses on 9v battery included.

AC/DC Voltage 1V/750V 1V/1000V

AC Amp 200A / 1000A

Resistance 100 ohm - 20000m ohm

Material Plastic Body

Use

Designed for use by electricians, technitians, serviceman and 
hobbyists who requires an instrument that is accurate reliable 
and always ready for use, powered by a standard 9V battery, 

providing 150-200 operating hours.

Packing 1 pc/Color Box

PCS/CTN 40 pcs

CTN Size 20.4 x 15 x 15”

CTN Weight 36.4 lb

AC/DC Voltage 2mV / 1000mV - 200V /750V

AC Amp 200A / 750 A

Resistance 20ohm - 2000m ohm

Material Plastic Body

Use

Designed for use by electricians, technitians, serviceman and 
hobbyists who requires an instrument that is accurate reliable 
and always ready for use, powered by a standard 9V battery, 

providing 150-200 operating hours.

Packing 1 pc/Color Box

PCS/CTN 40 pcs

CTN Size 20.4 x 15 x 15”

CTN Weight 36.4 lb

266

266F

Digital Clamp Multimeter

Digital Clamp, Multimeter Type
with Frequency

AC/DC Voltage 200V/750V - 200V /1000V

AC Amp 200mA/10A

Resistance 200 ohm - 2000 ohm

Material Plastic Body, Built-In Stand

Use
Test DC Voltage; AC Voltage;DC Current; Resistance; Diode Test; 

Low Battery Indicator; Signal Injection Function; Continuity Buzzer; 
Auto Polarity; 3 1/2 LCD Display; Power: One 9V Battery

Packing 1pc/Blister

PCS/CTN 63 pcs

CTN Size 54.5 x 29 x 37.9 cm

CTN Weight 16 Kg830B

Mini Digital Multimeter with Buzzer
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MULTITESTERS AND TEST PROBES

5505
Digital Multimeter Auto Range

APPLICATIONS:

• AC/DC Clamp-Meter
• Ultrasonic Thickness Gauge
• Anemometer
• Infrared Thermometer
• Multi-Stem Thermometer
• Sound Level Meter
• Thermohygro Meter
• Temperature Gauge
• Wood/Moisture Meter
• Power Supply
• Distance Meter
• DCB / DRB / DIB
• Signal Generator
• Micro Ohm Meter
• Alcohol Meter
• ELCB Tester
• Soldering Station

Display
Monitor

Buttons
Botones

Dial
(or rotary switch)

Interruptor giratorio

Input jacks
Tomas de entradas

Common (negative)
connection

Común conexión (negativo)

Infrared 
Thermometer

74B10
Digital Circuit Tester

74B11
Continuity Tester

DESCRIPTIONS

AC/DC Voltage 2mA / 20A

Resistance 200ohm - 2000m ohm

Material Plastic Body

Use
This DMM are used all the time in the automovive industry, 

construction, machine repair, computer industry and any field 
that involves any sort of electrical work.

Packing Color Box

PCS/CTN 50 pcs

AC/DC Voltage 12V-250V

Material Plastic Body

Use

This meter is applicable to directly mesure AC/DC Voltage 
ranging from 12 to 240V and indirectly detects null lines, 

phase lines and continuity of AC/DC Voltage, it can also be 
used to test the continuity of non-conductors

Packing 1pc/Blister

PCS/CTN 300 pcs

AC/DC Voltage 12V

Material Metal and Plastic

Use

High quality circuit tester for electrical systems. Handle 
brightly iluminates if circuit is good. Can be used to detect 

power, grounds and shorts and brakes in DC wires. This 
circuit tester will save you time and speed up the job, 

perfect for automotive use.

Packing 1pc/Blister

PCS/CTN 100 pcs
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74B13

74B103

74B113

Line Tester

Voltage Tester Screwdriver

Voltage Tester Screwdriver

NB-413RT-08
10 Insulated wires with alligator clipsReceptacle Tester

3 WIRE

THIS PRODUCT IS UL LISTED.

AC/DC Voltage 90-240 AC  50-60Hz

Material Plastic Body

Use

This non-contact voltage detector uses non-contact detection 
technology to detect voltage in cables, cords, circuit brakers, lighting 

fixtures, switches, outlets and wires. The tester provide accurate 
test reading for use at the job site, in the shop or home

Packing 1pc/Blister

PCS/CTN 100 pcs

AC/DC Voltage 100V - 500V

Material Metal and Plastic

Use

Small size, slotted electroprobe screwdriver can be used as a direct 
or indirect AC Voltage Tester or a Slotted screwdriver. A good 

co-worker for electricians. It is suitable for use at home,shope, 
garage, automotive, motorcycles, boats, personal watercraft , etc.

Packing 1pc/Blister

PCS/CTN 200 pcs

AC/DC Voltage 125V

Material Plastic body

Use
It a device used to verify that an AC wall outlet is wired 
properly. The tester itself is small device containing a 

power plug and several indicator lights

Packing 1pc/Blister

PCS/CTN 200 pcs

AC/DC Voltage 300V

Material Vinyl/Copper Clips

Use
Use our color coded alligator to alligator lead set to test 
electrical currents. The copper wire is vinyl insulated to 

help protect against electrical shock

Packing 25pc/Bag

PCS/CTN 200 pcs

AC/DC Voltage 100V - 500V

Material Metal and Plastic

Use

Large size, slotted electroprobe screwdriver can be used as a direct 
or indirect AC Voltage Tester or a Slotted screwdriver. A good 

co-worker for electricians. It is suitable for use at home,shope, 
garage, automotive, motorcycles, boats, personal watercraft , etc.

Packing 1pc/Blister

PCS/CTN 200 pcs

PROBE TESTERS AND TEST LEADS
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NB-425
High Quality Test Leads 
PCS/CTN: 400 pcs Length: 3ft
Tip: Long Tip to full covered L Banana Plug
Size: 25.2 x 13.4 x 17.7” Weight: 18.2Lb

NB-426
High Quality Test Leads 
PCS/CTN: 100 pcs Length: 3ft
Tip: Long Tip to Full Covered L 
Banana Plug without protector
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-428
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3ft
Tip: Long Tip to Full Covered L 
Banana Plug without protector
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-437
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3ft
Tip: Long Tip to Full Covered long 
L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-441
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to Full Covered L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-445
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to full covered L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-446
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to full covered L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-430/430R
Replacement Long Test leads
PCS/CTN: 500 pcs Length: 5.00” Tip: 0.5”
Size: 15.3 x 12.9 x 10.2” Weight: 30.3 lb

NB-429B/ 429R

NB-431B / 431R

NB-442
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to Full Covered L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-443
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to Full Covered L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-444
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Two Pin prods to two Banana Plugs 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-438
High Quality Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to Full Covered long 
L Banana Plug 
Size: 15 x 12.9 x 13.4” Weight: 20.2Lb

NB-439
High Quality  Covered Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to Full Covered long 
L Banana Plug 
Size: 15 x 12.9 x 13.4” Weight: 20.2Lb

NB-440
High Quality  Covered Test Leads
PCS/CTN: 100 pcs Length: 3.8 ft
Tip: Long Tip to Full Covered long 
L Banana Plug 
Size: 15 x 14.6 x 14.6” Weight: 20.2Lb

NB-414
Test Lead molded type
PCS/CTN: 500 pcs Length: 3ft
Tip: Two Pin Prods to Two Banana Plugs
Size: 15.3 x 12.9 x 11.8” Weight: 20.2Lb

6
AMP

10
AMP 10

AMP
10

AMP

20
AMP

20
AMP

20
AMP

20
AMP

20
AMP

10
AMP

10
AMP

10
AMP

10
AMP

10
AMP

Replacement Short Banana plug
PCS/CTN: 2000 pcs Length: 2.00” Tip: 0.5”
Size: 15.3 x 12.9 x 6.3” Weight: 20.2 lb

Replacement Short Test leads
PCS/CTN: 500 pcs Length: 2.00” Tip: 0.5”
Size: 15.3 x 12.9 x 6.3” Weight: 20.2 lb

TEST LEADS
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Power Consumption 25 W

Heating Element Mica heater

Temperature Range 734 - 788 °F

Voltage 110 - 130 V 

Use General soldering applications

PCS/CTN 100 pcs

74B25
Plastic Soldering Iron Pen

Power Consumption 30 W

Heating Element Mica heater

Temperature Range 752 - 788 °F

Voltage 110 - 130 V

Use General soldering applications

PCS/CTN 100 pcs

74B30-P
Plastic Soldering Iron Pen

Power Consumption 40 W

Heating Element Mica heater

Temperature Range 788 - 842 °F

Voltage 110 - 130 V

Use General soldering applications

PCS/CTN 100 pcs

74B37
Plastic Soldering Iron Pen

Power Consumption 40 W

Heating Element Mica heater

Temperature Range 788 - 842 °F

Voltage 110 - 130 V

Use General soldering applications

PCS/CTN 100 pcs

74B44
High quality soldering iron Pen

IRON SOLDERING
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IRON SOLDERING

Power Consumption 40 W

Heating Element Mica heater

Temperature Range 788 - 842 °F

Voltage 110 - 130 V

Use General soldering applications

PCS/CTN 100 pcs

Packing Blister Box

Tip Regular

Power Consumption 25 W

Heating Element Mica heater

Temperature Range 734 - 788 °F

Voltage 110 - 130 V

Use General soldering applications

PCS/CTN 100 pcs

Packing Blister Box

Tip Long Life

Power Consumption 30 / 40 W

Heating Element Ceramic heater

Temperature Range 788 - 842 °F

Voltage 110 - 130 V

Use Fast start up and excellent electrical isolation. Ideal for 
soldering electronic components

PCS/CTN 100 pcs

Packing Blister Box

Tip Long life

74B45

74B330 / 74B340

Plastic Soldering Iron Pen

Ceramic heater soldering Iron

74B425
Ceramic heater soldering Iron

Power Consumption 40 W

Heating Element Ceramic heater

Temperature Range 842 - 896 °F

Voltage 110 - 130 V

Use Fast start up and excellent electrical isolation. Ideal for 
soldering electronic components

PCS/CTN 100 pcs

Packing Blister Box

Tip Long life

74B440
Premium Ceramic Soldering Iron
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IRON SOLDERING

Power Consumption 40 W / 60 W

Heating Element Mica heater

Temperature Range 788 - 842 °F

Voltage 110 - 130 V

Use General soldering applications

PCS/CTN 100 pcs

Packing Blister Box

Tip Long life

Power Consumption 30 W

Heating Element Mica heater

Temperature Range 752 - 788 °F

Voltage 110 - 130 V

Use
Profesional use, 4 LED ligts for for superior soldering 

accuracy, ribbed handle design for maximun comfort and 
less slipage, switch to better control time of use

PCS/CTN 50 pcs

Packing Blister Box

Tip Long life

74B450 / 74B460

74B8200

Premium  Soldering Iron,  Long Life Tip

High Performance Soldering Iron
with LED and ON/OFF Switch

Power Consumption 50 W

Heating Element Mica heater

Temperature Range 842 - 896 °F

Voltage 110 - 130 V

Use General soldering applications that need a lot of power

PCS/CTN 50 pcs

Packing Blister Box

Tip Long life

Power Consumption 100 W

Heating Element Mica heater

Temperature Range 932 - 968 °F

Voltage 110 - 130 V

Use General soldering applications that need a lot of power

PCS/CTN 50 pcs

Packing Blister Box

Tip Long life

74B850

74B8100

Premium  Soldering Iron with 
Long Life Tip and ON/OF Switch

Premium  Soldering Iron with 
Long Life Tip and ON/OF Switch
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IRON SOLDERING

Premium  Soldering Iron with 
Long Life Tip and ON/OF Switch

Premium  Soldering Iron with 
Long Life Tip and ON/OF Switch

Power Consumption 150 W

Heating Element Ceramic heater

Temperature Range 932 - 968 °F

Voltage 110 - 130 V

Use General soldering applications that need a lot of power

PCS/CTN 20 pcs

Packing Blister Box

Tip Chisel Bend

Power Consumption 200 W

Heating Element Ceramic heater

Temperature Range 932 - 968 °F

Voltage 110 - 130 V

Use General soldering applications that need a lot of power

PCS/CTN 20 pcs

Packing Blister Box

Tip Chisel Bend

74B8150

74B9200

Power Consumption 30 W

Heating Element Mica heater

Temperature Range 752 - 788 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Point, 3.8 mm x 70 mm

PCS/CTN 100 pcs

Packing Blister Card

74B30
Plastic Handle Soldering Iron Pen

Power Consumption 40 W

Heating Element Mica heater

Temperature Range 788 - 842 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Point, 3.8 mm x 70 mm

Packing Blister card

PCS/CTN 100 pcs
74B40
Plastic Handle Soldering Iron Pen
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IRON SOLDERING

Power Consumption 60 W

Heating Element Mica heater

Temperature Range 842 - 896 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Point, 5.8 mm x 75 mm

Packing Blister card

PCS/CTN 100 pcs

74B60
Plastic Handle Soldering Iron Pen

Power Consumption 80 W

Heating Element Mica heater

Temperature Range 896 - 932 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Point, 6.8 mm x 75 mm

Packing Blister card

PCS/CTN 50 pcs

74B80
Wood Handle Soldering Iron Pen

Power Consumption 100 W

Heating Element Mica heater

Temperature Range 932 - 968 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Point, 7.8 mm x 75 mm

PCS/CTN 100 pcs

Packing Blister Card

74B100
Wood Handle Soldering Iron Pen

Power Consumption 150 W

Heating Element Ceramic heater

Temperature Range 932 - 968 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Chisel Ben tip. OD 11.8 mm

Packing Blister Card

PCS/CTN 50 pcs

74B150
Heavy Duty, Chisel Cooper, Soldering Iron
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SOLDERING

Power Consumption 200 W

Heating Element Ceramic heater

Temperature Range 932 - 1022 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Chisel Ben tip. OD 14 mm

Packing Blister Card

PCS/CTN 50 pcs

Power Consumption 200 W

Heating Element Ceramic heater

Temperature Range 932 - 1022 °F

Voltage 110 - 130 V

Use General soldering applications

Tip Size Chisel Bent tip. OD 15 mm

Packing Blister Card

PCS/CTN 50 pcs

74B200

74B200HQ

Heavy Duty, Chisel Cooper, Soldering Iron

Wood Handle, Heavy Duty, 
Chisel Copper, Soldering Iron

Power Consumption 30 W

Heating Element Mica heater

Temperature Range 842 - 896 °F

Tip Standard

Use General soldering applications

Voltage 110 - 130 V

Packing 1pcs/Blister

PCS/CTN 50 pcs

Power Consumption 40 W

Heating Element Ceramic heater

Tip Long Life

Use

Precision soldering work. When you press de triger 
the power goes to 130 Watts for quick heat-up, we 

recommend no more that 2 minutes, when release the 
power goes down to 30 W that is the best for PCB and 

many pressision work

Voltage 110 - 130 V

Packing 1pcs/Blister

PCS/CTN 50 pcs

74B32

74B723

Soldering Iron Gun

Professional Soldering Iron Gun
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P-1
Replacement Tip 
FOR: 74B25 / 30 / 30P 
/ 40 / 45

P-2
Replacement Long Life Tip                   
FOR: 74B98

P-3
Replacement Long Life Tip                   
FOR: 74B32

P-4
Replacement Long Life Tip                   
FOR: 74B37/ 450 / 8200

P-5
Replacement Ring                   
FOR: 74B37 / 450 / 8200

P-9
Replacement Cooper 
Bend Chisel Tip                   
FOR: 74B200 / 8150

P-10
Replacement Tip                   
FOR: 74B80

P-12
Replacement Long Life Tip                   
FOR: 74B440 / 723 / 425 

P-11
Replacement Cooper 
Bend Chisel Tip                   
FOR: 74B8150 / 74B150

REPLACEMENT TIPS

P-16
Heavy Duty Long Life 
Replacement Tip                   
FOR: 74B8100

P-18
Replacement Tip                   
FOR: 74B100

P-17
Replacement Tip                   
FOR: 74B200HQ

P-19
Replacement Tip                   
FOR: 74B60

P-13
Replacement Tip                   
FOR: 74B44

P-14
Replacement Long Life Tip                   
FOR: 74B330 / 74B340

P-15
Replacement Long Life Tip                   
FOR: 74B850

90mm

22.7mm

15mm

HIGH QUALITY
PRODUCTS
PRODUCTOS DE
ALTA CALIDAD
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60/40 60/41

Description Rosin Cored Solder Wire Roll Rosin Cored Solder Wire Roll

Jacket 60% sn- 40% pb 60% sn- 40% pb 

Temperature Range Melting point 360 degrees F Melting point 360 degrees F

Diameter 0.8 mm 1.5mm

Use The 40/60 alloy is mainly used in automotive applications involving sheet metal, body work or radiator repair. A high-heat tool, such as a torch is typically used 
with 40/60 solder. One advantage of this alloy is that it takes longer to re-solidify. This means that the solder can be “adjusted” whie it is in melted or liquid form.

Item Weight 1 Lb 1 Lb

Packing Plastic Spool Plastic Spool

PCS/CTN 40 pcs 40 pcs

DESCRIPTIONS

• Our solder wire is suitable for most general purpose tasks. 60% tin, 40% lead. 

- Soldering wire good oxidation resistance, less dross.
- No foul smell, smoke less, and will not splash rosin when it si soldered again.
- Automatic alignment does not tangle, does not block the catheter.
    
SPECIFICATIONS:
• Material: 60/40 rosin core (60% Tin, 40% lead+resin+flux)

AIR GUNS & ACCESSORIES

Power Consumption 1500W

Temperature Range 250°F to 1100°F

Voltage 120VAC / 10 Amp

Use Industrial hot air blower, with power consumption of 
1.5Kw. Can be used with different nozzles included 

Packing Color Box

PCS/CTN 10 PCS

Voltage 110 - 220VAC / 60 Hz

Use

Portable and Light-
weight. Easily con-

vertible into Vacuum. 
Professional use  

74-508
Hot Air Gun

74-514
High Volume Blower and Vaccum 2.5m

• Portable & Lightweight.
• Easily convertible into Vacuum.
• Professional use.

• Voltage: 110V – 220V/60Hz.
• Rated Power: 600W 8000Pa.
• Air Volume: 4.1m  /min.
• No-Load Speed: 13000r/min

DESCRIPTIONS 110000%%
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SOLDERING & ACCESSORIES

60/4012 60/4014 60/4018

60/40 Pentype 60-40P

Description Rosin Cored Solder Wire Roll Rosin Cored Solder Wire Roll High Quality Rosin Cored Solder Wire Roll

Jacket 60% Tin - 40% Lead 60% Tin - 40% Lead 60% Tin - 40% Lead

Temperature 
Range Melting point 360 degrees F Melting point 360 degrees F Melting point 360 degrees F

Diameter 0.08mm 0.08mm 0.08mm

Use The 60/40 alloy is one of the most common types of solder. An electric soldering iron is used to melt and apply it. Flux-core 60/40 is common choice for elec-
tronics works because it has a low melting point, it cools quickly and it "re-solidifies" quickly

Item Weight 1/2 Lb 1/4 Lb 1/8 Lb

Packing Plastic Spool Plastic Spool Plastic Spool

PCS/CTN 100 pcs 200 pcs 100 pcs

Description Rosin Cored Solder Wire Dispenser Rosin Cored Solder Wire Dispenser

Jacket 60% Tin - 40% Lead 60% Tin - 40% Lead

Temperature 
Range Melting point 360 degrees F Melting point 360 degrees F

Diameter 0.08mm 0.08mm

Use The 60/40 alloy is one of the most common types of solder. An electric soldering iron is used to melt and apply it. Flux-core 60/40 is common choice for elec-
tronics works because it has a low melting point, it cools quickly and it “re-solidifies” quickly.

Item Weight 12 gr 12 gr

Packing Plastic Tube Plastic Tube

PCS/CTN 500 pcs 500 pcs
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74B14074BKIT-140 MIY-8908

MIY-8922

Soldering StationSoldering Station KIT Hot Air SMD Rework Station

2 in 1 SMD Hot Air Rework Station

Power Consumption 48W

Heater Element Natural Mica Heater

Temperature Range 150 C - 480 C

Voltage 100V - 240V

Use Soldering

Packing Gift Box

PCS/CTN 10 PCS

Power Consumption 48W

Heater Element Natural Mica Heater

Temperature Range 150 C - 480 C

Voltage 110V - 130V

Use Soldering

Power Consumption 300W

Heater Element Ceramic Heater

Temperature Range 100 C - 500 C

Voltage 110V - 130V

Use SMD Rework Work

Packing Gift Box

PCS/CTN 4 pcs

Power Consumption 360W

Heater Element Ceramic Heater, 24 V 60 W (Soldering Iron), 
110-130V, 300 W (Hot Air)

Temperature Range Soldering 50-480 C Hot Air Pump 100-500C

Voltage 110V - 130V

Use Soldering, SMD Rework Work

Packing Gift Box

PCS/CTN 4 pcs

SOLDER & REWORK STATION

74B98
Economical Temperature Control Soldering Station

Power 
Consumption 50W

Heater Element Mica Heater

Temperature Range 350 C - 900 C

Voltage 100V - 130V, 60 Hz

Use

Economical soldering iron station can handle many soldering proyects, variable 
power control dial adjust power from 5 watts to 50 watts has a anti-static ground 

output and cleaning sponge for your long life soldering tip, has a holding basket for 
your soldering pen so you can rest it when not in use, very stable and relaible.

Packing 1 pcs / Color Box

PCS/CTN 10 PCS
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SOLDER KITS & ACCESSORIES

M-903KIT M-967KIT

74B159

74B152

12 pcs Electronic Master Kit 25 pcs Electronic Master Kit

Fume Extractor

Anti-Static wrist Strap with resistor

Power Consumption 30W 30 - 130W (Switch selector)

Heater Element Mica Heater Ceramic Heater

Temperature Range 420 C - 450 C 420 C - 450 C

Voltage 110V - 130V 110V - 130V

Use Soldering, Repair Soldering, Repair

Packing Nylon Case Nylon Case

PCS/CTN 10 pcs 10 pcs

Power Consumption 23W

Voltage 110V - 130V

Use Solder Smoke Absorber

Packing Gift Box

PCS/CTN 8 pcs

Use

Simply wrap strap around wrist and clip to a ground-
ed source. Prevent static shock in a dry environment. 

Keep static from damaging electronic parts and 
equipments. Adjustable wrist strap with alligator clip 

tip. Inner conducting layer made of stainless shell 
filaments. Durable Polyurethane Coated Coil Cords

Packing 1 pc/Blister

PCS/CTN 200 pcs

Item Size 14.1 x 12.5 x 15.7

Item Weight 19.8 Lb
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SOLDERING STATION

HH-2

Soldering Iron Stand
Use: Soldering Iron gun holder stand with One 
Sponge Acid-free Non Toxic Cellulose
Packing: 1 pc/Color Box
PCS/CTN: 50pcs

HH-3

Magnifier Soldering Station
Use: Soldering iron gun holder stand with Dual 
Helping Hands clips and Magnifying Lens
Packing: 1 pc/Color Box
PCS/CTN: 50pcs

HH-4

Magnifier Soldering Station
Use: Soldering Iron Station with Dual Helping 
Hands with Cleaning Sponge, 2 clips to Hold 
Work, Magnifying Lens and also includes a 
handy soldering gun holder
Packing: 1 pc/Color Box
PCS/CTN: 50pcs

Use: Soldering Iron Station with Dual Helping Hands, 
Cleaning Sponge, 2 clips to Hold Work, Larger Magnifying 
Lens with light also includes a handy soldering gun holder
Packing: 1 pc/Color Box
PCS/CTN: 20 pcs

HH-5
Magnifier soldering Station

QUALITY
GUARANTEE

The Miyako® Helping hand magnifier is the perfect solution for any professional 
who needs a third hand to hold materials. The two alligator clips will hold your 
work firmly in position, freeing up your hands for soldering, gluing and other 
tasks. Convenient on/off switch provides great illumination from the 2 LED lights 
on the underside of the lens. Also includes a handy soldering gun holder.

El Miyako ayudante con lupa y pinzas es la solución perfecta para cualquier profesional 
que necesita una tercera mano para sujetar materiales. Las dos pinzas de cocodrilo llevará 
a cabo su trabajo firmemente en su posición, liberando las manos para soldadura, encolado 
y otras tareas. El conveniente interruptor de encendido / apagado proporciona una gran 
iluminación con las 2 luces LED en la parte inferior del lente. También incluye un soporte 
para el soldador.

DESCRIPTIONS
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SOLDERING STATION AND ACCESSORIES

W-1
5FT Desoldering Wire

W-2
Metal Can Solder Paste

SY-TG
Thermal Grease

Use: Soldering remover wick is used to rework and repair of print-
ed circuit boards, computers, cell phones or other electronics.
Packing: 25 PCS
PCS/CTN: 1000 pcs

Use: A solder paste is essentialy powder metal suspended in a thick medium 
called Flux. Flux is added to act as temporary adhesive, holding the components 
until the soldering process melts the solder and fuses the parts together. The 
paste is a gray, putty-like material
Contains: 50 g
Packing: 5 PCS
PCS/CTN: 200 pcs

Impedance: <0.211 Cº in²/W
Conductivity: > 1.2W/m-k

Use: Thermal coupling of electronic and 
electrical devices to heatsinks. Helps 
disperse heat from CPU to heatsink 
effectively.  Easy to Apply Syringe
Contains:  20 g

Use: Soldering Iron Station with Dual Helping Hands, 
Cleaning Sponge, 2 clips to Hold Work,  Magnifying Lenses 
and 2 LED light also includes a handy soldering gun holder.
Packing: 1 pc/Color Box
PCS/CTN: 60 pcs

HH-6
Magnifier soldering Station

692-P
Coolant Silicon

The Miyako® Helping hand magnifier is the perfect solution 
for any professional who needs a third hand to hold materials. 
The two alligator clips will hold your work firmly in position, 
freeing up your hands for soldering, gluing and other tasks. 
Convenient on/off switch provides great illumination from the 2 
LED lights on the underside of the lens. Also includes a handy 
soldering gun holder.

El Miyako ayudante con lupa y pinzas es la solución perfecta para cual-
quier profesional que necesita una tercera mano para sujetar materi-
ales. Las dos pinzas de cocodrilo llevará a cabo su trabajo firmemente 
en su posición, liberando las manos para soldadura, encolado y otras 
tareas. El conveniente interruptor de encendido / apagado proporciona 
una gran iluminación con las 2 luces LED en la parte inferior del lente. 
También incluye un soporte para el soldador.

DESCRIPTIONS
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SOLDERING ACCESSORIES

Material Metal/Plastic Body

Item size 7.2"

Use Light weight economical, simplified desoldering tool, 
with high suction power. Nozzles can be replaced 

Packing Blister

PCS/CTN 100pcs

Material Plastic Body

Item size 13.3"

Use Light weight economical, simplified Desoldering tool, 
with high suction power. Nozzles can be replaced

Packing Blister

PCS/CTN 100pcs

NBW-74M

NBW-80

Heavy Duty Desoldering Pump

Rugged Precision Desoldering Pump

Material Plastic Body

Item size 8.2"

Use Light weight economical, simplified Desoldering tool, 
with high suction power. Nozzles can be replaced

Packing Blister

PCS/CTN 100pcs

NBW-85
Rugged Precision Desoldering Pump

KD-46
Replacement Tip                   
For: NBW-80
Packing: 25pcs/Bag
PCS/CTN: 300pcs
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Jacket Black / Red

Connectors Alligator Clip

PCS/CTN 5000 pcs

Packing 25 pcs per color

NB-341B / 341R
Small Alligator Battery Clip

Jacket Black / Red

Connectors Alligator Clip

PCS/CTN 10000 pcs

Packing 25 pcs per color

NB-343B / 343R
Small Alligator Battery Clip

Jacket Black / Red

Connectors Alligator Clip

PCS/CTN 5000 pcs

Packing 25 pcs per color

NB-344B / 344R
Medium Alligator Battery Clip

Jacket Black / Red

Connectors Alligator Clip

PCS/CTN 5000 pcs

Packing 25 pcs per color

NB-345B / 345R
Large Alligator Battery Clip

Jacket Black / Red

Connectors Alligator Clip

PCS/CTN 1000pcs

Packing 25 pcs per color

NB-348B / 348R
Alligator Clip

Jacket Black / Red

Rating 30amp

Connectors Battery Clip

PCS/CTN 1000 pcs

Packing 25 pcs per color

NB-349B / 349R
Heavy Duty Battery Clip

Jacket Black / Red

Rating 50amp

Connectors Battery Clip

PCS/CTN 500 pcs

Packing 10 pcs per color

NB-350B / 350R
Heavy Duty Battery Clip

Jacket Black / Red

Rating 150 amp

Connectors Battery Clip

PCS/CTN 250

Packing 10 pcs per color

NB-370B / 370R
Heavy Duty Battery Clamps

Jacket Black / Red

Rating 200 amp

Connectors Battery Clip

PCS/CTN 200

Packing 5 pcs per color

NB-390B / 390R
Heavy Duty Battery Clamps

Jacket Black / Red

Rating 100 amp

Connectors Battery Clip

PCS/CTN 200

Packing 10 pcs per color

NB-360B / 360R
Heavy Duty Battery Clamps

ALLIGATOR CLIPS



72 WWW.MIYAKOUSA.COM l MIAMI • USA

JACKS

NB-315
1/4” Mono Jack 
Chassis Mount
Packing: 25 PCS/Bag

NB-316
1/4” Stereo Jack 
Chassis Mount
Packing: 25 PCS/Bag

NB-317
3.5 mm Jack with 5 
terminals Chassis Mount
Packing: 25 PCS/Bag

NB-405
Mono Jack
Conductors: 3 Contacts
Pin Size: 1/4” Circuit: Closed
Packing: 25 PCS/Bag

NB-406
Mono Jack
Conductors: 2 Contacts
Pin Size: 1/4” Circuit: Open
Packing: 25 PCS/Bag

NB-407
Stereo Jack
Conductors: 3 Contacts
Pin Size: 1/4” Circuit: Closed
Packing: 25 PCS/Bag

NB-408
Stereo Jack
Conductors: 3 Contacts
Pin Size: 1/4” Circuit: Open
Packing: 25 PCS/Bag

NB-410
Mono Jack
Conductors: 2 Contacts
Pin Size: 3.5 mm Circuit: Closed
Packing: 25 PCS/Bag

NB-411B / 411R
RCA Chassis Mount
Packing: 25 PCS/Bag

NB-415B / 415R
Banana Jack Chassis Type
Packing: 25 PCS/Bag

NB-416B / 416R
Solder-less Banana Type
Packing: 25 PCS/Bag

NB-418B / 418R
Binding Post
Packing: 25 PCS/Bag

NB-419B / 419R
Solder-less Banana Type
Packing: 25 PCS/Bag

NB-419G-B / 419G-R
Solder-less Banana
Type Gold Plated
Packing: 25 PCS/Bag

NB-420
High Quality Binding Post 
Packing: 20 PCS/Bag

NB-510B / 510R
Solder-less Banana Dual Type
Packing: 25 PCS/Bag

NB-510GB / 510GR
Solder-less Banana Dual 
Type Gold Plated
Packing: 25 PCS/Bag

NB-511GB / 511GR
Dual Banana Plug Screw 
Type Gold Plated
Packing: 10 PCS/Bag

NB-511SET
Dual Banana Plug Screw
Type Set of two Red & Black
Packing: 25 PCS/Bag

NB-516B / 516R
Large Binding Post
Packing: 25 PCS/Bag

NB-511B / 511R
Dual Banana Plug 
Screw Type
Packing: 25 PCS/Bag
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 MICROPHONE CONNECTORS

M-61R / BK / B / Y

Color Black / Blue / Red / Yellow

Jacket Metal Body with PVC

OD 6mm

Connectors 3 Pin Male XLR 

Use
3 pin XLR connectors are the most common style, and are an 
industry standard for balanced audio signals. The majority of 

professonal microphones use the XLR connector.

Packing 20pcs/Bag

Item Size 18.5 x 8.5 x 3.5”

Item Weight 1.3 Lb

PCS/CTN 500pcs

CTN Size 17.7 x 11 x 6.29”

CTN Weight 15 Lb

XLR Cannon Connector

M-62BK / R / B / Y

Color Black / Blue / Red / Yellow

Jacket Metal Body with PVC

OD 6mm

Connectors 3 Pin Male XLR 

Use
3 pin XLR connectors are the most common style, and are an 
industry standard for balanced audio signals. The majority of 

professional microphones use the XLR connector.

Packing 20pcs/Bag

Item Size 18.5 x 8.5 x 3.5”

Item Weight 1.3 Lb

PCS/CTN 500pcs

CTN Size 17.7 x 11 x 6.29”

CTN Weight 15 Lb

High Quality XLR Connector

M-63HQ
XLR Male Connector with 
long Metal Spring
Jacket: Nickel Body
Connector: 3 Pin XLR Male

M-96
HQ XLR Connector
Jacket: Nickel Body
Connector: 3 Pin XLR Male 

M-97
HQ XLR Connector
Jacket: Nickel Body
Connector: 3 Pin XLR 
Male with plastic 

M-65
Chassis Mount 
Microphone Connector 
Jacket: Nickel Body
Connector: 3 Pin XLR Male

M-60
Microphone Connector 
Jacket: Metal Body with PVC
Connector: 3 Pin Male XLR
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M-98
High Quality Powerkon Connector
Jacket: Plastic Blue Body
Connector: 3 Pin Male Powerkonv

F-98
High Quality Powerkon  Female Connector
Jacket: Plastic Blue Body
Connector: 3 Pin Female Powerkon

M-80
Speakon Male Connector 
Jacket: Plastic Body
Connector: 4 Pin Male Speakon 

M-82
Speakon Male Connector 
Jacket: Plastic Body
Connector: 8 Pin Male Speakon

M-83
HQ  Speakon Male Connector
Jacket: Metal
Connector: 8 Pin Male Speakon

M-90HQ
HQ Speakon Male Connector
Jacket: Plastic Body
Connector: 4 Pin Male Speakon 

M-34
Speakon Male Connector 
Jacket: Plastic Body
Connector: 4 Pin Male Speakon “L“ Shape

M-190
Pair of Speakon Male Connectors 
(Red & Blue)
Jacket: Plastic Body
Connector: 4 Pin Male Speakon

M-191
Pair of Speakon Male Connectors 
(Orange & Black)
Jacket: Plastic Body
Connector: 4 Pin Male Speakon

M-192HQ
Pair of HQ Speakon Male Connectors 
(Blue & Yellow)
Jacket: Plastic Body
Connector: 4 Pin Male Speakon

M-69
HQ Microphone Adapter Connector
Jacket: Nickel Body
Connector: 3 Pin XLR Male to 
1/4” Mono Plug 

M-68
HQ Microphone Adapter
Jacket: Nickel Body
Connector: 3 Pin XLR Male to 3 Pin XLR Male

M-76
HQ Microphone Adapter 
Jacket: Nickel Body
Connector: 3 Pin XLR Female to 1/4 
Mono Female with Vinil Cap

M-77
HQ Microphone Adapter 
Jacket: Nickel Body
Connector: 3 Pin XLR Male to
1/4 Mono Female with Vinyl Cap

M-78
HQ Microphone Adapter 
Jacket: Nickel Body
Connector: 3 Pin XLR Female to 
3 Pin XLR Female

M-79
HQ Microphone Adapter 
Jacket: Nickel Body
Connector: 1/4 Mono Plug to 
3 Pin XLR Female

MICROPHONE & SPEAKON CONNECTORS
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XLR AND ADAPTORS

Color Red / Blue / Yellow / Black

Jacket Metal Body with PVC

OD 6mm

Connectors 3 Pin Female XLR 

Use
3 pin XLR connectors are the most common style, and are an 
industry standard for balanced audio signals. The majority of 

professonal microphones use the XLR connector.

Packing 20pcs/Bag

Item Size 18.5 x 8.5 x 3.5"

Item Weight 1.2 Lb

PCS/CTN 500pcs

CTN Size 15 x 8.3 x 9.9"

CTN Weight 15 Lb

F-60R / BK / BL / Y
XLR Cannon Connector

P-182
HQ Microphone Adapter 
Jacket: Nickel Body
Connector: 3 Pin XLR Male to RCA male

P-183
HQ Microphone Adapter 
Jacket: Nickel Body
Connector: 3 Pin XLR Male to RCA Female

P-184
HQ XLR 3 Pin Female to RCA Male
Jacket: Nickel Body
Connector: 3 Pin XLR Female to RCA male

P-193
Pro Quality 1/4” Mono Jack Connector
Jacket: Nickel & Plastic Body
Connector: Large 1/4” Jack

P-194
Pro Quality Microphone Adaptor
Jacket: Nickel Body
Connector: Mono 1/4” Plug to 
1/4” Mono Jack with Vinyl Cap

P-195
Pro Quality Chassis Mount 
Microphone Connector
Jacket: Nickel Body
Connector: 1/4” Mono Jack 
with plastic Cap

P-196
Pro Quality Chassis Mount 
Microphone Connector 
Jacket: Metal Black Body
Connector: 1/4” Mono Jack, 
Black with Plastic cap

Color Black / Blue / Red / Yellow

Jacket Metal Body with PVC

OD 6mm

Connectors 3 Pin Female XLR 

Use
3 pin XLR connectors are the most common style, and are an 
industry standard for balanced audio signals. The majority of 

professional microphones use the XLR connector.

Packing 20pcs/Bag

Item Size 18.5 x 8.5 x 3.5"

Item Weight 1.3 Lb

PCS/CTN 500pcs

CTN Size 17.7 x 11 x 16"

CTN Weight 15 Lb

F-62BK / B / R / Y
High Quality XLR Connector

M-59
HQ XLR 3 Pin Female to Female RCA 
Jacket: Nickel Body
Connector: XLR Female to Female RCA
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CONNECTORS AND ADAPTORS

F-96
HQ Female Microphone Connector  
Jacket: Nickel Body
Connector: 3 Pin XLR Female Connector

F-97
High Quality Microphone Connector
Jacket: Nickel Body
Connector: 3 Pin Female XLR

F-58
High Quality Microphone Connector
Jacket: Nickel Body
Connector: 3 Pin Female XLR 
to 1/4 Stereo Plug

M-58
Pro Quality Microphone Adapter 
Jacket: Nickel Body
Connector: 3 Pin XLR Female 
to 1/4” Jack

F-83
Speakon Female Connector
Jacket: Plastic Body
Connector: 4 Pin Female Speakon  

F-86
Chassis Mount Female Speakon
Jacket: Plastic Black Body
Connector: 4 Pin Female Speakon 

F-84
Chassis Mount Female Speakon
Jacket: Plastic Black Body
Connector: 4 Pin Female Speakon 

F-87
Chassis Mount Female Speakon (5cm))  
Jacket: Plastic Black Body
Connector: 4 Pin Female Speakon 

F-186
Chassis Mount Female Speakon  (5.1cm)
Jacket: Plastic Black Body
Connector: 8 Pin Female Speakon 

F-190
Chassis Mount Female Speakon 
(4.45cm x 4.45cm)
Jacket: Plastic Black Body
Connector: 8 Pin Female Speakon  

F-70
Chassis Mount Female Speakon (5cm) 
Jacket: Aluminum Chassis 
Connector: 4 Pin Female Speakon  

F-66
Chassis Mount Microphone Connector      
Jacket: Metal Body
Connector: 3 Pin XLR Female

F-67
Heavy Duty Microphone Connector      
Jacket: Metal Body and plastic
Connector: 4 Pin Plug 

F-63HQ
XLR Connector with Long Metal Spring      
Jacket: Metal Body
Connector: XLR 3P Female

F-60
Microphone Connector 
Jacket: Metal Body 
Connector: 3 Pin Female XLR

HIGH QUALITY
PRODUCTS
PRODUCTOS DE
ALTA CALIDAD
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MUSIC STANDS

VZ-MS-1
Microphone Floor Stand
Material: Nickel Plated/ 
Black Metal Base
Height: 34-65”

Speaker Box Stand
Color: Black
Material: Aluminum
Packing: 1pc/Box
PCS/CTN: 4
CTN Size: 40.1 x 11.4 x 11.4”
CTN Weight: 33Lb

Keyboard Stand
Color: Black
Material: Aluminum
Packing: 1pc/Box
Height: 31”
Item Weight: 9.35Lb

Console and Keyboard Stand
Color: Black
Material: Aluminum
Height: 36”
Item Weight: 8.15 Lb
Packing: 1pc/Box
PCS/CTN: 6
CTN Size: 38.6 x 12.6 x 14.2”
CTN Weight: 48.4 Lb

Heavy Duty Keyboard Stand
Color: Black
Material: Aluminum
Height: 30”
Item Weight: 9.30 Lb

VZ-MS-2
Microphone Floor Stand with Boom
Material: Black Painted Metal
Height: 34-66”

M-5
Microphone Floor Stand with Boom
Material: Nickel Plated
Height: 38-66”

VZ-MSH8
Music Book-Stand
Material: Aluminum
Height: 32-48”

21-830 VZ-KS1 D-11 VZ-KS3



79SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

M-15
Goose-neck Base
Material: Metal Body
Packing: 1pc/Bag PCS/CTN: 100
Item Weight: 0.4 lb
CTN Size: 11.4x10x3.5”
CTN Weight: 41.8 lb

M-7
Adapter for 
Microphones Holders
Material: Metal Body
Packing: 1pc/Bag

MUSIC STANDS & ACCESSORIES

M-16
Professional Recording 
Microphone Stand
Material: Metal

D-9
Guitar Stand
Color: Black
Material: Aluminum
Use: Guitar Floor Stand

M-11
Microphone Desk Stand, 
with Two Sections
Material: Metal Body
Packing: 1pc/Box PCS/CTN: 20
Item Weight: 2.2 lb
CTN Size: 16.1x13.8x10.6”
CTN Weight: 46.2 lb

M-12
Microphone Desk Stand
Material: Metal Body
Packing: 1pc/Box PCS/CTN: 20
Item Weight: 1.54 lb
CTN Size: 10.6x10.6x6.3”
CTN Weight: 33 lb

M-6
Microphone Desk Stand
Material: Metal & Plastic Body
Packing: 1pc/Bag 
PCS/CTN: 200
CTN Size: 18.1 x 12.2 x 4.7”
CTN Weight: 41.8 lb

M-10
Microphone Desk Stand, 
Goose-neck Type
Material: Metal
Packing: 1pc/Bag PCS/CTN: 20
CTN Size: 13.8 x 13.8 x 9.4”
CTN Weight: 46.2 lb
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MS-5-C
5 pcs Assorted Colors 
Microphone Grill Covers
Material: Foam Packing: 5pcs/bag
Color: Red/Black/Blue/Yellow/Orange

MS-5B
5 pcs Microphone Grill Covers
Material: Foam Packing: 5pcs/Bag
Color: Black

Description Microphone, Goose-neck

Size 6” 13” 19”

Packing 1pc/Bag 1pc/Bag 1pc/Bag

PCS/CTN 100 50 50

CTN Size 14.6x10.2x3.5” 14.9x10.2x3.5” 20.5x10.2x3.5”

CTN Weight 28.6 lb 30.8 lb 35.2 lb

M-4 M-8 M-9

DM-1
HQ Dynamic Microphone Coil 
Material: Plastic Color: Black

DM-2
HQ Dynamic Voice Coil 
Material: Plastic Color: Black

MUSIC ACCESSORIES

MC-7VZ-5-500 MC-10 MC-12

Description HQ Heavy Shielded 
Microphone Cable

Speakon Cable with 2 
Conductors shielded 
with foil and cloth 

Speakon Cable with 4 
Conductors shielded 
with foil and cloth 

Speakon Cable with 8 
Conductors shielded 
with foil and cloth 

Length 500FT 300FT 300FT 300FT

Jacket Black  Flexible and 
Rugged PVC

Black  Flexible and 
Rugged PVC

Black  Flexible and 
Rugged PVC

Black  Flexible and 
Rugged PVC

OD 12AWG 12AWG 12AWG 12AWG

Use Connection of unbalanced sources such as microphones from mixing consoles to balanced inputs 
such as recorders and amplifiers. Used with XLR male or female connectors.

Packing Plastic spool Plastic spool Plastic spool Plastic spool

PCS/CTN 2pcs 2pcs 2pcs 2pcs

M-2
Microphone Holder, Clip Type
Material: Plastic Body
Packing: 1pc/Bag
PCS/CTN: 500
Item Weight: 0.066 lb
CTN Size: 20x20x10.6”
CTN Weight: 35.2 lb

M-3
Microphone Holder, Slide Type
Material: Plastic Body
Packing: 1pc/Bag
PCS/CTN: 500
Item Weight: 0.066 lb
CTN Size: 20x20x10.6”
CTN Weight: 35.2 lb

M-20
Microphone Jumbo Holder, 
Slide Type
Material: Rubber Body
Packing: 1pc/Bag
PCS/CTN: 
Item Weight: 
CTN Size: 
CTN Weight: 

M-24
Microphone Holder, Slide Type
Material: Rubber Body
Packing: 1pc/Bag
PCS/CTN: 500
Item Weight: 0.079 lb
CTN Size: 20x20x10.6”
CTN Weight: 41.8 lb

M-13
Microphone Holder, Slide Type
Material: Rubber Body
Packing: 1pc/Bag
PCS/CTN: 500
Item Weight: 0.066 lb
CTN Size: 20x20x10.6”
CTN Weight: 35.2 lb

HIGH QUALITY
PRODUCTS
PRODUCTOS DE
ALTA CALIDAD
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Description Professional Lavalier Lapel Microphone

Color Black

Material Zin-Die Cast Body with Clip and extra foam

Frequency 20-16000Hz

Sensitivity 34 +-  2dB

Use

Omni-Directional Conderser Grade Audio Video Recording 
Mic. For Android/I Phone/PC/Camera for Interview, You 

Tube, Video Conference, Pod Cast, come with a 6M Cable 
with USB Connection

PCS/CTN 250pcs

CM-21

DM-618 VZ-638BK VZ-638BL

VZ-638G DM-904 VZ-629DJ

Description Economic Dynamic 
Microphone

Unidirectional Dynamic 
Microphone

Unidirectional Dynamic 
Microphone

Color Black Black Blue

Material Zin-Die Cast Body

Frequency 80 - 10 KHz / 600ohm 80 - 10 KHz / 600ohm 80 - 10 KHz / 600ohm

Sensitivity 73 + - 3dB

Use Unidirectional Dynamic Microphone, Suitable for students, home recording use 

PCS/CTN 50PCS 25PCS 25PCS

Description Unidirectional Dynamic 
Micro

Deluxe Dynamic 
Microphone

Economic Dynamic 
Microphone

Color Gray Black Black

Material Zin-Die Cast Body Zin-Die Cast Body Metal Body

Frequency 80 - 10 KHz / 600ohm 50 - 14 KHz / 600ohm 50 - 14 KHz / 600ohm

Sensitivity 73 + - 3dB 73 + - 3dB 74 + - 3dB

Use Unidirectional Dynamic Microphone, Suitable for students, home recording use

PCS/CTN 25PCS 20PCS 50PCS

WIRED MICROPHONES

Microphone Holder, Slide Type
Material: Rubber Body
Packing: 1pc/Bag
PCS/CTN: 500
Item Weight: 0.079 lb
CTN Size: 20x20x10.6”
CTN Weight: 41.8 lb
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M-203-3 M-203-6 M-203-12

Description 2 RCA Plug to 2 RCA Plug

Length 3FT 6FT 12FT

Jacket Black flex PVC

OD 2.6 x 5.2 mm 2.6 x 5.2 mm 2.6 x 5.2 mm

Connectors Black/Red molded connector with strain relief nickel plated

Use Connection of audio equipment such DVD, camera, receivers, and PC to TV or other audio receiver

Packing 25 pcs/bag 25 pcs/bag 20 pcs/bag

PCS/CTN 500pcs 500 pcs 200 pcs

M-243 M-243GHQ

Description 3 RCA plug x 3 RCA plug  2 audio 1 video cable

Length 6FT 6 FT

Jacket Black flex PVC Black flex PVC

OD 3.5 x 6 x 3.5mm 3.5 x 6 x 3.5mm

Connectors White/Red/Yellow molded connector with strain relief nickel plated

Use Connection of audio equipment such DVD, camera, receivers, and PC to 
TV or other audio receiver

Packing 10pcs/bag 1pcs/blister

PCS/CTN 100 pcs 100 pcs

Description Gold 3.5mm stereo Plug 3 
lines to RCA Plugs

Length 6 FT

Jacket Black flex PVC

OD 2.6 x 7.8mm

Connectors
Black/Red/Yellow molded 

connector with strain relief 
gold plated

Use

Connection of audio equip-
ment such DVD, camera, 
receivers, and PC to TV or 

other audio equipment

Packing 1pc/blister

PCS/CTN 100 pcs

Description 3 RCA Plug to 3 RCA Plug

Length 6FT / 25 FT

Jacket Black flex PVC

OD 2.6 x 7.8mm

Connectors White/Red molded connector 
with strain relief nickel plated

Use

Connection of audio equip-
ment such DVD, camera, 
receivers, and PC to TV or 

other audio reciever

Packing 1pc/Bulk

PCS/CTN 50 pcs

M-253GM-250

AUDIO CABLES

6 FT - 25 FT
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AUDIO CABLES

M-209 M-209-12 M-209GHQ

Description 3.5mm Stereo Plug  to 2 RCA Plugs

Length 6FT 12 FT 6 FT

Jacket Black flex PVC

OD 2.6 x 5.2mm 2.6 x 5.2mm 2.6 x 5.2mm

Connectors Black/Red molded connector with strain relief nickel plated

Use Allows connection of MP3, Stereos,tablets,mobile phones, speakers, and PC/TV tuners to other audio devices

Packing 20pcs/bag 20pcs/bag 1pcs/color polybag

PCS/CTN 500pcs 250pcs 250pcs

Length 6FT

Jacket Black flex PVC

Connectors Black molded connector with strain relief nickel plated

Use Allows connection of MP3, Stereos,tablets,mobile phones, speak-
ers, and PC/TV tuners to other audio devices

Packing 1pcs/color polybag

PCS/CTN 200pcs

Length 6FT / 18 FT

Jacket Black flex PVC

OD 4mm

Connectors Black molded connector with strain relief nickel plated

Use Connection of audio equipment such DVD, camera, mobile devic-
es, and PC to TV or other audio receiver devices

Packing 25pcs/bag

PCS/CTN 500pcs

M-281

M-421 / 421-18

3.5mm Stereo Plug  to 2 RCA Plugs

3.5 mm Mono Plug to 1/4” Mono Plug 
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Length 6" Inches

Jacket Black flex PVC

Connectors 3.5mm Black molded connector to Two RCA Red and BLACK 
Molded Jacks with strain relief.

Use Connection of audio equipment such DVD, Cameras, Movile 
Devices

Packing 25pcs/bag

PCS/CTN 1000pcs

Length 6" Inches

Jacket Black flex PVC

Connectors RCA Jack molded connector to Two RCA Red and BLACK 
Molded Plugs with strain relief.

Use Connection of audio equipment such DVD, Cameras, Movile 
Devices and PC to TV or other audio receiver devices

Packing 25pcs/bag

PCS/CTN 1000pcs

Length 6" Inches

Jacket Black flex PVC

Connectors RCA Plug molded connector to Two RCA Red and BLACK 
Molded Jacks with strain relief.

Use Connection of audio equipment such DVD, Cameras, Movile 
Devices and PC to TV or other audio receiver devices

Packing 25pcs/bag

PCS/CTN 1000pcs

Length 6 FT

Jacket Black flex PVC

Connectors 3.5 mm Three Line plug to Two 3.5mm Green and Red Jacks 

Use

The Headset Adapter features 3.5 mm 3-Positions Plug 
that can be connected to the single Audio Port on your 

Laptop providing a separate Headphone and Microphone 
Connection.

Packing 25pcs/bag

PCS/CTN 1000pcs

Length 6 FT

Jacket Black flex PVC

Connectors 3.5mm Male molded connector to 3.5 mm Male molded con-
nector, Four Conductors with Strain Relief Protection

Use
Our 4 conductor cable connects stereo & microphone devices 
requiring 4 conductors (left and right) audio and microphone 

plus ground

Packing 25pcs/bag

PCS/CTN 300pcs

M-211

M-213

M-219

3.5mm Stereo Plug to 2 RCA Jacks

RCA Jack to 2 RCA Plugs

RCA Plug to 2 RCA Jacks

M-246
3.5 mm to 3.5 mm 4 Conductors Cable

M-212HQ
Headset Splitter Adapter

AUDIO CABLES



85SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

M-230 M-230-12 M-230GHQ

Description  Gold 3.5mm Stereo Plug to 3.5mm Stereo Plug 

Length 6FT 12FT 6FT

Jacket Black Flex PVC Black Flex PVC Black Flex PVC

OD 4.0 mm 4.0 mm 4.0 mm

Connectors Metal molded connector with strain relief  nickel plated

Use Allows connection of MP3, Stereos,tablets,mobile phones, speakers, and PC/TV tuners to other audio devices

Packing 25pcs/Bag 25pcs/Bag 1pcs/color polybag

PCS/CTN 400 pcs 200pcs 250 pcs

CTN Size 15.4 x 13 x 12.6” 15.4 x 13 x 12.6” 15.4 x 13 x 12.6”

CTN Weight 37.4 lb 26.4 lb 33 lb

M-240 M-240-12 M-240-12HQ

Description  3.5mm Stereo Plug to 3.5mm Stereo Jack  3.5mm Stereo Plug to 3.5mm Stereo Jack HQ Gold 3.5mm Stereo Plug to 3.5mm Stereo Jack

Length 6FT 12FT 12FT

Jacket Black Flex PVC

OD 4.0 mm 4.0 mm 4.0 mm

Connectors Metal molded connector with strain relief  nickel plated

Use Allows connection of MP3, Stereos,tablets,mobile phones, speakers, and PC/TV tuners to other audio devices

Packing 25pcs/Bag 25pcs/Bag 1pcs/color polybag

PCS/CTN 400 pcs 200 pcs 200 pcs

CTN Size 15.4 x 13 x 12.6” 15.4 x 13 x 12.6” 15.4 x 13 x 12.6”

CTN Weigth 37.4 lb 26.4 lb 28.6 lb

AUDIO CABLES
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21-241
Speaker Frame Terminal   
Material: Metal and compress carton
Packing: 25pcs/Bag PCS/CTN: 5000pcs
CTN Size: 13.4 x 10.6 x 10” 
CTN Weight: 15.4 lb

21-242
Speaker Frame Terminal   
Material: Metal and compress carton
Packing: 25pcs/Bag PCS/CTN: 3000pcs
CTN Size: 11.8 x 11.8 x 7.1” 
CTN Weight: 15.4 lb

21-243
Speaker Terminal Large, Double Spade
Material: Metal and compress carton
Packing: 25pcs/Bag PCS/CTN: 3000pcs
CTN Size: 19.7 x 11.8 x 7.1” 
CTN Weight: 11 lb

Material Plastic

Connectors Color Coded Spring Loaded Speaker Wire Terminal with crossover 
and 1/4” Mono Jacks 

Use
Building project speaker cabinets to keep connections clean. 

The crossover allows for you to separate the frequencies to their 
respective parts 

Packing 1 PC/gift box

Item Size 3” diameter with 1 7/8” cutout 

PCS/CTN 100 pcs

CTN Size 22.8 x 15.4 x 12.2”

CTN Weight 33 lb

Material Plastic

Connectors Color Coded Spring Loaded Speaker Wire C

Use
Building project speaker cabinets to keep connections clean. 

The crossover allows for you to separate the frequencies to their 
respective parts 

Packing 1 PC/gift box

Item Size 3” diameter with 1 7/8” cutout

PCS/CTN 100 pcs

CTN Size 20 x 16.1 x 14.6”

CTN Weight 44 lb

NB-200SQ

NB-300R

Quick release spring loaded Square Speaker Wire Terminal Crossover

Quick release spring loaded 3” (3-Way Crossover)

Material Plastic

OD 2"

Connectors Color Coded Spring Loaded Speaker Wire Terminal

Use Spring Loaded, push button, speaker terminal round housing. No 
screws needed

Packing 10 pcs/bag

Item Size 2" diameter with 1 7/8" cutout

PCS/CTN 800 pcs

CTN Size 22.4 x 15 x 15”

CTN Weight 33 lbNB-502
Speaker wire terminal cup spring type, two conductors

HIGH QUALITY
PRODUCTS
PRODUCTOS DE
ALTA CALIDAD

SPEAKER CONNECTION & CROSSOVERS
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Material Plastic

Connectors Color Coded Spring Loaded Speaker Wire Terminal

Use Quick release spring loaded terminal; Red/Black polarity identifica-
tion 

Packing 50 pcs/bag

Item Size 2-1/8" x 15/16"

PCS/CTN 2000 pcs

Material Plastic and Metal

Connectors Red and Black RCA Jacks

Use 2 RCA Jacks Speaker Terminal

Packing 25 pcs/bag

PCS/CTN 1000 pcs

Material Plastic

Connectors Color Coded Spring Loaded Speaker Wire Terminal

Use Four outputs, quick release spring loaded speaker; Terminal Red/
Black polarity identification 

Packing 50 pcs/bag

Item Size 2-3/4" x 15/16"

PCS/CTN 1000 pcs

NB-506

NB-232

NB-507

Speaker wire terminal spring type, two conductors

2 RCA Jacks Speaker Terminal

Speaker wire terminal spring type, four conductors

Material Plastic

OD 3"

Connectors Color Coded Spring Loaded Speaker Wire Terminal

Use Spring loaded push button, terminal with polarity identification 
round screw mount

Packing  20pcs/bag

Item Size 3" diameter with 1 7/8" cutout

PCS/CTN 500 pcs

NB-508
Round speaker wire terminal spring type, two conductors

Material Plastic

OD 3" x 3 1/4"

Connectors Color Coded Spring Loaded Speaker Wire Terminal

Use Rectangular spring loaded push button speaker terminal, screw 
mount

Packing 10 pcs/bag

Item Size 3 1/8" x 3 5/8" with a 2-7/8" x 2 1/8"

PCS/CTN 500 pcs

NB-509
Quick release spring loaded 3” Square Speaker Terminal with Two Outputs

SPEAKER CONNECTION
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Material Plastic

OD 2"

Connectors Color Coded Spring Loaded Speaker Wire Terminal

Use Square spring loaded push button, speaker terminal screw mount, 
rise type

Packing 25 pcs/bag

Item Size 21/4" x 2 1/4" square and 2 " round cut out.

PCS/CTN 600 pcs

Material Plastic

OD 3"

Connectors Color Coded Spring Loaded Speaker Wire Terminal for Banana 
Plugs 

Use Round cup type with screw connectors, color coded desing, also 
can be used with banana plugs

Packing 10 pcs/bag

Item Size 3" diameter with 1 7/8" cutout

PCS/CTN 600 pcs

NB-512

NB-513

Quick release spring loaded Square Speaker Terminal with Two Outputs

3” Round Cup Speaker Terminal with Two Outputs for Banana Plugs

Material Plastic

OD 3" x 3 1/4"

Connectors Color Coded Spring Loaded Speaker Wire Terminal for Banana 
Plugs 

Use Screw installation, designed for use with banana plugs. Color 
coded, screw type connector for more secure cable installation 

Packing 10 pcs/bag

Item Size 3 1/8” x 3 5/8” with a 2-7/8” x 2 1/8”

PCS/CTN 500 pcs

Material Plastic

OD 3" x 3 1/4"

Connectors Color Coded Speaker Terminal and 1/4” Mono Jacks  

Use Rise type square spring loaded. Color coded for easy identification, 
comes with two 1/4 jacks for better use of the terminal  

Packing 4 pcs/bag

Item Size 3 1/8” x 3 5/8” with a 2-7/8” x 2 1/8”

PCS/CTN 250 pcs

NB-514
3” 1/4 x 3” Square Cup Speaker Terminal with Two Outputs for Banana Plugs

NB-515
Quick release spring loaded Squat Speaker Terminal 
with two outputs and two 1/4 mono jacks

SPEAKER CONNECTION
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NB-517

NB-518

NB-519

4” Round Speaker Terminal with Two Outputs for Banana Plugs and two 1/3 
Stereo Jack

Square Speaker Terminal with two outputs for banana plugs and two 1/4” Mono

Square Speaker Terminal with two outputs speakon antwo 1/4’ mono Jacks

Speaker Terminal with two speakon Jack connectors

Material Plastic

OD 4"

Connectors Color Coded Speaker Terminal for Banan a Plugs Gold Plated and 
1/4” Stereo Jack   

Use Round rise type screw gold terminal. They have center access to 
banana plugs, also two 1/4 jacks for better use of the terminal   

Packing 4 pcs/bag

Item Size 4” diameter with 3” cutout 

PCS/CTN 200 pcs

Material Plastic

OD 3” x 3 1/4”

Connectors Color Coded Speaker Terminal for Banana Plugs Gold Plated and 
1/4” Mono Jack    

Use
Square rise type, screw gold terminals, that also can be used with 

banana plugs, comes with two 1/4” jacks for better use of the 
terminal   

Packing 4 pcs/bag

Item Size 3 1/8” x 3 5/8” with a 2-7/8” x 2 1/8” 

PCS/CTN 300 pcs

Material Plastic

OD 5.2” x 3.3”

Connectors Speakon Jack and 1/4” Mono Jack

Use Large square rise terminal, has two female speakon connector. 
Also, comes with two 1/4 jacks for better use of the terminal  

Packing 4 pcs/bag

Item Size 3 1/8” x 3 5/8” with a 2-7/8” x 2 1/8”

PCS/CTN 250 pcs

Material Metal

OD 5.4” x 3.5”

Connectors Speakon Jacks

Use Large metal plate with two speakon female connectors for PRO 
type instalation   

Packing 1 pcs/bag

Item Size 5.4” x 3.5”

PCS/CTN 50 pcs
NB-520

SPEAKER CONNECTION & COMPONENTS
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3” Round Cup Speaker Terminal with two push on connectors

Material Plastic

OD 3”

Connectors Color Coded Speaker Terminal

Use Cup type speaker terminal, has two color coded chrome push on 
connector for easy cable instalation   

Packing 10pcs/bag

Item Size 3” diameter with 1 7/8” cutout 

PCS/CTN 600 pcs

NB-523

21-809 21-820 21-821

Description Speaker cabinet port 
with mesh

 Speaker cabinet port 
with mesh

Speaker cabinet port 
with mesh

Jacket Plastic Body

OD 2” 4” 5”

Connectors Metal molded connector with strain relief  nickel plated

Use
Speaker Cabinet Ports are ideal for building your own PA Speaker Cabinets or replacing old 

ones. The port is an essential part of the Speaker Cabinet. When property installed it is respon-
sible for the performance of the low end frequency output of the speaker. 

PCS/CTN 600 pcs 96 pcs 600 pcs

SPEAKER CONNECTION & COMPONENTS

21-802 21-803 21-812

Description Black Plastic Corner  Black Plastic Corner Metal corner Black finish

Length 2” 3” 2”

Material Plastic body Plastic body Metal body

Use Replace the cracket or shredded corner of your speaker cabinets and racks, or complete your own unique custom pro speaker project 

Packing 25pcs/bag 25pcs/bag 25pcs/bag

PCS/CTN 1800 pcs 1000 pcs 500 pcs
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21-813

21-601

21-814

21-602

21-815

21-603

21-829

21-604 21-605 21-606

Description Metal Stackable Corner Black Finish  Metal lipped corner black finish Metal 3 leg corner black finish Metal ball corner with bright finish

Length 3” 1 3/4” 1 3/4” 3” x 1/5”

Material Metal body Metal body Metal body Polished Steel

Use Replace the cracket or shredded corner of your spaker cabinets and racks, or complete your own unique custom pro speaker project

Packing 25pcs/bag 25pcs/bag 25pcs/bag 25pcs/bag

PCS/CTN 250 pcs 500 pcs 500 pcs 250 pcs

Description Black Round Speaker Grill 

Length 8” 10” 12” 15” 18” 6-1/2”

Material Metal body Metal body Metal body Metal body Metal body Metal body

Use Protect the speaker from animals and accidents that can damage the speaker 

Packing 1pc/bag 1pc/bag 1pc/bag 1pc/bag 1pc/bag 1pc/bag

PCS/CTN 100 pcs 100 pcs 100 pcs 100 pcs 100 pcs 100 pcs

SPEAKER COMPONENTS
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21-801

21-629 21-630 21-631 21-632 21-633

Description 2- piece perforated screw grill 

Length 6 1/2” 8” 10” 12” 15”

Use Heavy duty black metal ring and perforated fine mesh grill. Once is assembled the mounting 
screws are not visible. 

Packing 1pc/bag 1pc/bag 1pc/bag 1pc/bag 1pc/bag

PCS/CTN 50 pcs 50 pcs 25 pcs 25 pcs 25 pcs

Set 4 pcs Grill Clamps with Screws 
Material: Plastic Body
Use: Speaker grill fasteners with 
screws are greate for holding large 
speakers on boxes.
Packing: 25pcs

SPEAKER COMPONENTS

21-805 21-806 21-807
Description Speaker Box Black Plastic Plastic Strap Handle Plastic Bar Handle Metal Handle

Length 7/8 x 3/8" 8" 8 1/4 x 6 1/2" 6 1/2 x 4 1/2"

Material Plastic Body Plastic Body with metal ends Plastic Body Metal Body

Use
These handy recessed handle 

makes easy handling of speaker 
boxes

Carrying handle (pull-out) grip for 
cases boxes, speakers cabinets and 

amplifiers 

These handy recessed handles make 
easy handling of speaker boxes. Best for 

small to medium boxes 

These handy recessed metal handle make 
easy handle make easy handling of speak-

er boxes. Great for road cases 

Packing 1PC/BAG 1PC/BAG 1PC/BAG 1PC/BAG

PCS/CTN 300 250 100 500

Item Weight 0.13 lb 0.13 lb 0.37 lb 0.06 lb

CTN Size 19.7 x 19.7 x 19.7” 14.6 x 10.6 x 8.3” 19.7 x 19.7 x 19.7” 15.4 x 15.4 x 11.8”

CTN Weight 44 lb 35.2 lb 39.6 lb 30.8 lb

21-836
Round Attachement for Speaker
Material: Aluminum
Packing: 1pc/bag 
PCS/CTN: 50
CTN Size: 15.7 x 15.7 x 11.8”
CTN Weight: 15.4 Lb

21-808
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21-822 21-823 21-82521-844

Description Large Recessed Bar Handle Recessed Metal Speaker cabinet handle Large Rubber Cabinet foot 4 pcs set Rubber Cabinet Foot 4pcs Set

Length 10 3/4 x 6 1/2" 9 x 7" 1.5” x 1.5” 7/8 x 3/8"

Material Black Metal Black Metal Rubber Rubber

Use Heavy Duty speaker cabinet handle 
with a durable black finish

Heavy duty speaker cabinet handle with 
a durable black finish

This heavy-duty rubber foot offers a sure 
grip on all types of surfaces, Ideal for 

heavy speaker boxes

This heavy-duty rubber foot offers a sure 
grip on all types of surfaces 

Packing 1PC/BAG 1PC/BAG 4PCS/BAG 4PCS/BAG

PCS/CTN 24 125 24 500

Item Weight 1.28 lb -- 1.1 lb 0.07 lb

CTN Size 26.4 x 14.6 x 10” -- 26.4 x 13.4 x 10.6” 19.3 x 12.2 x 13.4”

CTN Weight 33 lb -- 28.6 lb 37.4 lb

21-82721-828

Description Metal Handle, Nickel  finish Metal Handle, Black  finish

Length 3.3x5.5” 3.3x5.5”

Material Nickel Body Metal Body

Use These handy recessed round handle make easy handling of speaker boxes, for medium to small boxes

Packing 1PC/BAG 1PC/BAG

Item Weight 0.48Lb 0.48Lb

PCS/CTN 50 50

CTN Weight 26.4Lb 26.4Lb

CTN Size 15.4 x 7.5 x 6.3” 15.4 x 7.5 x 6.3”

SPEAKER COMPONENTS
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Item Description Length Material Use Dimension Packing PCS/CTN CTN Size CTN Weight

21-700

Speaker 
Gaskets

6 x 9” Foam

Repair or replace-
ment gasket for 

speakers and 
woofers 

7mm 2 pcs 300pcs 8.8 lb 15.7x15.7x9.4”

21-701 8” Foam 7mm 4 pcs 1120pcs 17.6 lb 20.9x16.1x16.1”

21-702 10” Foam 8mm 4 pcs 360pcs 6.6 lb 15.7x15.7x9.4”

21-703 12” Foam 8mm 4 pcs 256pcs 6.6 lb 23.2x10.6x9.4”

21-704 15” Foam 9mm 8 pcs 384pcs 15.4 lb 20.9x16.1x16.1”

21-705 8” Compress Carton 8mm 4 pcs 420pcs 41.8 lb 20x14.5x14.5”

21-706 10” Compress Carton 8mm 4 pcs 324pcs 37.4 lb 13.4x15.7x15.7”

21-707 12” Compress Carton 8mm 4 pcs 228pcs 37.4 lb 17.7x15x8.3”

21-708 15” Compress Carton 8mm 8 pcs 180pcs 35.2 lb 13.4x15.7x15.7”

21-709 18” Foam 10mm 8 pcs 250pcs 19.2 lb 20x16.1x16.1”

21-710 18” Compress Carton 8mm 8 pcs 125pcs 37.4 lb 17.7x15x8.3”

21-713

Speaker 
Gaskets

6.5” Foam

Repair or replace-
ment gasket for 

speakers and 
woofers

5mm 1 pcs 500pcs -- --

21-714 6.5” Foam 6mm 4 pcs 1000pcs -- --

21-720 10” Foam 8mm 4 pcs 500pcs -- --

21-721 12” Foam 8mm 4 pcs 500pcs -- --

21-722 6.5” Foam 6mm 4 pcs 1000pcs -- --

21-723 8” Foam 7mm 4 pcs 1000pcs -- --

21-724 15” Foam 9mm 4 pcs 300pcs -- --

21-725 18” Foam 10mm 8 pcs 200pcs -- --

CORRUGATED TEXTURE SMOOTH TEXTURE
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Item Material Material 
Thickness Use Dimension Packing PCS/CTN CTN Size CTN Weight

21-200 Foam Thin

Replacement of the 
common problem with 

speakers that is the 
deterioration of the 
speaker suspension 

cloth or foam

6 x 9” 25pcs Bag 125pcs 17.7x15x8.3” 37.4lb

21-201 Cloth Stiff 8” 25pcs Bag 300pcs 13.4x13.4x12.6” 8.8lb

21-202 Foam Thin 12” 25pcs Bag 200pcs 13.4x13.4x12.6” 17.6lb

21-203 Foam Thin 15” 25pcs Bag 400pcs 25.2x25.2x11” 17.6lb

21-204 Foam Thin 10” 25pcs Bag 100pcs 15.7x15.7x13” 17.6lb

21-205 Cloth Stiff 15” 25pcs Bag 400pcs 26x14.2x15” 11lb

21-206 Foam Thin 8” 25pcs Bag 300pcs 16.5x16.5x10.2” 11lb

21-207 Cloth Stiff 12” 25pcs Bag 1200pcs 24.8x16.9x12.6” 19.8lb

21-208 Cloth Stiff 10” 25pcs Bag 500pcs 25.2x25.2x11” 13.2lb

21-209 Foam Thin 6.5” 25pcs Bag 300pcs 13.4x13.4x12.6” 8.8lb

21-213 Cloth Stiff 18” 25pcs Bag 1200pcs 21.2x21.2x9.4” 13.2lb

21-214 Cloth Stiff 6.5” 25pcs Bag 300pcs 18.1x18.1x13” 19.8lb

21-236 Foam Thick 10” 25pcs Bag 1000pcs 13.4x13.4x12.6” 8.8lb

21-237 Foam Thick 12” 25pcs Bag 100pcs 21.2x10.6x12.6” 11lb

21-238 Foam Thick 15” 25pcs Bag 100pcs 25.2x13.4x16.5” 17.6lb

SPEAKER EDGE STIFFSPEAKER EDGE THIN SPEAKER EDGE THICK

Item Description Material Use Dimension Packing PCS/CTN CTN Size CTN Weight

21-402 Dust Cap w/o Coating Paper

Keeps the dust out, and 
vents the voice coil for 

cooling

3 3/16” 25pcs 1000pcs 6.6lb 16.9x16.9x13”

21-405 Dust Cap w/o Coating Paper 4” 25pcs 2000pcs 15.5lb 15.7x15.7x13”

21-405G Dust Cap coated Paper 4” 25pcs 2000pcs 15.5lb 15.7x15.7x13”

21-407 Dust Cap w/o Coating Paper 5” 25pcs 2000pcs 24.2lb 15.7x15.7x13”

21-408 Dust Cap w/o Coating Paper 3” 25pcs 1000pcs 11lb 13.4x13.4x12.6”

21-409 Dust Cap w/o Coating Paper 3 1/2” 25pcs 1000pcs 11lb 13.4x13.4x12.6”

21-410 Dust Cap w/o Coating Paper 4 1/2” 25pcs 2000pcs 17.6lb 16.9x16.9x13”
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Item Description Material Use Dimension Packing PCS/CTN CTN Size CTN Weight

21-410G Dust Cap coated Paper
Keeps the dust out, and 
vents the voice coil for 

cooling

4 1/2” 25pcs 2000pcs 17.6lb 16.9x16.9x13”

21-411 Dust Cap w/o Coating Paper 2” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-411G Dust Cap coated Paper 2” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-446 Dust Cap w/o Coating Paper

Keeps the dust out, and 
vents the voice coil for 

cooling

6” 25pcs 1000pcs 22lb 15.7x15.7x13”

21-453 Dust Cap w/o Coating Paper 7” 25pcs 500pcs 19.8lb 16.5x16.5x8.7”

21-454 Dust Cap w/o Coating Paper 5” 25pcs 2000pcs 17.6lb 13.4x13.4x12.6”

21-456 Dust Cap w/o Coating Paper 3” 25pcs 1000pcs 8.8lb 14.2x14.2x6.3”

21-457 Dust Cap w/o Coating Paper 4 1/2” 25pcs 2000pcs 17.6lb 21.3x21.3x9.4”

21-442 Dust Cap w/o Coating Paper

Keeps the dust out, and 
vents the voice coil for 

cooling

3” 25pcs 1000pcs 11lb 16.5x13/8x13.8

21-458 Dust Cap w/o Glace Paper 4” 25pcs 1000pcs 15.4lb 16.9x16.9x13”

21-459 Dust Cap w/o Glace Paper 7 25pcs 500pcs 15.4lb 13.4x13.4x12.6”

21-460 Dust Cap w/o Glace Paper 4.5” 25pcs 2000pcs 17.6lb 16.9x16.9x13”

21-461 Dust Cap w/o Glace Paper 4” 25pcs 1000pcs 15.4lb 16.9x16.9x13”

21-462 Dust Cap w/o Glace Paper

Keeps the dust out, and 
vents the voice coil for 

cooling

3” 25pcs 1000pcs 11lb 13.4x13.4x12.6”

21-463 Dust Cap w/o Glace Paper 2” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-470 Dust Cap w/o Glace Paper 2” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-471 Dust Cap w/o Glace 
Small Dots Paper 4.6” 25pcs 2000pcs 17.6lb 16.9x16.9x13”

21-472 Dust Cap w/o Glace Paper 4.3” 25pcs 2000pcs 17.6lb 16.9x16.9x13”

21-473 Dust Cap w/o Glace, 
Small Dots Paper 3” 25pcs 1000pcs 11lb 13.4x13.4x12.6”

21-474 Dust Cap w/o Glace, 
Small Dots Paper

Keeps the dust out, and 
vents the voice coil for 

cooling

2” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-475 Dust Cap w/o Glace, 
Small Dots Paper 2.17” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-476 Dust Cap w/o Glace, 
Small Dots Paper 2.36” 25pcs 2500pcs 17.6lb 16.9x16.9x13”

21-480 Dust Cap w/o Glace Paper Keeps the dust out, and 
vents the voice coil for 

cooling

3.7” 25pcs 1000pcs 15.4lb 16.9x16.9x13”

21-481 Dust Cap w/o Glace Paper 2.8” 25pcs 1000pcs 11lb 13.4x13.4x12.6”

21-482 Dust Cap w/o Glace Paper 4.1” 25pcs 1000pcs 15.4lb 16.9x16.9x13”

21-518 Deep Cone with Paper 
Gasket and Foam Edge Paper

Replacement cone and 
edge for damage speaker 

in a regualr basket. 

6” Bulk 400pcs 15.4lb 20x11x7.9”

21-519 Deep Cone for Pioneer 
speakers Paper 6” Bulk 600pcs 19.8lb 20x11x7.9”

21-541 Deep Cone Foam Edge 
1/2” Hole Paper 10” Bulk 100pcs 6.6lb 13.4x13.4x12.6”

21-547 Deep Cone Foam Edge 
1/2” Hole Paper 8” Bulk 400pcs 8.8lb 13.4x13.4x12.6”

SPEAKER COMPONENTS
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Item Description Material Use Dimension Packing PCS/CTN CTN Size CTN 
Weight

21-543 Deep Cone Foam Edge 1/2” Hole without Glaze Paper and Foam

Replacement 
cone and edge 

for damage 
speaker in a 

regualr basket

15” Bulk 50pcs 16.9x16.9x13” 13.2lb

21-544 Deep cone Foam Edge 1/2” Hole without Glaze Cloth 15” Bulk 80pcs 16.9x16.9x13” 22lb

21-545 Deep Cone 1/2” Hole Cloth Edge Paper and Cloth 10” Bulk 200pcs 13.4x13.4x12.6” 11lb

21-546 Deep Cone Foam Edge 1/2” Hole without Glaze Paper and Cloth 12” Bulk 50pcs 13.4x13.4x12.6” 6.6lb

21-563 Deep Cone 3” Hole Cloth Edge Paper and Cloth 18” Bulk 50pcs 18.5x18.5x16.9” 11lb

21-548 Deep Cone 2” Hole Cloth Edge Paper and Cloth 18” Bulk 50pcs 18.1x18.1x13 8.8lb

21-550 2” Hole Cloth Edge without Glaze Paper and Cloth 15” Bulk 80pcs 16.9x16.9x13” 11lb

21-564 Deep Cone 2” Hole Cloth Edge without Glaze Paper and Cloth

Replacement 
cone and edge 

for damage 
speaker in a 
deep basket. 

12” Bulk 200pcs 26x14.2x15” 15.4lb

21-565 HD Corrugated Paper 4” Hole Deep Cone Cloth Edge Corrugated 
Paper and Cloth 18” Bulk 50pcs 18.1x18.1x13” 11lb

21-542 Deep cone Foam Edge 1/2” Hole without Glaze Paper and Foam 12” Bulk 50pcs 13.4x13.4x12.6” 6.6lb

21-549 Deep Cone, Cloth Edge, 1” Hole, Without Glace Paper and Cloth 12” Bulk 200pcs 13.4x13.4x12.6” 13.2lb

21-566 Corrugated cone, cloth edge  3” Hole, Without Glace Corrugated 
Paper and Cloth 15” Bulk 50pcs 18.5x18.5x12” 11lb

21-570 Non Press Paper Cone 2.5” Hole Foam Edge, with Glace Non Press Pa-
per and Foam 8” Bulk 150pcs 18.5x18.5x12” 17.6lb

21-571 Non Press Paper Cone 2” Hole Foam Edge, with Glace Non Press Pa-
per and Foam 8” Bulk 150pcs 18.5x18.5x12” 17.6lb

21-572 Paper Cone with Cloth Edge 1” Hole without Glace Paper and Cloth 6.5” Bulk 500pcs 13.4x13.4x12.6” 13.2lb

21-573 Non Press Paper Cone, 1.5” Hole, Cloth Edge, with Glace Paper and Cloth 8” Bulk 500pcs 16.1x16.1x13” 15.4lb

21-574  Paper cone, 0.9” Hole, Foam edge, Without Glace Paper and Foam 6.5” Bulk 500pcs 13.4x13.4x12.6” 13.2lb

21-575   Paper Cone 1.5” Hole, Cloth Edge, with Glace Paper and Cloth

Replacement 
cone and edge 

for damage 
speaker in a 
deep basket.

6” Bulk 500pcs 13.4x13.4x12.6” 15.4lb

21-576   Paper Cone 1.5” Hole, Foam Edge, Without Glace Paper and Foam 6” Bulk 500pcs 13.4x13.4x12.6” 15.4lb

21-577    Paper Cone 1.5” Hole, Foam Edge, Without Glace Paper and Foam 6.5” Bulk 500pcs 15.7x15.7x12” 22lb

21-581   Paper Cone 2.0” Hole, Cloth Edge, Without Glace Paper and Cloth 8” Bulk 500pcs 16.1x16.1x13” 15.4lb

21-582   Paper Cone 1.0” Hole, Cloth Edge, Without Glace Paper and Cloth 8” Bulk 500pcs 15.7x15.7x12” 19.8lb

21-583   Paper Cone 2.0” Hole, Cloth Edge, Without Glace Paper and Cloth 8” Bulk 500pcs 15.7x15.7x12” 19.8lb

SPEAKER COMPONENTS



98 WWW.MIYAKOUSA.COM l MIAMI • USA

Item Description Material Use Dimension Packing PCS/CTN CTN Size CTN Weight

21-585   Paper Cone 1.5” Hole, Cloth Edge, Without 
Glace Paper and Cloth Replacement 

cone and edge 
for damage 
speaker in a 
deep basket. 

8” Bulk 500pcs 15.7x15.7x12” 19.8lb

21-586   Paper Cone 1.5” Hole, Cloth Edge, Without 
Glace Paper and Cloth 10” Bulk 250pcs 13.4x13.4x12.6” 15.4lb

21-587 Non Press Paper Cone, 2.0” Hole, Cloth Edge, 
Without Glace

Non Press Paper 
and Foam 10” Bulk 250pcs 22x12x12.6” 15.4lb

21-588 Half Press Paper Cone, 2” Hole Without Glace 
with Small Dots (JH)

Half Press Paper 
and Cloth

Replacement 
cone and edge 

for damage 
speaker in a 
deep basket. 

10” Bulk 250pcs 13.4x13.4x12.6” 15.4lb

21-589  Half Press Paper Cone, 1.5” Hole Without 
Glace with Small Dots (JH)

Half Press Paper 
and Cloth 6” Bulk 500pcs 13.4x13.4x12.6” 15.4lb

21-590  Half Press Paper Cone, 2” Hole Without Glace 
with Small Dots (JH)

Half Press Paper 
and Cloth 8” Bulk 500pcs 15.7x15.7x12” 19.8lb

21-591  Half Press Paper Cone, 3” Hole Without Glace 
with Small Dots (JH)

Half Press Paper 
and Cloth 8” Bulk 500pcs 15.7x15.7x12” 19.8lb

21-592  Non Press Paper Cone 2/Red Lines 1.5” Hole, 
Large Foam Edge, with Glace

Non Press Paper 
and Foam

Replacement 
cone and edge 

for damage 
speaker in a 
deep basket. 

 

10” Bulk 100pcs 22x12x12.6” 17.6lb

21-593  Half Press Paper Cone, 2” Hole Without Glace 
with Small Dots (JH)

Half Press Paper 
and Cloth 12” Bulk 200pcs 13.8x13.8x13.8” 15.4lb

21-597  Non Press Paper Cone 2/Red Lines 2” Hole, 
Large Foam Edge, with Glace

Non Press Paper 
and Foam 12” Bulk 100pcs 26x15x15” 22lb

21-599  Paper Cone, 2” hole, Cloth Edge, Without 
Glace Paper and Cloth 15” Bulk 100pcs 16.9x16.9x13” 11lb

CP6 Paper Cone with Cloth Edge and without 
Coating Paper and Cloth

Replacement 
Cone for Dam-

age speaker in a 
regular basket. 

6” Bulk 500pcs 13.4x13.4x12.6” 15.4lb

CP6-FOAM Paper Cone with Edge and without Coating Paper and Foam 6” Bulk 500pcs 13.4x13.4x12.6” 15.4lb

CP6-1/2 Paper Cone with Edge and Cloth without 
Coating Paper and Cloth 6 1/2” Bulk 650pcs 13.4x13.4x12.6” 15.4lb

CP6-1/2-FOAM Paper Cone with Edge and without Coating Paper and Foam 6 1/2” Bulk 500pcs 20x15x8.3” 11lb

CP4-1/2-FOAM Paper Cone with Edge and without Coating Paper and Foam

Replacement 
Cone for Dam-

age speaker in a 
regular basket.

4 1/2” Bulk 600pcs 20.9x11.8x6.3” 13.2lb

CP8 Paper Cone with Edge and without Coating Paper and Cloth 8” Bulk 250pcs 15.7x15.7x13” 13.2lb

CP8-FOAM Paper Cone with Edge and without Coating Paper and Foam 8” Bulk 400pcs 15.7x15.7x13” 17.6lb

CP-8BC1 Paper Cone 1” Hole, Cloth edge, without Glace Paper and Cloth 8” Bulk 500pcs 15.7x15.7x12” 19.8lb

CP-8BC2 Paper Cone 2” Hole, Cloth edge, without Glace Paper and Cloth 8” Bulk 500pcs 15.7x15.7x12” 19.8lb

CP10 Paper Cone with Cloth and without Coating Paper and Cloth 10” Bulk 250pcs 13.4x13.4x12.6” 13.2lb

CP10-FOAM Paper Cone with Edge and without Coating Paper and Foam

Replacement 
Cone for Dam-

age speaker in a 
regular basket.

10” Bulk 150pcs 13.4x13.4x12.6” 8.8lb

CP12 Paper Cone with Cloth and without Coating Paper and Cloth 12” Bulk 200pcs 13.8x13.8x13.8 15.4lb

CP12-FOAM Paper Cone with Edge and without Coating Paper and Foam 12” Bulk 100pcs 13.4x13.4x12.6” 13.2lb

CP15 Paper Cone with Edge and without Coating Paper and Cloth 15” Bulk 100pcs 16.9x16.9x13” 11lb

CP15-FOAM Paper Cone with Edge and without Coating Paper and Foam 15" Bulk 30pcs 16.9x16.9x13” 8.8lb

CP18 Paper Cone with Cloth Edge and without 
Coating Paper and Cloth

Replacement 
Cone for Dam-

age speaker in a 
regular basket.

18” Bulk 50pcs 18.1x18.1x13” 11lb

CP6X9-FOAM Cone Speakers with Foam Edge without 
Coating Paper and Foam 6 x 9” Bulk 500pcs 25.2x14.6x11” 17.6lb

CP6X9-PPBL Cone Speakers with Foam Edge Polyproplyene and 
Foam 6 x 9” Bulk 400pcs 20.9x15x11.8” 15.4lb

CP10-PPBL Cone Speakers with Foam Edge Polyproplyene and 
Rubber 10” Bulk 100pcs 20x11.8x11” 17.6lb

CP12-PPBL Cone for 12” Woofers with Rubber Edge Polyproplyene and 
Rubber 12” Bulk 100pcs 20x13.4x12.6” 24.2lb

CP-CN10EV Paper Cone with Cloth and without Coating Paper and Cloth Replacement 
Cone for EV 

Damage speak-
er in a regular 
basket with 2 

1/2” Hole

10” Bulk 250pcs 13.4x13.4x12.6” 13.2lb

CP-CN12EV Paper Cone with Cloth and without Coating Paper and Cloth 12” Bulk 250pcs 13.8x13.8x13.8” 15.4lb

SPEAKER COMPONENTS



99SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 
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21-100 Speaker Flat Spider without Border, without  Hole COTTON 5

Replacement for damage 
Speakers spiders 25pcs/bag

1000pcs

21-101 Subwoofer and Speaker Flat Spider without Border, without Hole  COTTON 4 2000pcs

21-103 Speaker Flat Spider without Border, without Hole  COTTON 4.4 2000pcs

21-106 Speaker Flat Spider without hole with 1/2” Border  COTTON 6 1750pcs

21-107 Speaker Flat Spider without hole with 1/4” Border  COTTON 6 700pcs

21-108 Speaker Flat Spider wihtout hole with 1/2” Border COTTON 5.8 1750pcs

21-109 Speaker Flat Spider without hole with 1/2” Border COTTON 5.8 1000pcs

21-110 Subwoofer and Speaker Flat Spider without hole with 3/4” Border COTTON 6.6 900pcs

21-111 Speaker Flat Spider without hole with 1/2” Border COTTON 4.6 700pcs

21-112 Speaker Flat Spider without hole with 1/2” Border COTTON 6 1750pcs

21-113 Speaker Flat Spider without hole with 1/2” Border COTTON 3.7 1000pcs

21-114 Speaker Flat Spider without hole with 1/2” Border COTTON 3.9 1000pcs

21-115 Speaker Flat Spider without hole with 1/2” Border COTTON 7.4 1000pcs

21-118 Subwoofer and Speaker Spider with 2 1/4” hole with Border COTTON 8.5

Replacement for damage 
Speakers spiders 25pcs/bag

900pcs

21-119 Subwoofer and Speaker Spider with 2 1/2” hole with Border  COTTON 5.7 1000pcs

21-120 Subwoofer and Speaker Spider without hole with Border  COTTON 7 400pcs

21-121 Subwoofer and Speaker Spider without hole with Border COTTON 6 1000pcs

21-136 Subwoofer and Speaker Spider with 3” hole with Border COTTON 5.7 1000pcs

21-138 Subwoofer and Speaker Spider with 2.5” hole with Border COTTON 5.8 400pcs

21-139 Subwoofer and Speaker Flat Spider with 1.7” Hole   COTTON 6.7 1000pcs

21-140 Subwoofer and Speaker Flat Spider with 3” Hole  COTTON 7.1 1000pcs

21-141 Subwoofer and Speaker Flat Spider without Hole COTTON 7.1 400pcs

21-142 Subwoofer and Speaker Flat Spider 3” Hole   PC 7.1 500pcs

21-143 Subwoofer and Speaker Flat Spider without Hole CANVAS 7.1 500pcs

21-152 Subwoofer and Speaker Flat Spider with 4” Hole   PC 7.3 200pcs

21-153 HQ Subwoofer and Speaker Spider with 3” Hole    PC 7.3 200pcs

21-154 HQ Subwoofer and Speaker Spider with 2” Hole PC 5.4 200pcs

21-155 HQ Subwoofer and Speaker Spider without Hole  PC 7.3 300pcs

21-156 HQ Subwoofer and Speaker Spider with 4” Hole   PC 7.3 200pcs
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Item Description Material OD Use Packing PCS/CTN

21-157 HQ Subwoofer and Speaker Spider without Hole PC 7.3

Replacement for damage 
Speakers spiders  

25pcs/bag 300pcs

21-158 HQ Subwoofer and Speaker Flat Spider with 3” Hole PC 7.3 25pcs/bag 300pcs

21-159 HQ Subwoofer and Speaker Spider without hole PC 5.4 25pcs/bag 200pcs

21-160 HQ Subwoofer and Speaker Flat Spider with 1.7” Hole PC 5.4 25pcs/bag 500pcs

21-161 HQ Subwoofer and Speaker Spider without hole PC 5.4 25pcs/bag 400pcs

21-162 Spider Black Color, W/Wire OD 8.4”, Hole 3”, 1/2” Border PC 8.4 25pcs/bag 300pcs

21-163 Spider Black Color, OD 7.6”, Hole 3”, Flat Border COTTON 7.6 25pcs/bag 1000pcs

21-164 Speaker Spider Brown Color, 5.7”, Hole 2 1/2”, Flat Border COTTON 5.7 25pcs/bag 500pcs

21-165 Spider Black Color 7.7”, hole 3”, Flat Border PC 7.7 25pcs/bag 1000pcs

21-166 Subwoofer and Speaker Spider 8.6“ with 4” hole with Border  PC 8.6 25pcs/bag 300pcs

21-167 Subwoofer and Speaker Flat Spider with 1 1/4” Hole COTTON 6.6 25pcs/bag 500pcs

21-168 Subwoofer and Speaker Spider with 1 1/2” hole with Border PC 5.4 25pcs/bag 1000pcs

21-169 Subwoofer and Speaker Spider 7.6“ without hole with Border  COTTON 7.6 25pcs/bag 400pcs

21-170 HQ Subwoofer Flat Spider OD 4.2” with 1.5” Hole PC 4.2 25pcs/bag 1000pcs

21-171 Subwoofer and Speaker Spider without hole , Flat Border PC 7.9 25pcs/bag 400pcs

21-172 Subwoofer and Speaker Spider with 3“ hole , Flat Border PC 7.1 25pcs/bag 400pcs

21-173 Subwoofer and Speaker Spider with 2” hole with Border PC 6.5 25pcs/bag 500pcs

21-174 Subwoofer and Speaker Spider without hole with Border  COTTON 6.3 25pcs/bag 500pcs

21-175 Subwoofer and Speaker Spider with 2” hole with Border  PC 6.2 25pcs/bag 500pcs

21-176 Subwoofer and Speaker Spider with 1.2” hole with Border COTTON 6.2 25pcs/bag 500pcs

21-177 Subwoofer and Speaker Spider without hole with Border  COTTON 5.6 25pcs/bag 1000pcs

21-178 Subwoofer and Speaker Spider with 2.4” hole with Border  PC 5.8 25pcs/bag 1000pcs

21-179 Subwoofer and Speaker Spider without hole , Flat Border COTTON 4.4 25pcs/bag 1000pcs

21-180 Spider Black Color, W/Wire, Hole 3”, Flat Border PC 7.7 25pcs/bag 400pcs
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SW-19S

Description Bend oval Basket Double Magnet Tweeter

Watts 80W

Ohm 6ohm

Connectors Double spade connectors

Use Replace a damage full range speaker

Packing 1pc Box

Item Size 2 1/2"

SW-26S

Description Bend 1.2oz Magnet Round Speaker

Watts 50W

Ohm 6ohm

Connectors Double spade connectors

Use Small size replacement tweeter

Packing 1pc Box

Item Size 2 1/2"

SW-42

Description 6oz Magnet Square Speaker 

Watts 20W

Ohm 4ohm

Connectors Double spade connectors

Use Replacement for speaker

Packing 1pc Box

Item Size 4"

REPLACEMENT SPEAKERS
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SW-49

Description 5.6oz Magnet Speaker

Watts 80W

Ohm 8ohm

Connectors Double spade connectors

Use Replacement for speaker

Packing 1pc Box

Item Size 5 1/4"

TS-416

Description Square 10 oz Magnet Speaker

Watts 50W

Ohm 4ohm

Connectors Double Spade Connectors 

Use Woofer Replacement, Open Basket

Packing 1pc/Box

Item Size 4”

SW-712

Description  Round Double Magnet Speaker

Watts 200W

Ohm 8ohm

Connectors Double spade connectors

Use Ideal Replacement Speaker for Mini Components

Packing 1pc/Box

Item Size 7”

REPLACEMENT SPEAKERS

21-350
Kapton Material 2.5” / 0.06mm / 50FT

Material Kapton

Tinsel Wire Brown

Use Material for making Speakers Voice Coils 

Packing 50FT/Roll

Item Size OD6CM x 2.5

Item Weight 0.06lb

PCS/CTN 30

CTN Size 15¨.7x15.7x13.8”

CTN Weight 6.6lb
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21-502 21-504 21-505 21-506

Description Speaker Tinsel Wire #16 Braided Copper 100FT

Material Metal Metal Metal Metal

Tinsel Wire Cooper Silver Silver Silver

Use Speaker Voice Coil Repair

Packing 100FT/Roll 100FT/Roll 100FT/Roll 100FT/Roll

Item Size OD5.7CMx1.2 OD5.7CMx1.2 OD5.6CMX3 OD5.5CMX2.4

Item Weight 0.2lb 0.2lb 0.49lb 0.35lb

PCS/CTN 150 150 60 60

CTN Size 15.4x12.6x8” 15.4x12.6x8” 15.4x12.6x8” 15.4x12.6x8”

CTN Weight 33lb 33lb 33lb 24.2lb

ITEM 21-150 21-300 21-301 21-302 21-303

Description 2" Kapton Voice Coil with 
Tinsel Wire 1 1/2" Aluminum Voice Coil  2" Aluminum Voice Coil  2 1/2" Aluminum Voice Coil  3" Aluminum Voice Coil  

"Inside Diameter  
(mm)" 50.6 38.6 50.8 65.5 75.5

"Inside Diameter  
(inch)" 1.994 1.521 2.002 2.581 2.975 

"Out Diameter  
(mm)" 51.9 39.76 52.26 67.04 77.14

"Out Diameter  
(inch)" 2.045 1.567 2.059 2.641 3.039 

Height (mm) 47 35 45 41 50

Height (inch) 1.852 1.379 1.773 1.615 1.970 

Winding Wire OD 
(mm) 0.23 0.21 0.27 0.29 0.3

Winding Wire OD 
(inch) 0.009 0.008 0.011 0.011 0.012 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material KAPTON ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM

Item Size   50.6x47x15.5mm 38.6 x 35 x 16 mm 50.8 x 45 x 24.5 mm 65.5x 41 x24 mm 75.5 x 50 x 24 mm

Ohms 8ohm 8ohm 8ohm 8ohm 8ohm

PCS/FOAM 40 49 40 25 18

SPEAKER VOICE COIL
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ITEM 21-304 21-305 21-306 21-307 21-308 21-310

Description 1" Aluminum Voice Coil  1 3/8" Aluminum Voice 
Coil

1 1/4" Aluminum Voice 
Coil 4" Aluminum Voice Coil 5" Aluminum Voice Coil 1.5" Kapton Voice Coil 

with Woven wire

"Inside Diam-
eter  

(mm)"
25.5 35.5 30.5 100 126 38.6

"Inside Diam-
eter  

(inch)"
1.005 1.399 1.202 3.940 4.964 1.521 

"Out Diameter  
(mm)" 26.4 36.6 31.6 101.76 127.7 39.76

"Out Diameter  
(inch)" 1.040 1.442 1.245 4.009 5.031 1.567 

Height (mm) 21 32 30 50 58 35

Height (inch) 0.827 1.261 1.182 1.970 2.285 1.379 

Winding Wire 
OD (mm) 0.16 0.21 0.2 0.32 0.39 0.21

Winding Wire 
OD (inch) 0.006 0.008 0.008 0.013 0.015 0.008 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM ALUMINIUM KAPTON

Item Size 25.5 x 21 x 11 mm 35.5 x 32 x 16.5 mm 30.5 x 30 x 16.5 mm 100 x 50 x 18.5 mm 126x58x28.5mm 38.6 x 35 x 16 mm

Tinsel Wire -- --  --  -- -- Silver

Ohms 8ohm 8ohm 8ohm 8ohm 8ohm 8ohm

PCS/FOAM 81 49 49 13 8 49

SPEAKER VOICE COIL

ITEM 21-310.8 21-31070 21-311 21-312 21-313 21-314

Description 2" Kapton Voice Coil 
with leads 2 1/2" Kapton Voice Coil   2" Kapton Voice Coil 

with Woven wire
2.5" Kapton Voice Coil 

with Woven wire
3" Kapton Voice Coil 

with Woven wire
4" Kapton Voice Coil with 

Woven wire

"Inside Diameter  
(mm)" 50.6 60.6 50.8 65 76.5 100

"Inside Diameter  
(inch)" 1.994 2.388 2.002 2.561 3.014 3.940 

"Out Diameter  
(mm)" 51.9 62 52.26 66.92 77.97 101.76

"Out Diameter  
(inch)" 2.045 2.443 2.059 2.637 3.072 4.009 

Height (mm) 50 45 45 41 48 50

Height (inch) 1.970 1.773 1.773 1.615 1.891 1.970 

Winding Wire 
OD (mm) 0.23 0.28 0.27 0.26 0.26 0.32

Winding Wire 
OD (inch) 0.009 0.011 0.011 0.010 0.010 0.013 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material KAPTON KAPTON KAPTON KAPTON KAPTON KAPTON

Item Size   50.6x50x14mm 60.6x 45x 18.5 mm 50.8 x 45 x 24.5 mm 65.5 x 41 x 17 mm 76.5 x 48 x 14.5 mm 100 x 50 x 18.5 mm

Tinsel Wire Silver  -- Silver Silver Silver Silver

Ohms 7.2ohm 6.5ohm 8ohm 8ohm 8ohm 8ohm

PCS/FOAM 40 25 40 25 18 13
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ITEM 21-315 21-318120 21-320 21-321 21-322 21-323

Description 2" Kapton Voice Coil 
with Woven wire 3" TSV Voice Coil   2 1/4" Kapton Voice Coil 

with Tinsel wire
2 1/2" Kapton Voice Coil 

with Tinsel wire
3" Kapton Voice Coil 

with Woven wire
4" Kapton Voice Coil, 2" 
High with Tinsel wire

"Inside Diameter  
(mm)" 50.8 76.5 60.6 62.6 76.5 99.2

"Inside Diameter  
(inch)" 2.002 3.014 2.388 2.466 3.014 3.908 

"Out Diameter  
(mm)" 51.9 78 62.27 63.98 78.14 100.92

"Out Diameter  
(inch)" 2.045 3.073 2.453 2.521 3.079 3.976 

Height (mm) 30 65 43 35.5 40 50

Height (inch) 1.182 2.561 1.694 1.399 1.576 1.970 

Winding Wire 
OD (mm) 0.22 0.29 0.31 0.25 0.3 0.31

Winding Wire 
OD (inch) 0.009 0.011 0.012 0.010 0.012 0.012 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material KAPTON TIL KAPTON KAPTON KAPTON KAPTON

Item Size 50.8x30x11.8mm 76.5x 65 x 20 mm 60.6 x 43 x17 mm 62.6 x 35.5 x 12.6 mm 76.5 x 40 x 18 mm 99.2 x 50 x 18 mm

Tinsel Wire Silver -- Silver Silver Silver Silver

Ohms 7.2ohm 8ohm 3.6ohm 5.8ohm 6.8ohm 6.6ohm

PCS/FOAM 40 18 40 25 18 13

ITEM 21-326 21-328 21-331 21-334 21-335 21-344

Description
4" Kapton Voice Coil, 2 
1/2" High with Tinsel 

wire
2" Aluminum Voice Coil 2" Kapton Voice Coil  1 3/4“ Aluminium Voice 

coil 1 1/2 high 
1 3/4“  Kapton Voice Coi   

1 1/2 high 2 1/2" Kapton Voice Coil   

"Inside Diameter  
(mm)" 99.2 50.8 50.6 44.4 44.4 64

"Inside Diameter  
(inch)" 3.908 2.002 1.994 1.749 1.749 2.522 

"Out Diameter  
(mm)" 100.92 52.1 51.9 45.5 45.5 65.4

"Out Diameter  
(inch)" 3.976 2.053 2.045 1.793 1.793 2.577 

Height (mm) 63.5 34 40 38 38 48

Height (inch) 2.502 1.340 1.576 1.497 1.497 1.891 

Winding Wire 
OD (mm) 0.31 0.21 0.24 0.21 0.21 0.26

Winding Wire 
OD (inch) 0.012 0.008 0.009 0.008 0.008 0.010 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material KAPTON ALUMINIUM KAPTON ALUMINIUM ALUMINIUM KAPTON

Item Size 99.2 x 63.5 x 18 mm 50.8 x 34 x 11 mm 50.6x 40 x15 mm 44.4 x 38 x 16.5 mm 44.4 x 38 x 16.5 mm 64x 48x 18 mm

Tinsel Wire Silver -- -- -- Silver  --

Ohms 6.6ohm 8ohm 7ohm 8ohm 8ohm 8.4ohm

PCS/FOAM 13 40 40 40 40 25

SPEAKER VOICE COIL
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SPEAKER VOICE COIL

ITEM 21-345 21-346 21-353 21-360 21-361 21-362

Description 2" Aluminium Voice coil 
4 layers 2 leads

1 1/2"   Voice Coil 4 
layers 2 leads

1 1/2" TSV  WITH 
WOVEN WIRE

4" BLACK ALUMINIUM  
VC  7 OHMS WITH 

PAPER COVER

2" TSV 4 LAYERS 2 
LEADS 

1 1/2" TSV 4 LAYERS 2 
LEADS 

"Inside Diameter  
(mm)" 50.8 38.6 38.6 99.2 50.8 38.6

"Inside Diameter  
(inch)" 2.002 1.521 1.521 3.908 2.002 1.521 

"Out Diameter  
(mm)" 52.5 41.8 39.9 101.12 55.22 41.9

"Out Diameter  
(inch)" 2.069 1.647 1.572 3.984 2.176 1.651 

Height (mm) 45 35 31.5 65 65 56

Height (inch) 1.773 1.379 1.241 2.561 2.561 2.206 

Winding Wire 
OD (mm) 0.33 0.32 0.24 0.37 0.47 0.36

Winding Wire 
OD (inch) 0.013 0.013 0.009 0.015 0.019 0.014 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material ALUMINIUM LK TIL BLACK ALUMINIUM TIL TIL

Item Size 50.8x45x23mm 38.6 x 35 x 18mm 38.6x 31.5 x 18mm 99.2x 65 x27mm 50.8x 65 x 26 mm 38.6 x 56 x 23 mm

Tinsel Wire -- -- Silver --  --  --

Ohms 7.8ohm 5.6ohm 2.8ohm 7ohm 3.3ohm 4.6ohm

PCS/FOAM 40 49 60 13 40 49

ITEM 21-363 21-364 21-365 21-366 21-367 21-368

Description 2" TSV 4 LAYERS 2 
LEADS 

2" TSV 4 LAYERS 2 
LEADS 

4" TSV RCF WITH 
WOVEN WIRE

High Power 4" Voice 
Coil Inside and Outside 

Winding with Leads

High Power 3" Voice 
Coil Inside and Outside 

Winding with Leads

High Power 3" Voice 
Coil Inside and Outside 

Winding with Leads

"Inside Diameter  
(mm)" 51.3 49.5 99.2 99.8 75.8 76.2

"Inside Diameter  
(inch)" 2.021 1.950 3.908 3.932 2.987 3.002 

"Out Diameter  
(mm)" 55.72 53.82 101.25 101.8 77.5 77.9

"Out Diameter  
(inch)" 2.195 2.121 3.989 4.011 3.054 3.069 

Height (mm) 81 83 62 67 36 36

Height (inch) 3.191 3.270 2.443 2.640 1.418 1.418 

Winding Wire 
OD (mm) 0.45 0.45 0.39 0.33 0.3 0.3

Winding Wire 
OD (inch) 0.018 0.018 0.015 0.013 0.012 0.012 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material TIL TIL TIL TIL TIL TIL

Item Size 51.3x 81 x 35.5 mm 49.5 x 83 x 38.5 mm 99.2 x 62 x 23.3mm 99.8x67x23.3mm 75.8x36x10.5mm 76.2x36x10.5mm

Tinsel Wire  -- -- Silver -- -- --

Ohms 2.5ohm 2.5ohm 4.4ohm 7.8ohm 5.3ohm 5.3ohm

PCS/FOAM 40 40 13 13 15 15
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SPEAKER VOICE COIL

ITEM 21-369 21-370 21-373 21-374 21-375 21-376

Description 1 3/4"  Voice Coil with 
Aluminum Leads

High Power 2" Black 
Aluminum Vented, 4 

Layers Copper Winding 
with Leads

2 1/2" Kapton Voice Coil 
with Leads

2" Kapton Voice Coil 
with Leads

2" Kapton Voice Coil 
with Leads

2" Kapton Voice Coil with 
Tinsel Braided wire

"Inside Diameter  
(mm)" 44.5 50.8 60.6 50.8 50.8 51.3

"Inside Diameter  
(inch)" 1.753 2.002 2.388 2.002 2.002 2.021 

"Out Diameter  
(mm)" 45.75 54.7 62.1 52.2 52.5 52.9

"Out Diameter  
(inch)" 1.803 2.155 2.447 2.057 2.069 2.084 

Height (mm) 24 76 56 47 54 40

Height (inch) 0.946 2.994 2.206 1.852 2.128 1.576 

Winding Wire 
OD (mm) 0.12*0.43 0.44 0.26 0.23 0.27 0.24

Winding Wire 
OD (inch) 0.005*0.017 0.017 0.010 0.009 0.011 0.009 

Winding 
Material Flat Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material TIL BLACK ALIMINIUM KAPTON KAPTON KAPTON KAPTON

Item Size 44.5x24x9mm 50.8x76x24.5mm 60.6x56x17mm 50.8x47x14mm 50.8x54x20mm 51.3x40x16mm

Tinsel Wire -- -- Solid Solid Solid Silver Tinsel

Ohms 5.3ohm 3.7ohm 7.5ohm 7.5ohm 6.6ohm 7.2ohm

PCS/FOAM 60 40 25 40 40 40

ITEM 21-377 21-378 21-379 21-380 21-381 21-382

Description 2" Kapton Voice Coil 
with Leads

High Power 2 1/4" 
Kapton, 4 Layers Copper 

Winding with Leads

2 1/2" Kapton Voice Coil 
with Tinsel Braided wire

2 1/2" Kapton Vented 
Voice Coil with Leads

2 1/2" Kapton Voice Coil 
with Leads

2 1/2" Kapton Voice Coil 
with Leads

"Inside Diameter  
(mm)" 51.3 56 60.6 62.6 65.5 61.1

"Inside Diameter  
(inch)" 2.021 2.206 2.388 2.466 2.581 2.407 

"Out Diameter  
(mm)" 53 60.2 62.1 64.2 67.2 62.8

"Out Diameter  
(inch)" 2.088 2.372 2.447 2.529 2.648 2.474 

Height (mm) 42 64 56 36 55 45.5

Height (inch) 1.655 2.522 2.206 1.418 2.167 1.793 

Winding Wire 
OD (mm) 0.29 0.41 0.26 0.25 0.29 0.3

Winding Wire 
OD (inch) 0.011 0.016 0.010 0.010 0.011 0.012 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material KAPTON KAPTON KAPTON KAPTON KAPTON KAPTON

Item Size 51.3x42x15mm 56x64x30mm 60.6x56x17mm 62.6x36x14mm 65.5x55x21mm 61.1x45.5x15mm

Tinsel Wire Solid Solid Silver Tinsel Solid Solid Solid

Ohms 4.3ohm 3.3+3.3 7.5ohm 7.0ohm 7.2ohm 4.4ohm

PCS/FOAM 40 40 25 25 25 25
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ITEM 21-383 21-384 21-385 21-386 21-387 21-388

Description 2 1/2" Kapton Voice Coil 
with Leads

4" Kapton Voice Coil 
witn Tinsel Braided Wire

3 7/8" Kapton Voice Coil 
with Tinsel Braided Wire

4" Kapton Voice Coil 
with Tinsel Braided Wire

2" Kapton Voice Coil 
with Leads

1 1/2" TIL Voice Coil with 
Leads

"Inside Diameter  
(mm)" 62.7 99.2 99.2 102 50.8 38.6

"Inside Diameter  
(inch)" 2.470 3.908 3.908 4.019 2.002 1.521 

"Out Diameter  
(mm)" 64.4 101 101.5 104 52.3 40

"Out Diameter  
(inch)" 2.537 3.979 3.999 4.098 2.061 1.576 

Height (mm) 36 63.5 55.3 61 40 35

Height (inch) 1.418 2.502 2.179 2.403 1.576 1.379 

Winding Wire 
OD (mm) 0.28 0.32 0.32 0.35 0.24 0.24

Winding Wire 
OD (inch) 0.011 0.013 0.013 0.014 0.009 0.009 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material KAPTON KAPTON KAPTON KAPTON KAPTON TIL

Item Size 62.7x36x14mm 99.2x63.5x18mm 99.2x55.3x18.5mm 102x61x19mm 50.8x40x15mm 38.6x35x19mm

Tinsel Wire Solid Silver Tinsel Silver Tinsel Silver Tinsel Solid Solid

Ohms 5.0ohm 7.0ohm 8.0ohm 5.8ohm 6.9ohm 7.0ohm

PCS/FOAM 25 13 13 13 40 49

ITEM 21-389 21-390 21-391 21-392 21-393 21-394

Description 1 1/2" TIL Voice Coil 
with Leads

1 1/2" Aluminum Voice 
Coil with Leads

High Power 1 1/2" Alu-
minum, 4 Layers Copper 

Winding with Leads

High Power 2" TIL, 4 
Layers Copper Winding 

with 4 Leads

2" Kapton Voice Coil 
with Leads

2" TIL Voice Coil with 
Leads

"Inside Diameter  
(mm)" 38.6 38.5 38.5 49.5 50.8 50.8

"Inside Diameter  
(inch)" 1.521 1.517 1.517 1.950 2.002 2.002 

"Out Diameter  
(mm)" 40 40.2 41.7 53.6 52.3 52.5

"Out Diameter  
(inch)" 1.576 1.584 1.643 2.112 2.061 2.069 

Height (mm) 35 56 56 84 30 49

Height (inch) 1.379 2.206 2.206 3.310 1.182 1.931 

Winding Wire 
OD (mm) 0.22 0.25 0.32 0.41 0.24 0.24

Winding Wire 
OD (inch) 0.009 0.010 0.013 0.016 0.009 0.009 

Winding 
Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material TIL ALUMINIUM ALUMINIUM TIL KAPTON TIL

Item Size 38.6x35x16mm 38.5x56x17mm 38.5x56x17mm 49.5x84x32mm 50.8x30x15mm 50.8x49x16mm

Tinsel Wire Solid Solid Solid Solid Solid Solid

Ohms 7.6ohm 5.2ohm 5.2ohm 2.6*2.6ohm 7.0ohm 7.6ohm

PCS/FOAM 49 49 49 40 40 40

SPEAKER VOICE COIL
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ITEM 21-395 21-396 21-397 21-398 21-399

Description 2" TIL Voice Coil with 
Tinsel Braided Wires

2" TIL Voice Coil with 
Leads

High Power 2" TIL, 4 Layers 
Copper Winding with 4 Leads

1 1/2" Kapton Voice Coil 
with Leads

2 " Kapton Voice Coil with 
Leads

"Inside Diameter (mm)" 50.8 50.8 51.3 40.5 50.6

"Inside Diameter (inch)" 2.002 2.002 2.021 1.596 1.994 

"Out Diameter (mm)" 52.5 52.8 55.2 41.9 52.1

"Out Diameter (inch)" 2.069 2.080 2.175 1.651 2.053 

Height (mm) 49 65 79 33.5 32

Height (inch) 1.931 2.561 3.113 1.320 1.261 

Winding Wire OD (mm) 0.24 0.34 0.4 0.2 0.24

Winding Wire OD (inch) 0.009 0.013 0.016 0.008 0.009 

Winding Material Copper Wire Copper Wire Copper Wire Copper Wire Copper Wire

Material TIL TIL TIL KAPTON KAPTON

Item Size 50.8x49x16mm 50.8x65x20mm 51.3x79x25mm 40.5x33.5x12mm 50.6x32x12mm

Tinsel Wire Silver Tinsel Solid Solid Solid Solid

Ohms 7.6ohm 3.2ohm 2.5*2.5ohm 7.0ohm 5.3ohm

PCS/FOAM 40 40 40 49 40

SPEAKER VOICE COIL & VOICE COIL

TU-2501
Replacement Voice Coil 
Outside: 25mm
Ohms: 8

TU-2520
Replacement Voice Coil for 
VZ-60D
Outside: 25mm  Ohms: 8

TU-2530
Replacement Voice Coil 
Outside: 25mm
Ohms: 8
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VOICE COIL

21-324
Replacement Voice Coil

Inside 51 mm

Outside 51.7mm: 65mm

Ohms 8ohm 

Packing 1pc/color box

PCS/CTN 100pcs

CTN Size 27.6x17.7x12.6”

CTN Weight 22lb

21-325
Replacement Voice Coil

Inside 51 mm

Outside 51.7mm: 65mm

Ohms 8ohm 

Packing 1pc/color box

PCS/CTN 100pcs

CTN Size 24.8x20.9x11.4”

CTN Weight 22lb

21-342
Replacement Voice Coil Plastic Frame 

Inside 38.6mm

Outside 39.7mm

Ohms 8ohm 

Material Titanium

Packing 1pc/color box

PCS/CTN 100pcs

CTN Size 20x16.5x15.7”

CTN Weight 26.4lb

21-343
Replacement Voice Coil Plastic Frame 

Inside 38.6mm

Outside 39.7mm

Ohms 8ohm 

Material Aluminum

Packing 1pc/color box

PCS/CTN 100pcs

CTN Size 20x16.5x15.7”

CTN Weight 26.4lb
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PET-204
Replacement Voice Coil

Outside 21mm

Ohms 4-8ohm 

Packing 60pcs/white box

PCS/CTN 960pcs

CTN Size 17.8x9.4x14.6”

CTN Weight 11lb

PET-205
Replacement Voice Coil

PET-208
Replacement Voice Coil

Outside 27mm

Ohms 4-8ohm 

Packing 60pcs/white box

PCS/CTN 960pcs

CTN Size 17.8x9.4x14.6”

CTN Weight 8.8lb

PET-206
Replacement Voice Coil

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 5pcs/color box

PCS/CTN 500pcs

CTN Size 18.9x10.6x16.9”

CTN Weight 14.3lb

PET-207
Replacement Voice Coil

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 5pcs/color box

PCS/CTN 500pcs

CTN Size 18.9x10.6x16.9”

CTN Weight 14.3lb

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 5pcs/color box

PCS/CTN 500pcs

CTN Size 18.9x10.6x16.9”

CTN Weight 14.3lb

PET-208HQ
Replacement Voice Coil

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 5pcs/color box

PCS/CTN 500pcs

CTN Size 18.9x10.6x16.9”

CTN Weight 15.4lb

VOICE COIL
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TU-25
Replacement Voice Coil for VZ-55
Packing: 1pc/gift box
Outside: 25mm  Ohms: 8

PET-405
Replacement Voice Coil

PET-406
Replacement Voice Coil

PET-409
Replacement Voice Coil

TU-250XT
Replacement Voice Coil for 
VZ-250XT  Frame 
Outside: 25mm  Ohms: 8

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 5pcs/color box

PCS/CTN 400pcs

CTN Size 20x7.9x11.8”

CTN Weight 13.2lb

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 5pcs/color box

PCS/CTN 400pcs

CTN Size 20x7.9x11.8”

CTN Weight 13.2lb

Inside 25.4mm

Outside 25.9mm

Ohms 8ohm

Packing 1pc/color box

PCS/CTN 200pcs

CTN Size 20x15.7x10.6”

CTN Weight 13.2lb

VOICE COIL



113SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

TU-60
Replacement Voice Coil for DU-60
Packing: 1pc/gift box
Outside: 52mm

TU-46
Replacement Voice Coil for 
VZ-46A

TU-47
Replacement Voice Coil for 
VZ-47A.

TU-57
Replacement Voice Coil for VZ-57A.

Inside 72mm

Outside 73.1mm

Ohms 8 ohm

Packing 1pc/Gift Box

Use Replacement Voice Coil for VZ-57A

Item Size 72 x 73.1 x 89.5”

PCS/CTN 100pcs

CTN Size 14.5 x 12.2 x 9.8”

CTN Weight 15.4 Lb

Inside 44.4mm

Outside 45.2mm : 61.6mm

Ohms 8ohm 

Packing 1pc/Gift Box

Use Replacement Voice Coil for VZ-47A

PCS/CTN 100pcs

CTN Size 59 x 32 x 24 cm

CTN Weight 8.5 kg

Inside 44.4mm

Outside 45.2mm : 61.6mm

Ohms 8ohm 

Packing 1pc/Gift Box

Use Replacement Voice Coil for VZ-46A

PCS/CTN 100pcs

CTN Size 59 x 32 x 24 cm

CTN Weight 8.5 kg

VOICE COIL

TU-80
Replacement Voice Coil for DU-80.

Outside 38mm

Packing 1pc/Gift Box

Use Replacement Voice Coil for Driver DU-80

PCS/CTN 150pcs

CTN Size 62 x 37 x 26 cm

CTN Weight 6.5 kg
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TU-100
Replacement Voice Coil for DU-100.
Outside: 51 mm

TU-120C

Replacement Voice Coil for VZ-120D
Packing: 1pc/gift box
Outside: 39 mm Ohms: 8

TU-140C
Replacement Voice Coil for 
Drivers HP-140D/VZ-140D
Packing: 1pc/gift box
Outside: 39 mm Ohms: 8

TU-180
Replacement Voice Coil for 
Drivers VZ-180D
Outside: 54 mm  Ohms: 8

TU-200
Replacement Voice Coil for 
any Drivers with 1 1/2”
Packing: 1pc/gift box
Outside: 32 mm  Ohms: 8

TU-190C
Replacement Voice Coil for 
Drivers VZ-190D
Outside: 51 mm  Ohms: 8

VOICE COIL
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TU-2070
Replacement Voice Coil for VZ-DT2

TU-2080
Replacement Voice Coil for HP-100 / VZ-DT3

TU-2090
Replacement Voice Coil for all Driver with 51mm 

TU-2425
Replacement Voice Coil for all Drivers with 1 3/4”

TU-2450
Replacement Voice Coil for HP-54XT

TU-850
Replacement Voice Coil for HP-850XT / VZ-850XT

Inside 74.46mm

Outside 75.3mm

Ohms 8 Ohm

Packing 1pc/Gift Box

Item Size 74.4 x 75.3 x 90”

PCS/CTN 100pcs

CTN Size 29.5 x 19.6 x 16.5”

CTN Weight 17.6lb

Inside 34.4mm

Outside 35.2mm

Ohms 8 Ohm 

Packing 1pc/Gift Box

Item Size 34.4 x 35.2 x 50.8”

PCS/CTN 100pcs

CTN Size 19.6 x 14.9 x 11”

CTN Weight 15.4lb

Inside 44.4mm

Outside 45.1mm

Ohms 8 Ohm

Packing 1pc/Gift Box

Item Size 44.4 x 45.1 x 55.2”

PCS/CTN 100pcs

CTN Size 19.6 x 15.7 x 16.5”

CTN Weight 13.2lb

Inside 51.3mm

Outside 52mm

Ohms 8 Ohm

Packing 1pc/Gift Box

Item Size 51.3 x 52 x 65”

PCS/CTN 100pcs

CTN Size 21.2 x 15.5 x 15.7”

CTN Weight 12 kg

Outside 44 mm

Ohms 8 Ohm

Packing 1pc/Gift Box

PCS/CTN 100pcs

CTN Size 62 x 37 x 26 cm

CTN Weight 9 kg

Outside 100 mm

Ohms 8 Ohm

Packing 1pc/Gift Box

PCS/CTN 60pcs

CTN Size 57 x 39 x 36 cm

CTN Weight 3 kg

VOICE COIL
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MEGAPHONES AND HORNS

Description Bluetooth,  Power Megaphone with Lithium Rechargable battery with Extra Mic Bluetooth,  Handle Megaphone with MIC and Recharageable  battery 

Watts 25W 45W

Material Rugged ABS Construction Rugged ABS Construction

Power 6 "D" Batteries 8 “D” Batteries

Range Effective range up to 800 yards

Use Bluetooth, MP3 Player, USB on the cover, SIREN/ reading 120 seconds, volume 
control, built in microphone/ with extra mic, with recharable Lithium battery 

Bluetooth, MP3 Player, USB on the cover, SIREN/ reading 120 seconds, volume 
control, built in microphone.

Packing Color box

Item Size 8” x 13” L 9” x 14” L

PCS/CTN 8 4

SK-63USM-RB SK-56USM-RB

Description Round Horn Speakers w/o Driver 

Material Gray Aluminum Gray Aluminum Gray Aluminum Gray Aluminum

Use Recommended Driver: DU-40 Recommended Driver: DU-40 or 
DU-60

Recommended Driver: DU-60 or 
DU-100 Recommended Driver: DU-60 or DU-100

Packing Carton Box Carton Box Carton Box Carton Box

Item Size 12” 16" 20" 15"

Item Weight 3.7 Lb 2.8 Lb 3.7 Lb 2.8 Lb

TH-120 TH-160 TH-200 TH-8015

9V 12V
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Description Round Horn Speaker with Driver Round Horn Speaker with Driver Round Horn Speaker with Driver

Watts 15W 25w 20W

Material Gray Aluminum Gray Aluminum Gray Aluminum

Impedance 8ohm 8ohm 8ohm

Frequency 200-4500 Hz / 105dB 200-450 Hz / 105dB 200-4500 Hz / 105dB

Packing Carton Box 12 pcs Carton Box 12 pcs Carton Box 10 pcs

PCS/CTN 8” 8” 10”

Description Round Horn Speaker with Driver Round Horn Speaker with Driver Square Horn Speaker with Siren 6 or 12V

Watts 40W 40W 30W

Material Gray Aluminum Gray Aluminum Ivory ABS

Impedance 8ohm 16ohm 8ohm

Frequency 200-4500 Hz / 105dB 200-5500 Hz / 108dB 200-4500 Hz / 105dB

Packing Carton Box 10 pcs Carton Box White Box

PCS/CTN 12” 15” 5”

THD-804

THD-8012

THD-808

THD-8015

THD-8010

THD-5080

HORNS
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HORN  DRIVERS

DU-60 DU-80

Description Driver Unit Driver Unit Driver Unit

Watts 60W 80W 100W

Material Gray Aluminum Gray Aluminum Gray Aluminum

Frequency 160HZ-5.5KHZ 160HZ-5.5KHZ 160HZ-8KHZ

Impedance 16 Ohms 16 Ohms 16 Ohms

Sensitivity 110dB 112dB 115dB

Packing Color Box Color Box Color Box

Item Size 114*106L 125*108L 125*110L

Item Weight 3.3 Lb 3.3 Lb 4.4 Lb

PCS/CTN 10pcs 10pcs 10pcs

CTN Size 65*26*15CM 65*26*15CM 65*56*16CM

CTN Weight 33 Lb 39.6 Lb 44 Lb

DU-100

110000%%
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TERMINALS AND CONNECTORS

RING 
TERMINAL T-7 T-8 T-9 T-10 T-16 T-22 T-23

Wire Range 22 - 18 16 - 14 16 - 14 16 - 14 10  12 22 - 18 22 - 18

Size #10 #6 #8 #10 #10 #6 #8

Color Red Blue Blue Blue Yellow Red Blue

Item Weight 0.0007 0.0007 0.0007 0.0008 0.0016 0.0006 0.0006

PCS/CTN 20000 20000 20000 20000 10000 20000 20000

CTN Weight 15 KG 15 KG 15 KG 17 KG 16 KG 13 KG 13 KG

BULLET MALE T-1 T-2 T-18 BULLET FEMALE T-4 T-14 T-21

Wire Range 22-18 16 -14 10 -12 Wire Range 16-14 10-12 22-18 

Color Red Blue Yellow Color Blue Yellow Red

Item Weight 0.002 Lb 0.002 Lb 0.002 Lb Item Weight 0.002 Lb 0.002 Lb 0.002 Lb

PCS/CTN 5000pcs 10000pcs 10000pcs PCS/CTN 20000pcs 20000pcs 10000pcs

CTN Size 15.35x12.99x7.87" 15.35x12.99x7.87" 15.35x12.99x7.87” CTN Size 14.76x10.04x14.76" 14.76x10.04x14.76” 14.76x10.04x14.76"

CTN Weight 13.23 Lb 17.64 Lb 17.64 Lb CTN Weight 22.05 Lb 22.05 Lb 19.84 Lb

TERMINAL SPADE T-12 T-13 T-15 T-24 T-25 T-26

Wire Range 22-18 22-18 10-12 16-14 16-14 16-14

Size #8 #10 #6 #6 #8 #10

Color Red Red Yellow Blue Blue Blue

Item Weight 0.0007 0.0007 0.0015 0.0007 0.0007 0.0007

PCS/CTN 20000 20000 10000 20000 20000 20000

CTN Weight 15 KG 14 KG 15 KG 15 KG 15 KG 16 KG

FEMALE DISCONNECT 
TERMINAL T-27 T-28 T-29 T-30 T-31 T-32

Wire Range 22 - 18 22-18 22-18 16-14 16-14 16-14

Size .250 .187 .250 .250 .187 .110

Color Red Red Yellow Blue Blue Blue

Item Weight 0.0007 0.0006 0.0011 0.0008 0.0007 0.0006

PCS/CTN 20000 20000 10000 20000 20000 20000

CTN Weight 15 KG 13 KG 11 KG 17 KG 14 KG 13 KG

*PACKING: 25 pcs Bag      SIZE: .157

*PACKING: 25 pcs Bag     * CTN Size: 49x42x19.5

*PACKING: 25 pcs Bag     * CTN Size: 49x42x19.5

*PACKING: 25 pcs Bag     * CTN Size: 49x42x19.5

MALE DISCONNECT  
TERMINAL T-33 T-35 T-36 T-37 SPLICER 

TERMINAL T-40 T-41 T-42

Wire Range 22-18 10-12 16-14 16-14 Wire Range 22-18 16-14 10-12

Size .250 .250 .250 .187 Size AWG AWG AWG

Color Red Red Blue Blue Color Red Blue Yellow

Item Weight 0.0006 0.0011 0.0007 0.0007 Item Weight 0.0011 0.0011 0.0018

PCS/CTN 20000 10000 20000 20000 PCS/CTN 10000 10000 10000

CTN Weight 14 KG 11 KG 15 KG 14 KG 11 KG 11 KG 18 KG

*PACKING: 25 pcs Bag     * CTN Size: 49x42x19.5
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TERMINALS

50-38BR

50-810BR / BS
*COLORS: Black and  Red

50-410BR / BS

Gold 3/8” Ring Terminal 
PCS: 5pcs Red and 5 pcs black
Size: #8 Color: Red&Black
Gauge: 0-4ga PCS/CTN: 1000
CTN Size: 15.4x13x7.9”
CTN Weight: 22lb

Gold 4” Ring Terminal 
PCS: 5pcs Red and 5 pcs black
Size: #10 Color: Red&Black
Gauge: 8ga PCS/CTN: 2000
CTN Size: 15x8.3x10”
CTN Weight: 24.2lb

Gold 8” Spade Terminal 
PCS: 10pcs Red and 10 pcs black
Size: #10 Color: Red&Black
Gauge: 8ga PCS/CTN: 4000
CTN Size: 15x8.3x10”
CTN Weight: 24.2lb

Item CONI-258T CONI-259T CONI-260T CONI-265T

Description Twist on wire connector

PCS 25pcs 25pcs 25pcs 25pcs

Size 10.1x18mm 12.6x22.1mm 13.7x24.5mm 16x26.5mm

Color Blue Orange Yellow Red

Gauge 12-18g 16-22g 12-18g 10-18g

NO. Wires/
Gauge 2/#18 OR 3/#12 2/#22 or 3/#16 2/#18 or 3/#12 2/#18 or 4/#10

PCS/CTN 20000 10000 6250 5000

CTN Size 18.5x10x11" 18.5x10x11" 19.3x16.5x7.9" 18.9x15.7x12.2"

CTN 
Weight 37.4lb 35.2lb 33lb 48.4lb

The Miyako wire connectors are the original twist-on wire con-
nectors and feature a positive-grip design for easy installation. 
Two color-coded models cover hundreds of wire combinations. 
The fixed square-wire spring provides a secure connection that 
won’t relax over time.

Los conectores de cable Miyako son los conectores de alambre de 
torsión originales y cuentan con un diseño de agarre positivo para una 
fácil instalación. Dos modelos con códigos de colores cubren cientos de 
combinaciones de cables. El muelle fijo de alambre cuadrado proporciona 
una conexión segura que no se relajará con el tiempo.
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HEAVY DUTY

ITEM COLOR INCH PACKING JACKET PCS/CTN CTN/SIZE CTN WEIGHT

CT-1 Clear 7.5”

100pcs/poly 
bag with sticker

6/6 Nylon 30000pcs 21.7x14.2x13.4” 28.6lb

CT-3 Clear 6” 6/6 Nylon 50000pcs 21.3x13.8x13” 48.4lb

CT-4WH Clear 4” 6/6 Nylon 30000pcs 21.25 x 14.9 x 6.3” 15.4 Lb

CT-4BK Black 4” 6/6 Nylon 30000pcs 21.25 x 14.9 x 6.3” 15.4 Lb

CT-6BK Black 6” 6/6 Nylon 25000pcs 21.25 x 14.9 x 10.2” 33 Lb

CT-8BK Black 8” 6/6 Nylon 20000pcs 21.25 x 14.9 x 10.2” 39.6 Lb

CT-10BK Black 10” 6/6 Nylon 10000pcs 21.25 x 14.9 x 8.2” 39.6 Lb

CT-12BK Black 12” 6/6 Nylon 10000pcs 21.25 x 14.9 x 8.2” 39.6 Lb

CT-14BK Black 14” 6/6 Nylon 10000pcs 21.25 x 14.9 x 9.4” 48.5 Lb

CT-16BK Black 16” 6/6 Nylon 20000pcs 21.25 x 14.9 x 10.2” 48.5 Lb

CT-18BK Black 18” 6/6 Nylon 10000pcs 21.25 x 14.9 x 11.4” 59.2 Lb

CT-20BK Black 20”

100pcs/poly 
bag with sticker

6/6 Nylon 10000pcs 25.6 x 13 x 11.8” 63.9 Lb

CT-22BK Black 22” 6/6 Nylon 5000pcs 25.6 x 13 x 11.8” 59.2 Lb

CT-24BK Black 24” 6/6 Nylon 15000pcs 25.6 x 13 x 12.6” 41.8 Lb

CT-6WH Clear 6” 6/6 Nylon 25000pcs 21.25 x 14.9 x 10.2” 33 Lb

CT-8WH Clear 8” 6/6 Nylon 20000pcs 21.25 x 14.9 x 9.4” 39.6 Lb

CT-10WH Clear 10” 6/6 Nylon 20000pcs 21.25 x 14.9 x 10.2” 48.5 Lb

CT-12WH Clear 12” 6/6 Nylon 10000pcs 21.25 x 14.9 x 9.4” 48.5 Lb

CT-14WH Clear 14” 6/6 Nylon 10000pcs 21.25 x 14.9 x 11.4” 52.9 Lb

CT-16WH Clear 16 ” 6/6 Nylon 10000pcs 25.6 x 13 x 11.8” 52.9 Lb

CT-18WH 18”

100pcs/poly 
bag with sticker

6/6 Nylon 10000pcs 21.25 x 14.9 x 11.4” 59.2 Lb

CT-20WH WHITE 20” 6/6 Nylon 10000pcs 21.25 x 14.9 x 11.4” 63.9 Lb

CT-22WH 22” 6/6 Nylon 5000pcs 25.6 x 13 x 12.6” 59.2 Lb

CT-24WH 25” 6/6 Nylon 15000pcs 25.6 x 13 x 11.8” 41.8 Lb

CTH-6 Clear 6” 6/6 Nylon with 
Mounting Head

CTH-8 Clear 8” 6/6 Nylon with 
Mounting Head

CABLE  TIE

CABLE TIE
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ITEM DESCRIPTION GAGE SAE SIZE PACKING

CLI-4 Garvanize Steel Hose Clamp #4 10-16mm 10 pcs bag Color Header

CLI-8 Garvanize Steel Hose Clamp #8 12-23mm 10 pcs bag Color Header

CLI-10 Garvanize Steel Hose Clamp #10 13-19mm 10 pcs bag Color Header

CLI-12 Garvanize Steel Hose Clamp #12 16-25mm 10 pcs bag Color Header

CLI-16 Garvanize Steel Hose Clamp #16 17-38mm 10 pcs bag Color Header

CLI-24 Garvanize Steel Hose Clamp #24 27.51mm 10 pcs bag Color Header

CLI-52 Garvanize Steel Hose Clamp #52 71-95mm 5 pcs bag Color Header

ITEM DESCRIPTION GAGE SAE SIZE PACKING

CL-4 Stainless Steel Hose Clamp #4 10-16mm 10 pcs bag Color Header

CL-8 Stainless Steel Hose Clamp #8 12-23mm 10 pcs bag Color Header

CL-10 Stainless Steel Hose Clamp #10 13-19mm 10 pcs bag Color Header

CL-12 Stainless Steel Hose Clamp #12 16-25mm 10 pcs bag Color Header

CL-16 Stainless Steel Hose Clamp #16 17-38mm 10 pcs bag Color Header

CL-24 Stainless Steel Hose Clamp #24 27.51mm 10 pcs bag Color Header

CL-52 Stainless Steel Hose Clamp #52 71-95mm 5 pcs bag Color Header

HOSE CLAMPS AND ANTENNAS

MA-1500B MA-1502 MA-1514 MA-1533 MT-4245

Description Universal side Pillar Mount Universal Spring Type Key Type Disappearing Top 
Mount Pillar Mount Key Type Disappearing Top 

Mount

Length 4FT 4.5FT 4FT 4.1FT 4FT

Material Chrome Finish Chrome Finish Black Finish Chrome Finish Chrome Finish

Extends 50" 48" 31" 62" 31"

Section 3 Section 3 Section 4 Section 1 Section 4 Section

Use Universal side Pillar Mount Universal Spring Type, 
Deluxe Ball Base

Key Type Disappearing Top 
Mount, Retractable Mast

Pillar Mount, Fist Toyota 
Corolla, Paseo, Tercel, Previa

Key Type Disappearing Top 
Mount, Retractable Mast

Packing 1 PCS CARD POLYBAG 1 PCS CARD POLYBAG 1 PCS CARD POLYBAG 1 PCS CARD POLYBAG 1 PCS CARD POLYBAG

PCS/CTN 100 pcs 50 pcs 50 pcs 50 pcs 100 pcs

110000%%
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NP-112
Cigarette plug adapter
Length: 3.1” Material: Plastic & Metal
Packing: 25pcs/bag PCS/CTN: 1000
CTN Size: 15.4 x 13 x 10.2”
CTN Weight: 28.6 lb	

NP-113
Cigarette jack adapter
Length: 2.8” Material: Plastic & Metal
Packing: 25pcs/bag PCS/CTN: 1000
CTN Size: 22.4 x 14.6 x 14.6”
CTN Weight: 44 lb	

AUTO ACCESSORIES

EA-3 / EA-6 / EA-12

Item EA-3 EA-6 EA-12

Length 3FT 6FT 12FT

Leads 0.5+PE+al+0.12/32 0.5+PE+al+0.12/32 0.5+PE+al+0.12/32

OD 5mm 5mm 5mm

Packing 0.114 Lb 0.17 Lb 0.234 Lb

PCS/CTN 300pcs 200pcs 100pcs

CTN Size 15.3 x 13 x  11.8" 15.3 x 13 x  11.8" 15.3 x 13 x  11.8" 

CTN Weight 35.2 Lb 35.2 Lb 24.5 Lb

Item EA-7 EA-8 EA-9 EA-10 EA-11

Description 2 pins 4 pins 6 pins 9 pins 11 pins

Length 11.8” 11.8” 11.8” 11.8” 11.8”

Leads 2 4 6 9 12

OD 2.3mm 2.3mm 2.3mm 2.3mm 2.3mm

Packing 1pc/bag 1pc/bag 1pc/bag 1pc/bag 1pc/bag

PCS/CTN 1000pcs 500pcs 500pcs 200pcs 200pcs

CTN Size 15.3 x 13 x 
11.8"

15.3 x 13 x 
7.9"

15.3 x 13 x 
10.2"

15.3 x 13 x 
5.5"

15.3 x 13 x 
5.5”

CTN Weight 37.4 Lb 33 Lb 37.4 Lb 28.6 Lb 30.8 Lb

Connectors Male to 
Female

Male to 
Female

Male to 
Female

Male to 
Female

White/Black 
2.3mm

Antenna Extension
Extends your radio antenna, output lead in order to relocate your antenna.

EA-10

EA-11

EA-3

EA-8

EA-7

EA-9

UNIVERSAL
WIRING 
HARNESS

EA-24
Five prongs relay socket 12 VDC 30A/40A
Leads: 5  Packing: 1pc/color box
PCS/CTN: 480pcs  CTN Size: 15x11.8x9”
CTN Weight: 39.6lb

EA-25
Automovile Five pin Relay 
Harness Socket  

EA-2
Quick Disconnect Cable 2 pins
Offers an auxiliary electrical line for 
towing needs
Length: 0.4FT Leads: 2 OD: 2.3mm
Packing: 1pc/bag PCS/CTN: 500
CTN Size: 15.3x13x12.6”
CTN Weight: 17.6 lb	
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FUSES

Item Description Amperage PCS/CTN CTN Size CTN 
Weight

FUSESNB1.5A

AGC Fuses, 
American Type 
(NB) / 100pcs 

per Box

1.5A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB2A 2A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB2.5A 2.5A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB3A 3A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB3.5A 3.5A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB5A 5A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB8A 8A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB10A 10A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB15A 15A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB20A 20A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB30A 30A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB35A 35A 10000pcs 13.6x11.8x7.5” 26.4lb

FUSESNB40A 40A 10000pcs 13.6x11.8x7.5” 26.4lb

Item Description Amperage PCS/CTN CTN Size CTN 
Weight

FUSESMINI0.5A

GMA Fuses, 
European 

Type / 100pcs 
per Box

0.5A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI1A 1A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI2A 2A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI3A 3A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI4A 4A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI5A 5A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI6A 6A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI7A 7A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI9A 9A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI10A 10A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI12A 12A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI14A 14A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI15A 15A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI25A 25A 10000pcs 11.2x10.2x6” 17.6lb

FUSESMINI30A 30A 10000pcs 11.2x10.2x6” 17.6lb

FUSES AMERICAN TYPE

FUSES EUROPEAN TYPE (mini)

AGC Fuses, American Type (NB)

GMA Fuses, European Type (mini)



125SALES@MIYAKO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

Item Description Amperage Voltage

ATCFUSES10A ATC Fuses  / 100pcs per Box 10A 12V

ATCFUSES15A ATC Fuses  / 100pcs per Box 15A 12V

ATCFUSES20A ATC Fuses  / 100pcs per Box 20A 12V

ATCFUSES25A ATC Fuses  / 100pcs per Box 25A 12V

ATCFUSES30A ATC Fuses  / 100pcs per Box 30A 12V

ATCFUSES35A ATC Fuses  / 100pcs per Box 35A 12V

ATCFUSES40A ATC Fuses  / 100pcs per Box 40A 12V

Item Description Amperage Voltage

ATCMINI5A ATC Mini Fuses / 100pcs per Box 5A 12V

ATCMINI10A ATC Mini Fuses / 100pcs per Box 10A 12V

ATCMINI15A ATC Mini Fuses / 100pcs per Box 15A 12V

ATCMINI20A ATC Mini Fuses / 100pcs per Box 20A 12V

ATCMINI25A ATC Mini Fuses / 100pcs per Box 25A 12V

ATCEMINI30A ATC Mini Fuses / 100pcs per Box 30A 12V

ATCMINI40A ATC Mini Fuses / 100pcs per Box 40A 12V

Item Description Amperage Voltage

FUSESCER15A Ceramic Fuses 15A 250V

FUSESCER20A Ceramic Fuses 20A 250V

FUSESCER25A Ceramic Fuses 25A 250V

FUSESCER30A Ceramic Fuses 30A 250V

FUSESMINICER15A Ceramic Mini Fuses 15A 250V

FUSESMINICER20A Ceramic Mini Fuses 20A 250V

FUSESMINICER25A Ceramic Mini Fuses 25A 250V

FUSESMINICER30A Ceramic Mini Fuses 30A 250V

Item Description Wire 
Gauge

FS-1 AGC Fuse Holder Chassis Type / 12V

FS-4 GMA Fuse Holder Chassis Type / 12V

HD-013 Economic Type in Line Fuse Holder for AGC Fuses / 12V 16GA

HD-14 Heavy Duty in Line Fuse Holder Red Cable for AGC Fuses / 12V 10GA

HD-14HQ Heavy Duty in Line Fuse Holder Red Cable for AGC Fuses / 12V 8GA

HD-15R ATC in line Fuse Holder Heavy Duty Bakelite Body Red Cable / 12V 10GA

HD-15RHQ ATC High Quality in Line Fuse Holder 8GA Clear Red Wire / 12V 8GA

HD-16HQ High Quality ATC Max Fuse Holder / 12V 8GA

ATC FUSES

ATC FUSES (mini)

CERAMIC FUSES

FUSES HOLDERS

ATC Fuses

ATC Fuses (mini)

Ceramic Fuses

FS-1

HD-013 HD-14

HD-15RHD-16HQ

HD-14HQ

HD-15RHQ

FS-4

FUSES AND HOLDERS
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CVR-1000D CVR-2000D CVR-3000D CVR-5000D

Description Power Supply Power Supply Power Supply Power Supply

IN / OUT 
Power 70-140 VAC / 110V +-5% 70-140 VAC / 110V +-5% 70-140 VAC / 110V +-5% 70-140 VAC / 110V +-5%

Stability +/-5% +/-5% +/-5% +/-5%

Power 1000W 2000W 3000W 5000W

Phase Single Single Single Single

Use Short Circuit & Overload  Short Circuit & Overload 30A Short Circuit & Overload 50A Short Circuit & Overload

Packing Gift Box

PCS/CTN 4pcs 2pcs 2pcs 1pc

Item IN/OUT 
Power Amp Watt Item Size Item 

Weight
PCS/
CTN CTN Size CTN 

Weight

LP-421 6-0-6V 0.5A 3W 1.6x0.67x1.34” 0.37lb 50 11.4x7.9x3.5” 22.4lb

LP-423 9-0-9V 0.5A 3W 1.6x0.83x1.34” 0.49lb 50 11.4x8.3x3.5” 25.7lb

LP-427 6-0-6V 1A 6W 1.6x0.83x1.34” 0.48lb 50 11.4x8.3x3.5” 25.7lb

LP-428 6-0-6V 2A 12W 1.93x1.22x1.61” 0.99lb 30 11x8.3x3.9” 31.9lb

LP-433 9-0-9V 1A 9W 1.6x0.83x1.34” 0.49lb 50 11.4x8.3x3.5” 25.7lb

LP-435 9-0-9V 1.5A 13.5W 1.93x1x1.61” 0.81lb 30 10x8.3x3.9” 25.3lb

LP-437 9-0-9V 2A 18W 1.93x1.22x1.61” 0.99lb 30 11x8.3x3.9” 31.9lb

LP-520 12-0-12V 10A 12W 1.93x1.22x1.61” 3.3lb 12 8.7x10.2x5.9” 40.3lb

LP-570 12-0-12V 0.05A 6W 1.6x0.83x1.34” 0.49lb 50 11.4x8.3x3.5” 25.7lb

LP-573 12-0-12V 1A 18W 1.93x1x1.61” 0.81lb 30 10x8.3x3.9” 25.3lb

LP-575 12-0-12V 2A 24W 2.28x0.83x1.9” 0.98lb 30 9.4x8.7x4.7” 33lb

LP-577 12-0-12V 3A 36W 2.28x1.22x1.9” 1.35lb 20 11x7.1x4.7” 28.2lb

LP-578 70V / 110V 1A 10W 1.93x0.83x1.61” 0.68lb 50 13.4x8.3x4.1” 25.3lb

LP-579 70V / 110Vw 3A 25W 2.28x1x1.9” 1.18lb 20 10.2x7.1x4.7” 26.4lb

LP-580 12-0-12V 4A 48W 2.6x1.34x2.2” 1.98lb 18 11x7.1x7.7” 37.4lb

TRANSFORMER
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Item IN/OUT 
Power Amp Watt Item Size Item 

Weight
PCS/
CTN CTN Size CTN 

Weight

LP-421 6-0-6V 0.5A 3W 1.6x0.67x1.34” 0.37lb 50 11.4x7.9x3.5” 22.4lb

LP-423 9-0-9V 0.5A 3W 1.6x0.83x1.34” 0.49lb 50 11.4x8.3x3.5” 25.7lb

LP-427 6-0-6V 1A 6W 1.6x0.83x1.34” 0.48lb 50 11.4x8.3x3.5” 25.7lb

LP-428 6-0-6V 2A 12W 1.93x1.22x1.61” 0.99lb 30 11x8.3x3.9” 31.9lb

LP-433 9-0-9V 1A 9W 1.6x0.83x1.34” 0.49lb 50 11.4x8.3x3.5” 25.7lb

LP-435 9-0-9V 1.5A 13.5W 1.93x1x1.61” 0.81lb 30 10x8.3x3.9” 25.3lb

LP-437 9-0-9V 2A 18W 1.93x1.22x1.61” 0.99lb 30 11x8.3x3.9” 31.9lb

LP-520 12-0-12V 10A 12W 1.93x1.22x1.61” 3.3lb 12 8.7x10.2x5.9” 40.3lb

LP-570 12-0-12V 0.05A 6W 1.6x0.83x1.34” 0.49lb 50 11.4x8.3x3.5” 25.7lb

LP-573 12-0-12V 1A 18W 1.93x1x1.61” 0.81lb 30 10x8.3x3.9” 25.3lb

LP-575 12-0-12V 2A 24W 2.28x0.83x1.9” 0.98lb 30 9.4x8.7x4.7” 33lb

LP-577 12-0-12V 3A 36W 2.28x1.22x1.9” 1.35lb 20 11x7.1x4.7” 28.2lb

LP-578 70V / 110V 1A 10W 1.93x0.83x1.61” 0.68lb 50 13.4x8.3x4.1” 25.3lb

LP-579 70V / 110Vw 3A 25W 2.28x1x1.9” 1.18lb 20 10.2x7.1x4.7” 26.4lb

LP-580 12-0-12V 4A 48W 2.6x1.34x2.2” 1.98lb 18 11x7.1x7.7” 37.4lb

Item TC-100W TC-200W TC-300W TC-500W TC-1000W TC-2000W TC-3000W TC-5000W

Description Step Up-Down Transformer with built in Fuse protection overload and Hard wired

IN/OUT 
Power 110/120V-220/240V 50-60Hz 

Watt Ca-
pacity 100W 200W 300W 500W 1000W 2000W 3000W 5000W

Use Heavy duty continous use transformer, converts single phase 220/240 volts to 110/120 volts. Comptaible with 50Hz and 60Hz. Built-in fuse protection. 

Item Size 2.7 x 4 x 3.1" 2.7 x 4.5 x 3.1" 3.3 x 5.1 x 3.9" 3.3 x 5.5 x 3.9" 5.1 x 6.1 x 6.1" 5.1 x 7.2 x 6.1" 5.1 x 8.2 x 6.1" 7.8 x 9.2 x 6.5"

Item Weight 2.3 Lb 3.4 Lb 5.2 Lb 6.4 Lb 14.8 Lb 24.2 Lb 28.6 Lb 53 Lb

PCS/CTN 16 12 8 6 2 1 1 1

CTN Size 17.3 x 10.4 x 6.7" 13.2 x 11.6 x 6.8" 12.4 x 10.4 x 8" 15 x 7 x 8" 17.8 x 9.4 x 8.4" 10.8 x 9.4 x 8.4" 11.8 x 9.4 x 8.4" 13 x 9.2 x 10.6"

CTN Weight 41.8 Lb 45.2 Lb 45.2 Lb 43 Lb 43 Lb 26.5 Lb 30.8 Lb 55.1 Lb

STEP UP AND DOWN 
TRANSFORMER

NB-2
Replacement 9V Battery 
clip with 5.9” leads
Packing: 25pcs/bag
PCS/CTN: 5000
CTN Size: 15.4x13x11.8
CTN Weight: 33lb

NB-4AA
Battery Holder NB-4AA 
cells with wire 
Packing: 25pcs/bag
PCS/CTN: 1000
CTN Size: 15.4x13x12.6
CTN Weight: 24.2lb

NB-2AA 
Battery Holder NB-2AA 
Cells with Wire 
Packing: 25pcs/bag
PCS/CTN: 1000
CTN Size: 15.4x13x11.8
CTN Weight: 19.8lb

MV-18650

5800mAh
LI-ION BATTERY
Up to 1800 times

HIGH QUALITY 2 SLOTS CHARGER FOR 
AA BATTERY.
Quick charge with automatic constant 
current control prevents battery from 
overcharging, short circuit, and elec-
tronic shock.

• Output Voltage: 3.7v
• Input Voltage: AC 100V - 240V 50 / 60Hz
• Material: Plastic
• Rechargeable Time Limit: About 2 hours
• Capacity: 5800mAh
• Max150mA
• Battery Type: 2 x 18650 rechargeable battery

DESCRIPTIONSBATTERY 
          CHARGER

POWER SUPPLY & TRANSFORMERS 
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DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

MV-3000

MV-5000

MV-398
Universal Battery Charger 
AA, AAA, 9V, C, D

Designed for Charging 1 or 4 pcs of AA, AAA, C, D and 2 pcs 9V NI-CD 
rechargeable Batteries.
• Output Voltage: 1.2V DC 600mA, 9V DC 25mA
• Input Voltage: AC 100V-240V 50/60 Hz
• Material: Plastic
• Rechargeable Time: 6 hours 9V 14 to 16 hours
Battery Type: Ni-MH, Ni-Cd, 9V Rechargeble Batteries
• Charging LED Indicator

Designed for Charging 2 or 4 pcs of AA, AAA, or 2 pcs of 9V 
NI-MH/ Ni-Cd rechargeable Batteries.
• Output Voltage: 2.4V DC 400mA
• Input Voltage: AC 100V-240V 50/60Hz
• Material: Plastic
• Rechargeable Time: AA & AAA 5 Hours, 9V 14 to 16 hours 
Battery Type: Ni-MH, Ni-Cd, 9V Rechargeble Batteries

• Output Voltage: (DC) 12V, 15V, 16V, 18V, 19V, 4.5A Max, 
20V,24V 2.9A Max. with 8 DC Plugs
• Input Voltage: 110V/240V 50/60Hz
• Material: Plastic
• Use: Generic Replacement Power Supply for Laptops
• Out Power: 95W

• Output Voltage: (DC) 12V, 15V, 16V, 18V, 18.5V, 19V, 19.5V, 
20V/22V@6A, 24V5A@120W with 8 DC Plugs 
• Input Voltage: (AC) 100V to 260V 50/60Hz
• Material: Plastic
• Use: Generic Replacement Power Supply for Laptops
• AC 100V to 260V 47-63Hz
• Out Power: 120W

REGULATED AC/DC
POWER SUPPLY FOR LAPTOP

MV-396
Universal Battery Charge

Universal Laptop Car and Airplane Power Supply 
adaptor, Universal AC/DC Adaptor for laptop

Universal Laptop and AC Power Supply 
Adaptor with USB Port 5V 2A

AC/DC ADAPTERS & BATTERY CHARGER

110000%%

110000%%

110000%%

110000%%
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DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

MV-1001

MV-1112

MV-2001

• Output Voltage: 18V
• Input Voltage: AC 110V / 220V
• Material: Plastic
• Use: For Power mixer

• Output Voltage: 12V 1 A with 5.5x2.1 mm plug
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: High Power exchange efficiency to control working tem-
perature and stable working with your device. Power exchange 
savings more than 98%. More power exchange savings means 
less power wasting and working more efficient with you device.

• Output Voltage: 12V 1 A with 5.5x2.1 mm plug
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: High Power exchange efficiency to control working tem-
perature and stable working with your device. Power exchange 
savings more than 98%. More power exchange savings means 
less power wasting and working more efficient with you device

• Output Voltage: 12V 2A with 5.5x2.1 mm plug
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: High Power exchange efficiency to control working tem-
perature and stable working with your device. Power exchange 
savings more than 98%. More power exchange savings means 
less power wasting and working more efficient with you device

MV-700MA
AC Power Adaptor

AC/DC Adapter Power Supply

AC/DC Adapter Power Suply

AC/DC Adapter Power Suply

AC/DC ADAPTERS & CHARGERS

110000%%
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DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

MV-1200U

MV-1203

MV-1205

• Output Voltage: 12V 3A with 5.5x2.1mm plug
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: High Power exchange efficiency to control working tem-
perature and stable working with your device. Power exchange 
savings more than 98%. More power exchange savings means 
less power wasting and working more efficient with you device

• Output Voltage: Swichable DC 3/4.5/6/7.5/9/12V with 6 DC Plugs
• Input Voltage: 110-240V 50/60Hz
• Material: Plastic
• Use: POWER SUPPLY FOR CCTV, GARDEN CAMERA, DVR, NVR, LED 
STRIP LIGHTS, PC, HUB, 3D PRINTER, Radio Transceiver, Car Subwoofer 
Amp., Audio Amp., Computer Projects, Wireless Router, ADSL Modem, 
Audio/Video Power Supply and more.
• Out Power: 15W

• Output Voltage: DC 12V, 3A, 9 DC Plugs
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: POWER SUPPLY FOR CCTV, GARDEN CAMERA, DVR, NVR, 
LED STRIP LIGHTS, PC, HUB, 3D PRINTER, Radio Transceiver, 
Car Subwoofer Amp., Audio Amp., Computer Projects, Wireless 
Router, ADSL Modem, Audio/Video Power Supply and more.
• Out Power: 36W

• Output Voltage: DC 12V, 5A, 9 DC Plugs
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: POWER SUPPLY WORKS WITH LED RIBBON LIGHT, LED 
MODULES, LED CABINET LAMPS, CCTV CAMERAS, SECURITY 
SYSTEMS, WIRELESS ROUTER HUB, LED REMOTE CONTROLLER
• Out Power: 60W

MV-3001
AC/DC Adapter Power Supply

15W Short Circuit Protection with USB Cable

Power Supply Adapter

Power Supply Adapter

AC/DC ADAPTERS & CHARGERS
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DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

MV-1210

MV-512

MV-2501

• Output Voltage: DC 12V, 7A, 9DC plugs
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: POWER SUPPLY WORKS WITH LED Strip LIGHT, LED MODULES, 
LED CABINET LAMPS, CCTV CAMERAS, SECURITY SYSTEMS, WIRE-
LESS ROUTER HUB, LED REMOTE CONTROLLER
• Out Power: 84W

• Output Voltage: DC 12V, 10A with 9 DC Plugs
• Input Voltage: 110-240V 50/60Hz
• Material: Plastic
• Use: POWER SUPPLY AUTOMATIC OVERLOAD CUTOFF OVER VOLT-
AGE CUTOFF, THERMAL CUTOFF, SHORT CIRCUIT PROTECTION. LED 
STRIPS, 3D PRINTER, HAM RADIO TRANSMITTER, CCTV CAMERA, 
CAR SUBWOOFER AMP, WIRELESS ROUTER 
• Out Power: 120W

• Output Voltage: DC 5V, with 6 DC Plugs
• Input Voltage: 100-240V 50/60Hz
• Material: Plastic
• Use: POWER SUPPLY AUTOMATIC OVERLOAD CUTOFF OVER 
VOLTAGE CUTOFF, THERMAL CUTOFF, SHORT CIRCUIT PROTECTION. 
LED STRIPS, 3D PRINTER, HAM RADIO TRANSMITTER, CCTV CAMERA, 
CAR SUBWOOFER AMP, WIRELESS ROUTER 
• Out Power: 15W

• Output Voltage: DC 3/4.2/5/6/6.5/7.5/8.4V with 6 DC Plugs.
• Input Voltage: 110-240V 50/60 Hz 2.5A
• Material: Plastic
• Use: POWER SUPPLY AUTOMATIC OVERLOAD CUTOFF OVER 
VOLTAGE CUTOFF, THERMAL CUTOFF, SHORT CIRCUIT PROTEC-
TION. LED STRIPS, 3D PRINTER, HAM RADIO TRANSMITTER, 
CCTV CAMERA, CAR SUBWOOFER AMP, WIRELESS ROUTER 
• Out Power: 21W

MV-1207
Power Supply Adapter

Power Supply Adapter with waterproof

Regulated Output Voltage Adaptor

Regulated Output Voltage Adaptor

AC/DC ADAPTERS
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DESCRIPTIONS

DESCRIPTIONS

DESCRIPTIONS

MV-2100

BAS-2012

• Output Voltage: DC 4.5/5/6/7.5/9/12/15V with 6 DC Plugs
• Input Voltage: 110-240V 50/60 Hz 2.5A
• Material: Plastic
• Use: POWER SUPPLY AUTOMATIC OVERLOAD CUTOFF OVER 
VOLTAGE CUTOFF, THERMAL CUTOFF, SHORT CIRCUIT PROTECTION. 
LED STRIPS, 3D PRINTER, HAM RADIO TRANSMITTER, CCTV CAMERA, 
CAR SUBWOOFER AMP, WIRELESS ROUTER 
• Out Power: 15W

• Output Voltage: DC 3/4.5/6/7.5/9/12V with 6 DC Plugs
• Input Voltage: 90-240V 1.2A
• Material: Plastic
• Use: POWER SUPPLY AUTOMATIC OVERLOAD CUTOFF OVER VOLT-
AGE CUTOFF, THERMAL CUTOFF, SHORT CIRCUIT PROTECTION. LED 
STRIPS, 3D PRINTER, HAM RADIO TRANSMITTER, CCTV CAMERA, 
CAR SUBWOOFER AMP, WIRELESS ROUTER 
• Out Power: 15W

• Output Voltage: 100V-240V (60/50Hz)
• Input Voltage: DC 6/12V 1.2A
• Material: Plastic and Metal
• Use: Battery Charger for Lead Acid Batteries with Red & Black 
Battery Clips and Red & Black Binding Post 1200mA.
• Out Power: 22W

MV-1501
Regulated Output Voltage Adaptor

Regulated Output Voltage Adaptor

Lead Acid Battery Charger

AC/DC ADAPTERS

110000%%

110000%%

110000%%
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14-515P

14-518USB
14-519

14-616BP14-516UL 14-517

14-508

SURGE PROTECTOR

SURGE PROTECTOR WITH USB
3 GROUNDED OUTLET

VOLTAGE SURGE SUPPRESSORSURGE PROTECTOR UL APPROVED 6 OUTLET WALL TAP

ELECTRONIC APPLIANCE SURGE PROTECTOR

- 6 Grounded Outlets
Ground Cord Illuminated Rocker
Switch 15A Breaker 110V
- 3ft Cord
- Illuminated rocker switch with 
15A Breaker, 110V

- 6 Grounded Outlets
- Illuminated Rocker Switch 15A Breaker 
- Rated Voltage: 120VAC
- Maximum Voltage: 140VAC
- Minimum Voltage: 90VAC
- Length: 3FT

-AC 125V 14A 1875Watts
-Rated Voltage: 120VAC
-Maximum Voltage: 140VAC
-Minimum Voltage: 90VAC
-For Indoor Use Only

- Rated Voltage: 120 VAC
- Maximum Voltage: 140 VAC
- Minimum Voltage: 90
- Connection time: 3min. 
- Maximum Load: 20A, 1.0 HP
- With Breaker
- Length: 3FT

- 6 Grounded Outlets
- Length: 2FT
- Illuminated Rocker
- Switch 15A Breaker 110V

- 2 Outlets to  6 Outlets
- AC 125V 14A 1875Watts
*For Indoor Use Only

- Safety Cycle: 3min
- Safety Range: AC90V≈130V+/-5V
-Capacity 1800W, 2HP
-Over Voltage Disconnection

14-503

REFRIGERATOR SURGE PROTECTOR 110V

- Safety Cycle: 3min
- Safety Range: AC90V≈130V+/-5V
-Capacity 3600W, 2HP
-Over Voltage Disconnection

-3 Modes LED Indicator
-Detachable Ground Pin
-Working Voltage: AC115 60Hz
-Surge Suppressor: 90 Joules

-3 Modes LED Indicator
-Detachable Ground Pin
-Working Voltage: AC115 60Hz
-Surge Suppressor: 90 Joules

PROTECTION
GUARANTEE

PROTECTION
GUARANTEE

 

U-DISK

POWER  STRIP & SURGE PROTECTORS

2
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ELECTRICAL EXTENSIONS

AC-06 AC-09

AC-125

AC-222 AC-223

AC-12

AC-150

AC-15

AC-175 AC-1100

AC-20 AC-25

Description Indoor Electrical Extension Cord 100% Cooper

Length 6FT 9FT 12FT 15FT 20FT 25FT

Jacket White Rugged Flex PVC White Rugged Flex PVC White Rugged Flex PVC White Rugged Flex PVC White Rugged Flex PVC White Rugged Flex PVC

OD 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG 18 AWG

Connectors Polarized 2 Prong Plug with 3 Power Outlets

Use Indoor light duty electrical connections such as TV, computer, Christmas lights, and other small appliances 

Packing Waist Card Waist Card Waist Card Waist Card Waist Card Waist Card

PCS/CTN 50pcs 50pcs 50pcs 50pcs 50pcs 50pcs

Description Outdoor Power Extension

Length 25FT 50FT 75FT 100FT

Jacket Orange Rugged 
Flex PVC

Orange Rugged 
Flex PVC

Orange Rugged 
Flex PVC

Orange Rugged 
Flex PVC

OD 16 AWG 16 AWG 16 AWG 16 AWG

Connectors 3 Copper Conductors and Solid Molded Plugs 

Use Outdoor Heavy Duty Electrical Connections 

Packing Waist Card Waist Card Waist Card Waist Card

Description White Cooper Power 
Cable 110/250V 10A

Length 6FT

Jacket White Rugged Flex PVC 

OD 16 AWG

Connectors 2 Prong Plugs to Two 
Power Outlets

Use Indoor Heavy Duty 
Appliances

Packing Bulk

Description White Cooper Power 
Cable 10A/250V

Length 6FT

Jacket White Rugged Flex PVC 

OD 16 AWG

Connectors 2 Prong Plugs to Three 
Power Outlets

Use Indoor Heavy Duty 
Appliances

Packing Bulk

 

LI
G

H
T HEAVY

 MEDIUM

USE

PRODUCT FEATURES:
For rugged outdoor use
Unbreakable moisture resistant molded
Water and flame resistant
Rated from -40 F (-40 C) to + 140 F (+60 C)

PRODUCT FEATURES:
For rugged Indoor use
White Rugged Flex PVC
Water and flame resistant
Rated from -40 F (-40 C) to + 140 F (+60 C)

 L
IG

H
T H

EAVY

 MEDIUM

USE

• 3-CONDUCTOR
• HIGH QUALITY

100%
COPPER

100%
COPPER

100%
COPPER
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P-509
High Quality Adapter
P-509S: Adapter 2 Pack
Packing: 25pcs/bag  PCS/CTN: 1250
CTN Size: 15.4x13x12.6”
CTN Weight: 22lb

P-510
AC Outlet Adapter
110V to 220V
Packing: 25pcs/bag  PCS/CTN: 1250
CTN Size: 15.4x13x10.2”
CTN Weight: 26.4lb

P-513
AC Outlet Adapter
220V to 110V
Packing: 25pcs/bag  PCS/CTN: 1250
CTN Size: 15.4x13x10.2”
CTN Weight: 26.4lb

P-514
AC Universal Outlet Adapter
Packing: 10pcs/bag  PCS/CTN: 500
CTN Size: 18.9x15.4x11.8”
CTN Weight: 26.4lb

P-515
AC Adapter
P-515S:  AC Adapter 2 pieces Skin pack
P-515HQ:  High Quality Adapter
Packing: 20pcs/bag  PCS/CTN: 1000
CTN Size: 12.6x11x10.6”
CTN Weight: 33lb

AC-006 / AC-006HQ
Universal Cheater Cord
AC-006:  Universal Cheater Cord 6FT
AC-006HQ:  High Quality Universal 
Cheater Cord 6FT
Packing: 10pcs/bag  PCS/CTN: 500
CTN Size: 15.4x13x12.6”
CTN Weight: 30.8lb

AC-30
Coffee Pot Cord
Length: 4 FT  OD: 16AWG
Connector: 2 prong plugs to three 
power outlets.
10A-250V

P-520
Universal AC Power Cable
6 FT
10A/250V

P-524
Universal Slot Plug AC
Power Cord 6 FT
10A/250V

3-MFD 4-MFD 5-MFD 6-MFD
Fan Capacitor 250 WV AC 3UF Fan Capacitor 250 WV AC 4UF Fan Capacitor 250 WV AC 5UF Fan Capacitor 250 WV AC 6UF

ADAPTERS & FAN CAPACITORS
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SWITCHES

EC-126 EC-285 EC-286 EC-287

EC-288 EC-290 EC-1500 EC-1501

EC-1502 EC-1503

Toggle Switch/Cable
OD (Current & Voltage Rating): 
“3A/250V with CABLE ON-ON”
Connector: 3 Terminals
Packing: 100pcs/bag  PCS/CTN: 1000
CTN Size: 14.6x14.6x9”
CTN Weight: 26.4lb

Mini Switch
OD (Current & Voltage Rating): 
16A/250-125V ON-(ON) (S.P.D.T)
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 1000
CTN Size: 12.2x10x9.1”
CTN Weight: 15.4lb

Sub-Miniature Snap-Action Switch
OD (Current & Voltage Rating): 
5A/250VAC ON-(ON) S.P.D.T
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 1000

Sub-Miniature Hinge Roller Lever 
Switch OD (Current & Voltage Rating): 
5A/250VAC ON-(ON) S.P.D.T
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 2500

Long Hinge Metal Roller Level Switch 
OD (Current & Voltage Rating): 
16A/250VAC, 16A 125VAC, 0.3A DC 250V, 
0.6A DC 125V ON-(ON) S.P.D.T
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 500

Simulated Roller lever micro switch 
OD (Current & Voltage Rating): 
10A/125VAC, ON-(ON) S.P.D.T
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 500

Toggle Switch 
OD (Current & Voltage Rating): 
6A/125-250VAC, ON-OFF (D.P.D.T)
Connector: 6 Screw Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x9.1”
CTN Weight: 37.4lb

Toggle Switch 
OD (Current & Voltage Rating): 
5-3A/125-250V, ON-OFF (D.P.D.T)
Connector: 6 Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x7.9”
CTN Weight: 26.4lb

Toggle Switch 
OD (Current & Voltage Rating): 
4-2A/125-250V, ON-OFF (S.P.S.T)
Connector: 4 Terminals
Packing: 50pcs/bag  PCS/CTN: 1000
CTN Size: 14.2x11.8x7.9”
CTN Weight: 37.4lb

Toggle Switch 
OD (Current & Voltage Rating): 
4-2A/125-250V, ON-OFF (S.P.S.T)
Connector: 2 Terminals
Packing: 50pcs/bag  PCS/CTN: 1000
CTN Size: 14.2x11.8x7.9”
CTN Weight: 37.4lb

EC-1506 EC-1508

EC-1509 EC-1510 EC-1514 EC-1520

Toggle Switch 
OD (Current & Voltage Rating): 
15-10A/125-250V, ON-OFF (S.P.S.T)
Connector: 2 Screw Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 12.2x10x9.1”
CTN Weight: 28.6lb

Toggle Switch 
OD (Current & Voltage Rating): 
20-10A/125-250V, ON-OFF (S.P.S.T)
Connector: 2 Pins
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 12.2x10x9.1”
CTN Weight: 28.6lb

Toggle Switch 
OD (Current & Voltage Rating): 
10A/125V-250V, ON-OFF-ON (D.P.D.T)
Connector: 6 Screw Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x9.1”
CTN Weight: 37.4lb

Toggle Switch 
OD (Current & Voltage Rating): 
20A/125V, ON-OFF (S.P.D.T)
Connector: 3 Screw Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x9.1”
CTN Weight: 37.4lb

Toggle Switch 
OD (Current & Voltage Rating): 
20A/125-250V, ON-OFF-ON (D.P.D.T)
Connector: 6 Screw Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x9.1”
CTN Weight: 37.4lb

Toggle Switch 
OD (Current & Voltage Rating): 
15A/250VAC,ON-OFF (D.P.S.T)
Connector: 4 Screw Terminals
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EC-1522 EC-1530 EC-1531 EC-1532

EC-1533

EC-1540 NB-85 NB-87BK

NB-87R NB-88 NB-89 EC-2505

EC-2507 EC-2510
EC-2512BL EC-2513RD

Toggle Switch 
OD (Current & Voltage Rating): 
20A/125V, momentary ON center OFF 
Connector: 6 Screw Terminals
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x9.1”
CTN Weight: 37.4lb

Car Switch 
OD (Current & Voltage Rating): 
20A/12V, ON-OFF
Connector: 3 Terminals

Lighted Toggle Switch, Blue 
OD (Current & Voltage Rating): 
20A/12V, ON-OFF (S.P.D.T)
Connector: 3 Terminals

Lighted Toggle Switch, Red 
OD (Current & Voltage Rating): 
20A/12V, ON-OFF (S.P.D.T)
Connector: 3 Terminals

Lighted Toggle Switch, Green 
OD (Current & Voltage Rating): 
20A/12V, ON-OFF (S.P.D.T)
Connector: 3 Terminals

Toggle Switch/Cable 
OD (Current & Voltage Rating): 
6-3A/ 125-250V ON-OFF 
Connector: Cable (S.P.D.T)
Packing: 25pcs/bag  PCS/CTN: 500
CTN Size: 14.2x11.8x9.1”
CTN Weight: 37.4lb

Mini Rocker Switch 
OD (Current & Voltage Rating): 
6-10A/250-125V, ON-OFF
Connector: 2 Terminals
Packing: 25pcs/bag  PCS/CTN: 5000
CTN Size: 16.5x12.6x11.8”
CTN Weight: 19.8lb

Mini Rocker Switch Black 
OD (Current & Voltage Rating): 
3-6A/125-250V, ON-OFF
Connector: 2 Terminals
Packing: 25pcs/bag  PCS/CTN: 5000
CTN Size: 16.5x12.6x11.8”
CTN Weight: 19.8lb

Mini Rocker Switch Red
OD (Current & Voltage Rating): 
3-6A/125-250V, ON-OFF
Connector: 2 Terminals
Packing: 25pcs/bag  PCS/CTN: 5000
CTN Size: 16.5x12.6x11.8”
CTN Weight: 19.8lb

Lighted Mini Rocker Switch
OD (Current & Voltage Rating): 
6-10A/250-125V, ON-OFF
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 2500
CTN Size: 16.5x12.6x11.8”
CTN Weight: 28.6lb

Mini Rocker Switch
OD (Current & Voltage Rating): 
6-10A/250-125V, ON-OFF
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 2500
CTN Size: 16.5x12.6x11.8”
CTN Weight: 22lb

Mini Rocker Switch
OD (Current & Voltage Rating): 
3-6A/125-250V, ON-OFF
Connector: 2 Terminals
Packing: 25pcs/bag  PCS/CTN: 2500
CTN Size: 16.5x12.6x10.2”
CTN Weight: 19.8lb

Mini Rocker Switch
OD (Current & Voltage Rating): 
3-6A/125-250V, ON-OFF-ON (S.P.S.T)
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 16.2x12.2x10.2”
CTN Weight: 26.4lb

Mini Toggle Switch
OD (Current & Voltage Rating): 
6-3A/125-250V, ON-OFF (S.P.S.T)
Connector: 2 Terminals 
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 14.6x14.6x9.1”
CTN Weight: 26.4lb

Toggle Switch LED Blue Tipped 12V
OD (Current & Voltage Rating): 
DC 12V-25A, ON-OFF (S.P.S.T)
Connector: 3 Terminals

Toggle Switch LED Red Tipped 12V
OD (Current & Voltage Rating): 
DC 12V-25A, ON-OFF (S.P.S.T)
Connector: 3 Terminals

SWITCHES
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SWITCHES

EC-2515
B-12

B-15

B-25 B-26

NB-12WD NB-13WD NB-14G

B-27 B-28

B-29

B-16 B-17 B-18-12V

EC-2530 EC-2550
Mini Toggle Switch
OD (Current & Voltage Rating): 
3A/125V, ON-ON
Connector: 2 Terminals
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 14.6x14.6x9.1”
CTN Weight: 26.4lb

Large panel indicator light red
OD (Current & Voltage Rating): 
1A-125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 500

Rocker switch ON-OFF (S.P.S.T)with red 
light OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 3 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 1000
CTN Size: 16.5x12.6x10.2”
CTN Weight: 17.6lb

Rocker switch ON-OFF with red light
OD (Current & Voltage Rating): 
10-15A/125V
Connector: 3 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 1900

Rocket switch ON/OFF no light
OD (Current & Voltage Rating): 
8-10A/125-250V Connector: 2 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 1000
CTN Size: 16.5x12.6x10.2”
CTN Weight: 17.6lb

Illuminated Power Windows Rocker 
switch black face with Up-down arrows
OD (Current & Voltage Rating): 
20A/12V
Connector: 5 Solder Terminals
PCS/CTN: 500

Illuminated Universal autocar 
power windows rocker switch
OD (Current & Voltage Rating): 
20A/12V
Connector: 5 Solder Terminals
PCS/CTN: 500

Illuminated jumbo rocker switch
ON-OFF with green light
OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 4 Solder Terminals

Rocker switch ON-OFF 
with red light (S.P.S.T) 
OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 3 Solder Terminals
PCS/CTN: 300

Rocker switch ON-OFF with 
black face, I and O illuminates 
OD (Current & Voltage Rating): 
20A/125V
Connector: 2 Solder Terminals
PCS/CTN: 300

Rocker switch, ON-OFF with 
red light, white body,
OD (Current & Voltage Rating): 
110V/20A
Connector: 3 Solder Terminals
PCS/CTN: 300

Rocker switch ON-OFF with red light
OD (Current & Voltage Rating): 
10A/12V
Connector: 3 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 1000
CTN Size: 16.5x12.6x10.2”
CTN Weight: 17.6lb

Rocker switch ON-OFF with red light
OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 6 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 1000
CTN Size: 19.7x14.2x9.1”
CTN Weight: 28.6lb

Panel mount red neon 
indicator light
OD (Current & Voltage Rating):12V
Connector: 2 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 1000

Mini Toggle Switch
OD (Current & Voltage Rating): 
6-3A/125-250V, ON-OFF-ON (D.P.D.T)
Connector: 3 Terminals
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 14.6x14.6x9.1”
CTN Weight: 26.4lb

Mini Toggle Switch
OD (Current & Voltage Rating): 
6-3A/125-250V, ON-OFF-ON (D.P.D.T)
Connector: 6 Terminals
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 14.6x14.6x9.1”
CTN Weight: 30.8lb
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SWITCHES

NB-19Y NB-81

NB-82GR NB-82G-12V

NB-83NB-82C NB-82CW NB-84

NB-802NB-86W NB-800

NB-82Y NB-82Y-12V

NB-82 NB-82R-12V
Jumbo Rocker Switch, 
ON-OFF with ambar light
OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 4 Solder Terminals
PCS/CTN: 500

Jumbo Rocker Switch, 
ON-OFF with red light
OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 4 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 1000
CTN Size: 19.7X14.2X9.1”
CTN Weight: 28.6LB

Rocker Switch, ON-OFF 
with green light
OD (Current & Voltage Rating): 
6-10A/250-125V
Connector: 3 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Rocker Switch, ON-OFF 
with green light
OD (Current & Voltage Rating): 
20A/12V DC
Connector: 3 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Black Round ON-OFF 
Rocker Switch
OD (Current & Voltage Rating): 
6.5A-13A/250V-125V
Connector: 2 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Illuminated Round Rocker Switch
ON OFF with RED LIGHT
OD (Current & Voltage Rating): 
6-10A /250-125V
Connector: 6” Wire Terminal
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

White Illuminated Round Rocker 
Switch ON OFF with RED LIGHT
OD (Current & Voltage Rating): 
6-10A /250-125V
Connector: 6” Wire Terminal
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Square Black Rocker Switch ON-OFF
with 2 screw on terminals
OD (Current & Voltage Rating): 
13A/125V
Connector: 2 Screw on Terminals
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 16.1X12.2X10.2”
CTN Weight: 26.4LB

Push On Switch ON-OFF Square
Red Push Button
OD (Current & Voltage Rating): 3A/250V
Connector: 2 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Jumbo rocker Switch ON-OFF
with red light and white base
OD (Current & Voltage Rating): 
15-20A/125-250V
Connector: 4 Solder Terminals
PCS/CTN: 500

Mini Rocker Switch ON-OFF 
with Red light
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
PCS/CTN: 300

Rocker Switch, ON-OFF 
with yellow light
OD (Current & Voltage Rating): 
6-10A/250-125V
Connector: 3 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Rocker Switch, ON-OFF 
with yellow light
OD (Current & Voltage Rating): 
20A/12V DC
Connector: 3 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Rocker Switch, ON-OFF with red light
OD (Current & Voltage Rating): 
6-10A/250-125V
Connector: 3 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Rocker Switch, ON-OFF with red light
OD (Current & Voltage Rating): 
20A/12V DC
Connector: 3 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

NB-801
Mini Push ON-OFF red Round 
Push Button
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
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SWITCHES

NB-805

NB-809

NB-810Y

NB-914

NB-805BK

NB-810BL

NB-906

NB-932

NB-806

NB-810R

NB-911BK NB-912

NB-807

NB-810G

Push-On Switch Open, 
Red Push Button
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Oval Rocker Switch for coffee makers
ON-OFF with Red Light
OD (Current & Voltage Rating): 
6-10A/250V-125V
Connector: 3 Solder Terminals
Packing: 50pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 28.6LB

Lighted Chassis Mount Switch,
Round Yellow Push On
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag 
PCS/CTN: 2500

Chassis Mount Push On Switch
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
PCS/CTN: 1000

Black Push Button Switch 
Push On
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag 
PCS/CTN: 2500

Lighted Chassis Mount Switch, 
Round Blue Push On
OD (Current & Voltage Rating): 3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag 
PCS/CTN: 400

Lighted Red Rocker Switch ON-OFF
OD (Current & Voltage Rating): 
DC12V
Connector: 4 Solder Terminals
Packing: 100pcs/box  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Large Black Push On Switch, 
Screw Mounting
OD (Current & Voltage Rating): 
10-3A/12-30VDC
Connector: 2 Solder Terminals
PCS/CTN: 200

Mini Push Button Switch ON-OFF
with Mini Black Push Button
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag PCS/CTN: 5000
CTN Size: 15.4X13X10.2”
CTN Weight: 33LB

Lighted Chassis Mount Swith,
Round Red Push On
OD (Current & Voltage Rating): 3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag 
PCS/CTN: 500

Black Rocker Switch ON-OFF
OD (Current & Voltage Rating): 
20-15A/125-250V
Connector: 2 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 2000
CTN Size: 16.1X12.2X10.2”
CTN Weight: 26.4LB

Chassis Mount Red Push On Switch
OD (Current & Voltage Rating): 
2A/250V
Connector: 4 Solder Terminals
PCS/CTN: 1000

Black Push Button Switch Push On
OD (Current & Voltage Rating): 
3A/12V
Connector: 2 Solder Terminals
Packing: 25pcs/bag 
PCS/CTN: 1000

Lighted Chassis Mount Switch,
Round green Push On
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag 
PCS/CTN: 2000

NB-804
Mini Normaly closed push switch
with mini black push button
OD (Current & Voltage Rating): 
3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 5000
CTN Size: 15.4X13X10.2”
CTN Weight: 33LB

NB-803
Mini Push on Switch ON-OFF
with mini red push button
OD (Current & Voltage Rating): 3A/125V
Connector: 2 Solder Terminals
Packing: 25pcs/bag PCS/CTN: 5000
CTN Size: 15.4X13X10.2”
CTN Weight: 33LB
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SWITCHES

NB-96R

SW-800R

SW-850G

SW-1213G

SW-800B

SW-850R

SW-1214G

SW-800G

SW-850Y

SW-1215G

SW-850B

SW-1218G

Car light Rocker red light with 
white light symbol fog indicator
OD (Current & Voltage Rating): 
35A/12V
Connector: 4 Solder Terminals
PCS/CTN: 500

Game Machines Switch, large round
red push ON-ON button lighted.
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 100

Game Machines switch, round 
green push ON-ON button lighted.
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 300

Miniature Push Button Switch 
2 pins, Board Mountable
OD (Current & Voltage Rating): 
0.5/12V
Connector: 2 Inset Pins
Packing: 200pcs/bag
PCS/CTN: 6900

Game Machines switch, large round
blue push ON-ON button lighted
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 100

Game Machines switch, round 
red push ON-ON button lighted.
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 250

Miniature Push Button Switch 
4 Pins, Board Mountable
OD (Current & Voltage Rating): 
0.5A/12V
Connector: 4 Inset Pins
Packing: 100pcs/bag  PCS/CTN: 10000
CTN Size:14.5X14.5X7.9”
CTN Weight: 11lb

Game Machines switch, large round
green push ON-ON button lighted
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 100

Game Machines switch, round 
yellow push ON-ON button lighted.
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 300

Miniature Push Button Switch 2 Pins, 
Board Mountable
OD (Current & Voltage Rating): 
0.5A/24V
Connector: 2 Inset Pins
Packing: 100pcs/bag  PCS/CTN: 10000
CTN Size:14.5X14.5X7.9”
CTN Weight: 11lb

Game Machines switch, round 
blue push ON-ON button lighted
OD (Current & Voltage Rating): 
16A/250-125V
Connector: 3 Solder Terminals
PCS/CTN: 300

Miniature Push Button Switch
2 pins, Board Mountable.
OD (Current & Voltage Rating): 
0.5A/24V
Connector: 2 Inset Pins
Packing: 100pcs/bag  PCS/CTN: 10000
CTN Size: 14.5X14.5X7.9”

NB-94BL NB-95YW
Car Light Rocker Blue Light
with white light symbol
OD (Current & Voltage Rating): 35A/12V
Connector: 4 Solder Terminals
Packing: 25pcs/bag  PCS/CTN: 2500
CTN Size: 16.5X12.6X10.2”
CTN Weight: 33LB

Car Light Rocker Yellow Light 
with white light symbol
OD (Current & Voltage Rating): 
35A/12V
Connector: 4 Solder Terminals
PCS/CTN: 500
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Item Description Connectors Packing PCS/CTN CTN Size CTN Weight
B-4 Screw Type Universal Replacement Bulb 6V/4W Screw 100pcs/box 2000 15.3X11.8X9.1” 8.8LB

B-3-12V Replacement Type 12v/5W Bayonet 100pcs/box 1500 15.4X13X8.7” 6.6LB

B-4-12V Screw Type Universal Replacement Bulb 12V/3W Screw 100pcs/box 2000 15.3X11.8X9.1” 8.8LB

B-10 Replacement Bulb for Solder Gun 74B33, 
2.2V/0.25W Screw 100pcs/box 2000 15.3X11.8X9.1” 8.8LB

B-20 Sub Mini Bulb 6V 0.5mA with Solder Terminal Inster Pins 50pcs/bag 2000 11X8X7.1” 8.8LB

B-21 Sub Mini Bulb 12V (Clear with Solder Terminal) Inster Pins 50pcs/bag 2000 11X8X7.1” 8.8LB

B-21Y Sub Mini Bulb 12V (Clear with Solder Terminal) Inster Pins 25pcs/bag 5000 11X8X7.1” 8.8LB

B-22 Universal Replacement Base for Screw Type Bulbs 
with Solder Terminals Screw 50pcs/bag 3000 15.3X11.8X9.1” 8.8LB

B-24-1 Round Screw Type Bulb 1.5V 0.3V Screw 100pcs/box 3000 15.3X11.8X9.1” 8.8LB

B-4
B-20 B-21

B-3 B-24-1B-10 B-22

EIC-50 EIC-102 EIC-104-3 EIC-106 EIC-108

Descriptions
1 Terminal Strips Tie Point 

300, 2 Distribution Strips Tie 
Point 100, w/o plate

2 Terminal Strips Tie Point 
630, 2 Distribution Strips Tie 

Point 200, with aluminum 
plate

2 Terminal Strips Tie Point 
1260, 4 Distribution Strips Tie 

Point 400, w/o plate

3 Terminal Strips Tie Point 
1920, 5 Distribution Strips Tie 

Point 500, w/o plate

"4 Terminal Strips Tie 
Point 2560, 

Item Size 5.6 x 3 x 0.4" 8.5 x 3 x 0.4" 11,77 x 2 x 0.5" 12.8 x 8.26 x 0.5" 10.6 x 10 x 0.5" 

Packing 1pc/Blister 1pc/Blister 1pc/Blister 1pc/Blister 1pc/Blister

Item Weight 0.11 Lb 0.24 Lb 0.52 Lb 0.83 Lb 1.92 Lb

PCS/CTN 250pcs 150pcs 50pcs 25pcs 25pcs

CTN Size 24.8 x 10.2 x 9.8" 19.2 x 11.4 x 13.7" 18.1 x 11.6 x 14.1" 18.5 x 13.7 x 9.2" 18.8 x 13.7 x 11"

CTN WEIGHT 30.8 Lb 38.6 Lb 49.6 Lb 38.6 Lb 51.8 Lb

BREADBOARD
SOLDERLESS
BREADBOARD IDEAL FOR HIGHIDEAL FOR HIGH

FREQUENFREQUENCCY AND Y AND LLOW NOISEOW NOISE
CIRCUICIRCUITTSS

IDEAL FOR HIGH
FREQUENCY AND LOW NOISE

CIRCUITS

USED FOR CONFIGURATION OF ELECTRICAL 
CIRCUITS AND TEST PROJECTS

BULBS & BREADBOARD
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SAM-12 / SAM-12BK
12” Magnifying Lamp
SAM-12: Color White
SAM-12BK: Color Black

LUX-519
Headband Magnifier with Led Light
- 1.8x, 2.3x, 3.7, 4.8x
- Double Magnifying tool for closed work, 
Reading, Repair and more.

Power Consumption 22W

Lens Size 127mm

Size 50 x 8.3 x 0.98"

Packing Color box

Item Weight 3.9 Lb

PCS/CTN 6pcs

CTN Size 20.4 x 19.6 x 13.7"

CTN Weight 31.9 Lb

MAGNIFYING DESK LAMP 
WITH CLAMP
FEATURES
• This magnifier is great for doing precision 
work and as a low vision aid.
• The mounting clamp easily secures the 
magnifying lamp to the edge of your desk or 
work table.
• Spring balanced tension bars allow the lamp 
to adjust and lock into numerous positions.
• Ideal for work on jewelry, photography touch 
up and electronic installations.

HIGH QUALITY
PRODUCTS
PRODUCTOS DE
ALTA CALIDAD

MAGNIFYING TOOLS
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FA-112 FA-113HQ FA-114 FA-115

Descriptions DC 12V Fan Cooler, 7 Blades, Brush-
less

DC 24V Fan Cooler, 7 Blades, Brush-
less

DC 12V Fan Cooler, 7 Blades, Brush-
less Axial 110V Fan Cooler, 5 Blades

Operating Current 0.15 - 0.17A 0.10A 0.25A 0.15 - 0.16A

Material/Bearing Plastic Body/Sleeve Plastic Body Plastic Body Metal Body

Noise Level 36dB 36dB 35dB 37/38dB

Revolutions/Air 
Volume 2600RPM+-10% 2600RPM+-10% 2200RPM+-10% 2400RPM+-10%

Use

Power: 2.16W / Air Volume: 38CFM / 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Power: 2.40W / Air Volume: 38CFM / 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Power: 3.36W / Air Volume: 75CFM / 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Power: 15-16W / Air Volume: 60CFM / 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Packing Box Box Box Box

Item Size 3 x 3 x 1" 3 x 3 x 1" 4.7 x 4.7 x 1" 4.7 x 4.7 x 1"

PCS/CTN 100pcs 100pcs 100pcas 40pcs

FA-116 FA-117 FA-118 FA-119

Descriptions Axial 110V Fan Cooler, 5 Blades DC 12V Fan Cooler, 7 Blades, Brush-
less 220V/240V Fan Cooler DC 24V Fan Cooler, 7 Blades, Brush-

less

Operating Current 0.23 - 0.24A 0.34A 0.14A 0.18A

Material/Bearing Metal Body Plastic Body Plastic Body Plastic Body

Noise Level 42/46dB 38.5db 40db 35dB

Revolutions/Air 
Volume 2700RPM+-10% 2300RPM+-10% 2700RPM+-10% 2200RPM+-10%

Use

Power: 23 -26W / Air Volume: 90 - 
100CFM / Sleeve Bearing / Service 

life: 30000H. Cooling fan for desktop 
computer case. Keep computer 

working well

Power: 4.08W / Air Volume: 95CFM / 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Power: 17W / Air Volume: 65CFM/ 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Power: 3.96W / Air Volume: 75CFM / 
Sleeve Bearing / Service life: 30000H. 

Cooling fan for desktop computer 
case. Keep computer working well

Packing Box Box Box Box

Item Size 4.7 x 4.7 x 1.5" 4.7 x 4.7 x 1.5" 4.7 x 4.7 x 1.5" 4.7 x 4.7 x 1"

PCS/CTN 40pcs 40pcs 100pcs 100pcs

AXIAL FAN

AXIAL FAN
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ALARMS, SENSORS & TIMERS

Use

With This Alarm you  can choose anthitheft alarm or wel-
coming guest condition, Chime Doorbell is suitable for house, 
office, shops, hotels and factories etc. Auto infrared induction. 

Adjustable direction. The excellent function, ease to used.

Detection Range 6 m (max)

Power Supply 6V

Detection Angle 84 degree

Working 
Temperature 10_+40

Detection Motion 
Speed 1.5_2.0m/s

Use

With This Alarm you  can choose anthitheft alarm or wel-
coming guest condition, Chime Doorbell is suitable for house, 
office, shops, hotels and factories etc. Auto infrared induction. 

Adjustable direction. The excellent function, ease to used.

Detection Range 7 m (max)

Power Supply DC9V

Detection Angle 110 degree

Working 
Temperature 10_+40

Detection Motion 
Speed 1.5_2.0m/s

Use

This Mini Sensor Alarm adopts hight sensitivity detector, 
integrated circuit SMT technology. The wide detection range is 
made of up and down, left and right service field. It utilizes hu-

man motion infrared rays as control signal, when a human enter 
detection fields it will start ths sound system(dingdong, alarm)

Detection Range 8 m (max)

Power Supply DC9V

Detection Angle 60 degree

Working 
Temperature 10_+40

Detection Motion 
Speed 0.6_1.5m/s

Switch State Alarm/OFF/Dingdong

Alarm Time Delay 15 seconds

Alarm Volume >60db

SC-503

SC-502

SC-501

Wireless Alarm Doorbell

Wireless Alarm Doorbell

Mini Sensor Alarm
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ALARMS, SENSORS & TIMERS

Use

This Waterproof Solar Sensor Light made of hight quality ABS plastic material, it is 
durable and study in use. With bright bean of light, long distance irradiation and hight 
efficient illuminance. It features compact and delicate,  apperance, so you can install 

easily, it doesn’t need wiring. Working time 10Hrs. and light brihter motion 15/30 
seconds when human presence is detected, screw mount.

Detection Range 3-5m

Battery 1X3.7V 1200mAH, size:18650 Lithium Battery

Detection Angle PIR motion sensor, Wide angle detection 120 degree

LED High luminance 20pcs 2835 SMD, White/Warm White

Solar Panel 5.5V 90mA/0.55W

Lumens 150-200LM

Operating Mode 1 Different Lighting Mode

Switch TouchPad technology. Operating mode OFF/ON

Use

This Waterproof Solar Sensor Light made of hight quality ABS plastic 
material, it is durable and study in use. With bright bean of light, long 

distance irradiation and hight efficient illuminance. It features compact 
and delicate,  apperance, so you can install easily, it doesn’t need wir-
ing. Working time 10Hrs. and light brihter motion 15/30 seconds when 

human presence is detected, screw mount.

Detection Range 8-10m

Battery 1X3.7V 1200mAH, size:18650 Lithium Battery

Detection Angle PIR motion sensor, Wide angle detection 120 degree

LED High luminance 34pcs 2835 SMD, White/Warm White

Solar Panel 5.5V 90mA/0.55W

Lumens 400-450LM

Operating Mode 3 Different Lighting Mode

Switch TouchPad technology. Operating mode OFF/ON (1)(2)(3)

Use

This Super Bright with SMD LED 2X3W Bulbs Lighting 
instrument, is equipped with full automatic charge/discharge 
funtion. Simple and reliable. When the red LED illuminates 

this confirm the unit is properly charging.  Single Light work-
ing time 6 hour, Twin Lights 3 hours with a 6V4A Battery

Power Supply AC85/265V

SEL-009

SEL-010

SC-110LED

Solar Motion Sensor Light

Solar Motion Sensor Light

Automatic Emergency Lamp

SUPER BRIGHT
SMD LED 2x3W
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SC-804D

Weekly Digital Timer 2200W
INDOOR USE ONLY (1) Esure the timer was disconnected 
with power. (2)Setting programs base on you wanted 
work time. (3) Setting the currnt time saw the time arrow. 
(4) Plug into the home applience (5) Timer will be begin to 
work by pressind AUTO/ON/OFF

SC-801 SC-802

Weekly Digital Timer 1800W
INDOOR USE ONLY, Effective with any electrical 
device. Timer turns your devices on and off with an 
easily programmable. Just push down the pins(en-
suring all pins are pulled up first) each representinga 
30-minute interval, for the time you want your 
electrical device to stay on Automates fans, lamps or 
seasonal decorative, holiday & Christmas lighting

Weekly Digital Timer 2200W
INDOOR USE ONLY, Effective with any electrical de-
vice. Timer turns your devices on and off with an easily 
programmable. Just push down the pins(ensuring all 
pins are pulled up first) each representinga 30-minute 
interval, for the time you want your electrical device to 
stay on Automates fans, lamps or seasonal decorative, 
holiday & Christmas lighting

00:00

R

MIND EL

CLOCKP ROGM ODE

HOURWEEK

00

7days
7días3800W

2200W1800W

ALARMS, SENSORS & TIMERS

Use

Inflared Motion Sensor-Indoor/
Outdoor, turns lights on at night 
when inflared is activated, max 
load 1200w incandescent, 180 
degree detection up to 12m, 

variable daylight and time on.

SC-505
infrared Stanalone Sensor

RANGO DE DISTANCIA
DISTANCE RANGE

12M
WATER PROOF

180º
DETECTION RANGE
RANGO DE DETECCIÓN
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INSULATION WRAPS

221 F (105 C)
to/á
0 F (-18 C)

ET-12UL
Insulating Electrical Tape

Material Vinyl

Color Black

Use
Flame retardant, cold and sunlight resistant. 

Suitable for use at not more than 600V and not 
more than 176 F (80 C). 

Packing 60FT/10 Rolls

Item Size 19mm x 18 m x 0.18mm

Description Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing

Material Polymer Polymer Polymer Polymer

Color Black Black Black Black

Meters 200 200 200 100

Description Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing Thin Wall Heat Shrink tubing

Material Polymer Polymer Polymer Polymer Polymer

Color Black Black Black Black Black

Meters 100 100 100 100 100

RSFR-H1.5BK RSFR-H3.0BK RSFR-H4.0BK RSFR-H5.0BK

RSFR-H6.0BK RSFR-H7.0BK RSFR-H8.0BK RSFR-H9.0BK RSFR-H10.0BK
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VZ-VOX152P VZ-VOX215PVZ-VOX182P

INTRODUCING

DESCRIPTION 18” Passive Compact Subwoofer "15″ Passive 2-Way Passive Loudspeaker System" 2 x 15″ Passive Compact 3-Way Loudspeaker

SYSTEM Passive Subwoofer 2 Way Passive Louderspeaker 3 Way Passive Lauderspeaker

Program Power 400W 400W 1000W

Peak Power 800W 800W 2000W

Impedance 8  Ohm(Passive) 8  Ohm(Passive) 4  Ohm(Passive)

Connectors Speakon,1/4" binding post Speakon,1/4" binding post Speakon,1/4" binding post 

LF Transducer 18" 3"VC, 120 oz Magnet 15" 3" VC, 60 oz Magnet 15" 2.5"VC, 50 oz Magnet

HF Driver -- 34 mm 44 mm

Compression 
Driver -- Titanium VC Titanium VC

Max SPL/1M (calc) 143 dB           135 dB 139 dB

Frequency Re-
sponse 38Hz-120KHz 38Hz-18KHz 45Hz-18KHz

Sensitivity 98 dB+-2 dB 98 dB+-2 dB 96 Db+-2 dB

Material Carpet covered wood Carpet covered wood Carpet covered wood

VOX SERIES

VOX SERIES
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VZ-VOX152AVZ-VOX182A

INTRODUCING

DESCRIPTION "18” Active Subwoofer" 15" Active System

SYSTEM Active Subwoofer 2 Way Active System

Program Power 1500W 800W

Peak Power 3000W 1600W

Impedance 8 Ohm 8 Ohm

Mic. Input XLR, 1,4” XLR, 1,4"

Connectors Speakon,1/4" binding post RCA, 1/4" 

LF Transducer 18", 3" VC, 120 oz Magnet 15", 4"VC, 60 oz Magnet

HF Driver -- 44 mm

Compression Driver -- Titanium VC

Max SPL/1M (calc) 138 dB 135 dB

Frequency Response 38Hz-120KHz 45Hz-18KHz

Sensitivity 98 dB+-2 dB 96 dB +-2 dB

Connection -- USB, FM,  BT, Control Remote 

Material Painted Plywood Painted Plywood

VOX ACTIVE SERIES

BOX SERIES
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VZ-E1880 VZ-E1550 VZ-E2580D VZ-E5100D

INTRODUCING

DESCRIPTION
"18″ Compact Passive Subwoofer 
Integrated Pole Mount and Light 

Weight"

"2 Way 15"" Passsive Speaker 
Enclosure" 3 Way Dual 15” Passive System 3 WaY 15" Passive Double Speaker

Program Power 800W 400W 1500W 900W

Peak Power 1600W 800W 1500W 1800W

Impedance 8 Ohms 8 Ohms 8 Ohms 8 Ohms

Connectors Speakon,1/4" binding post Speakon,1/4" binding post  Speakon,1/4” binding post Speakon,  1/4"

LF Transducer 18" 3"VC, 60oz Magnet 15", 2.5VC, 50 oz Magnet 15”, 2VC, 40 oz Magnet 15", 2.5VC, 50oz Magnet

HF Driver -- Titanium VC Piezo Titanium VC

Compression 
Driver -- 34 mm 25 mm 34 mm

Max SPL/1M (calc) 135 dB 133 dB 125 dB 138 dB

Frequency Re-
sponse 40 Hz- 20 KHz 40 Hz- 20 KHz 40 Hz- 20 KHz 38 Hz - 120 KHz

Sensitivity 96 dB +-2 dB 96 dB 99 dB 98 dB

Material Carpet Covered Engineered Wood Carpet Covered Engineered Wood Carpet Covered Engineered Wood Carpet Covered Engineered Wood

E-SERIES

E-SERIES



154 WWW.VOYZUSA.COM l MIAMI • USA

Description Portable Karaoke System, USB, FM Radio, Bluetooth

Amplfier Class AB

Peak Power 2000W Max

Crossover 2.6KHz

Use Pair with Smatphone, Tablets and Laptops

Packing Content 2 Stand, 2 Speaker Boxes (1 Active, 1 Passive), 2 
Wireless Microphones VHF (30 M) & 1 cable speakon

Woofer 15"(381mm) Speaker

Tweeter 1" (25mm)

Mic. Imput 1/4" Jack/XLR

Line Imput / output RCA

Power Supply AC 110V-220V

Equalizer 2 Bands EQ

VZ-HLKIT415
Portable Karaoke System

PORTABLE SPEAKER SYSTEM

Description 2 Way 15” Active Speaker, USB, FM Radio, Bluetooth

Amplfier Class AB

Peak Power 1500W Max

Crossover 2.6KHz

Use Pair with Smatphone, Tablets and Laptops

Packing Content Pair with Smatphone, Tablets and Laptops
1 Stand, 1 Speaker Box, 1 Wireless Microphones VHF(30 Meters) 

Woofer 15”(381mm) Speaker

Tweeter 1” (25mm) Phonolic

Mic. Imput 1/4” Jack/XLR

Line Imput / output RCA

Power Supply AC 110V-220V

Equalizer 2 Bands EQ

VZ-HLKIT416
Portable Karaoke System

2000
WATTS TWS

1500
WATTS TWS
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PORTABLE SPEAKER SYSTEM

Description Supreme DJ Kit System 2 Way Full Range, USB, FM 
Radio, Bluetooth

Peak Power 2000 W

Frequency 
Response 35 Hz-18KHz

Use Pair with Smatphone, Tablets and Laptops

Packing Content 1 Stand, 1 Speaker Box, 1 Wireless Dynamic Micro-
phone (30 Meters), Remote Control

Sensitivity 97 db @ 1W/m

Max Sound 
Pressure level 126 dB

Woofer Impedance 8 Ohms

Woofer Diameter 15" (381mm)

Compression 
Driver Impedance 8 Ohms

Horn 90" x 50"

Power Supply 110V-220V

Description DJ speaker System 2 Way Full Range, USB, FM 
Radio, Bluetooh

Peak Power 2500 W

Frequency 
Response 35 Hz-18KHz

Use Pair with Smatphone, Tablets and Laptops

Packing Content
2 Stand, 2 Speaker Box (1 Active, 1 Passive), 

Speakon Extension Cord 20 Ft. 1 Wireless Dynamic 
Microphone (30 Meters), Remote Control

Sensitivity 97 db @ 1W/m

Max Sound 
Pressure level 126 dB

Woofer Impedance 8 Ohms

Woofer Diameter 15" (381mm)

Compression 
Driver Impedance 8 Ohms

Horn 90" x 50"

Power Supply 110V-220V

VZ-DJKIT616S
DJ Kit System

VZ-DJKIT616
Supreme DJ Kit System

2000
WATTS

2500
WATTS TWS

TWS
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3-WAY DUAL 15” PASSIVE SYSTEM

Description Portable 2 Way 15" Active Speaker, Built-in Handle 
with Weels, USB, FM Radio, Bluetooth, mp3.

Amplfier Class AB

Power 1000W Max

Crossover 2.6KHz

Use Pair with Smatphone, Tablets and Laptops

Packing Content 1 Stand, 1 Speaker Box, 2 Wireless Microphones(30 
Meters) and Rechargeable 12V 7AH Battery

Woofer 15"(381mm) Speaker

Tweeter 1" (25mm)

Mic. Imput 1/4" Jack/XLR

Line Imput / output RCA

Power Supply AC 110V-220V

Equalizer 5 Bands EQ

VZ-AB515-P
Rechargeable Portable Karaoke System

Description 2 Way 15" Active Speaker, Karaoke System. Rechargeable mul-
ticolor, Blue Led Light, MP3, USB, SD,TWS,FM, Remote Control

Amplfier Class D

Peak Power 1200W Max

Use Pair with Smatphone, Tablets and Laptops

Packing Content 1 Speaker Box, 1 Stand, 1 Wireless 
Microphone and Remote Control.

Woofer 15"(381mm) VC 38.5mm

Tweeter 1" Piezo

Mic. Imput 1/4" Jack
Line Imput / output RCA 1/4" Aux.

Power Supply AC 110V-220V

Equalizer 2 Bands EQ

Battery 12V 4.5Ah

VZ-HLKIT313-P
Rechargeable Portable Karaoke System

PORTABLE SPEAKER SYSTEM

LIGHT

WITH BATTERY

WITH BATTERY

TWS1200
WATTS

1000
WATTS TWS
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Description DJ Party Portable 2 Way 8" Active Speakers, Built-in 
Handle with Weels, USB, FM Radio, Bluetooth, Recording

Amplfier With Rhythm LED Cool Light, Bass/Treble/ Mic. Priority, 
Echo.

Power 650W Max

Use Pair with Smatphone, Tablets and Laptops

Packing Content 1 Speaker, 2 Microfones, Remote Control, Power Cable

Woofer Two 8"  Speakers 

Tweeter 2"

Mic. Imput 2

Line Imput / output USB / TF

Power Supply AC & DC Play, 100-240v/50-60Hz.

Equalizer Remote 5 Bands EQ

Battery  Lead Acid 12V/5A

Description
Portable Speaker system rechargeable battery 
up to 6h of music, microphone input for public 

Speaking, karaoke, echo effect.

Imput AC100 - 240V / 60-50 Hz

Battery Capacity 12V, 3Ah

Power 100W

Use Pair with Smartphone, Tablets and laptops

Material Plastic and Metal 

Woofer Magnet 30 oz

Voice Coil 1” (25mm) KSV

Frequency
Response 93 dB (+/-3dB)

Tweeter 25mm Driver

Item Size 31x41.8x21.3 cm

Item Weight 17.6 lbs (8kg)

VZ-AB2X8
DJ Party Portable Rechargeable

VZ-AB6
6.5” Portable Speaker System

BLUETOOTH SPEAKERS

LIGHT

TWS100
WATTS

650
WATTS TWS
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VZ-EAB15300
3 Way 2x15” Active speaker enclosure

Description 3 Way 2X15" Active Speaker Enclosure, USB, FM Radio, Bluetooth, MP3, Cooling 
Fan on the Heatsink / Remote Control / Wheells for Easy Transportation

Material Solid Polypropylene

LF Transducer 15" 2.5"VC, 60 oz Magnet

HF Driver 44 mm Compression Driver

Use Pair with Smatphone, Tablets and Laptops

Input Connections XLR, 1/4" RCA

Peak Power 3000W

Equalizer 5 Bands

Frequency 
Response 45Kz-20KHz

Sensitivity 98 db +- 2 dB

Max. SPL/1m 
(calc) 133 Db

Nominal Coverage 90 X 50

Nominal Imped-
ance (Passive) 8 Ohms

Power Supply 110V/220V

Speaker Out 1

ACTIVE SPEAKER BOXES

TWS3000
WATTS
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VZ-AB608UBEQRFP
Active 8” 2 Way Loudspeaker

VZ-AB610UBEQRFP
Active 10” 2 Way Loudspeaker

VZ-AB612UBEQRFP
Active 12” 2 Way Loudspeaker

VZ-AB615UBEQRFP
Active 15” 2 Way Loudspeaker

Description

"8″ Active 2-Way Full Range 
Loudspeaker 

LCD, USB, SD, FM, Remote Con-
trol(Exclusive Design, and 2 band 
EQ (Volume Mic. Independent)"

"10″ Active 2-Way Full Range 
Loudspeaker 

LCD, USB, SD, FM, Remote Control(-
Exclusive Design, and 2 band EQ 

(Volume Mic. Independent)"

"12″ Active 2-Way Full Range 
Loudspeaker 

LCD, USB, SD, FM, Remote Con-
trol(Exclusive Design, and 2 band 
EQ (Volume Mic. Independent)"

"15″ Active 2-Way Full Range 
Loudspeaker 

LCD, USB, SD, FM, Remote Control(-
Exclusive Design, and 2 band EQ 

(Volume Mic. Independent)"

Material Solid polypropylene Solid polypropylene Solid polypropylene Solid polypropylene

LF Transducer 8" 2.5VC, 30oz Magnet 10" 2.5VC, 40oz Magnet 12" 2.5VC, 50oz Magnet 15" 2.5VC, 60oz Magnet

HF Driver 25mm,Compression Driver, 
Titanium VC

25mm,Compression Driver, Titanium 
VC

34mm,Compression Driver, 
Titanium VC

44mm,Compression Driver, Titanium 
VC

Use Pair with Smatphone, Tablets and 
Laptops

Pair with Smatphone, Tablets and 
Laptops

Pair with Smatphone, Tablets and 
Laptops

Pair with Smatphone, Tablets and 
Laptops

Input Connections XLR, 1/4", RCA XLR, 1/4", RCA XLR, 1/4", RCA XLR, 1/4", RCA

Program Power 200W 300W 400W 500W

Peak Power 400W 650W 800W 1000W

Frequency Re-
sponse 120Hz - 18 KHz 65Hz - 18 KHz 50Hz - 18 KHz 40Hz - 18 KHz

Sensitivity 92 dB +/-2dB  92 dB +/- 2dB 97 dB +/- 2dB 98 dB +/- 2dB

Active Input 8 Ohms 8 Ohms 8 Ohms 8 Ohms

Mic. Input XLR, 1/4" XLR, 1/4" XLR, 1/4" XLR, 1/4"

Max. SPL/1m 
(calc) 100 dB 105 dB 126 dB 130 dB

Nominal Coverage 90 x 50 90 x 50 90 x 50 90 x 50

Nominal Imped-
ance 8 Ohms 8 Ohms 8 Ohms 8 Ohms

Power Supply 110V/220V 110V/220V 110V/220V 110V/220V

ACTIVE SPEAKER BOXES

TWS
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- Power-On and signal input LED indicator
- Clip Limited circuitry with LED indicator
- Passive heat sink with heat sensitive 
variable speed auto turn-on fan for cooling
- Subwoofer level adjustment
- Built-in duty carrying handle
- Built-in pole mount socket
-Heavy Duty MDF cabinet, black painted

Description 18” Active Subwoofer

Amplfier Class AB

Power 2400W

Magnet 125 oz

Impedance 4/8 Ohms

Frequency 
Response 38Hz - 125KHz

Sensitivity 99dB ( ±/- 2dB)

Dimensions 26.5” x 22” x 24.25”

Weight 84Lbs

Voice Coil 4” TSV

Material Heavy duty MDF cabinet, black painted

VZ-PR18A
Portable Karaoke System

SPECIFICATIONS
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Description Class H Amplifier and Analog Transformer Power Supply

Stereo Power  8 2x600 2x900 2x1200

Stereo Power 4 2x800 2x1200 2x1500

BLT 8 1200W 1800W 2400W

BLT 4 2500W 3500W 5000W

Frequency re-
sponse 20Hz-20Hz 0.3dB 20Hz-20Hz 0.3dB 20Hz-20Hz 0.3dB

THD+N <0.05% @ 8 1 KHz 1" (25mm) KVS 1" (25mm) KVS

S/N Ratio >80dB >80dB >80dB

Slew Ratio 13V/Us 13V/Us 13V/Us

Damping Factor >200 >200 >200

Output Circuitry Class H Class H Class H 

Crosstalk >70dB @ 8 1 KHz >70dB @ 8 1 KHz >70dB @ 8 1 KHz

Input Impedance 20K (Balnce) / 10K (Unbalance) 20K (Balnce) / 10K (Unbalance) 20K (Balnce) / 10K (Unbalance)

Input Sensitivity 0.775V/1.0/1.4V 0.775V/1.0/1.4V 0.775V/1.0/1.4V

Protect DC Safeguard / Out Overloading / Chancroid Sgardup / Boot-Strap Short Test

VZ-PRO2500 VZ-PRO3500 VZ-PRO5000

POWER AMPLIFIER

POWER AMPLIFIER
AMPLIFICADOR DE PODER
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DESCRIPTION

"Hybrid Digital Receiver Amplifier. 
* AM / FM Radio 

* Wireless Music Stream. 
* USB / MMC  Playback 
* Wireless Microphone"

"Hybrid Digital Receiver Amplifier. 
* AM / FM Radio 

* Wireless Music Stream. 
* USB / MMC  Playback 
* Wireless Microphone"

Output Power 3500 Watts 5000 Watts

Inputs "RCA (2 Audio Sources) 
Ipod / MP3"

"RCA (2 Audio Sources) 
Ipod / MP3"

Outputs Banana Binding Post Banana Binding Post

Output
"1 RCA Dedicated for Record Line. 

2 Mono RCA Dedicated for Subwoofer. 
1 RCA Dedicated for Preamp"

"1 RCA Dedicated for Record Line. 
2 Mono RCA Dedicated for Subwoofer. 

1 RCA Dedicated for Preamp"

Controls Separate Gain Control for Preamp and Subwoofer Separate Gain Control for Preamp and Subwoofer

Display Digital Fluorescent Output Digital Meters Digital Fluorescent Output Digital Meters

Funtion USB Reader USB Reader

Brackets 19 " Removable Rack-Mount 19 " Removable Rack-Mount

Dimensions 19" (W) X 3.5" (H) X 13.2" (D) 19" (W) X 3.5" (H) X 13.2" (D)

Weight 17 Lbs 19 Lbs

Power "110 - 220 V (Switchable) 
115 / 230 V AV."

"110 - 220 V (Switchable) 
115 / 230 V AV."

Tuner AM / FM Quartz Synthesizer AM / FM Quartz Synthesizer 

Radio Station 
Storage 100 Auto Seek and Store Stations 100 Auto Seek and Store Stations

Remote Full Function Remote Control Full Function Remote Control

VZ-PA5000VZ-PA3500

POWER AMPLIFIER

HYBRID AMPLIFIERS 
WITH DSP AND WIRELESS MICROPHONE
AMPLIFICADOR HÍBRIDO CON DSP Y MICRÓFONO INALÁMBRICO
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PROFESSIONAL POWERED MIXERS

DESCRIPTION "6 channel powered cabinet mixer with USB+SD+LCD PLAYER" "8 channel powered cabinet mixer with USB+SD+LCD PLAYER "

MATERIAL Vinyl Covered Engineered wood Vinyl Covered Engineered wood

Rated Power 75W per Channels at 8 Ohms & 150W at 4 Ohms 100W per Channels at 8 Ohms & 200W at 4 Ohms

Microphone Pre-Amp 6 Premium Voyz Mic-Pre- Amp wIth 48 Phantom Power & TRS 
Inserts

8 Premium VOYZ Mic-Pre- Amp wIth 48 Phantom Power & TRS 
Inserts

USB Digital Assignable USB Digital I/O & SD Card with Graphic Display Assignable USB Digital I/O & sd Card with Graphic Display

Imputs Mic. Input Connectors Mic. Input Connectors

Freq. Response 20Kz - 20 KHz + 1dB - 3dB at 1W Output 20Kz - 20 KHz + 1dB - 3dB at 1W Output

EQ. Bands 7 Bands Stereo Graphic Equalizer +/- 12dB, 60Hz - 16 KHz 7 Bands Stereo Graphic Equalizer +/- 12dB, 60Hz - 16 KHz

Digital Effects Assignable USB Digital I/O & SD Card with Graphic Display Assignable USB Digital I/O & SD Card with Graphic Display

Power Requirements AC-110V/220V AC-110V/220V

VZ-608BU VZ-890BU

VZ-890BU

VZ-608BU
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DESCRIPTION “12 channel powered cabinet mixer with USB+SD+LCD 
PLAYER “

MATERIAL Vinyl Covered Engineered wood

Rated Power 2500W x2 @ 4Ohms - 1900W x2 @ 8Ohms - 5000W x 1 @ 
8Ohms

Microphone Pre-
Amp

12 Premium VOYZ Mic-Pre- Amp wIth 48 Phantom Power & 
TRS Inserts

USB Digital Assignable USB Digital I/O & sd Card with Graphic Display

Imputs Mic. Input Connectors

Freq. Response 20Kz - 20 KHz + 1dB - 3dB at 1W Output

EQ. Bands 7 Bands Stereo Graphic Equalizer +/- 12dB, 60Hz - 16 KHz

Digital Effects Assignable USB Digital I/O & SD Card with Graphic Display

Power Require-
ments AC-110V/220V

VZ-1012USB

PROFESSIONAL POWERED MIXERS

12 CHANNEL
5000W

SPECIFICATION | ESPECIFICACIONES

• RMS Power Output: 
2500W x 2 @ 4 Ohm - 1900W x 2 @ 8 Ohm - 5000W x 1 @ 8 Ohm
• 1 USB/SD input
• Built-in Bluetooth playback
• Studio-grade stereo FX processor with 16 presets including 
chorus, plate, delay, chorus, cathedral and various multi-effects
• 8 high-quality mic preamps with switchable +48 V 
  for condenser microphones
• 3-Band EQ (high, mid, low) per channel
• Pad Switch on each Mono Channel
• Clip LEDs on each Mono Channel
• Dual Stereo 7-band Graphic EQ allows for precise 
frequency correction of monitor and main outputs
• Selectable stereo (main L/R), double mono (main/monitor) 
or bridged mono amplifier operation mode
• Monitor Level Knob with 5 LED Level Meter
• Main Level Knob with 2 x 5 LED Level Meter
• Dual 1/4" Stereo and Dual RCA Aux Input with Independent 
Level Knob for External Signal Sources
• Internal switch-mode power supply, noise-free audio, superior 
transient response and very low power consumption
• Dual Speak-ON jacks for Monitor Output
• Dual Fan vent Cooling System
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PROFESSIONAL MIXING CONSOLES

VZ-MX4-UBDFX

VZ-MX7-UBDFX

Description 4 Channels Mixing Console with Bluetooth, 
USB, MP3

Material White Painted Metal

Input 4 Channels Balanced Microphones Inputs

Channels 3Band Eq.Equalizer Per Channels

Processor Built-In Digital Multi-Effect Processor

Power Supply 48 V Phantom Power Supply

USB Player Built-in High-Quality USB Player

Fader 60mm High Level Analysis Fader

Description 7 Channels Mixing Console with Bluetooth, 
USB, MP3

Material White Painted Metal

Input 7 Channels Balanced Microphones Inputs

Channels 3Band Eq.Equalizer Per Channels

Processor Built-In Digital Multi-Effect Processor

Power Supply 48 V Phantom Power Supply

USB Player Built-in High-Quality USB Player

Fader 60mm High Level Analysis Fader
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Description On-Board Processors, SPX, Algorithm, 6 Programs / 6 Channel 
Mixing Console

Material Metal

I/O Phanton Power 48V

Input Channels Mono (Mic/Line) 2 / Stereo (Line ) 2

Output Channels Stereo Out 2 / Phones 1

Bus Stereo: 1

Input Channel 
Function

PAD: 26 Db (Mono) / HPF: 80 Hz, 12 dB / Oct (Mono) / EQ HIGH: 
(Mono) Gain: + 15 db / - 15 dB, Frequency: 10KHz Shelving / EQ 
LOW (Mono) Gain: + 15dB / -15 dB, Frequency: 100Hz Shelving 
/ PEAK LED: LED Turns on When Post EQ Siganal Reaches 3 dB 

Below Clipping Level Meter 2 x 7 Segment Meter (Peak, + 6, + 3, 
0, - 3, - 10, - 20 dB)

Power 
Requirements DC12V / 1.0A, Cable Length: 1.8 Meter, AC 120V or Equivalent

Power 
Consumption 12 W

Description On-Board Processors, High-Grade Effects SPX with , 24 Pro-
grams / 10 Channel Mixing Console

Material Metal 

I/O Digital I/O USB Audio Class 2.0 Compliant / Sampling Frequen-
cy, Max 192 KHz / Bit Deph, 24 Bit / Phantom Power 48V

Input Channels Mono (Mic/Line) 4 / Stereo (Line ) 3

Output Channels Stereo Out 2 / Monitor Out 1 / Aux Send 1 / Phones 1

Bus Stereo: 1 Aux: (FX) 1

Input Channel 
Function

PAD: 26 dB (Mono) / COMP: 1 Knob Compressor, Threshold: + 
22 dBu to - 8 dBu, Ratio: 1:1 to 4.1, Output Level: 0 dB, Attack 

Time approx. 25 msec, ReleaseTime: Aprox. 300 msec / HPF: 80 
Hz, 12 dB / Oct (Mono) / EQ HIGH Gain: (Mono) Gain: + 15 db 

/ - 15 dB, Frequency: 10KHz Shelving / EQ. MED. Gain + 15 dB / 
- 15 dB, Frequency: 2.5 KHz Peak / EQ LOW GAIN (Mono) Gain: 
+ 15dB / -15 dB, Frequency: 100Hz Shelving / PEAK LED: LED 
Turns on When Post EQ Siganal Reaches 3 dB Below Clipping 
Level Meter 2 x 7 Segment Meter (Peak, + 6, + 3, 0, - 3, - 10, 

- 20 dB)

Power 
Requirements DC12V / 1.0A, Cable Length: 1.8 Meter, AC 120V or Equivalent

Power 
Consumption 22.9 W 

VZ-MPRO6XU

VZ-MPRO10XU

PROFESSIONAL MIXING CONSOLES
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Description
On-Board Processors, SPX, Algorithm, 24 Programs / Parameter 

Control, 1 Foot SW-1 (FX RTN CH on/off) 12 Channel Mixing 
Console

Material Metal

I/O Digital I/O USB Audio Class 2.0 Compliant / Sampling Frequen-
cy, Max 192 KHz / Bit Deph, 24 Bit / Phantom Power 48V

Input Channels Mono (Mic/Line) 4 / Stereo (Line ) 2

Output Channels Stereo Out 2 / Monitor Out 1 / Aux Send 1 / Group Out 2 / 
Phones 1

Bus Stereo 1, Group: 2, Aux: 2, (incl FX)

Input Channel 
Function

PAD: 26 dB (Mono) / COMP: 1 Knob Compressor, Threshold: + 
22 dBu to - 8 dBu, Ratio: 1:1 to 4.1, Output Level: 0 dB, Attack 

Time approx. 25 msec, ReleaseTime: Aprox. 300 msec / HPF: 80 
Hz, 12 dB / Oct (Mono) / EQ HIGH Gain: (Mono) Gain: + 15 db 

/ - 15 dB, Frequency: 10KHz Shelving / EQ. MED. Gain + 15 dB / 
- 15 dB, Frequency: 2.5 KHz Peak / EQ LOW GAIN (Mono) Gain: 
+ 15dB / -15 dB, Frequency: 100Hz Shelving / PEAK LED: LED 
Turns on When Post EQ Siganal Reaches 3 dB Below Clipping 

Level Meter 2 x 12 Segment LED Meter (Peak, + 10 + 6, + 3, 0, - 
3, - 10, -15, - 20, - 25, - 30 dB)

Power 
Requirements AC 100/240V 50/60Hz

Power 
Consumption 22 W

Description
On-Board Processors, SPX, Algorithm, 24 Programs / Parameter 

Control, 1 Foot SW-1 (FX RTN CH on/off) 16 Channel Mixing 
Console

Material Metal

I/O Digital I/O USB Audio Class 2.0 Compliant / Sampling Frequen-
cy, Max 192 KHz / Bit Deph, 24 Bit / Phantom Power 48V

Input Channels Mono (Mic/Line) 8 / Stereo (Line ) 2

Output Channels Stereo Out 2 / Monitor Out 1 / Aux Send 1 / Group Out 2 / 
Phones 1

Bus Stereo 1, Group: 2, Aux: 2, (incl FX)

Input Channel 
Function

PAD: 26 dB (Mono) / COMP: 1 Knob Compressor, Threshold: + 
22 dBu to - 8 dBu, Ratio: 1:1 to 4.1, Output Level: 0 dB to 7 dB, 
Attack Time approx. 25 msec, ReleaseTime: Approx. 300 msec 
/ HPF: 80 Hz, 12 dB / Oct (Mono/Stereo: MIC. Only) / EQ HIGH 
Gain: (Mono) Gain: + 15 db / - 15 dB, Frequency: 10 KHz Shelv-
ing / EQ. MED. Gain + 15 dB / - 15 dB, Frequency: 2.5 KHz Peak 
/ EQ LOW Gain: + 15dB / -15 dB, Frequency: 2.5 KHz Shelving 
/ PEAK LED: LED Turns on When Post EQ Signal Reaches 3 dB 

Below Clipping Level Meter 2 x 12 Segment LED Meter (Peak, + 
10 + 6, + 3, 0, - 3, - 10, -15, - 20, - 25, - 30 dB)

Power 
Requirements AC 100/240V 50/60Hz

Power 
Consumption 30 W

VZ-MPRO12XU

VZ-MPRO16XU

PROFESSIONAL MIXING CONSOLES
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Description
On-Board Processors, SPX, Algorithm, 24 Programs / 

Parameter Control, 1 Foot SW-1 (FX RTN CH on/off) 20 
Channel Mixing Console

Material Metal

I/O
Digital I/O USB Audio Class 2.0 Compliant / Sampling 
Frequency, Max 192 KHz / Bit Deph, 24 Bit / Phantom 

Power 48V

Input 
Channels Mono (Mic/Line) 12 / Stereo (Line ) 4

Output 
Channels Stereo Out 2 / Monitor Out 1 / Aux Send 4  / Phones 1

Bus Stereo 1, Group: 4, Aux: 4, (incl FX)

Input Channel 
Function

PAD: 26 dB (Mono) / COMP: 1 Knob Compressor, Thresh-
old: + 22 dBu to - 8 dBu, Ratio: 1:1 to 4.1, Output Level: 0 
dB to 7 dB, Attack Time approx. 25 msec, ReleaseTime: 

Approx. 300 msec / HPF: 80 Hz, 12 dB / Oct (Mono/Stereo: 
MIC. Only) / EQ HIGH Gain: (Mono) Gain: + 15 db / - 15 dB, 
Frequency: 10 KHz Shelving / EQ. MED. Gain + 15 dB / - 15 
dB, Frequency: 2.5 KHz Peak / EQ LOW Gain: + 15dB / -15 

dB, Frequency: 100 KHz Shelving / PEAK LED: LED Turns on 
When Post EQ Signal Reaches 3 dB Below Clipping Level 
Meter 2 x 12 Segment LED Meter (Peak, + 10 + 6, + 3, 0, - 

3, - 10, -15, - 20, - 25, - 30 dB)

Power 
Requirements AC 100/240V 50/60Hz

Power 
Consumption 36 W

VZ-MPRO20XU

PROFESSIONAL MIXING CONSOLES
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Description High Quality Unidirectional Microphone Black High Quality Unidirectional Microphone Blue High Quality Unidirectional Microphone Green

Features

"Suitable for: Salesman, Church, DJ'S, PA 
System 

Body: Plastic 
Control:  On-Off for Vocal and Singing Use"

"Suitable for: Salesman, Church, DJ'S, PA 
System 

Body:  Plastic 
Control:  On-Off for Vocal and Singing Use"

"Suitable for: Salesman, Church, DJ'S, PA 
System 

Body:  Plastic 
Control:  On-Off for Vocal and Singing Use"

Specifications

"Frequency Response:  80-10KHz 
Sensitivity: '-74 +-3 dB 
Impedance: 600 Ohms 

Directivity"" Uni-Directional 
Connector Type:  One 15 Ft. Microphone 

Cable with 1/4"" Mono Plug One End and XLR 
Female the Other"

"Frequency Response:  80-10KHz 
Sensitivity: '-74 +-3 dB 
Impedance: 600 Ohms 

Directivity"" Uni-Directional 
Connector Type:  One 15 Ft. Microphone Cable 
with 1/4"" Mono Plug One End and XLR Female 

the Other"

"Frequency Response:  80-10KHz 
Sensitivity: '-74 +-3 dB 
Impedance: 600 Ohms 

Directivity"" Uni-Directional 
Connector Type:  One 15 Ft. Microphone Cable 
with 1/4"" Mono Plug One End and XLR Female 

the Other"

Description Unidirectional Dinamic Microphone Black

Features
"Suitable for: Salesman, Church, DJ'S, PA System 

Body:  Zinc-Die Cast 
Control:  On-Off for Vocal and Singing Use"

Specifications

"Frequency Response:  80-10KHz 
Sensitivity: '-74 +-3 dB 
Impedance: 600 Ohms 

Directivity"" Uni-Directional 
Connector Type:  One 20 Ft. Microphone Cable with 1/4"" 

Mono Plug One End and XLR Female the Other"

Material Body Metal

VZ-638BLVZ-638BK

VZ-629DJ

VZ-638G
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UNIDIRECTIONAL MICROPHONES
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Description
Microphone Kit, 3 Microphone, 3 Cables for Microphones, 3 Microphones Holders 
and 3 Microphone Storage Bags. In a Dark Grey, Enamel-Painted, Die Cast Metal,  

Matte-Finished, Silver Colored, Spherical Steel Mesh Grille

Type Dynamic

Frequency
Response 70 to 15,000 Hz

Polar Pattern Cardioid (Uniderectional)

Sensitivity -52 dBV / Pa, (2.5 mV), 1 Pascal 94 dB SPL (at 1000 Hz Open Circuit Voltage)

Application Vocal Microphones

Output Impedance 600 Ohms (at 1000 Hz)

Polarity Positive Pressure on Diaphragm Produces Positive Voltage on Pin 2 Relative to Pin 3 of 
Microphone output Connector 

Connectors XLR Type

VZ-MK3
3 Pack Microphone Kit

3 CASES
3 ESTUCHES

3 MICROPHONES
3 MICRÓFONOS

3 MIC HOLDER
3 SOPORTES DE MICRÓFONOS

UNIDIRECTIONAL MICROPHONES

3 MIC CABLES 15”
3 CABLES PARA MICRÓFONO DE 15”
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Description Dual Channel UHF Microphone System 
with Lithium Battery

Channel 32 Frequencies

Channel Spacing 2.5 MHz

Adjustable Method DQPSK

Frequency
Stability +- 3 PPM

Frequency
Response 4 Oh z-20KHz

Working Range 80-100 Meters

Woking Voltage AC 110-240v 50/40Hz

Connectors Male XLR Type

Charge 2 Battery Holder AAA additional

VZ-LB33

Both transmitter and receiver are powered by USB lithium battery.
El transmisor y el receptor funcionan con la batería de litio USB.

• Channel |  Canal: 2 canales / 32 frecuencia

• Channel Spacing |  Espaciado de canales:  2.5MHz

• Adjustable Method | Método ajustable:  DQPSK 

• Frequency Stability | Estabilidad de frecuencia:     3PPM

• Frequency Response | Respuesta de frecuencia:  40Hz-20KHz

• Working Range | Rango de trabajo:  80-100 meters

• Working Voltage | Voltaje de funcionamiento:  AC110-240V, 50/60Hz

TECHNICAL SPECIFICATIONS | ESPECIFICACIONES TÉCNICAS

WIRELESS MICROPHONES

RECHARGEABLE DUAL CHANNEL 
WIRELESS MICROPHONE SYSTEM
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80 to 12,500 Hz
AUDIO REFERENCE COMMAND

COMANDO DE REFERENCIA DE AUDIO

VZ-601
30 METERS | 30 METROS

WIRELESS MICROPHONES
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PRODUCT FEATURE
Great ability of anti-interference.
High stability of frequency.
Dual two output volume control.
Dual RF indicator.
Dual AF level meter.
Audio mute circuitry for quiet operation.

VZ-621

Frequency Range
Operating Areas

Operation Voltage: AC 100/240V 50/60Hz
Transmiter Power 15 MW
Dual Output Volumen Control
Dual RF Indicators
Dual AF Level Meters
Audio Mute Circuitry for Quite Operation

Grate Ability of Ani-interfirence
High Stability of Frequency200 MHz - 280 MHz

100 Meters

WIRELESS MICROPHONES
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Up to 200 Selectable Frequencies 

Frequency Range: 600-930MHz
Diversity System: DiversityZ
Maximum Number of channels: 100x2
Maximum frequency number: 100x2
Frequency bandwidth: 30MHz x 2
Receiving Sensitivity: -97dBm for 30db s/n Ratio
Frequency Response: 60~15000Hz
Signal-Noise ratio: >105dB (A)
Degree of distortion: <0.5%
Dynamic Range: >100dB
Audio Socket: XLR + jack
Antenna Socket: 2 BNC, 50 Ohm
Audio Output Level: XLR; +8dBu max
Power: 12~18V DC/1000mA

Frequency Range: 600-930MHz
Maximum Number of channels: 200
Output Power: 5 mW/30mW
Side Wave Suppression: >70dBc
FrequencyBandwidth: 60MHz
Maximum Depth of Modulation: +48kHz
Frequency Response: 60~15000Hz
Signal-Noise Ratio: 105dB (A)
Degree of Distortion: <0.5%
Input Voltage Range: mic 1V max
Power: 2X1.5V (AA)
Battery Operating Time: >8h

VZ-700

PRODUCT FEATURE
Up to 200 selectable frequency.
Advanced multifunction LCD.
Great ability of anti-interference.
High stability of frequency.
Dual two output volume control.
Infrared carrier frequency synchronization.

150 METERS | 150 METROS

WIRELESS MICROPHONES
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150 METERS | 150 METROS

2 CHANNELS UHF 30 FREQUENCIES,
WIRELESS MICROPHONE SYSTEM
2 CANALES UHF 30 FRECUENCIAS, 
SISTEMA DE MICRÓFONO INALÁMBRICO

VZ-802UHF

Frequency Range: UHF900-9300 MHz
Transmitter with Display
50 frequencies for selection
Max. Deviation Range: UHF ±45KHz
Frequency Stability: ±0.002%
Transmitter Power: 10 mW
Casule Feature: Dynamic Cardioid, Max SPL 144dB
Audio Output Voltage: -12dB
Baterry Type: 2”AA 1.5V alkaline battery
Operating Time: Continuous use 8 hours

Digital pilot tone lock technology
Frequency band: 900-930Mhz
Band Width: 12/24Mhz
100 frequencies fee for selection
Multi-fuction LCD display
Frequency response: 40Hz-20Khz
Frequency stability: ±0.002%

T.H.D: >0.5%@1KHZ
Max. Deviation range: ±2KHz
Image rejection: >90dB
Power Supply: 100-240V, 50-60Hz
Power consumption: 5W
Output: Balanced XLR and 
unbalanced 6.3mm

WIRELESS MICROPHONES
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DUAL PROFESSIONAL 
WIRELESS MICROPHONE

FEATURES

MICRÓFONO DINÁMICO DUAL INALÁMBRICO PROFESIONAL

VZ-750UHF

• UHF 2 x 100 Channel reveiver.
• Flat, wide-range frequency response for exceptionally 
clean and natural reproduction of both music and speech.
• Classic cardioid polar pattern, uniform with frequency 
and symmetrical about axis, to provide maximum rejection 
and minimum colaration of off-axis sound.
• Rugged construction and excellent cartridge 
protection for outstanding reliability.
• For use in spoke word and karaoke vocal 
performance applications. 
• Available with or without and on/off switch
• Comes with a swivel adapter.
• Microphone can use with any receiver.

WIRELESS MICROPHONES

•Modulation Method: ­π / 4 - DQPSK
•Frequency Range: 640-690 MHz, 2x100/4x50CHs
•Sampling Ratio: 48KHz
•Transmission Rate: 204.8K bps
•Dynamic Range: >90dB
•Total Harmonice Distortion: <0.1%
•Delay Time of Audio Transmission: <3ms
•S/N Ratio: >96 dB
•Frequency Response: 30~20 Khz
•RX Sensitivity: < -94dBm
•Unique ID Address: Yes

150 METERS | 150 METROS
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POWER AMPLIFIER

Desription
Architectural Amplfier, Built in Bluetooh, FM 
Radio, USB, MP3, SD Card and LCD Screen, 

Remote Control and Paging Option

Architectural Amplfier, Built in Bluetooh, FM 
Radio, USB, MP3, SD Card and LCD Screen

Remote Control and Paging Option

Architectural Amplfier, Built in Bluetooh, FM 
Radio, USB, MP3, SD Card and LCD Screen

Remote Control and Paging Option

Input Connections 3 Mic. Inputs, 3 AUX Inputs and 1 line Output 3 Mic. Inputs, 3 AUX Inputs and 1 line Output 3 Mic. Inputs, 3 AUX Inputs and 1 line Output

Mic. Priority Microphone with Mute-Funtion Priority Microphone with Mute-Funtion Priority Microphone with Mute-Funtion

Peak Power 380W, 70V / 100V 280W, 70V / 100V 170W, 70V / 100V

Controls Main Volume Control  and Turn-on Delay, 
Heating and DC Offset Protection Main Volume Control  and Turn-on Delay Main Volume Control  and Turn-on Delay

Protection Over Current and Short Circuit Protection Fan 
Cooling Control with Chime Tips

Over Current and Short Circuit Protection Fan 
Cooling Control with Chime Tips

Over Current and Short Circuit Protection Fan 
Cooling Control with Chime Tips

VZ-X2180VZ-X2350 VZ-X2170

• 3 MIC inputs, 3 AUX inputs and 1 line output.
• Priority microphone with mute-function.
• 7 segments signal level indication.
• Main volume control and turn on delay.
• Over current and short circuit protection.
• Over heating and DC offset protection.
• LCD screen and Built in MP3 I USB and SD card.
• Fan cooling control with chime tips.
• With remote control. 

POWER AMPLIFIER

70/100V ARQUITECTUAL POWER AMPLIFIER 
AMPLIFICADOR DE PODER ARQUITECTUAL DE 70/100V
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MS-606T MS-808T MS-666T MS-888T

Description Full Range 6.5"  Woofer Full Range 8"  Woofer Coaxial 6.5" Woofer Coaxial 8" Woofer

Material ABS frame + metal grill ABS frame + metal grill ABS frame + metal grill "ABS frame + metal grill"

Frequency Response 100 Hz - 12 KHz 110 Hz - 12 KHz 80 Hz - 20 KHz 85 Hz - 20 KHz

Peak Power 30 W  20 W 70 W - 150 W 100V INPUT

Use CEILING SPEAKER CEILING SPEAKER CEILING SPEAKER "CEILING  
SPEAKER"

Input Power 100 V 100 V 100 V 100 V

Transformer Taps 15W/30W / 70/100 V 50 W/100 W / 70/100 V D 230MM D 240MM

Item Weight 650G 1100G 1300G 1700G

PCS/CTN 20 10 6 6

CTN Size 41x39x39CM 49.5x25x49MM 49.5x25x30MM 59.5x29.5x35MM

CTN Weight 15KGS 12KGS 9KGS 11KGS

Description Volume Control & Emergency Call

Material ABS 

Rating Power 30W

Peak Power 100V INPUT

MS-120D

MS-606T.

MS-666T. MS-888T.

MS-608T.

CEILING SPEAKERS
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WALL SPEAKERS

Description Indoor-Outdoor  4” Two Way 
Passive Wall Speaker, Black

Indoor-Outdoor  4” Two Way 
Passive Wall Speaker, White

Indoor-Outdoor  5 1/4"" Two Way 
Passive Wall Speaker, Black

Indoor-Outdoor  5 1/4"" Two Way 
Passive Wall Speaker, White

Watts 100W 100W 140 W 140 W 

Woofer
4" MINERAL FILLED POLYPROYLENE 
CONE WITH RUBBER SUSPENSION 

4" MINERAL FILLED POLYPROYLENE 
CONE WITH RUBBER SUSPENSION 

5 1/4" MINERAL FILLLED POLY 
PROLYLENE CONE WITH RUBBER 
SUSPENSION 

5 1/4" MINERAL FILLLED POLY 
PROLYLENE CONE WITH RUBBER 
SUSPENSION 

Tweeter 1/2" Dome 1/2" Dome 1" Dome 1" Dome

Peak Power 100W 100W 140W 140W

Frequency 
Response 

90HZ-20KHZ 90HZ-20KHZ 90HZ-20KHZ 90HZ-20KHZ 

Impedance 8 Ohms 8 Ohms 8 Ohms 8 Ohms

Constant Power 
Voltage

8 Ohms/35W, 5W-10W-15W-25W 
AT 100V 

8 Ohms/35W, 5W-10W-15W-25W 
AT 100V 

8 Ohms/35W, 5W-10W-15W-25W 
AT 100V 

8 Ohms/35W, 5W-10W-15W-25W 
AT 100V 

Sensitivity 
(1M/1W)

88dB 2dB 88DB 2DB 91 dB 2 dB 91 dB 2 dB 

Material Water Resistant Plastic with 
Adjustable Braket

Water Resistant Plastic with 
Adjustable Braket

Water Resistant Plastic with Adjust-
able Braket

Water Resistant Plastic with Adjust-
able Braket

Connectors Banana Jack Red/Black Banana Jack Red/Black Banana Jack Red/Black Banana Jack Red/Black

VZ-B104T VZ-W104T VZ-B105T VZ-W105T

Placement Options  
Opciones de colocación

4” Woofer 180º Rotat ion Mini Tweeter
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VZ-6620
 Midrange Speaker
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

6”
20 OZ
1.5”
paper
cloth
400w
95dB
8 OHM
85-6000Hz

VZ-6820
Midrange Speaker
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

8”
20 OZ
1.5”
paper
cloth
450w
95dB
8 OHM
70-6000Hz

VZ-6020
 Midrange Speaker
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

10”
20 OZ
1.5”
paper
cloth
500w
96dB
8 OHM
50-4500Hz

MIDRANGE
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VZ-200
Woofer
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

8”
50oz
1.5”
Black strong paper cone
Black cloth edge
400W
89dB
8 Ohm
50Hz - 5000Hz

VZ-250
Woofer
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

10”
54oz
2.0”
Black strong paper cone
Black cloth edge
500W
90dB
8 Ohm
45Hz -4500Hz

VZ-300
Woofer
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

12”
60oz
2.5”
Black strong paper cone
Black cloth edge
600W
91dB
8 Ohm
35Hz - 4000Hz

PA SPEAKERS
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VZ-380
Woofer
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

15”
90oz
3.0”
Black strong paper cone
Black cloth edge
700W
91dB
8 Ohm
35Hz - 4000Hz

PA SPEAKERS

VZ-400
Woofer
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

15”
120oz
3.0”
Black strong paper cone
Black cloth edge
800W
94dB
8 Ohm
35Hz - 4000Hz

VZ-500
Woofer
Woofer
Magnet
KSV Voice Coil
Material
Surround
Max Power
Sensitivity
Impedance
Frequency Response

18”
120oz
4”
Black strong paper cone
Black cloth edge
1200W
99dB
8 Ohm
35Hz - 1000Hz
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PRO AUDIO, PROFESSIONAL WOOFERS

VZ-622 VZ-822 VZ-1022 VZ-1222 VZ-1522

Description  6.5" Woofer 8" Woofer 10" Woofer 12" Woofer 15" Woofer

Power Rating 150W Peak 200w Peak 250W Peak 300W Peak 350W Peak

Frequency 
Reasponse

60Hz-6000Hz 55Hz-5000Hz 50Hz-4500Hz 40Hz-4000Hz 40Hz-3000Hz

Voice Coil 1" ASV 1" ASV 1" ASV 1.5 ASV 2" ASV

Cone Material Paper Cone, Cloth Edge Paper Cone, Cloth Edge Paper Cone, Cloth Edge Paper Cone, Cloth Edge Paper Cone, Cloth Edge

FREQUENCY 
RESPONSE 

150W Peak 200w Peak 250W Peak 300W Peak 350W Peak

Sensitivity 
(1M/1W)

88DB/W/M 89dB/W/M 90dB/W/M 91dB/W/M 91dB/W/M

Impedance 8 Ohm 8 Ohm 8 Ohm 8 Ohm 8 Ohm

Magnet 20 Oz 20 Oz 25 Oz 30 Oz 40 Oz

Connectors Solder Terminals Solder Terminals Solder Terminals Solder Terminals Solder Terminals

PROFESSIONAL WOOFERS
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PRO DRIVERS

VZ-250XT
Compression Driver
Power Rating
Impedance
Frequency
Voice Coil Diameter
Diaphragm Material                                                   
Replacement Voice Coil                    
Overall Diameter
Fitting
Connectors

200W
8 Ohm
400Hz - 9kHz
50.8mm/2”
Phenolic
TU-250XT
140mm                                                         
Screw 1⅜
Screw On

VZ-850XT
Compression Driver
Power Rating
Impedance
Frequency
Voice Coil Diameter
Diaphragm Material                                                   
Magnet Size
Magnet Weight
Replacement Voice Coil                    
Overall Diameter
Fitting
Depth
Connectors

2000W
8ohm
600 -18Khz
74.mm
Titanium
70oz
1936.7g                                                           
TU-850
180mm
2” Flange
85mm
Screw On

VZ-54XT
Compression Driver
Power Rating
Impedance
Frequency
Voice Coil Diameter
Diaphragm Material                                                   
Replacement Voice Coil                    
Overall Diameter
Fitting
Connectors

2000W
8 Ohm
600 - 18KHz
74.4mm
Titanium
TU-2450
180mm
Flange 2”
Push On Gold Bananas Red/Black

VZ-DT2
Compression Driver

Power Rating 350W

Frequency 2.2KHz-20KHz

Impedance 8 Ohm

Voice Coil Diameter 34mm

Diaphragm Material Titanium

Magnet Size 110x60x15mm

Magnet  Weight 13 oz

Replacement Voice Coil TU-2070

Fitting Screw 1 3/8"

Connectors Push On Gold Bananas Red/Black
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VZ-DT3
Compression Driver

Power Rating 400W

Frequency 5 KHz-20KHz

Impedance 8 Ohm

Voice Coil Diameter 44.4mm

Diaphragm Material Titanium

Magnet Size 120x60x15mm

Magnet  Weight 30 oz

Replacement Voice Coil TU-2080

Fitting Screw 1 3/8"

Connectors Push On Gold 
Bananas Red/Black

PRO DRIVERS & HORN DRIVERS

Power Rating 225W

Frequency 2KHz - 16KHz 

Impedance 8 Ohm

Magnet Structure Ferrate

Diaphragm Material Cloth Menbrane

Sensitivity 100 dB

Magnet Size 110 x 60 x 17 mm

Replacement Voice Coil TU-120C

Fitting Screw 1 3/8"

Magnet  Weight 25 Oz

Connectors Soldering Type

VZ-120D
Compression Driver

Power Rating 350W

Frequency 2KHz - 16KHz

Impedance 8 Ohm

Magnet Structure Ferrate

Diaphragm Material Cloth Menbrane

Sensitivity 100 dB

Magnet Size 120 x 60 x 20 mm

Replacement Voice Coil TU-140C

Fitting Screw 1 3/8"

Magnet  Weight 30 Oz

Connectors Soldering Type

Power Rating 475W

Frequency 5 KHz - 20 KHz

Impedance 8 Ohm

Magnet Structure 50.8 mm (2")

Diaphragm Material Cloth Menbrane

Sensitivity 120x60x20mm

Magnet Size Ferrate 

Replacement Voice Coil 40 oz

Fitting TU-180C

Magnet  Weight Screw 1 3/8"

Connectors Soldering Type

VZ-140D
Compression Driver

VZ-180D
Compression Driver
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DRIVERS

DUV-100
Plastic Driver Unit

VZ-60D
Compression Driver

VZ-190D
Compression Driver

Power Rating 600W

Frequency 2KHz - 15KHz

Impedance 8 Ohm

Magnet Structure 50.8mm

Diaphragm Material Cloth Menbrane

Sensitivity 120x60x20mm

Magnet Size Ferrate 

Replacement Voice Coil 30 oz

Fitting TU-190C

Magnet  Weight Screw 1 3/8"

Connectors Soldering Type

Power Rating 280W

Frequency 2KHz - 16KHz

Impedance 8 Ohm

Magnet Structure 25.4mm

Diaphragm Material Titanium

Sensitivity 84X32X15mm

Fitting TU-2520

Magnet  Weight Screw 1 3/8"

Connectors Soldering Type

Power Rating 100W

Impedance 16 Ohm

Voice Coil Diameter OD 21.5mm buzzer

Replacement Voice Coil PET-205

Overall Diameter 63mm

Fitting Screw 1.38"

Color Black

Connectors Soldering Type
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DUV-300
Plastic Driver Unit

VZ-25S
Bullet Tweeter

VZ-995
Bullet Tweeter

Power Rating 300W

Impedance 16 Ohm

Voice Coil Diameter OD 27mm buzzer

Replacement Voice Coil PET-204

Overall Diameter 100mm

Fitting Screw 1.38"

Color Black

Connectors Soldering Type

Power Rating 250W

Frequency 2KHz-20KHz

Sensitivity 105dB/1W/1M

Diaphragm Material Titanium 

Mounting Type Screw

Overoll Diameter 2"

Impedance 8 Ohms

Magnet Weight

Connectors Soldering Type

Color Black

Housing Material Aluminum

Power Rating 175 W

Frequency 2 KHz - 15KHz

Sensitivity 103 dB

Diaphragm Material Phonolic

Mounting Type Screw 1.38"

Overoll Diameter 80 mm

Impedance 4-8 Ohms

Magnet Weight 6 Oz

Connectors Soldering Type

Color Black

Housing Material Plastic

DRIVERS & TWEETERS
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TWEETERS

Power Rating 400W

Impedance 4 Ohms

Frequency 2KHz - 20KHz

Voice Coil Diameter 1”

Diaphragm Material Aluminum

Magnet Size 171.45mm

Magnet Weight 5.3 Oz

Replacement Voice Coil Pet-208

Overall Diameter 98 mm

Sensitivity 100 dB/1W/1M

Power Rating 400W

Impedance 4 Ohms

Frequency 2KHz - 20KHz

Voice Coil Diameter 1”

Diaphragm Material Aluminum

Magnet Size 171.45mm

Magnet Weight 5.3 Oz

Replacement Voice Coil Pet-208

Overall Diameter 96 mm

Sensitivity 100 dB/1W/1M

Power Rating 500W

Impedance 4 Ohms

Frequency 2.2KHz - 19KHz

Voice Coil Diameter 1”

Diaphragm Material Aluminum

Magnet Size 171.45mm

Magnet Weight 6.3 Oz

Replacement Voice Coil Pet-208

Overall Diameter 96 mm

Sensitivity 106 dB/1W/1M

VZ-D37ST
Bullet Tweeter

VZ-D38ST
Bullet Tweeter

VZ-D39ST
Bullet Tweeter
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TWEETERS

VZ-46A
Heavy Duty Titanium Super Tweeter

VZ-46S
Heavy Duty Titanium Super Tweeter

VZ-47A
Heavy Duty Titanium Super Bullet Tweeter

Power Rating 500W

Impedance 4-8 OHms

Frequency 2KHz-25KHz

Voice Coil Diameter 44.4mm

Diaphragm Material Titanium

Magnet Size 11.6 oz

Magnet Weight 33.23g

Replacement Voice Coil TU-46

Overall Diameter 1.5"

Sensitivity 105dB

Power Rating 500W

Impedance 4-8 OHms

Frequency 2KHz-25KHz

Voice Coil Diameter 44.4mm

Diaphragm Material Titanium

Magnet Size 11.6 oz

Magnet Weight 33.23g

Replacement Voice Coil TU-46

Overall Diameter 1.5"

Sensitivity 105dB

Power Rating 600W

Impedance 4-8 OHms

Frequency 2KHz-25KHz

Voice Coil Diameter 44.4mm

Diaphragm Material Titanium

Magnet Size 17.06 oz

Magnet Weight 80 oz

Replacement Voice Coil TU-47

Overall Diameter 2.0"

Sensitivity 106dB
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TWEETERS

VZ-57A
Extra Heavy Duty Titanium Super Bullet Tweeter

Power Rating 1000W

Impedance 4-8 OHms

Frequency 2KHz-25KHz

Voice Coil Diameter 72.4mm

Diaphragm Material Titanium

Magnet Size 154 mm

Magnet Weight 130 oz

Replacement Voice Coil TU-57

Overall Diameter 3.0"

Sensitivity 109dB

Power Rating 400 W

Impedance 4-8 OHms

Frequency 2KHz-15KHz

Voice Coil Diameter 21.5mm

Diaphragm Material Aluminum

Replacement Voice Coil PET-205

Overall Diameter 3.5"

Sensitivity 101dB

Power Rating 300 W

Impedance 4-8 OHms

Frequency 2KHz-15KHz

Voice Coil Diameter 21.5mm

Diaphragm Material Aluminum

Replacement Voice Coil PET-205

Overall Diameter 3.5"

Sensitivity 101dB

PET-1919 (Black)
Piezo Super Horn, with Filter

PET-1919L (Silver)
Piezo Super Horn, with Light
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TWEETERS

Power Rating 400W

Impedance 4-8 Ohm

Frequency 2-15kHZ

Voice Coil Diameter 21.5mm

Diaphragm Material Aluminum

Replacement Voice Coil PET-205

Overall Diameter 3.5"

Replacement Voice Coil PET-205

Sensitivity 100dB

PET-1943 (Black)
Super Bullet Tweeter

Power Rating 400 W

Impedance 4-8 OHms

Frequency 2KHz-15KHz

Voice Coil Diameter 21.5mm

Diaphragm Material Aluminum

Replacement Voice Coil PET-205

Overall Diameter 3.5"

Sensitivity 101dB

Power Rating 400 W

Impedance 4-8 OHms

Frequency 2KHz-15KHz

Voice Coil Diameter 21.5mm

Diaphragm Material Aluminum

Replacement Voice Coil PET-205

Overall Diameter 3.5"

Sensitivity 100DB

PET-1918 (Silver)
Super Bullet Tweeter

PET-1944 (Silver)
Super Bullet Tweeter
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SUPER TWEETERS

Power Rating 150W

Frequency 40Khz-27Khz

Sensitivity 94DB for 4 Ohm or 8 Ohm

Material Plastic

Mounting Type Flush Mount

Overol Diameter 3-1/2x3-1/2"

Color Black

Replacement 
Voice Coil

PET-205

Power Rating 150W

Frequency 40Khz-27Khz

Sensitivity 94DB for 4 Ohm or 8 Ohm

Material Plastic

Mounting Type Flush Mount

Overol Diameter 3-1/2x3-1/2"

Color Black

Replacement 
Voice Coil

Double PET-205

Power Rating 300W

Frequency 5Khz-20Khz

Sensitivity 94DB for 4 Ohm or 8 Ohm

Material Plastic

Mounting Type Flush Mount

Overol Diameter 3x3"

Color Black

PET-100
Motorola Type Piezo Tweeter

PET-100HQ
Super Motorola Type Piezo Tweeter

PET-1101C
Super Tweeter W/Capacitor
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Power Rating 300W

Frequency 1Khz-15Khz

Sensitivity 92DB for 4 Ohm or 8 Ohm

Material Plastic

Mounting Type Flush Mount

Overol Diameter 2-1/2x2-1/2"

Color Black

Power Rating 200W

Frequency 2Khz-20Khz

Sensitivity 92DB for 4 Ohm or 8 Ohm

Material Plastic

Mounting Type Flush Mount

Overol Diameter 4-1/4x4-1/4"

Color Black

Power Rating 300W

Frequency 5Khz-20Khz

Sensitivity 92DB for 4 Ohm or 8 Ohm

Material Plastic

Mounting Type Flush Mount

Overol Diameter 3-1/2x3-1/2"

Color Black

PET-1104
Super Piezo Tweeter

PET-1105
Piezo Tweeter with Coil Booster

PET-1100C
Super Tweeter W/Capacitor

SUPER TWEETERS
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PET-918
Super Exponential Horn

PET-1080
Exponential Horn

PET-1106
Exponential Horn

Throat Diameter 1-3/8"

Material Plastric 

Monting Type 1 3/8"-18 TPI

Overal Diameter 19X10X12"

Color Black

Item Size 480-270-280mm

Packing Type 1PC/BAG

Box Qty. 4 PCS

Packing Size 61-56-30CM

Packing Weight 8 Kgs

Throat Diameter 1-3/8"

Material Plastric 

Monting Type Screw Thread

Overal Diameter 4.5X4.5X3"

Color Black

Packing Type 1PC/BAG

Box Qty. 20 PCS

Packing Size 10.5X24.5X7.75"

Packing Weight 6.6Lbs

Throat Diameter 1-3/8"

Material Plastric 

Monting Type 1 3/8"-18 TPI

Overal Diameter 10x8"

Color Black

Packing Type 1PC/BAG

Box Qty. 12 PCS

Packing Size 5x38x41CM

Packing Weight 6.5 Kgs

HORNS



195SALES@MIYAKOUSA.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

HORNS

PET-404
Exponential Horn

PET-1466
BI-Radial Horn

PET-1476
BI-Radial Horn

Throat Diameter 1-3/8"

Material Plastric 

Monting Type 1 3/8" thread

Overal Diameter 6X6"

Color Black

Item Size 160x140mm

Packing Type 1PC/BAG

Box Qty. 40 PCS

Packing Size 55-44-27CM

Packing Weight 6 Kgs

Throat Diameter 1-3/8"

Material Plastric 

Monting Type 1 3/8" thread

Overal Diameter 7-3/4x6-1/8"

Color Black

Item Size 194-154-113mm

Packing Type 1PC/BAG

Box Qty. 20 PCS

Packing Size 59-37-45CM

Packing Weight 5 Kgs

Throat Diameter 1-3/8"

Material Plastric 

Monting Type 1 3/8" thread

Overal Diameter 4"

Color Black

Packing Type 1PC/BAG

Box Qty. 100PCS



196 WWW.VOYZUSA.COM l MIAMI • USA

Description Flat Front Bi-Radial Horn

Material plastic  plastic with metal thread 

Mounting Type 1 3/8" thread 1 3/8" thread

Packing 1pc/bag 1pc/bag

Overall Diameter 15.2x5.1x6.3" 15.2x5.1x6.3"

Item Weight 1.4lb 1.4lb

PCS/CTN 15 PCS 15 PCS

CTN Size 27.6x16.1x20.9" 27.6x16.1x20.9"

CTN Weight 10 Kgs 24.2lb

Material plastic  

Mounting Type 1 3/8" thread

Packing 1pc/color box

Overall Diameter 15.4x5x7.4"

Item Weight 1.2lb

PCS/CTN 15 PCS

CTN Size 25.8x16.1x23"

CTN Weight 19.8lb

Material plastic with metal thread 

Mounting Type 1 3/8" thread

Packing 1pc/color box

Overall Diameter 14.4x7.1x8.5"

Item Weight 1.8lb

PCS/CTN 6 PCS

CTN Size 22x15x17.7"

CTN Weight 14.3b

Material Black plastic

Mounting Type 1 3/8" thread

HORNS

PET-20
Plastic Flange with 1-3/8” Thread

PET-1405PZ PET-1405PZM

PET-1406PZ

High quality Bi-Radial Horn 

PET-1407PZM

Flat Front Bi-Radial Horn
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Material plastic with metal thread 

Mounting Type 1 3/8" thread

Packing 1pc/bag

Overall Diameter 16.7x6.5x8.9"

Item Weight 1.9lb

PCS/CTN 6 PCS

CTN Size 20.5x17.7x18.5"

CTN Weight 17.6lb

Material plastic with metal thread 

Mounting Type 1 3/8" thread

Packing 1pc/white box

Overall Diameter 818.5x10x11.8"

Item Weight 2.8lb

PCS/CTN 4 PCS

CTN Size 20.5x19.3x24.4"

CTN Weight 15.4lb

Material plastic  

Mounting Type 1 3/8" thread

Packing 1pc/bag

Overall Diameter "17.7x9.8x 
7.9"""

Item Weight 3.7lb

PCS/CTN 5 PCS

CTN Size 38.2x18.5x9.4"

CTN Weight 22lb

Material plastic  

Mounting Type 1 3/8" thread

Packing 1pc/color box

Overall Diameter 8.5x4.6x6.9"

Item Weight 0.7lb

PCS/CTN 20 PCS

CTN Size 23.6x22.8x15"

CTN Weight 19.8lb

PET-1707
High quality Bi-Radial Horn 

PET-1809
High QualityBi-Radial Horn 

PET-1810

High QualityBi-Radial Horn 

PET-4010
Bi-Radial Horn

HORNS
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Material Plastic

Frequency Response 4KHz-20KHz

Power Rating 300W

Sensitivity 4 Ohm,  Also 8 and 16 Ohm systems

Packing 1pr/blister

Item Size 5x6.5"

Item Weight 0.12lb

PCS/CTN 100

CTN Size 26.4x14.2x14.2"

CTN Weight 22lb

Material Plastic

Frequency Response 4.5KHz-30KHz

Power Rating 400W

Sensitivity 4 Ohms

Packing 1pr/blister

Item Size 5x6.5"

Item Weight 0.15lb

PCS/CTN 100

CTN Size 25.1x10.6x14.2"

CTN Weight 24.2lb

TWEETERS

TW-19

Mini Car Tweeter

TW-4500

Mini Car Tweeter

Material Plastic

Frequency Response 5000-20000Hz

Power Rating 100W

Sensitivity 4 Ohm

Packing 1pr/blister

Item Size 4.3x6.3"

Item Weight 0.1lb

PCS/CTN 100

CTN Size 20.5x9.1x11"

CTN Weight 13.2lb

Material Plastic

Frequency Response 5000-20000Hz

Power Rating 180W

Sensitivity 4 Ohm

Packing 1pr/blister

Item Size 5x6.5"

Item Weight 0.14lb

PCS/CTN 100

CTN Size 25.6x11.4x15.4"

CTN Weight 17.6lb

TW-17

Mini Car Tweeter

TW-18

Mini Car Tweeter
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CD PLAYER

GROUND

GROUND

GROUND

BLACK

GROUND  LOOP
ISOL ATOR

AMPLIFIER OR
EQUA LIZE R

SPEAKERS

20
AMP

RADIO

LEFT SPEAKER
 (+) GREEN

LEFT SPEAKER
 (-) GREEN

/W
HITE

RIGH
T SPEA

KER (+) GRAY

RIGH
T SPEA

KER (-) GRAY/W
HITE

SPEAKER

AMPLIFIER OR EQUALIZER NS-70

LEFT SPEAKER
 (+) GREEN

LEFT SPEAKER
 (-) GREEN

/W
HITE

RIGH
T SPEA

KER (+) GRAY

RIGH
T SPEA

KER (-) GRAY/W
HITE

SPEAKER

AMPLIFIER OR EQUALIZER

60
AMP

70
AMP

NS-20

NS-60

NS-70

Noise Supressor
Amp Rate: 20A
Input: RCA
Output: RCA

Hi to Low
Amp Rate: 60A
Input: Red & Black Wire
Output: RCA

Hi to Low
Amp Rate: 70A
Input: Wires: Gray / Gray-White 
/ Green  Green-White / Red / 
Black / Blue
Output: RCA

NOISE SUPRESSOR
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Description Wiring Kit 4 gauge 1800 Watt amplifier hookup for battery 
head unit and speakers installation kit.

Material

17ft Translucent Red Power Cable 4GA, 4ft Translucent Black 
Ground 4GA, 20ft Blue Remote Turn-On Wire 4GA, 20ft 
Platinum Series Purple RCA W/Gold Connectors, 20ft Clear 
Speaker Cable 12GA.

Included Items
6ft Split Loom Tubing Black Color,1 pc ANL Fuse Holder W/
Fuse, 2 pcs Gold Power Ring 4GA, 2 pcs Gold Spade Terminal 
4GA, 2 pcs Butt Connectors 4GA, 10 pcs Cable Ties 4GA

Packing Blister

Description Wiring kit 8 gauge 500 watt amplifier hookup for battery 
head unit and speakers installation kit (blue).

Material

20ft Translucent Blue Power Cable 8GA, 4ft Translucent 
Black Ground Wire 8GA, 20ft Blue Remote Wire 18GA, 20ft 
Pro Series Translucent Red RCA W/Gold Connectors, 6ft 
Split Loom Tubing.

Included Items
1pc AGU Fuse Holder W/Fuse 60A, 2 pcs Gold Power Ring 
8GA,  2 pcs Gold Spade Terminals 8GA, 20 ft Clear Speaker 
cable 16GA, 2 pcs Butt Connectors 8GA,10 PCS Cable Ties

Packing Blister

VZ-KIT4 VZ-KIT8

50-04G 50-04GT 50-05G 50-1218G

50-1228G 50-100ANL 50-1428G 50-1449A

Description: 4-8GA  Lnline AGU 
Fuse holder Acceptes AGU fuses Up 
to 80 Amps
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

Description: 0-4GA ANL inline fuse 
holder accepts fuses from 60-300Amps.
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

Description: IN 0-4GA / OUT  4-8GA
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

Description: IIN 0-4AGU / OUT  4-8GA
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

Description: ANL style fuses for high 
current installs, 100 amp.
Packing: Blister

Description: 4-8GA  Lnline AGU 
Fuse holder Acceptes AGU fuses Up 
to 80 Amps
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

Description: 4-8GA  Lnline AGU 
Fuse holder Acceptes AGU fuses Up 
to 80 Amps
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

Description: 0-4GA ANL inline 
fuse holder accepts fuses from 60-
300Amps
Material: Plastic Housing
Connectors: Gold plated Solid brass 
Packing: Blister

POWER KITS / FUSE HOLDERS



201SALES@MIYAKOUSA.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

Description Gold Ring Terminal for 0GA 
Cable

Gold Spade Terminal for 4GA 
Cable

Gold Ring Terminal for 
4GA Cable

Gold Ring Terminal for 
8GA Cable

Gold Spade Terminal for 8GA 
Cable

Material metal&plastic metal&plastic metal&plastic metal&plastic metal&plastic

Connectors Ring Spade Ring Ring Spade

Packing 10pcs/bag 10pcs/bag 10pcs/bag 20pcs/bag 20pcs/bag

Item Size 6.7x4.7" 4.7x3.1" 4.7x3.1" 4.7x3.1" 4.7x3.1"

Item Weight 0.32 lb 0.11lb 0.15lb 0.05lb 0.04lb

PCS/CTN 1000PCS 2000PCS 2500PCS 4000PCS 2000PCS

CTN SIZE 14.5x14.5x8.7" 15x8.3x10" 16x16x10.8" 14.5x14.5x8.7" 15x8.3x7.1"

CTN Weight 35.2 lb 24.2 lb 39.6 lb 22 lb 11 lb

50-38BR 50-410BS 50-410BR 50-810BR 50-810BS

Item 50-60FG 50-80FG 50-100FG

Description Gold AGU Fuse 60A 
with Light Red or Blue

Gold AGU Fuse 80A 
with Light Red or Blue

Gold AGU Fuse 100A 
with Light Red or Blue

Material Glass Tube Glass Tube Glass Tube

Packing Blister Blister Blister

AGU FUSES 
WITH LIGHT

FUSES / TERMINALS
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SIRENS & HEADPHONE

TDH-2040

TDH-2041

VZ-SH350

Imput Voltage 12V 

SPL 119.5 dB

Microphone 500 ohms 72 dB

Frequency Range  350-2000 Hz

Material Metal

Wattage 350W

Use Siren and Voice

Packing Color box 

Power Rating 30w

Tone Nature  6 Tones

Material ABS

Wattage 30W

Use Siren

Packing Color box 

Material Metal + ABS

Wattage 100W

Use 4" Horn

Packing Color box 

Electronic Amplifier

4” Horn Black

VZ-HM56-W

Material 9.7 x 6.7mm

Wattage Omniderectional

Connectors 3.5 mm Plug

Use
Integrated Microphone with Volume Control, Lightweigth & Adjustable Housing 
for Rugged Durability, Ergonomic on Ear Design for Confort Fit, Powerfull 30mm 
Dome Type Driver Units for Clear Sound, Rotaiting Hi-Fi  Microphone

Packing <2.2KOhms

Item Size 45dB+-3dB

Item Weight 40mm

PCS/CTN 98dB+-3dB

CTN Size 20Hz - 20 KHz

CTN Weight 32 Ohms

Wired, White Headphone with Microphone

4 Ohm Horn Black / Driver
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Electronic Amplifier

4” Horn Black

VZ-A7080

VZ-A8635

VZ-A8080

Size 4"

Voice Coil 1" ASV

Power Rating 300W

Sensitivity 94dB/1W/1M

Impedance 4 Ohm

Frequency Response 30Hz-18000Hz

Tweeter Neodymium

Size 6.5"

Voice Coil 1" ASV

Power Rating 375W

Sensitivity 94dB/1W/1M

Impedance 4 Ohm

Frequency Response 30Hz-18000Hz

Tweeter Neodymium

Size 6x9

Voice Coil 1" ASV

Power Rating 520W

Sensitivity 94dB/1W/1M

Impedance 4 Ohm

Frequency Response 30Hz-1900Hz

Tweeter Neodymium

Coaxial 3 Way Car Speaker

Coaxial 4 Way Car Speaker

Coaxial 5 Way Car Speaker

COAXIAL SPEAKER
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VZ-334 VZ-634 VZ-1034 VZ-1534 VZ-2034

Description Dual RCA to Dual RCA, Full Copper / oxygen Free / Crystal Clear PVC

Cable OD 6.8 mm 6.8 mm 6.8 mm 6.8 mm 6.8 mm

length 3 FT 6 FT 10 FT 15 FT 20 FT

Braid Count 2 x 30 CU 2 x 30 CU 2 x 30 CU 2 x 30 CU 2 x 30 CU

Use For Mixer, CDJs, DJ Controlers

Packing 1pc/color bag 1pc/color bag 1pc/color bag 1pc/color bag 1pc/color bag

Item Size 4x8.9" 4x8.9" 4x8.9" 4x8.9" 4x8.9"

Item Weight 0.09lb 0.15lb 0.25lb 0.29lb 0.56lb

PCS/CTN 10pcs/bag 10pcs/bag 5pcs/bag 5pcs/bag 5pcs/bag

CTN Size 16.9x16.5x11.8" 16.9x16.5x11.8" 16.9x16.5x11.8" 16.9x16.5x11.8" 16.9x16.5x11.8"

CTN Weight 33lb 26.4lb 22lb 33lb 37.4lb

VZ-134 VZ-135 VZ-136

Description
GOLD 1 RCA PLUG TO 2 RCA 
JACKS, Full Copper / Oxigen 

Free / Crystal Clear  PVC.

Cable OD 6.8 mm

length 1/2 FT / 6”

Braid Count 2 x 30 CU

Use For Mixer, CDJs, DJ Controlers

Packing 1pc/color bag

Item Size 4x7"

Item Weight 0.08lb

PCS/CTN 20pcs/bag

CTN Size 16.9x16.5x11.8"

CTN Weight 24.2lb

Description
GOLD 1 RCA PLUG TO 2 RCA 
JACKS, Full Copper / Oxigen 

Free / Crystal Clear  PVC.

Cable OD 6.8 mm

length 1/2 FT / 6”

Braid Count 2 x 30 CU

Use For Mixer, CDJs, DJ Controlers

Packing 1pc/color bag

Item Size 4x7"

Item Weight 0.08lb

PCS/CTN 20pcs/bag

CTN Size 16.9x16.5x11.8"

CTN Weight 24.2lb

Description
GOLD  3.5MM  Stereo PLUG TO 

3.5MM Stereo PLUG, Full Copper / 
Oxigen Free / Crystal Crear PVC

Cable OD 4.0 mm

length 6FT

Braid Count 56CU

Use For Mixer, CDJs, DJ Controlers

Packing 1pc/color bag

Item Size 4x8.9"

Item Weight 0.11lb

PCS/CTN 10pcs/bag

CTN Size 16.9x16.5x11.8"

CTN Weight 24.2lb

Oxygen-free

Oxygen-free

RCA CABLES
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VZ-138VZ-139

Description
GOLD  3.5MM Stereo PLUG TO   2 RCA 

PLUGS, Full Copper / Oxigen Free / Crystal 
Clear PVC

GOLD  3.5MM Stereo PLUG TO   2 RCA 
PLUGS, Full Copper / Oxigen Free / Crystal 

Clear PVC

Cable OD 6.8 mm 6.8 mm

length 12 FT 6 FT

Braid Count 2 x 30 CU 2 x 30 CU

Use For Mixer, CDJs, DJ Controlers For Mixer, CDJs, DJ Controlers

Packing 1pc/color bag 1pc/color bag

Item Size 4x8.9" 4x8.9"

Item Weight 0.08lb 0.21lb

PCS/CTN 10pcs/bag 10pcs/bag

CTN Size 16.9x16.5x11.8" 16.9x16.5x11.8"

CTN Weight 24.2lb 24.2lb

RCA CABLES

M-243 / M-243-12
3 RCA Male to 3 RCA Male, Audio/Video Cable

M-243-GHQ

Features White(Video) / Red(Audio) / Yellow(Audio) Molded 
Connectors  with Strain relief

Application Connection of Audio Equipment Sush DVD, Camera, 
Receivers and PC to TV or Other Audio Recivers

Cable OD 3.5 X 6 X 3.5 mm

Jacket Black Flexible PVC

Item Size Aveilable in 6 / 12 FT

Description 3 RCA Gold Male to 3 RCA Gold Male, Audio/Video  
High Quality Cable

Features White(Video) / Red(Audio) / Yellow(Audio) Molded 
Connectors  with Strain relief

Application Connection of Audio Equipment Sush DVD, Camera, 
Receivers and PC to TV or Other Audio Recivers

Cable OD 3.5 X 6 X 3.5 mm

Jacket High Quality Flexible PVC

Item Size 6 FT
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RCA CABLES

PS-206 PS-212

PS-213

Description 2 Gold RCA Plugs to 2 Gold RCA Plugs, 
Audio Cable

2 Gold RCA Plugs to 2 Gold RCA 
Plugs, Audio Cable

Features Dark Blue Molded Connectors with Red/White  Color Coded Rings and Gold 
Plated RCA Connectors

Application Allows Connection of MP3, Stereos, Tablets, Mobile Phones, Speakers and 
Other Audio Devices

Cable OD 5x2x5 mm 5x2x5 mm

Jacket Dark Blue, Flexible PVC Dark Blue, Flexible PVC

Item Size 6 FT 12 FT

Description 2 RCA Gold Plugs to One RCA Gold Jack, Audio Cable

Features Dark Blue Molded Connectors with Red/White  Color Coded 
Rings and Gold Plated RCA Connectors

Application Allows Connection of MP3, Stereos, Tablets, Mobile Phones, 
Speakers and Other Audio Devices

Cable OD 5x5 mm

Jacket Dark Blue, Flexible PVC

Item Size 6 Inch.

Description 2 RCA Gold Jacks to One RCA Gold Plug, Audio Cable

Features Dark Blue Molded Connectors with Red/White  Color Coded 
Rings and Gold Plated RCA Connectors

Application Allows Connection of MP3, Stereos, Tablets, Mobile Phones, 
Speakers and Other Audio Devices

Cable OD 5x5 mm

Jacket Dark Blue, Flexible PVC

Item Size 6 Inch.

Description  2 RCA Gold Plugs to 3.5mm Gold Stereo Plug, Audio Cable

Features Black Molded Connectors with Red/White  Color Coded Rings 
and Gold Plated RCA Connectors

Application Allows Connection of MP3, Stereos, Tablets, Mobile Phones, 
Speakers and Other Audio Devices

Cable OD 3.5 x 7 mm

Jacket Black, Blue or Yellow Flexible PVC

Item Size 6FT, 12 FT, 25 FT, 50 FT

PS-219

PS-209
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Description  2 RCA Gold Plugs to 3.5mm Gold Stereo Plug, Full Copper Audio 
Cable

Features Red & Black Molded Connectors with Gold PLated 3.5mm and 
RCA Plugs

Application Allows Connection of MP3, Stereos, Tablets, Mobile Phones, 
Speakers and Other Audio Devices

Cable OD 3.5 X 7.0 mm

Jacket Black, Flexible PVC

Item Size 6 FT

VZ-209HQ

RCA & AUDIO CABLES

PS-251

Description 3.5mm  Gold Stereo Plug to 3.5mm Gold Stereo Plug

Features

Transmits Stereo Audio for High-Quality Sound, While en-
suring reliability and Reduce Signal Lost, Slim Metal Molded 

Gold Plated Connectors with Red Color Coded Rings, the Cable 
Flexible Jaket is Perfect for Tight Spaces

Application Ideal for Smartphone, MP3 Player, or Tablets to Stereo 
Receiver, Speakers.

Cable OD 3.5mm

Jacket Black Flexible PVC

Item Size 6 FT

VZ-227 VZ-228

Description Orange, 3.5 mm(1/8") Stereo Gold Plug to 3.5 mm 
(1/8mm) Stereo Gold Plug with  Coil Audio Cable

Application
These Slim Coonectors and Compact Coiled Cables 

are Ideal for Quality Audio Applications, Ipod / 
iPhone

Jacket Orange PVC

Item Size 6 FT Uncoiled

Description Black, 3.5 mm(1/8") Stereo Gold Plug to 3.5 mm 
(1/8mm) Stereo Gold Plug with  Coil Audio Cable

Application
These Slim Coonectors and Compact Coiled Cables 

are Ideal for Quality Audio Applications, Ipod / 
iPhone

Jacket Black PVC

Item Size 6 FT Uncoiled
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VZ-229

Description Blue, 3.5 mm(1/8") Stereo Gold Plug to 3.5 mm 
(1/8mm) Stereo Gold Plug with  Coil Audio Cable

Application
These Slim Coonectors and Compact Coiled Cables 

are Ideal for Quality Audio Applications, Ipod / 
iPhone

Jacket Blue PVC

Item Size 6 FT Uncoiled

VZ-306-OR VZ-306-RD

Description 3.5mm Stereo Plug to 3.5mm Stereo Plug

Features Full Copper Oxygen Free Crystal 
Clear PVC

Full Copper Oxygen Free Crystal 
Clear PVC

Application DVD players, laptops, portable CD players, MP3 players, iPods, 
PCs

Shield Copper Braid Copper Braid

Jacket Crystal Clear PVC Crystal Clear PVC

FLEX PVC 
AUDIO 
CABLES

Colors Available: 
Red, Black, White, Green

Item 50-12R/B/BK/W 50-14R/B/BK/W 50-16R/B/BK/W 50-18R/B/BK/W

Description 12 GA 14 GA 16 GA 18 GA

Length 100ft/spool 100ft/spool 100ft/spool 100ft/spool

AUTO WIRES

AUDIO CABLES & AUTO WIRES
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RED & BLACK CABLE

HA10 HA12 HA14

Description RED/BLACK SPEAKER CABLE RED/BLACK SPEAKER CABLE RED/BLACK SPEAKER CABLE RED/BLACK SPEAKER CABLE

Length 500 FT 500 FT 1000 FT 1000 FT

Cable OD 10 AWG  12 AWG  14 AWG  16 AWG  

Connectors NO NO NO NO

Use

Connecting Home Audio, Car 
Audio or Any Speaker to a 
Powered Audio Device, Used 
with Bre Wire or Crimp Spade or 
Ring Terminals

Connecting Home Audio, Car Au-
dio or Any Speaker to a Powered 
Audio Device, Used with Bre Wire 
or Crimp Spade or Ring Terminals

Connecting Home Audio, Car 
Audio or Any Speaker to a 
Powered Audio Device, Used 
with Bre Wire or Crimp Spade or 
Ring Terminals

Connecting Home Audio, Car 
Audio or Any Speaker to a 
Powered Audio Device, Used 
with Bre Wire or Crimp Spade or 
Ring Terminals

Packing 2 Spools 2 Spools 2 Spools 2 Spools

Jaket Red & Black PVC Red & Black PVC Red & Black PVC Red & Black PVC

Description RED/BLACK SPEAKER CABLE RED/BLACK SPEAKER CABLE RED/BLACK SPEAKER CABLE RED/BLACK SPEAKER CABLE

Length 1000 FT 1000 FT 1000 FT 1000 FT

Cable OD 18 AWG  20 AWG  22 AWG  24 AWG 

Connectors NO NO NO NO

Use

Connecting Home Audio, Car 
Audio or Any Speaker to a 
Powered Audio Device, Used 
with Bre Wire or Crimp Spade or 
Ring Terminals

Connecting Home Audio, Car Au-
dio or Any Speaker to a Powered 
Audio Device, Used with Bre Wire 
or Crimp Spade or Ring Terminals

Connecting Home Audio, Car 
Audio or Any Speaker to a 
Powered Audio Device, Used 
with Bre Wire or Crimp Spade or 
Ring Terminals

Connecting Home Audio, Car 
Audio or Any Speaker to a 
Powered Audio Device, Used 
with Bre Wire or Crimp Spade or 
Ring Terminals

Packing 2 Spools 4 Spools 4 Spools 4 Spools

Jaket Red & Black PVC Red & Black PVC Red & Black PVC Red & Black PVC

HA16

HA18 HA20 HA22 HA24

Application
Connecting home audio, car audio, or any speaker to a powered audio 
device. Used with bare wire or crimp spade and ring terminals. Oxygen-free

Free Oxygen
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HA10-CLEAR HA12-CLEAR HA14-CLEAR

Description Oxygen-Free Clear Flex  Red/ Black Speaker  
Cable

Oxygen-Free Clear Flex  Red/ Black Speaker  
Cable

Oxygen-Free Clear Flex  Red/ Black Speaker  
Cable

Length 500 FT 500 FT 1000 FT

Cable OD 10 AWG  12 AWG  14 AWG  

Connectors NO NO NO

Use

Connecting Home Audio, Car Audio or Any 
Speaker to a Powered Audio Device, Used 
with Bre Wire or Crimp Spade or Ring 
Terminals

Connecting Home Audio, Car Audio or Any 
Speaker to a Powered Audio Device, Used 
with Bre Wire or Crimp Spade or Ring 
Terminals

Connecting Home Audio, Car Audio or Any 
Speaker to a Powered Audio Device, Used with 
Bre Wire or Crimp Spade or Ring Terminals

Packing 2 Spools 2 Spools 2 Spools

Jaket Oxygen-Free Clear Flex  Cable Oxygen-Free Clear Flex  Cable Oxygen-Free Clear Flex Cable

Description Oxygen-Free Clear Flex  Red/ Black 
Speaker  Cable

Oxygen-Free Clear Flex  Red/ Black 
Speaker  Cable

Oxygen-Free Clear Flex  Red/ Black 
Speaker  Cable

Oxygen-Free Clear Flex  Red/ Black 
Speaker  Cable

Length 1000 FT 1000 FT 1000 FT 1000 FT

Cable OD 16 AWG  18 AWG  20 AWG  22 AWG  

Connectors NO NO NO NO

Use

Connecting Home Audio, Car Audio 
or Any Speaker to a Powered Audio 
Device, Used with Bre Wire or 
Crimp Spade or Ring Terminals

Connecting Home Audio, Car Audio 
or Any Speaker to a Powered Audio 
Device, Used with Bre Wire or 
Crimp Spade or Ring Terminals

Connecting Home Audio, Car Audio 
or Any Speaker to a Powered Audio 
Device, Used with Bre Wire or 
Crimp Spade or Ring Terminals

Connecting Home Audio, Car Audio 
or Any Speaker to a Powered Audio 
Device, Used with Bre Wire or Crimp 
Spade or Ring Terminals

Packing 2 Spools 4 Spools 4 Spools 4 Spools

Jaket Oxygen-Free Clear Flex Cable Oxygen-Free Clear Flex  Cable Oxygen-Free Clear Flex  Cable Oxygen-Free Clear Flex Cable

HA16-CLEAR HA18-CLEAR HA20-CLEAR HA22-CLEAR

Application
Connecting home audio, car audio, or any speak-

er to a powered audio device. Used with bare 
wire or crimp spade and ring terminals. 

Oxygen-free
Clear Speaker Cable

CLEAR CABLE
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HA12-CLHQ HA14-CLHQ HA16-CLHQ HA18-CLHQ

Cable OD 12 AWG 14 AWG 16 AWG 18 AWG

Description
Oxygen Free Clear Red & Black 
Speaker  Wire with Higher Number 
of Strands

Oxygen Free Clear Red & Black 
Speaker  Wire with Higher Number 
of Strands

Oxygen Free Clear Red & Black Speaker  
Wire with Higher Number of Strands

Oxygen Free Clear Red & 
Black Speaker  Wire with 
Higher Number of Strands

Jacket Red & Black Oxygen Fee CLEAR PVC Red & Black Oxygen Fee CLEAR PVC Red & Black Oxygen Fee CLEAR PVC Red & Black Oxygen Fee 
CLEAR PVC 

Length 500 FT Spool 1000 FT Spool 1000 FT Spool 1000 FT Spool

Connectors NO NO NO NO

USE

Connecting Home Audio, Car Audio 
or Any Speaker to a Powered Audio 
Device, Used with Bre Wire or Crimp 
Spade or Ring Terminals

Connecting Home Audio, Car Audio 
or Any Speaker to a Powered Audio 
Device, Used with Bre Wire or Crimp 
Spade or Ring Terminals

Connecting Home Audio, Car Audio or 
Any Speaker to a Powered Audio Device, 
Used with Bre Wire or Crimp Spade or 
Ring Terminals

Connecting Home Audio, 
Car Audio or Any Speaker 
to a Powered Audio Device, 
Used with Bre Wire or 
Crimp Spade or Ring 
Terminals

Packing 2 Spools 2 Spools 2 Spools 2 Spools

Oxygen-freeClear Speaker Cable

HA12C-50 HA14C-50 HA16C-50HA14C-100 HA16C-100

Cable OD 12 AWG 14 AWG 14 AWG 16-AWG 100 AWG

Description
Oxygen Free Clear 
PVC, Speaker  
Wire

Oxygen Free Clear 
PVC, Speaker  Wire

Oxygen Free Clear 
PVC, Speaker  Wire

Oxygen Free Clear 
PVC, Speaker  
Wire

Oxygen Free Clear 
PVC, Speaker  
Wire

Jacket
Oxygen Fee CLEAR 
PVC with Polarity 
Marking

Oxygen Fee CLEAR 
PVC with Polarity 
Marking

Oxygen Fee CLEAR 
PVC with Polarity 
Marking

Oxygen Fee 
CLEAR PVC with 
Polarity Marking

Oxygen Fee 
CLEAR PVC with 
Polarity Marking

Length 50ft/blister 50ft/blister 100ft/blister 50ft/blister 100ft/blister

Connectors NO NO NO NO NO

USE

Connecting Home 
Audio, Car Audio 
or Any Speaker to 
a Powered Audio 
Device, Used with 
Bre Wire or Crimp 
Spade or Ring 
Terminals

Connecting Home 
Audio, Car Audio 
or Any Speaker to 
a Powered Audio 
Device, Used with 
Bre Wire or Crimp 
Spade or Ring 
Terminals

Connecting Home 
Audio, Car Audio 
or Any Speaker to 
a Powered Audio 
Device, Used with 
Bre Wire or Crimp 
Spade or Ring 
Terminals

Connecting Home 
Audio, Car Audio 
or Any Speaker to 
a Powered Audio 
Device, Used with 
Bre Wire or Crimp 
Spade or Ring 
Terminals

Connecting Home 
Audio, Car Audio 
or Any Speaker to 
a Powered Audio 
Device, Used with 
Bre Wire or Crimp 
Spade or Ring 
Terminals

Packing 10 Pcs, Blister 10 Pcs, Blister 10 Pcs, Blister 10 Pcs, Blister 10 Pcs, Blister

SPEAKER CABLE 
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100%
COPPER

HC12-CLEAR HC14-CLEAR HC18-CLEARHC16-CLEAR HC22-CLEAR

Cable OD 12 AWG 14 AWG 16 AWG 18 AWG 22 AWG

Description

High Quality Speaker Wire, 
Oxygen Free, Full Copper 
Tin, Clear PVC with Polarity 
Marking

High Quality Speaker Wire, 
Oxygen Free, Full Copper 
Tin, Clear PVC with Polarity 
Marking

High Quality Speaker Wire, Ox-
ygen Free, Full Copper Tin, Clear 
PVC with Polarity Marking

High Quality Speaker Wire, 
Oxygen Free, Full Copper 
Tin, Clear PVC with Polarity 
Marking

High Quality Speaker Wire, 
Oxygen Free, Full Copper 
Tin, Clear PVC with Polarity 
Marking

Jacket Black Oxygen Fee CLEAR PVC Black Oxygen Fee CLEAR PVC Black Oxygen Fee CLEAR PVC Black Oxygen Fee CLEAR PVC Black Oxygen Fee CLEAR PVC 

Length 250 FT Spool 250 FT Spool 250 FT Spool 250 FT Spool 500 FT Spool

Connectors NO NO NO NO NO

USE

High End Cable for Connecting 
Home Audio, Car Audio or Any 
Speaker to a Powered Audio 
Device, Used with Beare 
Wire or Crimp Spade or Ring 
Terminals, Thinned Wires 
make Soldering a Breece

High End Cable for Connecting 
Home Audio, Car Audio or Any 
Speaker to a Powered Audio 
Device, Used with Beare 
Wire or Crimp Spade or Ring 
Terminals, Thinned Wires 
make Soldering a Breece

High End Cable for Connecting 
Home Audio, Car Audio or 
Any Speaker to a Powered 
Audio Device, Used with Beare 
Wire or Crimp Spade or Ring 
Terminals, Thinned Wires make 
Soldering a Breece

High End Cable for Connecting 
Home Audio, Car Audio or Any 
Speaker to a Powered Audio 
Device, Used with Beare Wire 
or Crimp Spade or Ring Ter-
minals, Thinned Wires make 
Soldering a Breece

High End Cable for Connecting 
Home Audio, Car Audio or 
Any Speaker to a Powered 
Audio Device, Used with Beare 
Wire or Crimp Spade or Ring 
Terminals, Thinned Wires make 
Soldering a Breece

Packing 2 Spools 4 Pcs Spool 8 Pcs Spool 8 Pcs Spool 8 Pcs Spool

Cable OD 12 AWG 14 AWG  16 AWG  

Description Oxygen free Speaker Cable, 2 Insulated Conductores in a Single Jacket  

Jacket Black Oxygen Free PVC Black Oxygen Free PVC Black Oxygen Free PVC

Length 500 FT Spool 500 FT Spool 500 FT Spool

Connectors NO NO NO

USE Audio Control and Instrumentation Audio Control and Instrumentation Audio Control and Instrumentation

Packing 1 Pc Spool 2 Pcs Spools 2 Pcs Spools

PC-12 PC-14 PC-16

Oxygen-free
Shield                 

INSULATED SPEAKER CABLE 
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Cable OD 14 AWG 14 AWG

Description
Oxygen free, Full Copper 
Speaker Cable, 4 Insulated 
Conductores in a Single Jacket  

Oxygen free, Full Copper 
Speaker Cable, 4 Insulated 
Conductores in a Single Jacket  

Jacket Black Oxygen Free PVC Black Oxygen Free PVC

Length 250FT Spool 250FT Spool

USE Audio Control and Instrumen-
tation

Audio Control and Instrumen-
tation

Packing 2 Pcs Spools 2 Pcs Spools

Cable OD 12 AWG 16 AWG

Description
Oxygen free, Full Copper 
Speaker Cable, 2 Insulated 
Conductores in a Single Jacket  

Oxygen free, Full Copper 
Speaker Cable, 2 Insulated 
Conductores in a Single Jacket  

Jacket Black Oxygen Free PVC Black Oxygen Free PVC

Length 250FT Spool 250FT Spool

USE Audio Control and Instrumen-
tation

Audio Control and Instrumen-
tation

Packing 2 Pcs Spools 2 Pcs Spools

Cable OD 0 AWG  0 AWG  2 AWG 2 AWG 

Description Oxygen Free Clear Red, High Strand 
Battery Cable

Oxygen Free Crear Black, High Strand 
Battery Cable

Oxygen Free Clear Red Power Cable Oxygen Free Clear Black Power Cable

Jacket Clear Red Flexible Oxygen Free  PVC. Clear Black Flexible Oxygen Free  PVC. Clear Red Flexible Oxygen Free  PVC. Clear Black Flexible Oxygen Free  PVC.

Length 100 FT Spool 100 FT Spool 100 FT Spool 100 FT Spool

Connectors NO NO NO NO

USE Most Used for Automobile Instala-
tions from Batteries to Amplifiers

Most Used for Automobile Instalations 
from Batteries to Amplifiers

Most Used for Automobile Instala-
tions from Batteries to Amplifiers

Most Used for Automobile Instalations 
from Batteries to Amplifiers

Packing 2 Pcs Spools 2 Pcs Spools 2 Pcs Spools 2 Pcs Spools

Cable OD 4 AWG

Description Marine Grade,  Full Copper

Jacket White PVC

Length 100 FT Spool

Use Water Resistand PVC Jaket and Copper Stranded Wire 
Makes this Cable Suitable for Marine Applications.

Cable OD 4 AWG

Description Marine Grade,  Full Copper

Jacket Red PVC

Length 100 FT Spool

Use Water Resistand PVC Jaket and Copper Stranded Wire 
Makes this Cable Suitable for Marine Applications.

PC-162C PC-164CPC-144C

PC-0000 PC-0002

PC-4202 PC-4203

PC-2200 PC-2201

Oxygen-free
Free Oxygen

Free Oxygen Free Oxygen

SPEAKER CABLE / POWER CABLE

100%
COPPER

100% COPPER

PC-142C
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Oxygen-free
Free Oxygen

Model Cable OD Description Jacket Length NO C Item 
Weight

PCS/
CTN CTN Size CTN 

Weight

PC-4201 4 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD8”X5.1”(H) 8.3lb 4 16.1x8.3x10.6” 35.2lb

PC-4250 4 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 250FT Spool OD9.4”X8.3”(H) 20.9lb 2 19.3x10x8.7” 44lb

PC-4300 4 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 100 FT Spool OD8”X5.1”(H) 8.3lb 4 16.1x8.3x10.6” 35.2lb

PC-4301 4 AWG Clear Blue Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD8”X5.1”(H) 8.3lb 4 16.1x8.3x10.6” 35.2lb

PC-4350 4 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 250FT Spool OD9.4”X8.3”(H) 20.9lb 2 19.3x10x8.7” 44lb

PC-6300 6 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X4.7”(H) 5lb 4 13.8x7.1x10” 22lb

PC-6301 6 AWG Clear Blue Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X4.7”(H) 5lb 4 13.8x7.1x10” 22lb

PC-6302 6 AWG Clear Purple 
Power Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X4.7”(H) 5lb 4 13.8x7.1x10” 22lb

PC-6400 6 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X4.7”(H) 5lb 4 13.8x7.1x10” 22lb

PC-8101 8 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X3.5”(H) 4.4lb 4 13.8x7.1x7.5” 19.8lb

PC-8150 8 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 250FT Spool OD8”X5.5”(H) 8.3lb 4 16.1x8.3x11.4” 35.2lb

PC-8250 8 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 250FT Spool OD8”X5.5”(H) 8.3lb 4 16.1x8.3x11.4” 35.2lb

PC-8300 8 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X3.5”(H) 4.4lb 4 13.8x7.1x7.5” 19.8lb

PC-8350 8 AWG Clear Blue Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6.7”X3.5”(H) 4.4lb 4 13.8x7.1x7.5” 19.8lb

PC-10102 10 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6”X3.5”(H) 2.8lb 8 12.2x12.2x3.9” 24.2lb

PC-10103 10 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6”X3.5”(H) 2.8lb 8 12.2x12.2x3.9” 24.2lb

PC-10104 10 AWG Clear Blue Power 
Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6”X3.5”(H) 2.8lb 8 12.2x12.2x3.9” 24.2lb

PC-10105 10 AWG Clear Purple 
Power Cable

Flex Oxyger Free 
PVC 100 FT Spool OD6”X3.5”(H) 2.8lb 8 12.2x12.2x3.9” 24.2lb

PC-10250 10 AWG Clear Red Power 
Cable

Flex Oxyger Free 
PVC 250FT Spool OD6.7”X6.3”(H) 6lb 4 13.8x13.8x6.7” 26.4lb

PC-10251 10 AWG Clear Black 
Power Cable

Flex Oxyger Free 
PVC 250FT Spool OD6.7”X6.3”(H) 6lb 4 13.8x13.8x6.7” 26.4lb

POWER CABLE
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Material Metal

Connectos 1/4" plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 500

CTN Size 15.4x15x8"

CTN Weight 26.4lb

Material metal

Connectos 1/4" plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 500

CTN Size 15.4x15x8"

CTN Weight 26.4lb

Material metal

Connectos RCA plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 1000

CTN Size 15.4x15x16"

CTN Weight 35.2lb

Material metal

Connectos 3.5MM plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.06lb

PCS/CTN 1000

CTN Size 15.4x15x16"

CTN Weight 28.6lb

Material metal

Connectos 1/4" plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.09lb

PCS/CTN 500

CTN Size 15.4x15x8"

CTN Weight 35.2lb

Material metal

Connectos 1/4" plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 500

CTN Size 16.1x16.1x11"

CTN Weight 30.8lb

Material metal

Connectos 1/4" plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 500

CTN Size 16.1x16.1x11"

CTN Weight 30.8lb

PVZ-102HQ PVZ-102RHQ PVZ-119

PVZ-151
3.5mm Stereo gold plug

PVZ-190
1/4” mono gold plug

PVZ-199BHQ
1/4” mono plug

PVZ-199HQ
1/4” mono plug

Right angle 1/4 mono plug High Quality RCA gold plug

AUDIO CONNECTORS

Material metal&plastic

Connectos Speakon male 4PIN 

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 400

CTN Size 16.1x16.1x11"

CTN Weight 28.6lb

Material metal

Connectos 1/4" plug

Packing 1pc/color bag

Item Size 4x7.1"

Item Weight 0.07lb

PCS/CTN 500

CTN Size 18.1x11x6.3"

CTN Weight 30.8lb

Material metal

Connectos 3.5MM plug

Packing 1pc/color bag

Item Size 6.3x3.5"

Item Weight 2.6lb

PCS/CTN 500

CTN Size 18.1x11x6.3"

CTN Weight 28.6lb

Material metal

Connectos 3.5MM plug

Packing 1pc/color bag

Item Size 6.3x3.5"

Item Weight 2.6lb

PCS/CTN 500

CTN Size 18.1x11x6.3"

CTN Weight 28.6lb

MVZ-92HQ
Speakon male 4Pin

PVZ-101
Speakon male 4Pin

P-280
3.5 mono plug

P-281
3.5 Stereo plug
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PVZ-286SPVZ-286BK PVZ-286W

Material Silver

Connectos 3.5MM plug

Material Silver

Connectos 3.5MM plug

Material Silver

Connectos 3.5MM plug

High Quality 3.5mm 
Stereo Plug

High Quality 3.5mm 
Stereo Plug

High Quality 3.5mm 
Stereo Plug

PVZ-384BK

Material Silver

Connectos 3.5MM plug

High Quality 3.5mm 
Three Line Headphone Plug

PVZ-384BL

Material Silver

Connectos 3.5MM plug

High Quality 3.5mm 
Three Line Headphone Plug

PVZ-384R

Material Silver

Connectos 3.5MM plug

High Quality 3.5mm 
Three Line Headphone Plug

PVZ-384S

Material Silver

Connectos 3.5MM plug

High Quality 3.5mm 
Three Line Headphone Plug

Description

OXYGEN FREE 
CABLE, 1/4" Gold 

Mono Plug, to 
XLR male

OXYGEN FREE 
CABLE, 1/4" Gold 

Mono Plug, to 
XLR male

OXYGEN FREE 
CABLE, 1/4" Gold 

Mono Plug, to 
XLR male

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

Length 10 FT 20 FT 30 FT 3 FT 6 FT 20 FT 30 FT 50 FT

Application Typically Used to Connect Mixers to Equalizers, Crossover, Compressors or Amplifiers

Note Double Shielded Reduces Noise and Electromagnetic Interfience. This Professional Cable is Manufactured using the Highest Grade Copper. High Quality Product

Material metal

Connectos 3.5MM plug

Packing 1pc/color bag

Item Size 6.3x3.5"

Item Weight 2.6lb

PCS/CTN 500

CTN Size 18.1x11x6.3"

CTN Weight 28.6lb

Material metal

Connectos 3.5MM plug

Packing 1pc/color bag

Item Size 6.3x3.5"

Item Weight 2.6lb

PCS/CTN 500

CTN Size 18.1x11x6.3"

CTN Weight 28.6lb

P-282
3.5 mono plug

P-283
3.5 Stereo plug

AUDIO CONNECTORS
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VZ-M17-10

VZ-M25-10FT

VZ-M17D

VZ-M25-20FT VZ-M25-30FT

VZ-M18-3FT

VZ-M26-3FT

VZ-M18-6

VZ-M26-10FT

VZ-M18-10

VZ-M26-20

VZ-M18D

VZ-M26-30FT

VZ-M18-50FT

VZ-M26-50FT

Description
OXYGEN FREE CABLE, 
1/4" Gold Mono Plug, 
to XLR Female

OXYGEN FREE CABLE, 
1/4" Gold Mono Plug, to 
XLR Female

OXYGEN FREE 
CABLE, XLR Male to 
XLR Female

OXYGEN FREE 
CABLE, XLR Male to 
XLR Female

OXYGEN FREE 
CABLE, XLR Male to 
XLR Female

OXYGEN FREE 
CABLE, XLR Male 
to XLR Female

OXYGEN FREE CABLE, 
XLR Male to XLR 
Female

Length 10 FT 20 FT 3 FT 6 FT 10 FT 20 FT 50 FT

Application Typically Used to Connect Mixers to Equalizers, Crossover, Compressors or Amplifiers

Note Double Shielded Reduces Noise and Electromagnetic Interfience. This Professional Cable is Manufactured using the Highest Grade Copper. High Quality Product

PRO AUDIO CABLES

VZ-M25

VZ-M26

VZ-M17D

VZ-M18

Description

OXYGEN FREE 
CABLE, 1/4" Gold 

Mono Plug, to 
XLR male

OXYGEN FREE 
CABLE, 1/4" Gold 

Mono Plug, to 
XLR male

OXYGEN FREE 
CABLE, 1/4" Gold 

Mono Plug, to 
XLR male

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

OXYGEN FREE 
CABLE, 1/4 to 1/4

Length 10 FT 20 FT 30 FT 3 FT 6 FT 20 FT 30 FT 50 FT

Application Typically Used to Connect Mixers to Equalizers, Crossover, Compressors or Amplifiers

Note Double Shielded Reduces Noise and Electromagnetic Interfience. This Professional Cable is Manufactured using the Highest Grade Copper. High Quality Product
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VZ-M35 VZ-M36 VZ-M37

Description XLR Male to 3.5mm 
Gold Stereo Plug

Length 1 FT

Note Durable & Flexible, 
Rubber Jacket

Description Dual XLR Male to 
XLR Female

Length 1.5 FT

Note Durable & Flexible, 
Rubber Jacket

Description Dual  XLR Female to 
XLR Male

Length 5 FT

Note Durable & Flexible, 
Rubber Jacket

Oxygen Free Cable Oxygen Free Cable Oxygen Free Cable

PRO AUDIO CABLES

VZ-M21
Speakon Male 4p to 1/4” Mono Plug

VZ-M23
Speakon Male 4p to Speakon Male 4p

Length 30 ft

Application Speakers

Cable OD 8 Omn

Braid Count 2 x 100

Shield Aluminum Foil

Jacket Insulated Rubber

Size 26.5 x 33 Cm

ITEM Weight 750G

PCS/CTN 20

CTN Size 20x13x17.3"

CTN Weight 35.2lb

Length 20 FT / 30 FT

Application Speakers

Cable OD 8 Omn

Braid Count 2 x 100

Shield Aluminum Foil

Jacket Insulated Rubber

Size 26.5 x 33 Cm

ITEM Weight 750G

PCS/CTN 20

CTN Size 20x13x17.3"

CTN Weight 35.2lb

30 FT 20-30 FT
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Oxygen Free Cable

PRO AUDIO CABLES

Description Nylon Cable 1/4” Gold Mono Plug to XLR Female

Length 10 FT 20 FT

Application Instruments Instruments

Cable OD 6.5 mm Nylon Mesh 6.5 mm Nylon Mesh

Braid Count 2 x 36 2 x 36

Shield Aluminum Foil Aluminum Foil

Jacket Nylon Mesh Nylon Mesh

Size 6.3x8" 6.3x8.3"

ITEM Weight 0.48lb 0.8lb

PCS/CTN 25 20

CTN Size 15.4x13x10.2" 15.4x13x10.2"

CTN Weight 15.4lb 17.6lb

Description  Nylon Cable XLR Female 3p to XLR Male 3p

Length 10 FT 20 FT

Application Microphones Microphones

Cable OD 6.5 mm Nylon Mesh 6.5 mm Nylon Mesh

Braid Count 2 x 24 2 x 24

Shield Aluminum Foil Aluminum Foil

Jacket Nylon Mesh Nylon Mesh

Size 6.3x8" 6.3x8.3"

ITEM Weight 0.51lb 0.83lb

PCS/CTN 25 20

CTN Size 15.4x13x10.2" 15.4x13x10.2"

CTN Weight 15.4lb 17.6lb

Description  Nylon Cable 1/4” Gold Mono Plug to XLR Male 3p 

Length 10FT 20 FT

Application Microphones Microphones

Cable OD 6.5 mm Nylon Mesh 6.5 mm Nylon Mesh

Braid Count 2 x 36 2 x 36

Shield Aluminum Foil Aluminum Foil

Jacket Nylon Mesh Nylon Mesh

Size 6.3x8" 6.3x8.3"

ITEM Weight 0.48lb 0.8lb

PCS/CTN 25 20

CTN Size 15.4x13x10.2" 15.4x13x10.2"

CTN Weight 15.4lb 17.6lb

VZ-N17-10FT

VZ-N18-10FT

VZ-N25-10FT

VZ-N17-20FT

VZ-N18-20FT

VZ-N25-20FT
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Description Nylon Cable 1/4" Gold Mono Plug to 1/4" Gold Mono Plug

Length 10 FT 15 FT 20-FT

Application Microphones Microphones Microphones

Cable OD 6.5 mm Nylon Mesh 6.5 mm Nylon Mesh 6.5 mm Nylon Mesh

Braid Count 2 x 36 2 x 36 2 x 36

Shield Aluminum Foil Aluminum Foil Aluminum Foil

Jacket Nylon Mesh Nylon Mesh Nylon Mesh

Size 9.4x6" 10.2x6.9" 10.2x6.9"

ITEM Weight 0.53lb 0.85lb 0.85lb

PCS/CTN 20 20 20

CTN Size 13.2x12.6x10.2" 15.4x15.4x10.2" 15.4x15.4x10.2"

CTN Weight 13.2lb 19.8lb 19.8lb

Description Nylon Cable, Dual RCA Gold Plugs to Dual 1/4" Gold Mono Plugs

Length 3 FT 6 FT 12 FT

Application Foot Pedal Instruments, studio Equipment

Cable OD 11 mm 11 mm 11 mm

Strand Count 4 x 36 CU 4 x 36 CU 4 x 36 CU

Braid Count 36 36 36

Shield Aluminum Foil Aluminum Foil Aluminum Foil

Jacket Black Nylon Mesh Black Nylon Mesh Black Nylon Mesh

Size 4.7x8.3" 6x9.4" 6.9x10.2"

Item Weight 0.64lb 0.68lb 0.74lb

PCS/CTN 20 20 20

CTN Size 11.6x10.2x10.2" 13.2x12.6x10.2" 15.4x15.4x10.2"

CTN Weight 15.4lb 15.4lb 17.6lb

Description Nylon Cable, Dual Gold RCA Plugs to Dual Gold RCA Plugs

Length 6 FT 12 FT

Application Mixers / CD Js / DJ Controlers

Cable OD 11 mm 11 mm

Strand Count 4 x 36 CU 4 x 36 CU

Braid Count 36 36

Shield Aluminum Foil Aluminum Foil

Jacket Black Nylon Mesh Black Nylon Mesh

Size 6x9.4" 6.9x10.2"

Item Weight 0.68lb 0.74lb

PCS/CTN 20 20

CTN Size 13.2x12.6x10.2" 15.4x15.4x10.2"

CTN Weight 15.4lb 17.6lb

VZ-N26-10FT

VZ-N262-3FT

VZ-N26-15FT

VZ-N262-6FT

VZ-N263-6FT

VZ-N26-20FT

VZ-N262-12FT

VZ-N263-12FT

PRO AUDIO CABLES
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Description Nylon Cable,  1/4” Stereo Gold Plug to Dual 1/4” Mono Gold Plugs 

Length 6 FT 12 FT

Application Mixers / Headphones / Audio Devices

Cable OD 11 mm 11 mm

Strand Count 4 x 36 CU 4 x 36 CU

Braid Count 36 36

Shield Aluminum Foil Aluminum Foil

Jacket Black Nylon Mesh Black Nylon Mesh

Size 6x9.4" 6.9x10.2"

Item Weight 0.43lb 0.66lb

PCS/CTN 20 20

CTN Size 13.2x12.6x10.2" 15.4x15.4x10.2"

CTN Weight 11lb 15.4lb

Description Nylon Cable, 3.5 mm Gold Stereo Plug to Dual RCA Gold Plugs

Length 3 FT 6 FT

Application I Phones  / Mixers / MP3 / Home  Audio Systems

Cable OD 11 mm 11 mm

Strand Count 4 x 36 CU 4 x 36 CU

Braid Count 36 36

Shield Aluminum Foil Aluminum Foil

Jacket Black Nylon Mesh Black Nylon Mesh

Size 4.7x8.3" 6x9.4"

Item Weight 0.31lb 0.43lb

PCS/CTN 20 20

CTN Size 11.6x10.2x10.2" 13.2x12.6x10.2"

CTN Weight 8.8lb 11lb

Description Nylon Cable, 3.5 mm Gold Stereo Plug to Dual 1/4” Gold Mono Plugs

Length 6-FT 12 FT

Application I Phones / I Pod / Laptops / Mixers

Cable OD 11 mm 11 mm

Strand Count 4 x 36 CU 4 x 36 CU

Braid Count 36 36

Shield Aluminum Foil Aluminum Foil

Jacket Black Nylon Mesh Black Nylon Mesh

Size 6x9.4" 6.9x10.2"

Item Weight 0.43lb 0.66lb

PCS/CTN 20 20

CTN Size 13.2x12.6x10.2" 15.4x15.4x10.2"

CTN Weight 11lb 15.4lb

VZ-N264-6FT

VZ-N265-3FT

VZ-N266-6FT

VZ-N264-12FT

VZ-N265-6FT

VZ-N266-12FT

PRO AUDIO CABLES
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STANDS

VZ-636 VZ-KS1 VZ-KS3

Height Adjustment 6.5 FT. Total Height

Load Capacity 150 Lbs (60 Kgs)

Weight 10 Lbs (4.5 Kgs)

Upper Shaft Tubing 53 mm

Color Black with Orange 
Inserts

Material Steel

Height Adjustment 640-980 mm

Load Capacity 121 Lbs (55 Kgs)

Weight 9.92 Lbs (4.5 Kgs)

Color Black with Orange Inserts

Material Steel

Note

"Light Weight and Quick 
Height Adjustment. 
5 Positions Quick Lock 
Easy Set Up and Tear Down 
Rubber Boots Provide 
Stability"

Height Adjustment 750-1010 mm

Load Capacity 88.20 Lbs (40 Kgs)

Weight 9.92 Lbs (4.5 Kgs)

Color Black with Orange Inserts

Material Steel

Note

"Light Weight and Quick 
Height Adjustment. 
6 Positions Quick Lock 
Double Brace for Extra 
Strenght 
Easy Set Up and Tear Down 
Rubber Boots Provide 
Stability"

Tripod Speaker Stand with all Metal 
Adjustment Brakets

Keyboard Stand Dual Brace Keyboard Stand

STANDS
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VZ-MS5

Extends 1.1 FT to 1.5 FT

Angle Adjustment 0 -45 / 0-180 Angle

Item Weight 4.4 Lbs.(2 Kgs)

Upper Shaft Tubing 35 mm

Load Capacity 70 Lbs (31.7 Kgs)

Material Heavy Duty Steel

Extendable Wall Stand for Speaker Box

VZ-MS-1 VZ-MS2 VZ-MHS8

Height Adjustment 34-65"

Color Nickel Plated / Black 
Heavy Metal Round Base

Material Steel

Height Adjustment 2.5 FT to 3.1 FT

Item Weight 3.9 Lbs (1.8 Kgs)

Color Black with Orange Inserts

Material Heavy Duty Steel

Note “Metal Base 
Quick Angle Adjustment”

Height Adjustment 32-48”

Item Weight 1.1 Lbs (0.5 Kgs)

Color Black

Material Heavy Duty Steel

Note “2 Section Adjustment (Sit or 
Stand) Easy to Carry”

Microphone Floor Stand Adjustable Tripod Microphone 
Stand with Boom

Desk Music Book Stand

STANDS
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ARRAY SYSTEMS
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System Power Handling (Continu-
ous / Program / Peak) 300W / 1600W

LF Transducer 2 x 10" Neodymium

HF Transducer 3" VC Neodymium

Input Connections Speakon

Frequency Response (-3dB) 50 Hz/20 Khz

Internal Crossover Passive

Crossover Frequency 2.2 K

Sensitivity 1W/1 m 99db

Max. SPL/1m (Calc) 141dB

Coverage (NominaL-6dB) H 75 Degrees

Coverage (NominaL-6dB) V 15 Degrees

Nominal Impedance (Passive) 8 Ohms

Power N/A

Color Black

Cabinet Material Plywood

Height 12.2" (308mm)

Width 22.8" (580mm)

Depth 16.1" (410mm)

Weight 46.5 Lbs (21.5Kg)

Notes
Exelent for Using In, Confer-
ence Room, Stage, Churge, 
Concerts and More

FU-SLA2x10
Compact Line Array System with Hightly 
Efficient Neodymium Components. 

GREAT FOR VENUES OF 500 OR MORE PERSONS

This series provide the most compact mini array 
system. Special design, high efficiency speaker 
unit, and low profile with high output.

Built using high premium-grade components 
providing high-performance power.

COMPACT HIGH PERFORMANCE LINE ARRAY

ARRAY SYSTEMS
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• Neodymium Magnet •

RANGE ARRAY

nuevo

• Horizontal 110° coverage. 
• Full Range 2-way 2x8” Neodymium drivers.
• Compact and lightweight for visual effectiveness.
• Captive rigging system.
• First grade cabinet construction.

FU-LA30-NEO
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DUAL 8” PASSIVE  FULL RANGE ARRAY

System Power Handling (Con-
tinuous / Program / Peak) 500W / 1100W

LF Transducer 2 x 8" Neodymium

HF Transducer 1 x 3" Neodymium, Diaphragm 
Compression Driver

Input Connections IN: 1 X 4 - Point Speakon / lINK: 1 X 
4 - Point Speakon

Frequency Response 60 Hz / 20 Khz

Max. SPL 139dB

Coverage Horizontal: 110 Degrees Symmetric

Nominal Impedance (Passive) LF 8 Ohms / HF: 8 Ohms

Color Black

Cabinet Material Plywood

Water Profing IP45

Rigging and Handling

Built-In Rigging System, Coat-
ed Steel, Handles Integrated 
into the Cabinet, Fix Angles: 
0,1/2/3/4/5/6/7/8/9/10 Degrees

Weight 57 Lbs (26 Kg)

Second Unit ***********

Transducer 15" Neaodymium 4" VC

System Power Handling (Con-
tinuous Power) 400W / 800W

Frequency Response 38 Hz - 120 Khz

Nominal Impedance 8 Ohms

Input Connections IN: 1 x 4 Point Speakon / LINK: 1 X 4 Point Speakon

Rigging Components Integrated Black Painted Steel

Water Proofing IP45

Finish Black Painted Plywood

Weight 70 Lbs (32 Kg)

Notes

"Horizontal 110 Degrees Coverage 
Full Range 2-Way 2x8"" Neeodymium Drivers 
Compact and Lighweigh for Visual Effectiveness 
Cptive Rigging System 
First Grade Cabibinet Construction"

FU-LA30-NEO

FU-LA30-MIDS

FU-LA30-SUB

ARRAY SYSTEMS
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ACTIVE LINE ARRAY SYSTEM

System Power Handling Ca-
pacity (RMS / Peak 10 ms) 600W

Nominal Dispersion Angle 
(H X V) 100 Degrees x 5 Degrees

Component 
Unit Configuration

1 X 10" (65mm0 Voice Coil Magnetic Unit, 2 X 1" (25mm) Thoat / 
1.75" (44mm) Voice Coil, Titanium Compression Driver.

Input Connections 2 x NL4

Frequency Response
(-5dB) Standard) 75 Hz - 19 Khs

Sensitivity (1W/1W) 104 db

Max. SPL 136dB

Nominal Impedance 8 Oms

Surface Treatment Waterborne Paint

Color Black

Cabinet Material 15mm Birch Plywood

Weight 18.5 Kg

Descripcion Active Subwoofer One (1) Unit, One (1) Way

Frequency Response
(-5dB) Standard) 35 Hz - 200 Khz

Power Handling Capacity 
(RMS, Peak 10 ms) 3000W

Nominal Impedance 8 Ohms

Sensitivity (1W/1W) 120dB

Max SPL 138dB

Components Unit Confiquration 1 x 8" (100mm) Voice Coil

Enclosure Material 18mm Birch Splint

Surface Treatment Waterborne Paint

Net Weight 82 Kg

Notes

"3000W, Class D Power Amplifier (USB) Interface Inputs) 
2 x 10"" Neodymium Mid-Range Array Speakers 
1 x 18"" Subwoofer 
Easy to Transport System with Rugged Design"

FU-LA2.1

ARRAY SYSTEMS
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12” ACTIVE 2-WAY 
COMPACT LINE ARRAY

System Power Handling (Con-
tinuous / Program / Peak) 600W -1000W

LF: Transducer 12" x 2.5" Voice Coil

HF: Transducer 8 x 2" Neodymiun Speakers

Input Connections 3 Pin Balanced XLR

Frequency Response (-3dB) 
Standard) 40 Kz - 20 Khz

Internal Crossover Passive

Crossover Frequency 218 Hz

Sensitivity, 1W/1m 116dB

Max SPL/1m (calc) 128dB

Coverage (Nominal -6dB) H 120 Degrees

Coverage (Nominal -6dB) V 30 Degrees

Nominal Impedance (Passive) 8 Ohms

Power  115/220V

Color Black

Cabinet Material Plywood

Weight 56 Lbs (25.4 Kg)

Notes

"Transmit HIFI Quality Via WI-FI 
50 Meters Multi-Room, Multi-Spakers Aplication 
Link Up to 8 FX12-WIFI and Control them with One Device 
Ply Same Music on All 8 Speakers or Individually"

Applications DJ'S, Corporate Events, Presentations, Performers

FX12-WIFI

MÜZO PLAYER
Music and Video

BACK PANEL

ARRAY SYSTEMS
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DIGITAL TOUCH SCREEN DISPLAY, AMPLIFIER

DESCRIPTION Digital Touch Screen Display, 
Amplifier

Applications DJ'S, Corporate Events, Presenta-
tions, Performers

Channel Number 4 CH

8 Ohms Output Power / Per 
Channel 1500W

4 Ohms Output Power / Per 
Channel 2500W

2 Ohms Output Power / Per 
Channel 3000W

8 Ohms  Bridge Power 10000W

8 Ohms  Bridge Power 12000W

Frequency Response 20hZ - 20 Khz

THD+N(8Ohms 1 Khz@1/4 Full 
Power <0.1 %

Input Sensitivity 23dB -44dB

Net Weight 17.5 Kg

Packing Dimensions 550 x575 x185mm

FU-A12000-4

EASY TO REPAIR !!

APPLICATIONS
DJs | Corporate events |
 Presentat ions | Performers

PROFESSIONAL POWER AMPLIFIERS
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PROFESSIONAR POWER AMPLIFIERS

Description Tour Grade 4 Channels Amplifier

Frequency Response 7Hz -34Khz 20Hz - 20Khz 20Hz - 20Khz 20Hz - 20Khz

Signal to Noise >112dB 93dB 93dB 93dB

Input Sensitivity 0.7V 0.7V 0.7V 0.7V

THD at 1 Khz "<- 0.5%" "< - 0.5%" "< - 0.5%" "< 
- 0.5%"

Input Impedance 20KOhms 20KOhms 20KOhms 20KOhms

Input Connectors 3 pin XLR 3 pin XLR 3 pin XLR 3 pin XLR

Output Connectors 4 Pin Speakon 4 Pin Speakon 4 Pin Speakon Banana Plugs / Bare Speaker Wire

Power Consumption 2400W / 50A Peak Power 500W / 25A Peak Power 700W / 30A Peak Power 2400W / 80A Peak Power

Operating Voltage 115/230v 115/230v 115/230v 115/230v

Power Rating: 2 Ohms Stereo 6000W 2000W / 49V 4000W / 59V 7000W

Power Rating: 4 Ohms Stereo 4000W 2000W / 63V 3700W / 73V 4600W

Power Rating: 8 Ohms Stereo 3300W 1700W / 75V 3000W / 89V 3800W

Power Rating: 4 Ohms Bridge 10000W 4000W / 100V 6000W / 118V 14000W

Power Rating: 8 Ohms Bridge 7000W 2500W / 123V 4600W / 144V

Applications DJ'S, Corporate Events, Presentations, Performers

FU-A4K FU-A6K FU-A1400-2FU-A1000-4
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FEATURES

15 two-channel design, 1/3 tax-frequency contact-Q ± 12dB 
program scope, input gain range with ± 12 dB adjustable. With -18 
dB low cut switch (75 Hz), have effectively eliminate low-frequency 
noise. With BY-Pass switch the machine to facillitate debugging. 
Standard 1U structure is more suitable for project installation. Five 
paragraphs color signal level instructions, XLR balanced and 1/4TRS 
unbalanced input and output also allows you to use arbitrary, 
12-series visualization design to make your operation.

FEATURES

Stereo half-frequency, single-channel third-frequency electronic crossover. 
TRS or XLR balanced input and differential. Choice of stereo or the sum 
of left and right channels while the synthesis of ultra-low sound. Two 
channels are selected x10 range switch. Two channels 40 Hz high pass 
filter (frequency cut end). All outputs with phase reverse switch. Therefore, 
the output can be independently adjusted average dB / oct Linkwitz -Riley 
filters (the professional standard). Stereo/Mono status indication LEd lights, 
indicate the seltected mode of operation.

Input impedance
Output impedance
Frequency response
Balance the number of segments
Balanced gain
Total Harmonic wave distortion
SNR
Signal Control
Operating voltage

22KΩ
200Ω
20Hz – 20KHz +/0-12dB
Two 15
 + 12dB/-12dB
0.05% 1KHz 
>90dB
IN/OUT and LOW CUT
110V – 220V  50/60Hz

• TRS or XLR balanced input and output differential.
• Choice of stereo or the sum of the synthesis of left and right 
   channel subwoofer.
• The scope of the two channel selection switches are x10.
• Two channels have 40 Hz high pass filter (frequency cut end). 
• All outputs with phase reverse switch.
• 24dB/oct Linkwitz-Riley filter (the professional standard).

FEUR DUAL 15 BAND EQ

FEUR ELECTRONIC CROSSOVER

AMPLIFIER & EQUALIZER

FU-EQ215

FU-EC234

AMPLIFIER & EQUALIZER
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FEUR DUAL 31 BAND EQ FEATURES

RS or differential balanced XLR inputs and outputs. Choice of 
stereo or the sum of left and right channels while the synthesis of 
ultra-low sound. X10 range are two-channel selector switch. Two 
channels have 40hz high pass filter (low cut) all the outputs with 
phase reverse switch. All the bands on the average output can be 
independently adjusted dB/Linkwitz-Riley filters (the professional 
standard). Stereo/Mono status indication LED lights, indicating that 
the choice of unit of work pattern.

FEUR DUAL 31 BAND EQ

• TRS or XLS balanced inputs and outputs RS diferential.
• Choice of stereo or sum of the synthesis of left and right channel subwoofer.
• X10 range are two channel selector switch. 
• Two channels have 40Hz high pass filter (low cut).
• All outputs with phase reverse switch.
• The output of all bands can be independently adjusted average. 
• 24dB/Linkwitz-Riley filter (the professional standard).
• Stereo/Mono status indication LED lights, indicating that the mode selection unit. 
• 31 Band

Bandwidth: 20Hz-20Khz, +0.5dB/-1dB
Dynamic range: 109dB 115dB
SNR: 90dB 97dB
Total harmonic distortion + noise < 0.005%
Crosstalk between channels<- 80dB, 20Hz-20Khz.
Interface: ¼ inch TRS, XLR sockets (two feet for the hot working side, 
female), and terminal strips.
Type: Electronic balance is 40k Ω, non equilibrium for the 20k Ω.
Maximum input level: > +21 dBu, balanced or unbalanced.
31 Band
CMRR: >40 dB, typically >55dB, 1kHz 
Export
Interface: ¼ inch TRS, XLR sockets (two feet for the hot working side, 
female), and terminal strips.
Type: Electric balance is 200Ω, 100Ω
Maximum input level: > +21 dBu, balanced or unbalanced loads or more 
loads 2kΩ.
CMRR: >18dB, balanced/unbalanced (connected 600Ω load).

AMPLIFIER & EQUALIZER

FU-EQ231

FU-EQ2231
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DIGITAL PROCESSOR

• One Rack Space.
• Three inputs – Six Outputs
• Extra input allows for AUX fed subs
• Extremely intuitive user interface 
• Front panel programing and control
• Crossover, EQ, Delay and limiter functions
• Outputs Assignable to any input
• Superior Sonic Quality
• Identical in performance to the 4.24C
• XLR audio connections
• Balanced inputs and outputs

DIGITAL PROCESSOR

• Four levels of security
• Applications
• Conventional PA systems
• FCH
• Monitors
• AUX fed subs
• L-C-R configurations
• Multi-zoned system 
• One Rack Space
• Four inputs – Eight outputs
• Extremely intuitive user interface
• Crossover EQ, Delay and limiter functions

• Outputs assignable to any input
• Superior Sonic Quality
• Front Panel, PC or MIDI Programming and control Third Party control friendly
• XLR Audio connections
• Balanced inputs and outputs
• Parametric filters and Comp/Limiter to control feedback problems
• Linkwitz-Riley, Bessel and Butterworth filters
• 12, 18, 24 and 48dB/Octave range
• Input and Output delay
• Limiter in each output
• Individual input and output metering

FEUR 6 OUTPUT DIGITAL SIGNAL 
PROCESSOR

FEUR 8 OUTPUT DIGITAL SIGNAL 
PROCESSOR

• Parametric filters and Comp/Limiter to control feedback problems
• Linkwitz-Riley Bessel and Butterworth filters.
• 12, 18, 24 and 48dB/Octave Slopes 
• Parametric EQ: 1/6th to octave range
• Input and Output Delay
• Limiter on each output 
• Individual input and output metering
• Four levels of security

Maximum Output Current 

Line Cord

Operating Voltage

Spike Protection Mode

Energy Dissipation

Peak Impulse Current

Continous Operating Voltage

20 amps

6ft., captive, 14 AWG. *

120VAC 60Hz

Line to neutral

170 joules

12,000 amps

130 VAC RMS 

FEUR 20 AMP POWER CONDITIONER

* with 3-conductor Edison plug.        Let Through Voltage (@125 amps, 8/20uS waveform) 400 volts.

PROCESSOR & POWER CONDITIONER

FU-DP48

FU-DP36

FU-PC20A



235
INFO@FEURPRO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

ACTIVE LOUDSPEAKER

ACTIVE PRO
SUBWOOFER

Description
System Power Handling 
(Continuous/Program/Peak)
LF Transducer
HF Transducer

Input Connectors
Frequency Response(-10dB)
Frequency Range(-10dB)
Internal Crossover
Input Sensitivity
Sensitivity 1W/1 m
MAX. SPL/1m(calc)
Coverage(Nominal -6 Db) H
Coverage(Nominal -6 Db) V
Nominal Impedance 
Power Source
Color
Cabinet Material
Weight

18” Active Pro Subwoofer
1000W / 2000W

18”
N/A

Speakon
35Hz-120Khz
29Hz -150Khz
Yes
1.2V
116dB SPL
135db SPL Peak
90 Degrees
50 Degrees
8 Ohms
115V/230V
Black Emory Paint
Plywood
86 Lbs (39Kg)

12” Active Pro Subwoofer
500W / 800W

12”
1.7”

Speakon
45Hz-20Khz
36Hz - 21Khz
Yes
1.2V
98dB SPL
126db SPL Peak
90 Degrees
50 Degrees
8 Ohms
115V/230V
Black Emory Paint
Plywood
33 Lbs (15Kg)

15” Active Pro 2 Way-Monitor
800W / 1600W

15”
2” Compression/51mm Titani-
um Voice Coil
3 Pin XLR
44Hz-20Khz
36Hz - 21Khz
Yes
1.2V
117dB SPL
137db SPL Peak
90 Degrees
50 Degrees
8 Ohms
115V/230V
Black Emory Paint
Plywood
77 Lbs (35Kg)

PRPR
PR

FU-PROA18120 FU-PROA1280 FU-PROA1690
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Description
System Power Handling 
(Continuous/Program/Peak)
LF Transducer
HF Transducer
Input Connectors
Frequency Response(-10dB)
Frequency Range(-10dB)
Internal Crossover
Equalizer
Input Sensitivity
Sensitivity 1W/1 m
MAX. SPL/1m(calc)
Coverage(Nominal -6 Db) H
Coverage(Nominal -6 Db) V
Nominal Impedance 
Power Source
Color
Cabinet Material
Weight

2X15” Active Pro Loudspeaker
1000W / 2000W
2 X 15”
2” Compression/51mm Titanium Voice 
Coil
3 Pin XLR
44Hz-20Khz
36Hz - 21Khz
Yes

1.2V
117dB SPL
137db SPL Peak
90 Degrees
50 Degrees
8 Ohms
115V/230V
Black Emory Paint
Plywood
125 Lbs (57Kg)

2X18” Active Pro Subwoofer
4000W

2 X 18”
N/A
Speakon
50Hz - 300Hz
No
N/A

101dB
137db SPL Peak
Omnidirectional
Omnidirectional
8 Ohms

Black Emory Paint
Plywood
189 Lbs (86Kg)

FU-PROA215 FU-PRO218A

NEW AMP
BUILT IN FAN

PRPR
PR

ACTIVE LOUDSPEAKER
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FU-PRO1590 FU-PRO1290

PORTABLE ACTIVE

2-WAY MONITOR
12” Portable Active 2-Way Monitor
700W - 1400W
12”
1.50” Copression/34mm Titanium Voice Coil
3 Pin XLR
48Hz-20Khz
YES
1.8 Khz

105dB
127dB
90 Degrees
50 Degrees
8 Ohms
115V/230V
Black
Thermoplastic
22 Lbs (10Kg)

Description
System Power Handling (Continuous/Program/Peak)
LF Transducer
HF Transducer
Input Connectors
Frequency Response(-3dB)
Internal Crossover
Crossover Frequency
Input Sensitivity
Sensitivity 1W/1 m
MAX. SPL/1m(calc)
Coverage(Nominal -6 Db) H
Coverage(Nominal -6 Db) V
Nominal Impedance (Passive)
Power Source
Color
Cabinet Material
Weight

15” Portable Active 2-Way Monitor
900W - 1800W
15”
1.75” Copression/44mm Titanium Voice Coil
3 Pin XLR
48Hz-20Khz
YES
1.5 Khz

115dB
135dB
90 Degrees
50 Degrees
8 Ohms
115V/230V
Black
Thermoplastic
48 Lbs (22Kg)

BACK PANEL



239
INFO@FEURPRO.COM l PHONE (305) 594.7855 l FAX (305) 594.2746 l MIAMI - USA 

FEATURES
• UHF 2 x 100 Channel receiver.
• PL Frequency digital synthesis technology.
• High-fidelity cartridge module.
• Infrared carrier-frequency synchronization.

Professional Wireless Microphone

Vocal Microphone

• Super anti-jamming circuit design.
• Super low background noise.
• Frequency auto-search 
(search non-interference frequency).
• Microphones can use with any receiver (2 mic).

Conference, High Class KTS, Stage & Church

PROFESSIONAL WIRELESS MICROPHONE

FU-800

FU-VM8

FU-KITVM8

FEATURES

• Uniform cardioid pickup pattern.
• Isolates sound source & minimize background noises.
• High quality, ruggedness and reliability.

Impedance (at 1Khz) 320 Ohms+-5%

Sensitivity (0dB=1v/pa at 1 Khz) o -54+_1dB

Frequency Response 50Hz - 16 Khz

Pattern Uniderectional

Net Weight 25.7g

CARDIOID
DYNAMIC
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PROFESSIONAL WIRELESS MICROPHONE

XLR Studio Condenser
 Microphone Silver

FU-C340X
USB Studio Condenser
Microphone Black

FU-C340U

FEATURES

• Professional Large Diaphragm Condenser Microphone for Studio 
Recording and Live Applications 
• Ideal as Main and Support Microphone for Studio and Life Applications 
• Cardioid Pickup Pattern 
• Pressure-Gradient Transducer with Shock-Mounted 
• Perfect for Acoustic Instruments, Overhead, Piano, etc. 
• Exeptionally Flat Frequency Response and Ultra-Hight Sound Resolution 
• Ultra Low-Noise Field-Effect Transistor (FET) Input Eliminates Low-
Frequency Distortion 
• Ultra-Rugged Construction with Metal Die-Cast Body 
• Gold-Plated 3 Pin XLR Output Connector for Perfect Signal Transmission.

FEATURES

• Professional Large-Diaphragm Conderser Microphone with a Built 
in 48 Khz USB Interface for Unsupassed Audio Quality 
• Phantom Power Directly from PC USB Output 
• Maximum SPL (Sound Pressure Level) of 136dB 
• Ideal as Main Support Microphone for Studio and Live Applications 
• Exeptional Flat Frequency Response and Ultra-High Sound Resolution 
• Cardioid Pickup Pattern for Oustanding Sound 
• Ultra Low-Noise FET input Circuitry 
• Ultra-Ruggd Construction with Die-Cast Body.

FEATURES
Made of high-quality metal and high elasticity rope. It can protect the 
microphone all-around with high elasticity wrap roping design, which makes the 
microphone more convenient to install and prevents the microphone from falling.
The shock mount has a foam protection wall, which is used to hold and protect 
the microphone.

Transducer Type Condenser, 0.63"

Polar Pattern Cardioid

Connection Gold-Plated Balanced XLR 
Connector

Frequency Response 40 Hz - 18 Khz

Max SPL (? 0.5% THD@1Khz) 142dB

Equivalent Noise Lever 23dBA (IEC 651)

Dynamic Range 119dB

Rated Impedance 350 Ohms

Supply Voltage 0+48V

Supply Current 7.0 Ma

Transducer Type Condenser, 0.63"

Polar Pattern Cardioid

Connection USB Connector Type B

Frequency Response 40 Hz - 20 Khz

Max SPL (1 % THD@1Khz) 136dB

Supply Voltage 5 V, Max. 50 Ma (Via USB)

Supply Current 7.0 Ma

Stage Condenser Microphone Shuck Holder

FU-ST5
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PROFESSIONAL WIRELESS MICROPHONE

USB Condenser Microphone
FU-CM34USB

XLR Condenser Microphone
FU-CM34XLR

FEATURES

• At the Heart of the XM 900 is a 16mm Condenser Capsule with 
Plated Membrane to Facilitate a Wide-Ranging Frequency Response 
(20 - 18,000Hz) High Sensitivity (34dB +- 3dB (0dB=1V/Pa@1Khz)) 
and a Fast Transient Response. The Microphone Requires 48V 
Phantom Power for Operation
 
• Cardioid Pattern Design Enables this XLR Microphone Kit to Cancel 
Noise from Surrundings, Making a Clearer and More Real Sound. 
Moreover, with Help of Pop Filter in Package, it Would Record a 
Better and Clearer Voice for Words with Pronunciation of B, P,F.
 
• The Adjustable Scissor Arm Stand is Made of all Steel 
Construction, Sturdy and Durable Folding Type, Convenient to Carry. 
Can be Mounted on the Annoncers Table. The Double Braced Arm 
Add Strenght.

FEATURES

• At the Heart of the XM 900 is a 16mm Condenser Capsule with 
Plated Membrane to Facilitate a Wide-Ranging Frequency Response 
(20 - 18,000Hz) High Sensitivity (34dB +- 3dB (0dB=1V/Pa@1Khz)) and 
a Fast Transient Response. The Microphone Requires 48V Phantom 
Power for Operation
 
• Cardioid Pattern Design Enables this XLR Microphone Kit to Cancel 
Noise from Surrundings, Making a Clearer and More Real Sound. 
Moreover, with Help of Pop Filter in Package, it Would Record a 
Better and Clearer Voice for Words with Pronunciation of B, P,F.
 
• The Adjustable Scissor Arm Stand is Made of all Steel 
Construction, Sturdy and Durable Folding Type, Convenient to Carry. 
Can be Mounted on the Annoncers Table. The Double Braced Arm 
Add Strenght.

FEUR 192Khz/24 Bit Plug & Play PC Streaming Mic. USB  Microphone 
Kit with Professional Sound Chipset Boom Arm Set, Studio Cardioid 
Mic. For Gaming Streaming, Recording YouTube Gaming Podcasting 

XLR Condenser Microphone, Professional Studio Recording Microphone 
Kit with Boom Arm, Shock Mount, Pop Filter, Winscreen and XLR Cable, 
for Podcasts, Brodcasting, Recording, Chatting and YouTube
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SPECIFICATION

Type: Dynamic.
Frequency Response: 70 to 15,000Hz.
Polar Pattern: Cardioid (unidirectional).
Sensitivity (at 1000Hz): –52dBV/Pa, (2.5 mV), 1 Pascal = 94dB SPL.
Application: Vocal Microphone. 
Case: Black, Enamel-Painted Die Cast Metal, Matte-Finish, Black Colored, Spherical Steel Mesh Grill
Output Impedence (at 1000 Hz): 600 Ohms
Polarity: Positive pressure on diaphragm produces positive voltage on pin 2 relative to pin 3 of microphone output connector.
Connector: Three-pin professional audio connector (male XLR type).
Net Weight: 1.73lb
Dimensions (L x W x H): 9 1/2 x 7 1/2 x 2 1/2

SPECIFICATION

Type: Dynamic.
Frequency Response: 70 to 15,000Hz.
Polar Pattern: Cardioid (unidirectional).
Sensitivity (at 1000Hz): –52 dBV/Pa, (2.5 mV), 1 Pascal = 94dB SPL.
Application: Vocal Microphone. 
Case: Dark Gray, Enamel-Painted Die Cast Metal, Matte-Finish, Silver Colored, Spherical Steel Mesh Grill
Output Impedence (at 1000 Hz): 600 Ohms.
Polarity: Positive pressure on diaphragm produces positive voltage on pin 2 relative to pin 3 of microphone output connector.
Connector: Three-pin professional audio connector (male XLR type).
Net Weight: 2.1lb
Dimensions (L x W x H): 9 1/2 x 7 1/2 x 2 1/2

FU-603

FU-629

FU-KIT603

FU-KIT629

Vocal Microphone Cardioid Dynamic

Vocal Microphone Cardioid Dynamic

Impedance (at 1Khz) 600 Ohms+_30%

Sensitivity (0dB=1v/pa at 1 Khz) o -54+_2dB

Frequency Response 70 Hz-15Khz

Pattern Unidirectional

Net Weight 53.8g

Impedance (at 1Khz) 600 Ohms+_30%

Sensitivity (0dB=1v/pa at 1 Khz) 49.4+_3dB

Frequency Response 50Hz - 15Kgs

Pattern Unidirectional

Net Weight 53.8g

WIRE MICROPHONE
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SPECIFICATION

Type: Dynamic.
Frequency Response: 30 to 13,000Hz.
Polar Pattern: Cardioid (unidirectional).
Sensitivity (at 1000Hz): –55dBV/Pa, (1.8 mV), 1 Pascal = 94dB SPL.
Application: Instrument Microphone. 
Case: Black, enamel-painted, die cast metal; matte-finished, black colored, spherical steel mesh grille.
Output Impedence (at 1000 Hz): 350 Ohms.
Polarity: Positive pressure on diaphragm produces positive voltage on pin 2 relative 
to pin 3 of microphone output connector.
Connector: Three-pin professional audio connector (male XLR type).
Net Weight: 2.1
Dimensions (L x W x H): 9 1/2 x 7 1/2 x 2 1/2

SPECIFICATION

Type: Dynamic.
Frequency Response: 50 to 15,000Hz.
Polar Pattern: Cardioid.
Sensitivity (at 1000Hz): –52dBV/Pa, (2.5 mV), 1 Pascal = 94dB SPL.
Application: Vocal Microphone.
Case: Dark Grey, enamel-painted, die cast metal; matte-finished, silver colored, spherical steel mesh grille.
Output Impedence (at 1000 Hz): 600 Ohms.
Polarity: Positive pressure on diaphragm produces positive voltage on pin 2.
Connector: Three-pin professional audio connector (male XLR type).
Net Weight: 1.85
Dimensions (L x W x H): 9 1/2 x 7 1/2 x 2 1/2

FU-658

FU-929

FU-KIT658

Vocal Microphone Cardioid Dynamic

Instrument Microphone Cardioid Dynamic

Impedance (at 1Khz) 600 Ohms+_30%

Sensitivity (0dB=1v/pa at 1 Khz) 49.4+_3dB

Frequency Response 50Hz - 15Kgs

Pattern Unidirectional

Net Weight 39g

Impedance (at 1Khz) 400 Ohms+_30%

Sensitivity (0dB=1v/pa at 1 Khz) o -54+_2dB

Frequency Response 50Hz - 16Kgs

Pattern Unidirectional

Net Weight 36.8g

WIRE MICROPHONE
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WIRE MICROPHONE

SPECIFICATION

Type: Dynamic.
Frequency Response: 30 to 13,000Hz.
Polar Pattern: Cardioid (unidirectional).
Sensitivity (at 1000Hz): –55dBV/Pa, (1.8 mV), 1 Pascal = 94dB SPL.
Application: Instrument Microphone. 
Case: Dark Grey, enamel-painted, die cast metal; matte-finished, silver colored, spherical steel mesh grille.
Output Impedence (at 1000 Hz): 350 Ohms
Polarity: Positive pressure on diaphragm produces positive voltage on pin 
2 relative to pin 3 of microphone output connector.
Connector: Three-pin professional audio connector 
(male XLR type).
Net Weight: 1.7
Dimensions (L x W x H): 9 1/2 x 7 1/2 x 2 1/2

SPECIFICATION

Type: Dynamic (suspended double voice coil).
Frequency Response: 60 to 15,000 Hz.
Polar Pattern: Cardioid (unidirectional).
Sensitivity (at 1000Hz): –53 dBV/Pa, (2.2 mV), 1 Pascal = 94 dB SPL.
Application: Vocal Microphone. 
Case: Black, enamel-painted, die cast metal; matte-finished, black colored, spherical steel mesh grille.
Output Impedence (at 1000 Hz): 300 Ohms.
Polarity: Positive pressure on diaphragm produces positive voltage on pin 2 
relative to pin 3 of microphone output connector.
Connector: Three-pin professional audio connector (male XLR type).
Net Weight: 1.95
Dimensions (L x W x H): 9 1/2 x 7 1/2 x 2 1/2

FU-957

FU-965

Instrument Microphone Cardioid Dynamic

Vocal Microphone Cardioid Dynamic

Impedance (at 1Khz) 600 Ohms+_30%

Sensitivity (0dB=1v/pa at 1 Khz) o -54+_2dB

Frequency Response 50Hz - 15Kgs

Pattern Unidirectional

Net Weight 53.8g

Impedance (at 1Khz) 300 Ohms+_30%

Sensitivity (0dB=1v/pa at 1 Khz) 49.4+_3dB

Frequency Response 50Hz - 16Kgs

Pattern Unidirectional

Net Weight 45g

WIRE HEADPHONES
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FU-HD40

FU-SC5

Wired Pro Headphone

Integrated 2 Channel USB Audio Controler

WIRE HEADPHONES

FEATURES
• 40mm Driver Units of the on Ear Hedphones Deliver Full Balanced 
Sound for a Complete Listering Experience from 20-22,000 Hz.
 
• Designed with Padded Headband, Cushioned & Pressure-Relieving 
Ear Pads. Strong Bass, Comfortable On-Ear Headphones with a Great 
Seal Which Minimize Outside Noise so you can Hear the Beats Clearly”

FEATURES

SPEAKER SHIFTER:
 
•5.1 X Earphone 
•2- Speaker Virtual Theater 
•Earphone Virtual Theater 
•Enhanced 5.1 Home Theater 
•The best Entertaiment for DVD  Title, 
Music, Games & On-Line Content. 
Sofware Value-Added for DVD

SOFWARE VALUE-ADDED FOR MUSIC:
 
•27 Environment Effects 
•3 Environment Sizes 
•10 Band / Pre-Set Equalizer 
SOFTWARE VALUE-ADDED FOR GAME: 
•EA X 2.0 or A3D 1.0 
•Microsoft DireCsound 3D 
•Earphone Plus”

Connectivity Technology Wired 

Use
DJ Headphones, Mastering, Studio, 
Monitoring, Broadcast, Mixing, Tracking, 
Personal listening

Sound Quality Balanced, Mid Bass & Crisp Highs

Driver / Sensitivity / 
Impedance 40mm / 105+_3dB / 32 Ohms

Earmuffs Leather Memory

Accessories 6.35mm to 3.5mm Adapter

Case Printed Carton

Connectivity Technology USB

Use

Real USB Plug & Play. Drive 2 Channels Speakers 
Directly & Support 3D Positional Soud and Virtual 5.1 
Channel Soud Track. Use USB Port Power Directly. 
External Power Adapter no Needed. Digital Class-B 
Power Amplifier Inside. Leading Digital Technology in 
the Word for Game, DVD Music

Support “3 D Sound (Ac-3) 
Virtual 5.1 Sound Track”
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BASE TRIPOD

LOS STANDS DE FEUR es innovación con soporte 
sólido. Nuestros ingenieros, en colaboración con 
músicos, han desarrollado una línea completa de 
soportes que cuentan con todas las piezas de metal. 
No hay piezas de plástico para garantizar el apoyo 
a las patas del sistema de luz y cajas de altavoces. 
Se instalan para reforzar los brazos del soporte y no 
se deslice hacia fuera después del montaje.

FEUR STANDS is innovation with solid 
support. Our engineers in collaboration 

with musicians have developed a full line 
of stands  that feature all metal parts. There 

are no plastic parts to ensure support for 
any speaker box light system pins. They are 
installed to reinforce bracket arms will not 

slide out after assembly.

23Kg
WEIGHT

54.3Kg

WEIGHT

120Kg

LOAD
CAPACITY

120Kg

LOAD
CAPACITY

ALUMINUM

ALUMINUM

SPEAKER STANDS

Height 4.5 - 12 FT (1.3-3.5 Mt.)

Color Black Powder Coating Finish

Base Diameter 42" (1.06 Mt)

Flange Diameter 38 mm

Arm Lengh 1500 - 3000 mm

T Bar Size T 38 x 1200 mm

Material Aluminum

Weight 23 Kg

Load Capacity 120 Kg

Height 6.2 - 16.5 FT (1.9 - 5 Mt.)

Color Black Powder Coating Finish

Base Diameter 420 mm

Flange Diameter 35 mm

Arm Lengh N/A

T Bar Size T N/A

Material Aluminum

Weight 54.3 Kg

Load Capacity 120 Kg

FU-30R

FU-28

Robust Double Base Lighting Stand

Weight Gear Operated Stand
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SPEAKER STANDS

Height 7.2 - 13 FT (2 -4 Mt.)

Color Black Powder Coating Finish

Base Diameter 42" (1.06 Mt)

Flange Diameter 38 mm

Arm Lengh 1500 - 3000 mm

T Bar Size T 38 x 1200 mm

Material Aluminum

Base Board 210 X 100 mm (21 x 10 cm)

Tube Size 34 mm (3.4 cm)

Long 350 mm (35cm)

Material Aluminum

Weight 0.75 Kg

Load Capacity 50 Kg

Color Black

Height 47 - 79" (120 cm - 200 cm)

Base Diameter 130 cm

Acceps Flanges 35 cm

Material Aluminum

Weight 6 Kg

Load Capacity 70 Kg

FU-29R

Master Lighting Tripod Stand 
with Dual Cross Bar

Our Lighting Stand offers 1 crossbar and 2 sidebars that is perfect for mobile DJs and 
entertainers. The FU-29R is a versatile and easy to use stand to add more lights to your 
rig. This stand is a Black aluminum tripod lighting Collapsible for easy transport with 
Adjustable height.

Nuestro stand de iluminación ofrece 1 barra transversal y 2 barras laterales que es perfecto para 
DJs y animadores móviles. El FU-29R es un soporte versátil y fácil de usar para agregar más luces 
a su plataforma. Este soporte para luces es de aluminio negro plegable para facilitar el transporte 
y es de altura ajustable.

9Kg
WEIGHT

40Kg

LOAD
CAPACITY

50Kg

LOAD
CAPACITY

0.75Kg

WEIGHT

ALUMINUM

ALUMINUM

Quick and easy gear up height adjustment. Aluminum tubing 
for strenght and lightness.

ALUMINUM

6Kg
WEIGHT

70Kg

LOAD
CAPACITY

FU-838

FU-834

Wall Mount Adjustable Tilt Speaker Stand

Heavy Duty Crank-Up Speaker Stand
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3.6Kg
WEIGHT

4.4Kg
WEIGHT

120Kg

LOAD
CAPACITY

ALUMINUM ALUMINUM

60Kg

LOAD
CAPACITY

SPEAKER  & KEYBOARD STANDS

Height 4.1 - 6.0 FT. (1.2 - 1.8 Mt.)

Color Black Powder Coating Finish

Base Diameter 42" (1.06 Mt)

Flange Diameter 35 mm (3.5 cm)

Material Aluminum

Weight 3.5 Kg

Load Capacity 60 Kg

Height 3.7 - 7.2 FT (1.1 -2.2 Mt)

Color Black Powder Coating Finish

Base Diameter 42" (1.06 Mt)

Flange Diameter 35 mm (3.5 cm)

Material Aluminum

Weight 4.4 Kg

Load Capacity 120 Kg

Use

Great Versatily for 
Musicians 
Double X Adjustable 
Keyboard Stand For 
Strength"

Setting 1 30*1.0*425mm

Setting 2 25*25*1.0*350mm

"Second Tier Adjustable 
Angle Setting 1" 30*1.0*410mm

"Second Tier Adjustable 
Angle Setting 2" 25*25*1.0*350mm

Upper Tier Depth 400mm (13.4")

Lower Tier Depth 600mm (15.76")

Material Black Aluminum

Load Capacity Tier 1 40 Kg

Load Capacity Tier 2 120 Kg

Folded Size 1080 x 600mm (45.4 x 
21.8")

FU-836R FU-837R

FU-811

FU-24

Versatile Speaker  Stand Stout Speaker Stand

Dual Keyboard Stand with Adjustable Angle

Keyboard Stand 
with Microphone 
and Book Stand

- Keyboard stand with music desk 
and microphone boom.
- Great versatily for musicians.
- Double X adjustable keyboard stand for strenght.
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Keyboard Stand 
with Microphone 
and Book Stand

MICROPHONE &  MUSIC BOOK STANDS

Use Professional

Height 3.0 - 4.6 FT. (940 - 1420 mm)

Color Black Pouder Coat Finish

Desk Size 475 x 345 mm (47.5 x 34.5 cm)

Material Aluminum

Weight 3.2 Kg

FU-21
Conductor Sheet Musical Stand

3.2Kg
WEIGHT

ALUMINUM

Use Professional

Base Type Tripod

Height Type Standard

Tube Materials Steel

Height 88-180cm

Color Black/Red

Inner Box 10 x 10 x 81 cm

Delux Collapsible Music Sheet Stand

- Heavy-duty tripod mic stand.
- Quick release with safety latch 
- 3 phase tube design make the 
smallest packaging 
- Ultra stable base locking 
system buttom tube covered by 
rubber for protection 

FU-PROMS1

FU-ST4
 Stage Microphone Table Stand

The suspension boom scissor arm stand in fully adjustable in 
all parts. The arms of the stand are extensible in 135° back 
and forth, and 180° up and down, and it can be folded up. It 
enabling you to adjust the suitable angle and height to show 
your perfect voice.
Particularly good for video voiceovers; podcasts; YouTube 
video; skype conferences and so on.
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Material Aluminum

Height 0.95 - 1.15m

Weight 4 Lbs (1.8 Kg)

Color Black Pouder Coat

Boom 500 - 800mm (50 - 86 cm)

Load Capacity 44 Lbs (20 Kg)

FU-PROGS3
PRO Tiltback Tripod Guitar Stand Auto Lock

Holds Virtually any Acoustic or Electric Guitar or Bass. A Tubular Metal Stand with Black 
Velveteer Rubber Pading, a Heavy-Duty Sheet Metal Leg Housing, A Security Strap on 
the Top York of the Stand and a Matte Power Coat Finish. Setup and Height Adjustment 
isa Easy with its Non-Scratching Friction Knob.

Use Microphone Stand Boom Replace-
ment Arm for FU-PROMS-1

Color Black with Red Markings

Material Steel

Boom 500 - 860mm (50-86 cm)

Weight 1.3 Kg

Color Black Pouder Coat Finish

Material Heavy Duty Steel

Material Aluminum

FU-S14

FU-PROBOOM

Universal Subwoofer Speaker Pole Mount

Microphone Telescoping Boom Arm

1.3Kg
WEIGHT

ALUMINUM

Use

FEUR Microphone Stands are Designed for 
the Gigging Musicians, Working Engieers and 
Professional Venues. They are the Workehorse of 
the Feur Line, Strong, Durable and Easy to Use. 
Comfortable Clutch and Scratch-Resistant Finish 
that will not Rust. Will Make this your Best Choice 
when Looking for Professional Quality Stands.

Height 3.4 - 5.5 Ft. (1.0 - 1.7 M)

Color Black Pouder Coat Finish

Weight 3.2 Kg

Material Aluminum

FU-9R
Pro Stage, Microphone Stand, Telescoping 
Boom and Red Tri-Mount Plate 

3.2Kg
WEIGHT

ALUMINUM

MICROPHONE &  GUITAR STANDS
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FU-31

FU-32

Amplifier and Mixer Rack

Amplifier & Mixer 
Rack with Mic. Boom

• Portable rack and mixer unit 
• 5U + 6u ormixer
• Adjustable mixer angle 

Height: 915mm (91.5 cm)
Base size: 550 mm (55 cm)

This studio equipment rack stand with casters is perfect for 
today’s modern musician as it is designed for easy access 
with a unique, versatile design. Heavy duty rolling rack with 
locking wheels. Fixed multi-location vertical mounts and a 
horizontal mounting rack. Adjustable angle upper rack and 
T-handle adjustment. All-aluminum construction makes it 
sturdy and durable.

The Feur FU-32 is a sturdy 10U mobile rack. 
It features heavy-duty casters with locks, 
and included microphone boom and a 4U 
slant for controllers/mixers with standard 
sized rackmount holes that fits all standard 
studio rack gear

• DJ rack  and mixer uni
• 10U + 4u ormixer
• Microphone boom

Height  1540 mm (1.54 mt
Base size  550 mm (55 cm

MIXER RACK
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VOICE COILS

FU-DJDESK
DJ Stand

FEATURES:
-Lightweight Aluminum Frame
-Black Scrim (Carry Bags)
-Padded carry bag (Holds complete facade system)
-Ventilated Table design
-Quick setup system (less than 5 minutes)
-Fits turntables & mixer (battle & standard mode)
-150 lbs capacity you can use with or without table

The Feur DJ Stand give you an elegant professional look. With 
its strong and lightweight 4 sided folding aluminum black finish. 
This stand includes both white & black scrims with carrying 
bags for the scrims and padded carry bag for the facade itself. 

DIMENSIONS:
• FOLDED UP: 51"H x 27.5"L x 5"D
• Fully extended Setup: 52"H x 27.5"D x 57"W
• Table Space: 51"W x 25"D x 35" Height 

MIXER RACK

999

DJ Stand
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FU-VCJBL-1

FU-VCJBL-3 FU-VCJBL-4

FU-VCJBL-2
Replacement Diaphragm

Replacement Diaphragm Replacement Diaphragm

Replacement Diaphragm

VOICE COILS

Use Replaces Damage JBL Speakers Diaphragm for 
JBL2453H, STX825, SRX722/F, SRX725/F 8 Ohms

Nominal Impedance 8 Ohms

DCR 4.2 Ohms

Voice Coil Diameter 3.93” (100mm)

Overall Diaphragm 
Diameter 5.14” (130.62mm)

Use Replaces Damage JBL 8 Ohms Diaphragm for 
JBL2415H, 2416H-1H, 2417, 2415, 2416,

Nominal Impedance 8 Ohms

DCR 5.0 Ohms

Voice Coil Diameter 1.75” (44 mm)

Overall Diameter 3.25” (83mm)

Use Replaces Damage JBL Diaphragm for 2408H-2, 
PRX710, 712/ 715/ 725/ 735 Series 8 Ohms

Nominal Impedance 8 Ohms

Voice Coil Diameter 24.4mm,24.5mm (1”)

Overall Diameter 64mm

Use Replaces Damage JBL Diaphragm for JBL 2451H, 
2446H, 2445H, 2447H, 2450H, 2452H, 8 Ohms

Nominal Impedance 8 Ohms

Voice Coil Diameter 3.91” 9127mm)

Diaphragm Thickness .05mm

Overall Diaphragm 
Diameter 5” (127mm)

Diaphragm Height 18.4 mm
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FU-VCEV

FU-VCPVFU-VCES

Replacement Diaphragm

Replacement Tweeter DiaphragmReplacement Diaphragm

Use Replaces Diaphragm for Electro-Voice, DH-1K Driver  
for Boxes, ELX112, ELX112P, ELEX115, ELX215

Nominal Impedance 8 Ohms

DCR 5.5 Ohms

Voice Coil Diameter 1 7/16” (36.4mm)

Overall Diaphragm 
Diameter 3 3/8” (85.7mm)

Use Replaces Damage Peavy 14XT Tweeter Diaphragm 
for PV-12M, PV-15M, Impulse 100 SSE Series TLS 4

Nominal Impedance 8 Ohms

DCR 6.3 Ohms

Voice Coil Diameter 1.35” (34.4mm)

Overall Diaphragm 
Diameter 2.81” (71.37mm)

Diaphragm Material Titanium

Use Replaces Damage 18 Sound Diaphragm for ND1460, 
ND1480, ND2080, ND2060

Nominal Impedance 6 Ohms

Overall Diaphragm 
Diameter 102mm

Replacement Diaphragm

Use Replaces Damage JBL Diaphragm Kit for 2414H, 
2414H-1, EON 315, 305, 210P, 315, 510 US

Nominal Impedance 8 Ohms

DCR 4.1 mm

Voice Coil Diameter .98” (24.8 mm)

Voice Coil Material Aluminum Wire

Outside Diameter 2.31” (58.67mm)

Dome Material Polymer

Throat Diameter 1.375” Thead On

FU-VCJBL-5

VOICE COILS
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FU-D36
Replacement Driver

Use
Replaces DH-1K Damage 
Electro-Voice  Driver for ELX112, 
ELX112P, ELEX115, ELX215

Power Rating 60 Wrms

Nominal Impedance 8 Ohms

DCR 8 Ohms

Voice Coil Diameter 35.5mm (1.4”)

Throat Diameter 1"

Horn Connection 2 Hole 1" Exit: Bolt-On

Dimensions 3.5" (88.9mm) Diameter: X 2" 
(50.8mm) Depth

Weight 2.2 Lbs (1 Kg)

Replacement Diaphragm

Replacement Driver

Use
Replaces Damage QSC SP-
000184-00 Aft Driver Diaphragm 
for K12,K10, K8 

Nominal Impedance 8 Ohms

DCR 5.8 Ohms

Voice Coil Diameter 1.75” with Polymer Dome

Overall Diaphragm 
Diameter 2.75”

Use
Replaces Damage QSC Driver  
SP-000184-00 for K12,K10, K8  K 
Series Speakers

Power Rating 50 Wrms

Nominal Impedance 8 Ohms

Frequency Range 1200-20,000Hz

Sensitivity 110dB

Recommended Min. 
Crossover (12dB/oct) 2200 Hz

Voice Coil Diameter 44mm/1.75"

Voice Coil Material Edgewound Cooper/Clad 
Aluminum

Magnet Type Neodymium

Diaphragm Material PETP Film

Surround Material PETP Film

FU-VCQSC

FU-D50

VOICE COILS
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Description
Stage Snake 12 Chan-
nels 75' Snake Cable 
with Four 1/4" Returns

Stage Snake 24 Channels 
100' Snake Cable with Four 
1/4" Returns

Stage Snake 24 Channels 150' 
Snake Cable with Four 1/4" 
Returns

Description
Stage Snake 32 Channels 
100' Snake Cable with Eight 
1/4" Returns

Stage Snake 32 Channels 
150' Snake Cable with Eight 
1/4" Returns

Stage Snake 8 Channels 
30' Snake Cable with Four 
1/4" Returns

FU-124XLR-75 FT FU-244XLR-100 FT FU-244XLR-150 FT

FU-328XLR-100 FT FU-328XLR-150 FT FU-84XLR-30 FT

FEUR STAGE 

FEATURES:
- Serviceable, All-Metal Connectors 
- Stainless Steel Cable Bales 
- Fan Cable with Nylon Jackets 
- Individually Shielded 24 AWG X 2 OFC Conductors 
- Heavy- Gauge, Rolled-Steel Chassis with Black Enamel Textured Finish 
- High-Contrast Silk- Screened Lettering 
- Foil-Wrapped Heat Shrink-Protected Internal Wiring 
- Heavy-Duty Wire Mesh Hanger/Strain Relief.

STAGE SNAKE & MICROPHONE  CABLE

FU-13GL FU-14G

Molded 1/4” “ L” Gold Mono Plug 
to RCA Gold Jack
Length: 3 FT / 6 FT

Molded  1/4” Gold Mono Plug 
to RCA Gold Plug
Length: 3 FT / 6 FT

COLOR RINGSCOLOR RINGS
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MICROPHONE & INSTRUMENT CABLE

FU-14GL

Molded  1/4”  “L” Gold Mono Plug 
to RCA Gold Plug
Length: 3 / 6 FT

FU-15G

FU-17AG

FU-25GL FU-27G

FU-15GL

Molded 1/4” Gold Mono 
Plug to 1/4” Gold Mono Plug
Length: 1.5 FT / 6 FT / 10 FT / 50 FT

Molded 1/4” Gold Mono Plug to 
Swivel Black XLR 3 Pin Female
Length: 50 FT

Molded 1/4” “L” Gold Mono Plug to 
Swivel Black XLR 3 Pin Female
Length: 5 FT / 6 FT / 10 FT

Molded 3.5 mm Stereo Gold 
Plug to 2 RCA Gold Jacks
Length: 3 FT / 6 FT

Molde 1/4” “L” Gold Mono 
Plug to 1/4” Gold Mono Plug
Length: 3 FT / 50 FT

COLOR RINGS

COLOR RINGS COLOR RINGS

COLOR RINGS

COLOR RINGS COLOR RINGS
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FU-44C

FU-46GFU-45G

Molded Black Speakon 4 Pin Male 
to Black Speakon 4 pin Male
Length: 50 FT

Molded 1/4” Gold Mono Plug to 1/4” 
Molded 1/4” Jack
Length: 10 FT / 20 FT

Molded 3.5 mm Gold Stereo Plug to 
3.5 mm Gold Stereo Plug
Length: 3 FT / 6 FT

COLOR RINGS

COLOR RINGSCOLOR RINGS

FU-28G

Molded 3.5 mm Gold Stereo 
Plug to 2 RCA Gold Plugs
Length: 12 FT

COLOR RINGS

Our Line of Products was Created for Musicians that Expect Premiun Sound and Quality Equipment. We 
have taken Into Account the Extreme Demands for Professionals Musicians to Create a Line of Products 

that will Hold-Up to any Playing Style. FEUR was Born in the Sound Stage as we Work Together with 
Musicians as well as Sound Techs to Ensure our Products Optimum Sound Experience.

Nuestra línea de productos fue creada para músicos que esperan un sonido y equipos de primera calidad. Hemos 
tenido en cuenta las demandas extremas de los músicos profesionales para crear una línea de productos que se 
adapte a cualquier estilo de interpretación. FEUR nació en el escenario del sonido cuando trabajamos junto con 
músicos y técnicos de sonido para garantizar que nuestros productos tengan una experiencia de sonido óptima.

MICROPHONE & INSTRUMENT CABLE
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Features
Length
Conducters
Cable OD
Braid Count
Packing
Item size (in)
Item weight
PCS/CTN
Carton Weight
Carton(LxWxH)(in)

Double Shield
300 ft.
3C
70 mm (7 cm)
96
1 PCS Spool
8x8x5
15 lbs. (7 kg.)
1pc
17.6 lbs. (8 kg.)
8x8x5* DOUBLE SHIELD: Cotton and cloth knitted with foil1/4 with 

cover strap rolled

300ft
FEATURES
- Heavy Duty Black Jaket provides Maximum Durability 

- Injected Polymer Minimizes Handling and  Vibration Noice 

- Twisted Construction with Dense Copper Braided Shielding to 

Reduce the Effects of FMI and RFI 

- Fiber Dielectric Reduces High Frequency Loss and Increase 

Trasient Response Time.”

MICROPHONE
CABLE
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• Convertible cover for speaker enclosure is specially designed 

to protect your loudspeaker.

• Patent-pending convertible design allows full functionality of 

speaker while inside protective cover.

• Roll-away access panels cover front grille,

rear inputs, and carry handles.

• Durable heavy-duty velcro.

FU-C1290 • FU-C1590

THE FEUR’S CONVERTIBLE 
LOUDSPEAKER COVER.

The cover allows you to access the rear 

inputs, grille, and side handles of your 

speaker without having to remove it. 

This bag uses durable 600 Denier nylon 

fabric and velcro to give you years of 

use. Now you can keep your speaker 

covered and use it too.

PROTECTS YOUR LOUDSPEAKER, EVEN WHEN IT’S IN USE!

CONVERTIBLE SPEAKER COVER
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VERSATILITY

 MOVEMENT

DOUBLE LAYER
     STAND BAGS

FU-CB1

FU-CB2

FU-CB3

FU-CB1

Music Sheet Stand Bag
Dimentions: 36” x 4” x 4”

FU-CB2

1 Pc. Microphone 
Stand or Speaker Stand 
BagDimentions: 24” x 6” x 6”

FU-CB3

2 Pcs.  Microphone Stand 
or Speaker Stand Bag 
BagDimentions: 50” X 7” X 7”
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PROTOL LED bulbs shine brightly while using at least 84% 
less energy and are designed to deliver up to 40,000 hours 
of light for your home or office.

Lifetime / Vida

Hours / Horas

40000

LED LIGHTBULB

* COLOR: PURE WHITE * VOLTAGE: 120V * CRI: 82

• 60-ENLED-7W
• 60-ENLED-7W-2 (2pack)
• 60-ENLED-7W-3 (3pack)

7W/60W

9W/75W

12W/100W

WATTSITEMS

• 60-ENLED-9W
• 60-ENLED-9W-2 (2pack)
• 60-ENLED-9W-3 (3pack)

• 60-ENLED-12W

LUMENS

900

1300

1600

LIGHTING
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ENFT-L18T8

LED TUBE LIGHTS
18 WATTS

LINEAR FLUORESCENT LIGHT BULB

ENFT-F32T8    32 WATTS
ENFT-F3T12    40 WATTS

• 120V CFL BULB. General purpose

U-BEND FLUORESCENT LIGHT BULB

ENFU-F32T8     32 WATTS
ENFT-F40T12    40 WATTS

Provides a cool, white light perfect for commercial and 
residential garages, workshops, basements or general purpose 
lighting applications.

• Over 41% energy savings.
• No mercury allowing non-hazardous waste disposal.
• Emits virtually no UV rays or IR.
• Glass free for safer working conditions.
• Pure white color.
• 120V LED BULB. General purpose

Brightness / Brillo

lumens / lumenes

2150
Estimeted Energy

Cost / Costo  
Estimado de Energia

per year / por año

$2.77

Lifetime / Vida

Hours / Horas

50000

DAYLIGHT
Luz Natural 6500K

LIGHTING
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EMERGENCY & AUTOMATIC LIGHT UP
(NON- MAINTAINED EMERGENCY LAMP)

LED

RATED SUPPLY VOLTAGE

OPERATION TEMP

FULL CHARGE

DURATION

SIZE

BATTERY

2 x 5pcs 

120V/277V

0-40˚C

24 hours (aprox.)

600 min. (aprox.)

40.5 x 26 x 27.5/6 pcs

6 V 4.5 AH.

60-B016 60-B017

CANDELABRA E12/E14. LED BULB.
INDOOR/OUTDOOR

Combining incandescent look with LED 
technology.

- Frosted glass housing.
- Bulb Shape: Bullet Top. 
- Light Color: White.

CANDELABRA E12/E14 LED BULB. 
INDOOR/OUTDOOR.

Combining classic style with LED 
technology.

- Frosted glass housing
- Bulb Shape: Flame.
- Light Color: White.

SC-107LED

SC-111LEDR-2LED

EMERGENCY & AUTOMATIC LIGHT UP
(NON- MAINTAINED EMERGENCY LAMP)

LAMP

RATED SUPPLY VOLTAGE

BATTERY

OPERATION TEMP.

FULL CHARGE

DURATION

SIZE

2 x 12PCS Powerful SMD LED

120V/277V

3.6V - 1000mAh Ni-Cd Battery

0-40˚C  

24 hours (aprox.)

100 min (aprox.)

40.5 x 26 x 27.5/6 pcs

With UL Certification

 * UL Approved lead acid battery.

LIGHTING
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LIGHTING

With UL Certification

ENSS-15SW

ENSS-18SW

ENSS-23SW

60-BEUL-15W

60-BEUL-18W

60-BEUL-23W

15w = 60w

18w = 75w 

23w = 100w

15w = 60w

18w = 75w 

23w = 100w

* 1pc./Blister Pack

* 1pc./Blister Pack

* 3pcs. /Blister Pack

* 3pcs. /Blister Pack

* 6pcs./Blister Pack

* 6pcs./Blister Pack

ENSS-15SW-3PK

ENSS-18SW-3PK

ENSS-23SW-3PK

60-BEUL-15W-3PK

60-BEUL-18W-3PK

60-BEUL-23W-3PK

60-BEUL-15W-6PK

60-BEUL-18W-6PK

60-BEUL-23W-6PK

ENSS-15SW-6PK

ENSS-18SW-6PK

ENSS-23SW-6PK

ITEMS ITEMS

ITEMS ITEMS

ITEMS

ITEMS

WATTS

WATTS

ENS4U-65W ENSB-65W

ENERGY SAVING LED BULB 4U. 65W.

- High lumens use less energy.
- Life cycle is 8000 hours, about 10 times the 
  regular incandescent lamp.
- Quality brightness
- Smooth, high, lower decreasing brightness.
- Easy installation.

ENERGY SAVING BULB SPIRAL. 65W.

- 5400K day light energy balance spiral energy 
  saver light bulb.
- Approximate Incandescent Equivalent: 225W.
- 65 Watt Fluorescent Full Spectrum Bulb.
- Easy installation.

The Electricity used over the lifetime 

of a single incandescent bulb costs 

5 to 10 times the original purchase 

price of the bulb itself. Light Emitting 

Diode (LED) and Compact Fluorescent 

Lights (CFL) bulbs have revolutionized 

Energy-Efficient Lighting. 
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LIGHTING

1610

1620

1630

1650

LED FLOOD LIGHTS 

VOLTAGE: 
POWER: 
LUMEN: 
DEGREE:
CRI: 
P.F.: 

LED FLOOD LIGHTS 

VOLTAGE: 
POWER: 
LUMEN: 
DEGREE:
CRI: 
P.F.: 

LED FLOOD LIGHTS 

VOLTAGE: 
POWER: 
LUMEN: 
DEGREE:
CRI: 
P.F.: 

LED FLOOD LIGHTS 

VOLTAGE: 
POWER: 
LUMEN: 
DEGREE:
CRI: 
P.F.: 

LED QTY:
ON/OFF:
LIFE TIME:
IP LEVEL:
QTY/CARTON:
WEIGHT: 

LED QTY:
ON/OFF:
LIFE TIME:
IP LEVEL:
QTY/CARTON:
WEIGHT: 

LED QTY:
ON/OFF:
LIFE TIME:
IP LEVEL:
QTY/CARTON:
WEIGHT: 

AC 85-265V
10W
700-800LM
160°
>80	
>0.90

AC 85-265V
20W
1500- 1600LM
160°
>80
>0.90

AC 85-265V
30W
2300-2400LM
160°
>80
>0.90

AC 85-265V
50W
3800-4000LM
160°
>80
>0.90

30	
>15000	
25000h	
65	
16pcs	
7.8kg

45	
>15000	
25000h	
65	
16pcs	
8.8kg

60	
>15000	
25000h	
65	
12pcs	
12kg

LED QTY:
ON/OFF:
LIFE TIME:
IP LEVEL:
QTY/CARTON:
WEIGHT: 

15
>15000
25000h
65
16pcs
4kg
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Stylish
design

60-XD01-12 60-XD03-12

60-XD1001-12 60-XD1002-12

The PROTOL round flush mount LED light is 
designed to blend into any decor, compact 

design and produces uniform diffused light. 
This ceiling light is environmentally friendly. 

Best of all, the LEDs last 50,000 hours, so you 
never have to change another bulb.

La lampara de techo LED PROTOL 
empotrable  está diseñada para combinar 

con cualquier decoración, de diseño 
compacto y produce una luz difusa uniforme. 

Esta luz de techo es el eco-amigable. Lo 
mejor de todo, los LEDs tienen una vida de 
50.000 horas, por lo que nunca tendrás que 

cambiar otra bombillo.

Lifetime / Vida

Hours / Horas

50000

120V / 60Hz

60-XD01-17

60-XD01-21

60-XD03-17

60-XD03-21

60-XD1001-17

60-XD1001-21

60-XD1002-17

60-XD1002-21

DAYLIGHT
Luz Natural 6500K

12 watts      17 watts        21 watts

29 cm
14 in

7 cm
2.6 in
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ITEMS

ITEMS

TYPE

TYPE

SIZE

SIZE

POWER

POWER

* LUMEN MAINTENANCE: >80%
* SWITCHING CYCLE (TIMES): > 15.0000

* LUMEN MAINTENANCE: >80%
* SWITCHING CYCLE (TIMES): > 15.0000

* VOLTAGE: 86-265V
* CCT: 3000K/4000K/6400K
* CRI: 80

* POWER: 86-265V
* CCT: 3000K/4000K/6400K
* CRI: 80

LUMEN

LUMEN

P.F

P.F

MSPLSQW16S01 

MSPLSQW20S01

MSPLSQW40S01

MSPLSQTW40S01

MSPLSQTW60S01

30 x 30

30 x 30

60 x 60

30 x 120

30 x 120

16W

20W

40W

40W

68W

1200

1550

3150

3100

5000

> 0.50

> 0.90

> 0.90

> 0.50

> 0.90

11.6 x 11.6 x 0.27 inch

11.6 x 11.6 x 0.27 inch

23.4 x 23.4 x 0.27 inch

11.6 x 47 x 0.35 inch

23 x 47 x 0.66 inch

LEDPANEL LIGHTS

DOWNLIGHTS
ITEMS SIZE POWEROPEN SIZE

* LUMEN MAINTENANCE: >80%
* SWITCHING CYCLE (TIMES): > 15.0000

* POWER: 86-265V
* CCT: 3000K/4000K/6400K
* P.F: > 0.5

LUMEN

MSDLRD3WS01

MSDLRD6WS01

MSDLRD9WS01

MSDLRD12WS01

MSDLRD15WS01

MSDLRD18WS01

MSDLRD25WS01

3W

6W

9W

12W

15W

18W

24W

86mm

110mm

130mm

160mm

180mm

205mm

280mm

145

360

480

780

1000

1250

1850

D 85 x H 20mm

D 120 x H 20mm

D 145 x H 25mm

D 170 x H 25mm

D 200 x H 25mm

D 225 x H 25mm

D 300 x H 25mm

* CRI: 80
* DEGREE: 120

ULTRATHIN

ULTRATHIN

LIGHTING
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ITEMS

ITEMS

SIZE

SIZE

POWER

POWER

* LUMEN MAINTENANCE: >80%
* SWITCHING CYCLE (TIMES): > 15.0000

* LUMEN MAINTENANCE: >80%
* SWITCHING CYCLE (TIMES): > 15.0000

* POWER: 86-265V
* CCT: 3000K/4000K/6400K
* P.F: > 0.5

* POWER: 86-265V
* CCT: 3000K/4000K/6400K
* P.F: > 0.5

LUMEN

LUMEN

•
•

•

•

•
•

•

•PRODUCT SPECIFICATION
ESPECIFICACIONES DEL PRODUCTO

MSDLRDMW6S01

MSDLRDMW12S01

MSDLRDMW18S01

MSDLRDMW24S01

MSDLSQMW6S01

MSDLSQW12S01 

MSDLSQMW18S01

MSDLSQMW24S01

6W

12W

18W

24W

6W

12W

18W

24W

500

950

1400

1850

500

950

1400

1850

D 120 x H 40mm

D 175 x H 40mm

D 225 x H 40mm

D 225 x H 40mm

120 x 120 x 40mm

175 x 175 x 40mm 

225 x 225 x 40mm

300 x 300 x 40mm

MOUNTEDDOWN LIGHTS

* CRI: 80
* DEGREE: 120

* CRI: 80
* DEGREE: 120

LIGHTING 
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60-B012 SC-175

60-PD1-3 60-TEE260-PD1-2

60-B06

A 15 E27/B22. BULB

40 Watts.

STREET LAMP 12” PHOTOCELL 
110V WITH ARM, 4U. BULB

65 Watts.

PHOTO ELECTRIC 
LAMPHOLDER

OUTDOOR COVER DOUBLE
* Available also 60-TEE1 single.

PHOTO ELECTRIC
LAMPHOLDER

60-PD1-1

PHOTO ELECTRIC
LAMPHOLDER

E12/B14. BULB

60-PC1-2

PHOTO ELECTRIC SWITCH

SC-185

SUPER BRIGHT LANTERN LED
ON FRONT AND 8 LED AT SIDE.
LED RECHARGEABLE LIGHT

• LED: 9 pcs
• SIZE: 53 x 49 x 47 cm
• WEIGHT: 25.2 kg

SC-189

SUPER CAPACITY LED TORCH. 
LED RECHARGEABLE LIGHT

• LED: 7 pcs
• SIZE: 49.5 X 39.5 X 51.3 cm
• WEIGHT: 16 kg

SC-199

SUPER BRIGHT AND ENERGY SAVING
LED TORCH. LED RECHARGEABLE LIGHT

• LED: 15 pcs
• SIZE: 66.5 x 38.5 x 42.5 cm
• WEIGHT: 17 kg

LIGHTING | PLUG & ACCESSORIES
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60-E20-3

POLARIZED PLUG
15A 125V

60-CF

CONNECTOR FOR 
FLEXIBLE TUBING
60-CF-1/2
60-CF-3/4

60-E21-3

POLARIZED CONNECTOR 
15A 125V

60-E17-3

POLARIZED PLUG 
FITTED WITH METAL 
15A 125V

60-E18-3

POLARIZED PLUG
15A 125V

60-E19-2

POLARIZED CONNECTOR 
15A 125V

60-E19-3

POLARIZED CONNECTOR 
FITTED WITH METAL
15A 125V

AC-CLIPS

CIRCLE CABLE CLIPS
WITH CONCRETE NAIL

TYPE A MM R MM NAIL MM

6 mm
7 mm
8 mm
9 mm
10 mm

8.1
8.7
9.6

10.7
11.7

6
7
8
9
10

1.7 x 17
1.8 x 19
1.9 x 20
2.0 x 22
2.05 x 25* Packing: 100 pcs

PARALLEL

15 Amp
125 Volts

TANDEM

15 Amp
250 Volts

PERPENDICULAR

20 Amp
250 Volts

HEAVY DUTY FLAT
EXTENSION CORD. 14W

AC-303G

AC-306G

AC-309G

AC-312G

AC-315G

3 FT

6 FT

9 FT

12 FT

15 FT

ITEM LENGTH

LAMPHOLDER
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ITEM

ITEM

CABLESJ-103 • CABLESJ-104

STANDARD POWER CABLE

• LENGTH: 250 FT (76.2m)
• COLOR: Black
• OD: 10 AWG-3 / 10AWG-4

USE: Excellent resistance to moisture and oil • High Exibility • 
Excellent abrasion resistance • Resistant to sunlight • For indoor 
and outdoor use • Type of use includes tools and equipment, 
portable gadgets, small engines and associated machinery.

ELECTRIC DRYER CORD. SPECIALLY 
DESIGNED FOR MOST STANDARD 

ELECTRIC DRYERS

ELECTRIC RANG

AC-R008A-3FT           (0.9m)
AC-R008A-4FT           (1.2m) 
AC-R008A-5FT           (1.5m)

AC-R008B-3FT           (0.9m)
AC-R008B-4FT           (1.2m) 

SINGLE OUTDOOR / INDOOR
ELECTRIC EXTENSION CORD,
FULL COOPER

AC-125
AC-125-14
AC-150
AC-150-14
AC-175
AC-175-14
AC-1100
AC-1100-14

PC-125UL
PC-150UL
PC-1100UL

25 FT
25 FT
50 FT
50 FT
75 FT
75 FT

100 FT
100 FT

25 FT
50 FT

100 FT

16 AWG
14 AWG
16 AWG
14 AWG
16 AWG
14 AWG
16 AWG
14 AWG

ITEM ITEMLENGTH LENGTHOD

LENGHT

LENGHT

LIGHT DUTY OUTDOOR 
EXTENSION CORD. 16 W

*125V/250V • 30A • 10/3 GAUGE SRDT

* 125V/250V • 50A • 8/3 GAUGE SRDT

CM

CABLESJ-103 CABLESJ-104

DUPLEX CABLE

GADUP-12WHQ

GADUP-14WHQ

GADUP-16WHQ

GADUP-18WHQ

ITEM OD

12 AWG

14 AWG

16 AWG

18 AWG

250ft
WHITE

PLUG

PLUG

EXTENSIONS
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Watch your favorite broadcast TV shows for free. Receives 
digital, analog and HD channels over the airwaves. Amazing 
clear HD signal, best part of all is that it’s EASY to set up!

- Built-in motor turns the antenna 360 degrees.
- Low-noise and high-gain amplifier is built-in.
- Weather-resistant.
- Wireless remote controller.
- For VHF-UHF channels.

60ft RG59 Cable
Gain: 20   28dB
Rotation: 360
Operation Frequency: 47-862MHz
Impedance: 75 Ohms
Operation Voltage: AC 110V/220V

Foldable directors and reflectors for quick assembly.
Polarization: Vertical or Horizontal.
High performance with good quality against bad weather.

Frequency: 470-862MHz
Gain: 18dBi
Impedance: 75 Ohm
Standing wave ratio: ≤ 1.5
Standing wave ratio: ≤ 1.5

This outdoor antenna is one of the most powerful on 
the market. It is designed to receive Digital TV UHF/VHF 
signals while providing high quality HDTV picture. You 
can enjoy High Definition Television without the high 
cost of cable or satallite

ANT-204HD

ANT-8500HDR

HDTV DIGITAL OUTDOOR 
ANTENNA

HDTV REMOTE-CONTROLLED
ROTATING OUTDOOR ANTENNA

GET THE BEST HD SIGNAL TVGET THE BEST HD SIGNAL TV

TV ANTENNA
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MIST TO TARGETED JET ON 
ADJUSTABLE CONTINUOUS FLOW 
TRIANGLE-CLIP. INSULATED HAND GRIP.

HEAVY DUTY FAUCET ADAPTER. DUAL 
OUTLET 3/4”.

ADJUSTABLE PLASTIC HOSE 
NOZZLE. 

• 80-N05      1/2” - 1/2” 

• 80-N06      5/8” - 3/4”

• 80-N09   FEMALE HOSE   5/8”- 3/4”

• 80-N10   FEMALE HOSE   1/2”- 1/2”

• 80-N11   MALE HOSE       1/2”- 1/2”

• 80-N12   MALE HOSE       5/8”- 3/4”

7 SPRAY PATTERNS. HIGH-IMPACT 
PLASTIC CONSTRUCTION. ADJUSTABLE 
FLOW CONTROL.

CONFORT GRIP. ADJUSTABLE SPRAY 
PATTERN AND FLOW CONTROL.

PLASTIC FAUCET ADAPTER. DUAL 
OUTLET 3/4”.

80-NO1

80-N08

80-N04

HOSE MENDER

HOSE CONNECTOR

80-NO2

80-NO3 80-N07

HIGH
QUALITY
ALTA CALIDAD

For all outdoor watering and cleaning 
needs. LEAK FREE DESIGN

SPRAY GUN 
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USE FOR CLEAN WATER
- For distributing water as pressure sets.
- For irrigating gardens.
- For domestic and industrial applications.
- The pumps must be installed in enclosed places,   
  or at least protected against inclement weather

LIMITS OF USE
• Manometric suction lift up to 9m.
• Liquid temperature up to + 40º C.
• Environment temperature up to + 40º C. 

• Special mechanical seal.
• Single-phase 120V-50Hz/60Hz.
• Thermal overload protector. 

1HP (750 Watts)
1HP (750 Watts)

CLEAN
WATER

3/4HP (550 Watts)
3/4HP (550 Watts)

PRS-JP340-24L

PRS-JP340-60L

PRS-JP100-24L

PRS-JP100-60L
PRS-JPSS340-24L

PRS-JPSS340-60L

PRS-JPSS100-24L

PRS-JPSS100-60L 

• Electrical Frequency: Class B
    Aislamiento eléctrico: Clase B

• Entry and Exit: 1” Diameter NPT
    Entrada y salida: 1” de diámetro NPT 

• Wire: Copper
    Cable: cobre

• Brass Impeller
    Impulsor de latón

• Cable: 6ft. grounded
    Cable: 1.8m conexión a tierra
• Maximum Suction Depth: 29.5 Ft
    Profundidad máxima de succión: 9m

• Pump body: cast iron 
    Cuerpo de la bomba: hierro fundido

• Thermal Protector
    Protector térmico

• Flow rate up to 120 L/min (7,2 m³/h) 3/4 HP
    Caudal hasta 120 L/min.

JET WATER PUMP WITH 24L TANK
Bomba de de agua jet con tanque de 24L

JET WATER PUMP
WITH 24L STAINLESS STEEL TANK
Bomba de de agua jet con 24L tanque de acero inoxidable

• Flow rate up to 135 L/min (8,1 m³/h) 1 HP
    Caudal hasta 135 L/min.

• AMP DRAW: 5.9~6.5  (PRS-JP340-24L)
    (PRS-JPSS340-24L),  (PRS-JP340-60L),
    (PRS-JPSS340-60L).  
    7.1~8.5  (PRS-JP100-24L),  (PRS-JPSS100-24L),   	    
(PRS-JP100-60L), (PRS-JPSS100-60L).    	   

•  QMAX: 55L / min  (PRS-JP340-24L)
    (PRS-JPSS340-24L),  (PRS-JP340-60L),
    (PRS-JPSS340-60L).  
    60L / min  (PRS-JP100-24L),  (PRS-JPSS100-24L),   	     
(PRS-JP100-60L), (PRS-JPSS100-60L).     
     
• HMAX:  40m  (PRS-JP340-24L)
    (PRS-JPSS340-24L),  (PRS-JP340-60L),
    (PRS-JPSS340-60L).  
    45m  (PRS-JP100-24L),  (PRS-JPSS100-24L),   	        	     
(PRS-JP100-60L), (PRS-JPSS100-60L).      

SPECIFICATIONS / ESPECIFICACIONES
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JET WATER PUMP
WITH 24L STAINLESS STEEL TANK
Bomba de de agua jet con 24L tanque de acero inoxidable

USE FOR CLEAN WATER
- For distributing water as pressure sets.
- For irrigating gardens.
- For domestic and industrial applications.
- The pumps must be installed in enclosed places, 
  or at least protected against inclement weather.

PRT-PP120

1/2HP (370 Watts)

PRT-PP340

3/4HP (550 Watts)

PRT-PP100

1HP (750 Watts)

USE FOR CLEAN WATER
- For distributing water as pressure sets.
- For irrigating gardens.
- For domestic.
- The pumps must be installed in enclosed places,   
  or at least protected against inclement weather

LIMITS OF USE
• Manometric suction lift up to 9m.
• Liquid temperature up to + 40º C.
• Environment temperature up to + 40º C. 

PRK-PP120-24L

1/2HP (370 Watts)

CLEAN
WATER

CLEAN
WATER

PRK-PP340-24L

3/4HP (550 Watts)

•  Silent operation.
     Funcionamiento silencioso.

•  Brass impeller.
     Impulsor de brass.

• Wire: Copper
    Cable: cobre

• Cable: 6 ft grounded
    Cable: 1.8m conexión a tierra

•  Induction Motor.
     Inducción motora
 
•  Entry and exit 1” NPT.
     Entrada y salida 1” NPT.

•  Moves water with high pressure and low flow.
     Mueve el agua a alta presión y bajo flujo.

•  Max. height: 9.14 FT.
     Altura máx.: 55m.

PERIPHERAL WATER PUMP WITH 24L TANK
Bomba de agua periférica con tanque de 24L

AUTOMATIC PRESSURE BOOSTER
Impulsor Automático de Presión

• Electrical Frequency: Class B
   Aislamiento eléctrico: Clase B

• Entry and Exit: 1” Diameter NPT
    Entrada y salida: 1” de diámetro NPT

• Wire: Copper
    Cable: cobre

• Brass Impeller
    Impulsor de latón

• Cable: 6ft. grounded
    Cable: 1.8m conexión a tierra

• Maximum Suction Depth: 29.5 Ft
    Profundidad máxima de succión: 9m

• Pump body: cast iron

   Cuerpo de la bomba: hierro fundido

• Thermal Protector
   Protector térmico

• Flow rate up to 120 L/min (7,2 m³/h) 3/4 HP
   Caudal hasta 120 L/min.

• Flow rate up to 135 L/min (8,1 m³/h) 1 HP
   Caudal hasta 135 L/min.

• AMP DRAW:  3.6~4.5  (PRT-PP120)  5.9~6.5
   (PRT-PP340), 7.1~8.5  (PRT-PP100)

•  QMAX:  45L / min  (PRT-PP120)  55L / min
    (PRT-PP340), 60L / min  (PRT-PP100)

• HMAX:  35m  (PRT-PP120)  40m
    (PRT-PP340), 45  (PRT-PP100)

•  Max. suction depth: 26 FT.
     Profundidad máx. de succión: 8m.

•  Size: 1 “x 1”
     Tamaño: 1 “x 1”

•  Max. Flow rate 35 L / min.  1/2 HP
     Max. Velocidad de flujo 35 L / min.      	      
1/2  HP

• Flow rate 50 L  min. 3/4 HP
    Velocidad de flujo 50 L / min.  3/4 HP

• IP 44

• AMP DRAW:  2.5~4.5  (PRK-PP120-24L)     	     
5.9~6.5  (PRK-PP340-24L)

•  QMAX:  40L /min  (PRK-PP120-24L),       	      
50L /min (PRK-PP340-24L)
     
• HMAX:  35m (PRK-PP120-24L) , 
   40m (PRK-PP340-24L)
   

SPECIFICATIONS / ESPECIFICACIONES

SPECIFICATIONS / ESPECIFICACIONES
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THE ELECTRIC WATER PRESSURE PUMP IS USED 
IN WATER SYSTEMS.  
Examine the water automatically, stop the pump in the 
case of water shortage, protect the pump from damage 
caused by dry-running; Completely replaced traditional 
pump control System composed of pressure switch, 
pressure tank and check valve etc.

USE FOR CLEAN WATER
- For distributing water as pressure sets.
- For irrigating gardens.
- For domestic and industrial applications.
- The pumps must be installed in enclosed places, 
  or at least protected against inclement weather.

ADVANTAGES:
•  Automatically start and stop the pump when the faucet 
is turned on/off.
•  Reduce the water hammer effect and reduce the 
occurrence of water pipe rupture.
•  Simple control keeps constant pressure during 
operation.
•  Dry running protection to protect motor, extra pump 
life to avoid pump on / off and high / low pressure 
problems.

PR-ES100
120V - 60Hz

PRK-PPT120
1/2HP  (370 Watts)

CLEAN
WATER

ELECTRONIC WATER PRESSURE CONTROL
Control electronico de presion de agua

PROTOL PERIPHERAL PUMP 
with automatic pressure switch
BOMBA PERIFÉRICA PROTOL
con presostato automático

• Electrical Frequency: Class B
   Aislamiento eléctrico: Clase B

• Entry and Exit: 1” Diameter NPT
    Entrada y salida: 1” de diámetro NPT

• Wire: Copper
    Cable: cobre

• Brass Impeller
    Impulsor de latón

• Cable: 6ft. grounded
    Cable: 1.8m conexión a tierra

• Maximum Suction Depth: 29.5 Ft
    Profundidad máxima de succión: 9m

• Pump body: cast iron
   Cuerpo de la bomba: hierro fundido

• Thermal Protector
    Protector térmico

• Flow rate up to 120 L/min (7,2 m³/h) 3/4 HP
   Caudal hasta 120 L/min.

• Flow rate up to 135 L/min (8,1 m³/h) 1 HP
   Caudal hasta 135 L/min.

• AMP DRAW:  2.5~4.5

•  QMAX:  35L / min

• HMAX:  30m

SPECIFICATIONS:

Support: 100-120V
Frequency: 50/60HZ
Max Current: 10A
Max pump HP: 1.1KW
Max. Working Bar Pressure: 
10 Bar
Inlet & Outlet Pipe Size: 1’’
Max Operation Temperature: 
60°C

Application: Self-priming 
pump, jet pump, Garden 
Pump, clarified water pump, 
centrifugal pump.

SPECIFICATIONS / ESPECIFICACIONES
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PRJ-1.0HP

1HP (750 Watts)

PRJ-3/4HP

3/4HP (550 Watts)

USE FOR CLEAN WATER
- For distributing water as pressure sets.
- For irrigating gardens.
- For domestic and industrial applications.
- The pumps must be installed in enclosed places, 
  or at least protected against inclement weather.

PRK-120
1/2HP (370 Watts)

PRK-340
3/4HP (550 Watts)

PRK-100
1HP (750 Watts)

CLEAN
WATER

PROTOL PERIPHERAL PUMP 
Motor with copper coils
2X longer durability
BOMBA PERIFÉRICA PROTOL
motor con bobinas de cobre
2X mayor durabilidad

• Electrical Frequency: Class B
   Aislamiento eléctrico: Clase B

• Entry and Exit: 1” Diameter NPT
    Entrada y salida: 1” de diámetro NPT

• Wire: Copper
    Cable: cobre

• Brass Impeller
    Impulsor de latón

• Cable: 6ft. grounded
    Cable: 1.8m conexión a tierra

• Maximum Suction Depth: 29.5 Ft
    Profundidad máxima de succión: 9m

• Pump body: cast iron
   Cuerpo de la bomba: hierro fundido

• Thermal Protector
    Protector térmico

• Flow rate up to 120 L/min (7,2 m³/h) 3/4 HP
   Caudal hasta 120 L/min.

• Flow rate up to 135 L/min (8,1 m³/h) 1 HP
   Caudal hasta 135 L/min.

• AMP DRAW:  2.5~4.5

•  QMAX:  35L / min

• HMAX:  30m

USE FOR CLEAN WATER
- For distributing water as pressure sets.
- For irrigating gardens.
- For domestic and industrial applications.
- The pumps must be installed in enclosed places,   
  or at least protected against inclement weather

LIMITS OF USE
• Manometric suction lift up to 9m.
• Liquid temperature up to + 40º C.
• Environment temperature up to + 40º C. 

• Special mechanical seal.
• Single-phase 120V-50Hz/60Hz.
• Thermal overload protector. 

• Electrical Frequency: Class B
    Aislamiento eléctrico: Clase B

• Entry and Exit: 1” Diameter NPT
    Entrada y salida: 1” de diámetro NPT 

• Wire: Copper
    Cable: cobre

• Brass Impeller
    Impulsor de latón

• Cable: 6ft. grounded
    Cable: 1.8m conexión a tierra
• Maximum Suction Depth: 29.5 Ft
    Profundidad máxima de succión: 9m

• Pump body: cast iron 
    Cuerpo de la bomba: hierro fundido

• Thermal Protector
    Protector térmico

• Flow rate up to 120 L/min (7,2 m³/h) 3/4 HP
    Caudal hasta 120 L/min.

• Flow rate up to 135 L/min (8,1 m³/h) 1 HP
    Caudal hasta 135 L/min.

• AMP DRAW: 5.9~6.5

•  QMAX: 55L / min
     
• HMAX:  40m

JET WATER PUMP
Bomba de de agua jet

SPECIFICATIONS / ESPECIFICACIONES

SPECIFICATIONS / ESPECIFICACIONES
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PAINT MIXER WITH PLASTIC HANGER. 

Used to mix paint, adhesive, mortar, joint compound and much 
more. Welded all-steel construction, fully plated. Steel hex 
shaft. Recommended use 200 - 700 rpm depending on material.
Thorough mixing eliminates air bubbles.

• 80-M38-60: 60 x 400 x 8mm
• 80-M38-80: 80 x 400 x 8mm
• 80-M38-100: 80 x 600 x 9mm

80-M38-60

POWER MUD MIXER, HIGH QUALITY.
MIXES PLASTER: CEMENT, ADHESIVES, PAINT, TEXTURE, ETC.

• Used to mix paint, adhesive, mortar, joint compound and more.
• Welded all-steel construction, fully plated Steel hex shaft.
• Recommended use 200 - 700 rpm depending on material.
• Thorough mixing eliminates air bubbles.

80-M28-210

EASY TO CLEAN
FACIL DE LIMPIAR

•For automatic operation or jet and submersible well pumps when used in  	    	
   conjunction with a diaphragm pressure tank or galvanized holding tank.

• The pressure of the switch you are replacing is shown inside the cap.

• Air pressure in tank must be set to 38 PSI

PR-PS4060

PRESSUE SWITCH 40-60 PSI

CLEAN
WATER

PAINT SUPPLIES
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BRUSH & ROLLS

STAINLESS STEEL PAINT 
ROLLER BRUSH HANDLE, SOFT 
GRIP HANDLE, 5 WIRE CAGE.

Size:  9” 

PAINT ROLLER BRUSH, 
POLYACRYLIC WOVEN
AND PLASTIC HANDLE.

Size: 4”

STAINLESS STEEL PAINT ROLLER 
BRUSH HANDLE, PLASTIC HANDLE,
5 WIRE CAGE. 

• 80-ROL5C-9-BB: size 9”

• 80-ROL5C-9P3/16: frame 3/16”

• 80-ROL9C-9P5/16: frame 5/16”

80-ROL5C-9P

80-ROL5C-9G

ZINC PLATED STEEL HANDLE 
FOR PAINT ROLLER, SOFT 
GRIP HANDLE.

Size: 4”

80-ROL-1G 80-ROL-4P

PAINT ROLLER BRUSH, SLIP IN 
STYLE PAINT ROLLER FRAME, 
POLYACRILIC WOVEN.

Size: 4” | 2 PACK. 

HIGH DENSITY FABRIC 
PAINT ROLLER, SUITABLE 
FOR SMOOTH SURFACE AND 
HALF-ROUGH SURFACE.

Size: 4” and 9”

PAINT ROLLER FOAM, SLIP IN 
STYLE PAINT ROLLER FRAME. 

Size: 4” | 2 PACK. 

PAINT ROLLER BRUSH, LAMBSKIN, 
HIGHLY RECOMMENDED FOR 
BOTH INTERIOR AND EXTERIOR 
PAINTING PROJECTS

Size: 9”

80-MOP4-280-MOP9B 80-MOP4G-280-MOP9L

PAINT BRUSH WITH SYNTHETIC 
BRISTLE AND WOODEN HANDLE

1” | 1 1/2” | 2”

80-BR-M

PAINT BRUSH WITH SYNTHETIC 
BRISTLE AND PLASTIC HANDLE

1” | 1 1/2” | 2” | 3” | 4” | 5” | 6” 

80-BR-P

PAINT ROLLER BRUSH SET WITH
PLASTIC HANDLE AND BLACK
PAINT TRAY.

Size: 4” and 9”

80-ROLSET-9
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HIGH DENSITY FABRIC PAINT ROLLER, SUITABLE FOR 
SMOOTH SURFACE AND HALF-ROUGH SURFACE.

80-MOP9A

HIGH DENSITY FABRIC PAINT ROLLER NAP / GROSOR
RODILLO PARA PINTURA DE ALTA DENSIDAD

SEMI SMOOTH TO SEMI ROUGH SURFACES  
SUPERFICIES SEMI LISAS Y SEMI RUGOSAS

ALL PAINTS & STAINS 
PARA TODA CLASE DE PINTURAS Y TINTES

3/8”
0.95 cm

1/2”
1.27 cm

1”
2.54 cm

1.5”
3.81 cm

1/4”
0.63 cm

3/4”
1.90 cm

9”
22.86 cm

HIGH
QUALITY
ALTA CALIDAD

CLAW HAMMER WITH FIBERGLASS 
HANDLE, STEEL MATERIAL.

Size: 10 oz or 20 oz

9” DIY & PROFESSIONAL SILICONE 
STURDY REVOLVING TYPE CAULKING 
GUN. REINFORCED ALLOY HANDLE. 

9” ALUMINUM TUBE CAULKING GUN 
SILICONE GUN.

Quality Approved by CE Certificate. 
* ECONOMIC.

9” ALUMINUM TUBE CAULKING GUN 
SILICONE GUN.

Quality Approved by CE Certificate. 

80-CG1E 80-CG1A

CLAW HAMMER WITH WOODEN HANDLE, 
AMERICAN TYPE, STEEL MATERIAL.

Size: 10 oz or 20 oz

80-MWC 80-MFC

9” DIY & PROFESSIONAL SILICONE 
STURDY REVOLVING TYPE CAULKING 
GUN. REINFORCED ALLOY HANDLE. 

80-CG3A

80-CG3AP
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LINEMANS PLIERS 6”.

• 90-LP7: size 7”
• 90-LP8: size 8”

FEATURES: The lineman’s pliers design is used for grasping, bending and cutting. Individually sharpened 
blades cut soft and hard wire. Slip-resistant handles for a comfortable grip. The steel is drop-forged for 
strength and durability.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Individually sharpened blades cut soft and hard wire.
• Slip-resistant handles for a comfortable grip.
• Carbon Steel.

90-LP6

STRAIGHT PATTERN TINNER’S SNIPS 8”.

• 90-TS10: size 10”
• 90-TS12: size 12”

FEATURES: Designed to make straight cuts or wide, curving cuts to the left or right, these snips can be 
operated with either hand. Soft, 2-layer, non-slip grips ease hand stress letting you comfortably exert more 
force and work longer without fatigue.

• Cuts straight or in wide curves.
• High strength forged and heat treated carbon steel.
• Precision-ground cutting edges are high frequency treated to increase hardness and durability.
• Soft, 2-layer, non-slip handle grips for extra comfort.
• Designed for use with either left or right hand.
• Carbon Steel.

90-TS8

HIGH LEVERAGE LINEMAN`S  PLIERS.

• 90-HLP8: size 8”
• 90-HLP9: size 9.5”
• 90-HLP10: size 10”

FEATURES: The high leverage lineman’s pliers are forged, precision machined, hardened, and carefully 
tempered for maximum strength. Protol pliers provide exceptional performance and durability.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• High-leverage design.
• Induction hardened cutting knives for long life.
• Carbon Steel.

90-HLP8

* MEETS OR EXCEEDS ANSI/ASME STANDARDS.

TOOLS
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HEAVY DUTY DIAGONAL CUTTING PLIERS.

Size: 7” | Size: 8”

FEATURES: Protol heavy duty diagonal cutting pliers feature comfort grips, which will not peel under 
jobsite conditions. All Protol pliers are forged for strength and feature rust protection for long life.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Tapered nose for flush cuts.
• Standard design.
• Carbon Steel.

DIAGONAL CUTTING PLIERS.

Size: 6” | Size: 8”

FEATURES: Protol diagonal cutting pliers feature comfort grips, which will not peel under jobsite 
conditions. All Protol pliers are forged for strength and feature rust protection for long life.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Tapered nose for flush cuts.
• Standard design.
• Carbon Steel.

90-HDP7 • 90-HDP8

90-DP6 • 90-DP8

SLIP JOIN PLIER

Size: 6” | Size: 8”

FEATURES: The PROTOL slip joint pliers are perfect for various jobs around the home, garage or 
office. They are lightweight for ease of carrying and storage. Their strong construction and materials 
make them durable to handle tough jobs.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Adjustable joint for multiple sized applications.
• Compliant with American and European domestic and international standards.
• Carbon Steel.

90-SJP6 • 90-SJP8

* MEETS OR EXCEEDS ANSI/ASME STANDARDS.

TOOLS
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END CUTTING PLIERS 7”.

• 90-ECP8: size 8”
• 90-ECP9: size 9”

FEATURES: Protol end cutting pliers feature comfort grips, which will not peel under jobsite 
conditions. All Protol pliers are forged for strength and feature rust protection for long life.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Steel construction for durability.
• Standard design.
• Carbon Steel.

LONG NOSE PLIERS 6”

• 90-LPN8: size 8”

FEATURES: The PROTOL Long Nose Pliers are perfect for various jobs around the home or office. They 
are lightweight for ease of carrying and storage. Their strong construction and materials make them 
durable to handle tough jobs.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Standard design.
• Pointed long tip is ideal for tight spaces and job requiring a precise grip.
• Carbon Steel.

90-ECP7

90-LNP6

GROOVE JOINT PLIERS 7”. BRIGHT/ CARBON STEEL.

• 90-GJP8: size 8”
• 90-GJP10: size 10”
• 90- GJP12: size 12”

FEATURES: The PROTOL Groove Joint Pliers has soft comfort grip handles making these pliers 
easy to hold. They are lightweight for ease of carrying and storage. Their strong construction and 
materials make them durable to handle tough jobs.

• Rust resistant.
• Ergonomic design to reduce stress and fatigue during use.
• Adjustable joint for multiple sized applications.
• Carbon Steel.

90-GJP7

TOOLS



INFO@PROTOLUSA .COM  |  PHONE (305) 59 4.7855 • FAX  (305) 594 .2746  |  MIAMI - USA
289

STEEL MAGNETIC NUT DRIVER 1/4”.

• 90-MND-3/8: size 3/8”
• 90-MND-5/16: size 5/16”

USE: Is ideal for driving or loosening 
fasteners. The nut driver is shaped to 
help reduce rounding of the hex. This 
drill attachment also features a powerful 
magnet that helps keep it in place.

HEX KIT SET (7-PIECE). HIGH 
STRENGTH ALLOY STEEL.

SET INCLUDES: 1/16, 5/64, 3/32, 1/8, 5/32, 
3/16, 1/4 inch.

USE: The keys are precision formed to 
exact dimensional tolerances of a precise  
T. All hex keys are heat treated to provide 
strength and resistance to rotational 
distortion.

HEX KIT SET (7-PIECE). HIGH 
STRENGTH ALLOY STEEL.

SET INCLUDES: 1,5 • 2 • 2,5 • 3 • 4 • 5 
• 6 mm.

USE: The keys are precision formed to 
exact dimensional tolerances of a precise  
T. All hex keys are heat treated to provide 
strength and resistance to rotational 
distortion.

90-MND-1/4 90-AHEX-7A

ADJUSTABLE WRENCH. BRIGHT/CHROME STEEL 8”. 

• 90-AW10: size 10”
• 90 AW12: size 12”

FEATURES: Precision ground jaws with rule. Drop forged alloy steel. Heat treated for toughness. 
Meets or exceeds ANSI standards.
	
USE: Designed to be versatile enough to tighten and loosen fasteners of various sizes without 
needing to grab other tools. Made from durable bright/chrome steel with a corrosion-resistant nish.

90-AW8

* MEETS OR EXCEEDS ANSI/ASME STANDARDS.

90-AHEX-7M

TOOLS
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CUTTING DISC FOR ANGLE GRINDERS.
METAL / STAINLESS STEEL.

• Size: 4 1/2” (115mm)

• Thickness: .47” (1.2mm)

• Arbor: 7/8” (22.2mm)

90-SB412

CARBIDE CIRCULAR SAW BLADE 
FOR FRAMING WITH 24 TEETH.

• Size: 7 1/4” (184mm)

• Arbor: 5/8” (15.8mm)

90-SB1424

CARBIDE CIRCULAR SAW BLADE 
FOR FINISHING WITH 40 TEETH.

• Size: 7 1/4” (184mm)

• Arbor: 5/8” (15.8mm)

90-SB1440

INFORMATION
INFORMACIÓN

HARDWOOD
MADERA DURA

SOFTWOOD
MADERA SUAVE

PLYWOOD
MADERA CONTRACHAPADA

OSB

PRESSURE TREATED
MADERA TRATADA CON PRESIÓN

BEAMS
VIGAS

7 1/4”
184 MM

HOLE 5/8”
CENTRO 15,8 MM

FINISHING
ACABADOS

FRAMING
ENMARCADO

CARBIDE TIPS
PUNTAS DE CARBURO

24 TEETH
24 DIENTES

40 TEETH
40 DIENTES

RECOMMENDED TOOLS
HERRAMIENTAS RECOMENDADAS

CUTTING DIRECTION
DIRECCIÓN DEL CORTE

Always wear eye protection complying with current CSA Standard 294.1 or ANSI 
Standard 287.1. Always unplug corded power tools and disconnect the battery on 

cordless power tools when servicing them. Always follow the device manufacturer’s 
operating, maintenance and safety instructions, including instructions on safety gear. 

Do not use if the blade is dull or damaged.

Siempre use las gafas protectoras conforme a las normas CSA Standard 294.1 o ANSI Standar 
287.1.Siempre desenchufe las herramientas eléctricas con cable y desconecte la batería de las 

herramientas eléctricas inalámbricas al manejarlas. Siempre siga las instrucciones de operación, 
mantenimiento y seguridad del fabricante del dispositivo, incluyendo las instrucciones sobre el 

equipo de seguridad. No use la hoja si está sin filo o si sospecha de algún daño.

CAUTION

TOOLS
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6 - IN - 1 MAGNETIZED TIPS SCREWDRIVER CORROSION-RESISTANT. CHROME 
PLATED STEEL BIT TUBE.

• FLAT: 3/16 and 1/4 in. Philips: #1 and #2
• NUT DRIVERS: 1/4 and 5/16 in.

USE: The PROTOL 6-in-1 Screwdriver is great to have around the house for everyday 
projects. Tough chrome vanadium steel bits with sandblasted nish.  Comfortable handle with 
non-slip rubber grips.

HARDENED STEEL PAD LOCK, CHROME 
PLATED, BRASS CYLINDER. (3 KEYS)

• SHACKLE: Hardened steel		

• LATCH TYPE: Double Latch		

• PACKAGE: Double Blister Package	

LAMINATED STEEL PAD LOCK, ZINC PLATED, 
BRASS CYLINDER. (2 KEYS)

• SHACKLE: Hardened steel	

• LATCH TYPE: Normal Double Latch		

• PACKAGE: Double Blister Package	

ROUND STEEL PADLOCK, BRASS CYLINDER. (3 KEYS).
		
• SIZE: 65mm
• SHACKLE: Hardened steel		
• LATCH TYPE: Double lock with Two Steel Balls	
• PACKAGE: Double Blister Package
		
USE: Is ideal for backpacks, display cases and other applications. It boasts the strength of the larger locks 
with its steel body and hardenend steel chrome-plated shackle.

90-SD6

90-CI-30 • 90-CI-40 • 90-CI-50

90-CL-30 • 90-CL-40 • 90-CL-50

90-CL-65

SIZES:           30mm - 40mm - 50mm

WEIGHT:       82g - 115g - 235g

PCS/CTN:     180 - 120 - 60

SIZES:           30mm - 40mm - 50mm

WEIGHT:       82g - 170g - 300g

PCS/CTN:     120 - 120 - 96

USE: Is ideal for backpacks, display cases and other applications. It boasts the strength of the larger locks 
with its steel body and hardenend steel chrome-plated shackle.

USE: Is ideal for backpacks, display cases and other applications. It is resistant to cutting, sawing and prying.
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SINGLE HANDLE BATHROOM FAUCET.

For an updated look or for new installation, the Protol® Single-Handle 
Bathroom Faucet makes an attractive and versatile choice for any 
bathroom. A single-lever design makes the faucet easy to operate, 
while the low-arc spout leaves plenty of room for washing hands. 

SINGLE HANDLE STANDARD KITCHEN FAUCET.

The Protol® Single-Handle Kitchen Faucet gives you a practical and 
�hardworking solution that was designed to last a lifetime. With the 
�single-control lever, you can easily adjust both the water flow and 
�temperature. With a stylish design, you have flexibility and greater 
reach �in rinsing food, dishes and the sink.

70-MLM001LF

70-MF100LF

• Single-Handle adjusts the water volume and temperature with ease.

• ADA compliant for safety and ease of use.

• Strong water pressure for efficient washing.

• Durable chrome finish resists tarnish and corrosion.

• Height: 15 cm

• Width of cover: 5.5 cm

• Length of cover: 15.5 cm

• Single-Handle adjusts the water volume and temperature with ease.

• ADA compliant for safety and ease of use.

• Strong water pressure for efficient washing.

• Durable chrome finish resists tarnish and corrosion.

• Height: 16 cm

• Width of cover: 5.5 cm

• Length of cover: 25 cm

LAVATORY FAUCETS
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2-HANDLE STANDARD KITCHEN FAUCET.

The Protol® 2-Handle Kitchen Faucet gives you a practical and 
hardworking solution that was designed to last a lifetime. With the 
2-handle, you can easily adjust both the water flow and temperature. 
With a stylish design, you have flexibility and greater reach in rinsing 
food, dishes and the sink.

70-MF249LF
• Adjusts the water volume and temperature with ease.
• ADA compliant for safety and ease of use.
• Strong water pressure for efficient washing.
• Durable chrome finish resists tarnish and corrosion.
• Height: 30 cm
• Width of cover: 6.5 cm
• Length of cover: 25 cm

2-HANDLE BATHROOM FAUCET.

The Protol® 2-Handle Bathroom Faucet makes an attractive and 
versatile choice for any bathroom. The 2-Handle design makes 
the faucet easy to operate, while the low-arc spout leaves 
plenty of room for washing hands. 

70-MLM460LF • ADA compliant for safety and ease of use.
• Lead free.
• Strong water pressure for efficient washing.
• Durable chrome finish resists tarnish and corrosion.
• Height: 12 cm
• Width of cover: 5.5 cm
• Length of cover: 15.5 cm

LAVATORY FAUCETS
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KITCHEN FAUCET. ACRYLIC HANDLE.

Kitchen faucet. Lead free.Two round handles made of acrylic. 
Plastic cartridge. High quality look and feel of stainless steel 
finish. Plastic body. 

70-MFUP-ABL

• Body feet distance: 20.32 cm
• Weight: 216 g
• Height: 31 cm

• Width of cover: 5 cm
• Length of cover: 26 cm

LAVATORY FAUCET WITH 2 KNOB HANDLES.

Plastic cartridge. Lead free. High quality look and feel of stainless 
steel finish. Plastic Body.

70-MLP2-PPBL

• Body FT. distance: 10.16 cm
• Weight: 240 g
• Height: 12 cm

• Width of cover: 5.5 cm
• Length of cover: 15.5 cm

LAVATORY FAUCET. ACRYLIC ROUND HANDLES.

Lead free. Washerless cartridge. Water saving aerator. High 
quality look and feel of stainless steel finish. Plastic body.

70-MLP2-A

• Body FT. distance: 10.16 cm
• Weight: 252 g
• Height: 12 cm

• Width of cover: 5.5 cm
• Length of cover: 15.5 cm
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LAVATORY FAUCET. CHROME AND WHITE HANDLE.

Lavatory faucet. Lead free. 2 Lever handles with white tips, center 
set. 2-hole installation. Plastic waterways. Water saber. Plastic 
cartridge. High quality look and feel of stainless steel finish. 
Plastic body

KITCHEN FAUCET. CHROME AND WHITE HANDLE.

Classic kitchen faucet. 2 handles. Lead free. Plastic cartridge. 
High quality look and feel of stainless steel finish. Plastic body.

KITCHEN FAUCET. 2 KNOB HANDLES.

Kitchen faucet. Lead free. High arch. Plastic catridge. High quality look 
and feel of stainless steel finish. Plastic body / Stainless spout.

70-MLP2-CBL/WBL

70-MFUP-CBL/WBL

70-MFP2-PPBL

• Body feet distance: 10.16 cm
• Weight: 235 g
• Height: 12 cm

• Body feet distance: 20.32 cm
• Weight: 253 g
• Height: 24 cm

• Body feet distance: 20.32 cm
• Weight: 253 g
• Height: 24 cm

• Width of cover: 5.5 cm
• Length of cover: 15.5 cm

• Width of cover: 5 cm
• Length of cover: 26 cm

• Width of cover: 5 cm
• Length of cover: 26 cm
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21-542 97

21-543 97

21-544 97

21-545 97

21-546 97

21-547 96

21-548 97

21-549 97

21-550 97

21-563 97

21-564 97

21-565 97

21-566 97

21-570 97

21-571 97

21-572 97

21-573 97

21-574 97

21-575 97

21-576 97

21-577 97

PRODUCT PAGE

21-581 97

21-582 97

21-583 97

21-585 98

21-586 98

21-587 98

21-588 98

21-589 98

21-590 98

21-591 98

21-592 98

21-593 98

21-597 98

21-599 98

21-601 91

21-602 91

21-603 91

21-604 91

21-605 91

21-606 91

21-629 92

21-630 92

21-631 92

21-632 92

21-633 92

21-700 94

21-701 94

21-702 94

21-703 94

21-704 94

21-705 94

21-706 94

21-707 94

21-708 94

21-709 94

21-710 94

21-713 94

21-714 94

21-720 94

21-721 94

21-722 94

21-723 94

21-724 94

21-725 94

INDEX
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21-801 92

21-802 90

21-803 90

21-805 92

21-806 92

21-807 92

21-808 92

21-809 90

21-812 90

21-813 91

21-814 91

21-815 91

21-820 90

21-821 90

21-822 93

21-823 93

21-844 93

21-825 93

21-827 93

21-828 93

21-829 91

21-830 78

21-836 92

23-101 14

23-102 14

23-106 14

23-107 14

23-116 14

23-117 14

23-200HDPAIR 34

23-201PAIR 34

23-202PAIR 34

23-205 35

23-206 35

23-301 35

23-302 35

23-303 36

23-304 35

23-305 35

23-306 35

23-307 35

23-CAT5E 3

23-CAT5EBL 3

23-CAT6 3

PRODUCT PAGE

23-CAT6BL 3

23-CAT6FTP 3

23-N001-3BL 8

23-N001-15BL 8

23-N001-9BL 8

23-N001-25BL 8

23-N001-25GY 8

23-N001-50BL 8

23-N017IV 10

23-N006-3BL 8

23-N006-6BL 8

23-N006-25BL 8

23-N006-25GY 8

23-N006-50BL 8

23-N006-9Y 8

23-N007 10

23-N015 10

23-N016 10

23-N018 11

23-N018BL 11

23-N018GY 11

23-N018R 11

23-N018Y 11

23-N056 5

23-N60 4

23-N61 4

23-N70 5

23-QCAT5 9

23-QCAT6 9

266F 53

3-MFD 135

4-MFD 135

5-MFD 135

50-04G 200

50-04GT 200

50-05G 200

50-100ANL 200

50-100FG 201

50-1218G 200

50-1228G 200

50-1428G 200

50-1449A 200

50-12R/B/BK/W 208

50-14R/B/BK/W 208

PRODUCT PAGE

50-16R/B/BK/W 208

50-18R/B/BK/W 208

50-38BR 201

50-410BR / BS 201

50-60FG 201

50-80FG 201

50-8100BR / BS 201

5505 54

6-MFD 135

60/40 64

60/4012 65

60/4014 65

60/40P 65

60/40PENTYPE 65

60/4018 65

60/41 64

60-B06 272

60-B012 272

60-B016 266

60-B017 266

60-BEUL-15W 267

60-BEUL-18W 267

60-BEUL-23W 267

60-CF 273

60-E17-3 273

60-E18-3 273

60-E19-2 273

60-E19-3 273

60-E20-3 273

60-E21-3 273

60-ENLED-7W 264

60-ENLED-7W-2 264

60-ENLED-7W-3 264

60-ENLED-9W 264

60-ENLED-9W-2 264

60-ENLED-9W-3 264

60-ENLED-12W 264

60-PC1-2 272

60-PD1-1 272

60-PD1-2 272

60-PD1-3 272

60-TEE2 272

60-XD01-12 269

60-XD03-12 269
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60-XD1001-12 269

60-XD1002-12 269

692-P 69

70-MF100LF 289

70-MF249LF 290

70-MFP2-PPBL 292

70-MFUP-ABL 291

70-MFUP-CBL/WBL 292

70-MLM001LF 289

70-MLM460LF 290

70-MLP2-A 291

70-MLP2-PPBL 291

70-MLP2-CBL/WBL 292

74-508 64

74-514 64

74B10 54

74B100 61

74B103 55

74B11 54

74B113 55

74B13 55

74B140 66

74BKIT-140 66

74B150 61

74B152 67

74B159 67

74B200 62

74B200HQ 62

74B25 57

74B30 60

74B30-P 57

74B32 62

74B330 58

74B340 58

74B37 57

74B40 60

74B425 58

74B44 57

74B440 58

74B45 58

74B450 59

74B460 59

74B60 61

74B723 62

PRODUCT PAGE

74B80 61

74B8100 59

74B8150 60

74N8200 59

74B850 59

74B98 66

74B9200 60

80-BR-M 278

80-BR-P 278

80-CG1A 280

80-CG1E 280

80-CG3A 280

80-CG3AP 280

80-M28-210 278

80-M38-60 278

80-MFC 280

80-MOP4-2 279

80-MOP4G-2 279

80-MOP9A 279

80-MOP9B 279

80-MOP9L 279

80-MWC 280

80-N01 277

80-N02 277

80-N03 277

80-N04 277

80-N05 277

80-N06 277

80-N07 277

80-N08 277

80-N09 277

80-N010 277

80-N011 277

80-N012 277

80-ROL-1G 279

80-ROL-4P 279

80-ROL5C-9G 279

80-ROL5C-9P 279

80-ROLSET-9 278

830B 53

90-AHEX-7A 285

90-AHEX-7M 285

90-AW8 285

90-CI-30 287
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90-CI-40 287

90-CI-50 287

90-CL-30 287

90-CL-40 287

90-CL-50 287

90-CL-65 287

90-DP6 283

90-DP8 283

90-ECP7 284

90-GJP7 284

90-HDP7 283

90-HDP8 283

90-HLP8 282

90-LP6 282

90-LNP6 284

90-MND-1/4 285

90-SB1412 286

90-SB1424 286

90-SB1440 286

90-SD6 287

90-SJP6 283

90-SJP8 283

90-TS8 282

AC-06B 145

AC-006 135

AC-006HQ 135

AC-06 134

AC-09 134

AC-1100 134

AC-1100-14 274

AC-12 134

AC-125 134

AC-125-14 274

AC-125-12L 145

AC-1415LG-50FT 145

AC-142LG-7FT 145

AC-143LG-10FT 145

AC-1430LG-100FT 145

AC-1430LY-100FT 145

AC-145LG-16FT 145

AC-145LY-16FT 145

AC-148LG-25FT 145

AC-15 134

AC-15B 145
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AC-150 134

AC-150-14 274

AC-1615LOR-50FT 145

AC-1630LOR-100FT 145

AC-163LY-10FT 145

AC-165LY-16FT 145

AC-165LOR-16FT 145

AC-168LY-25FT 145

AC-168LOR-25FT 145

AC-175 134

AC-175-14 274

AC-20 134

AC-25 134

AC-222 134

AC-223 134

AC-30 135

AC-30B 145

AC-303G 273

AC-306G 273

AC-309G 273

AC-312G 273

AC-315G 273

AC-325-12L 145

AC-CLIPS 273

AC-R008A 274

AC-R008B 274

ANT-204HD 275

ANT-8500HDR 275

ATCFUSES10A 125

ATCFUSES15A 125

ATCFUSES20A 125

ATCFUSES25A 125

ATCFUSES30A 125

ATCFUSES35A 125

ATCFUSES40A 125

ATCMINI5A 125

ATCMINI10A 125

ATCMINI15A 125

ATCMINI20A 125

ATCMINI25A 125

ATCMINI30A 125

ATCMINI40A 125

B-10 142

B-12 138

PRODUCT PAGE

B-15 138

B-16 138

B-17 138

B-18-12V 138

B-20 142

B-21 142

B-21Y 142

B-22 142

B-24-1 142

B-25 138

B-26 138

B-27 138

B-28 138

B-29 138

B-3-12V 142

B-4 142

B-4-12V 142

BAS-2012 132

CABLESJ-103 274

CABLESJ-104 274

CL-4 122

CL-8 122

CL-10 122

CL-12 122

CL-16 122

CL-24 122

CL-52 122

CLI-4 122

CLI-8 122

CLI-10 122

CLI-12 122

CLI-16 122

CLI-24 122

CLI-52 122

CM-21 81

CMK-188 26

CONI-258T 120

CONI-259T 120

CONI-260T 120

CONI-265T 120

COV-1AU 16

CP-8BC1 98

CP-8BC2 98

CP-CN10EV 98

PRODUCT PAGE

CP-CN12EV 98

CP-12 98

CP10 98

CP10-FOAM 98

CP10-PPBL 98

CP12-FOAM 98

CP12-PPBL 98

CP15 98

CP15-FOAM 98

CP18 98

CP4-1/2-FOAM 98

CP6 98

CP6-1/2 98

CP6-1/2-FOAM 98

CP6-FOAM 98

CP6X9-FOAM 98

CP6X9-PPBL 98

CP8 98

CP8-FOAM 98

CT-1 121

CT-10BK 121

CT-10WH 121

CT-12BK 121

CT-12WH 121

CT-14BK 121

CT-14WH 121

CT-16BK 121

CT-16WH 121

CT-18BK 121

CT-18WH 121

CT-20BK 121

CT-20WH 121

CT-22BK 121

CT-22WH 121

CT-24BK 121

CT-24WH 121

CT-3 121

CT-4BK 121

CT-4WH 121

CT-6BK 121

CT-6WH 121

CT-8BK 121

CT-8WH 121

CTH-6 121
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CTH-8 121

CTO-10A 93

CVR-1000D 126

CVR-2000D 126

CVR-3000D 126

CVR-5000D 126

D-9 79

D-11 78

DM-1 80

DM-2 80

DM-618 81

DM-904 81

DU-100 118

DU-60 118

DU-80 118

DUV-100 186

DUV-300 187

EA-10 123

EA-11 123

EA-12 123

EA-2 123

EA-24 123

EA-25 123

EA-3 123

EA-6 123

EA-7 123

EA-8 123

EA-9 123

EC-126 136

EC-1500 136

EC-1501 136

EC-1502 136

EC-1503 136

EC-1506 136

EC-1508 136

EC-1509 136

EC-1510 136

EC-1514 136

EC-1520 136

EC-1522 137

EC-1530 137

EC-1531 137

EC-1532 137

EC-1533 137
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EC-1540 137

EC-2505 137

EC-2507 137

EC-2510 137

EC-2512BL 137

EC-2513RD 137

EC-2515 138

EC-2530 138

EC-2550 138

EC-285 136

EC-286 136

EC-287 136

EC-288 136

EC-290 136

EIC-102 142

EIC-104-3 142

EIC-106 142

EIC-108 142

EIC-50 142

ENFT-L18T8 265

ENFT-F32T8 265

ENFT-F3T12 265

ENFT-F40T12 265

ENFU-F32T8 265

ENS4U-65W 267

ENSB-65W 267

ENSS-15SW 267

ENSS-18SW 267

ENSS-23SW 267

ET-12UL 149

F-186 76

F-190 76

F-34 52

F-41 52

F-43 52

F-47 52

F-48 52

F-49 52

F-51 52

F-56GAL 37

F-58 76

F-60 76

F-60R /BK/ BL/Y 75

F-61 37
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F-62 /BK/ B/ R 75

F-63HQ 76

F-64 38

F-66 76

F-67 76

F-70 76

F-73 37

F-74 37

F-74HQ 37

F-77 37

F-81 37

F-82 37

F-83 76

F-84 76

F-85 37

F-86 76

F-87 76

F-88 38

F-89 38

F-90 52

F-95 36

F-96 76

F-97 76

F-98 74

FA-112 144

FA-113HQ 144

FA-114 144

FA-115 144

FA-116 144

FA-117 144

FA-118 144

FA-119 144

FS-1 125

FS-4 125

FO-606 19

FU-13GL 256

FU-14G 256

FU-14GL 257

FU-15G 257

FU-15GL 257

FU-17AG 257

FU-124XLR-75FT 256

FU-21 249

FU-24 248
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FU-244XLR-100FT 256

FU-244XLR-150FT 256

FU-25GL 257

FU-27G 257

FU-28 246

FU-28G 258

FU-29R 247

FU-30R 246

FU-31 251

FU-32 251

FU-328XLR-100FT 256

FU-328XLR-150FT 256

FU-44C 258

FU-45G 258

FU-46G 258

FU-6 259

FU-603 242

FU-629 242

FU-658 243

FU-800 239

FU-811 248

FU-834 247

FU-836R 248

FU-837R 248

FU-838 247

FU-84XLR-30FT 256

FU-9R 250

FU-929 243

FU-957 244

FU-965 244

FU-A4K 231

FU-A6K 231

FU-A1000-4 231

FU-A12000-4 230

FU-A1400-2 231

FU-C1290 260

FU-C1590 260

FU-C340U 240

FU-C340X 240

FU-CB1 261

FU-CB2 261

FU-CB3 261

FU-CM34USB 241

FU-CM34XLR 241
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FU-D36 255

FU-D50 255

FU-DJDESK 252

FU-DP36 234

FU-DP48 234

FU-EC234 232

FU-EQ215 232

FU-EQ231 233

FU-EQ2231 233

FU-HD40 245

FU-KITVM8 239

FU-KIT603 242

FU-KIT629 242

FU-KIT658 243

FU-LA30-NEO 227

FU-LA2.1 228

FU-PC20A 234

FU-PROA215 236

FU-PRO218A 236

FU-PRO15500 237

FU-PRO1590 238

FU-PRO1290 238

FU-PROA1280 235

FU-PROA1690 235

FU-PROA18120 235

FU-PROBOOM 250

FU-PROGS3 250

FU-PROMS1 249

FU-SC5 245

FU-SLA2X10 225

FU-S14 250

FU-ST4 249

FU-ST5 240

FU-VCES 254

FU-VCEV 254

FU-VCPV 254

FU-VCJBL-1 253

FU-VCJBL-2 253

FU-VCJBL-3 253

FU-VCJBL-4 253

FU-VCJBL-5 254

FU-VCQSC 255

FU-VM8 239

FX12-WIFI 229
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FUSESCER15A 125

FUSESCER20A 125

FUSESCER25A 125

FUSESCER30A 125

FUSESMINI0.5A 124

FUSESMINI1A 124

FUSESMINI2A 124

FUSESMINI3A 124

FUSESMINI4A 124

FUSESMINI5A 124

FUSESMINI6A 124

FUSESMINI7A 124

FUSESMINI9A 124

FUSESMINI10A 124

FUSESMINI12A 124

FUSESMINI14A 124

FUSESMINI15A 124

FUSESMINI25A 124

FUSESMINI30A 124

FUSESMINICER15A 125

FUSESMINICER20A 125

FUSESMINICER25A 125

FUSESMINICER30A 125

FUSESNB1.5A 124

FUSESNB2A 124

FUSESNB2.5A 124

FUSESNB3A 124

FUSESNB3.5A 124

FUSESNB5A 124

FUSESNB8A 124

FUSESNB10A 124

FUSESNB15A 124

FUSESNB20A 124

FUSESNB30A 124

FUSESNB35A 124

FUSESNB40A 124

GADUP-12WHQ 274

GADUP-14WHQ 274

GADUP-16WHQ 274

GADUP-18WHQ 274

HA-HDMI 19

HA-HDMI-100 19

HA-HDMI-12 19

HA-HDMI-25 19
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HA-HDMI-50 19

HA10 209

HA10-CLEAR 210

HA12 209

HA12-CLEAR 210

HA12-CLHQ 211

HA12C-50 211

HA14 209

HA14-CLEAR 210

HA14-CLHQ 211

HA14C-50 211

HA14C-100 211

HA16 209

HA16-CLEAR 210

HA16-CLHQ 211

HA16C-50 211

HA16C-100 211

HA18 209

HA18-CLEAR 210

HA18-CLHQ 211

HA20 209

HA20-CLEAR 210

HA22 209

HA22-CLEAR 210

HA24 209

HC12-CLEAR 212

HC14-CLEAR 212

HC16-CLEAR 212

HC18-CLEAR 212

HC22-CLEAR 212

HD-013 125

HD-14 125

HD-14HQ 125

HD-15R 125

HD-15RHQ 125

HD-16HQ 125

HD-CM35 26

HH-2 68

HH-3 68

HH-4 68

HH-5 68

HH-6 69

KD-33 63

KD-46 70
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KF-100CQ 52

KR-200 11

KR-200-8 11

KR-202 11

KR-202-8 11

KR-203 12

KR-204-8 9

KR-204-8HQ 9

KR-204-8R 9

KR-204-G 9

KR-204CAT6 9

KR-204CAT6HQ 9

KR-209-15BK-POLY 13

KR-209-15POLY 13

KR-209-15WH-POL 13

KR-209-25POLY 13

KR-209-25WHPOLY 13

KR-209-7BKPOLY 13

KR-209-7POLY 13

KR-209-25BKPOLY 13

KR-220 12

KR-240 7

KR-246 7

KR-425-15POLY 13

KR-425-7BKPOLY 13

KR-425-7POLY 13

KR-425-7WHPOLY 13

KR-425POLY 13

KR-425WHPOLY 13

KR-468 12

LCD-1342T 45

LCD-1360 45

LCD-1437 44

LCD-1337 44

LCD-3260 45

LP-421 126

LP-423 126

LP-427 126

LP-428 126

LP-433 126

LP-435 126

LP-437 126

LP-520 126

LP-570 126
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LP-573 126

LP-575 126

LP-577 126

LP-578 126

LP-579 126

LP-580 126

LUX-519 143

M-10 79

M-1000 48

M-1001 48

M-1003 48

M-1004 49

M-1006 49

M-1008 49

M-11 79

M-112 46

M-113 46

M-114 46

M-116 46

M-118 46

M-12 79

M-13 80

M-15 79

M-16 79

M-1621 23

M-1650 24

M-190 74

M-191 74

M-192HQ 74

M-2 80

M-20 80

M-203-12 82

M-203-3 82

M-203-6 82

M-209 83

M-209-12 83

M-209GHQ 83

M-211 84

M-212HQ 84

M-213 84

M-217-100G 50

M-217-12G 50

M-217-25G 50

M-217-50G 50
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M-217-75G 50

M-217G 50

M-217G-3 50

M-219 84

M-230 85

M-230-12 85

M-230GHQ 85

M-24 80

M-240 85

M-240-12 85

M-240-12HQ 85

M-243 205

M-243-12 205

M-243-GHQ 205

M-246 84

M-250 82

M-253G 82

M-254 21

M-255 21

M-256 21

M-257 22

M-25F 24

M-265 20

M-272 15

M-273 15

M-275 16

M-277 17

M-281 83

M-294 22

M-3 80

M-301 17

M-303 17

M-312 17

M-34 74

M-392 6

M-393 33

M-394 6

M-397 6

M-399 7

M-4 80

M-400 18

M-421 83

M-421-18 83

M-5 78
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M-58 76

M-59 75

M-500 47

M-503 47

M-504 47

M-506 47

M-6 79

M-60 73

M-61BK / BL/R/Y 73

M-62BK /B/R/Y 73

M-63HQ 73

M-65 73

M-68 74

M-69 74

M-7 79

M-701 25

M-702 25

M-716 25

M-717 25

M-720 26

M-722 26

M-732 26

M-73R 39

M-74BK 39

M-76 74

M-77 74

M-78 74

M-79 74

M-8 80

M-80 74

M-82 74

M-83 74

M-831-USB4 22

M-9 80

M-90HQ 74

M-903KIT 67

M-919A 51

M-96 73

M-967KIT 67

M-97 73

M-98 74

MA-1500B 122

MA-1502 122

MA-1514 122
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MA-1533 122

MC-10 80

MC-12 80

MC-7 80

MF-1 37

MF-15 37

MF-16 36

MF-18 37

MF-19 36

MF-2 36

MF-25 36

MF-26 36

MF-28 36

MF-30 36

MF-32 36

MF-6 36

MF-67 38

MF-8 36

MIY-038 33

MIY-039 32

MIY-1200 33

MIY-5021 32

MIY-8908 66

MIY-8922 66

MIY-HDMIWP-1 20

MIY-HDMIWP-2 20

MIY-HDMIWP-13 20

MIY-HDMI1-FF 21

MIY-HDMI4-FM 21

MIY-BP8000 24

MIY-M15-BK 27

MIY-M15-RD 27

MIY-M52-LED 27

MIY-MHG311-B 28

MIY-MHG311-R 28

MS-5-C 80

MS-5-B 80

MS-120D 178

MS-606T 178

MS-666T 178

MS-808T 178

MS-888T 178

MSDLRDMW6S01 271

MSDLRDMW12S01 271
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MSDLRDMW18S01 271

MSDLRDMW24S01 271

MSDLSQMW6S01 271

MSDLSQMW12S01 271

MSDLSQMW18S01 271

MSDLSQMW24S01 271

MSDLRD3WS01 270

MSDLRD6WS01 270

MSDLRD9WS01 270

MSDLRD12WS01 270

MSDLRD15WS01 270

MSDLRD18WS01 270

MSDLRD25WS01 270

MSPLSQW16S01 270

MSPLSQW20S01 270

MSPLSQW40S01 270

MSPLSQTW40S01 270

MSPLSQTW60S01 270

MT-4245 122

MT-ED03 18

MT-ED012 18

MT-ED06 18

MV-1001 129

MV-1112 129

MV-1200U 130

MV-1203 130

MV-1205 130

MV-1207 131

MV-1210 131

MV-1501 132

MV-18650 127

MV-2001 129

MV-2100 132

MV-2501 131

MV-3000 128

MV-3001 130

MV-396 128

MV-398 128

MV-512 131

MV-5000 128

MV-700MA 129

MVZ-92HQ 215

NB-12WD 138

NB-13WD 138
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NB-14G 138

NB-19Y 139

NB-2 127

NB-200SQ 86

NB-2AA 127

NB-232 87

NB-300R 86

NB-315 72

NB-316 72

NB-317 72

NB-341B 71

NB-341R 71

NB-343B 71

NB-343R 71

NB-344B 71

NB-344R 71

NB-345B 71

NB-345R 71

NB-348B 71

NB-348R 71

NB-349B 71

NB-349R 71

NB-350B 71

NB-350R 71

NB-360B 71

NB-360R 71

NB-370B 71

NB-370R 71

NB-390B 71

NB-390R 71

NB-405 72

NB-406 72

NB-407 72

NB-408 72

NB-410 72

NB-411B 72

NB-411R 72

NB-413 55

NB-414 56

NB-415B 72

NB-415R 72

NB-416B 72

NB-416R 72

NB-418B 72
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NB-418R 72

NB-419B 72

NB-419GB 72

NB-419GR 72

NB-419R 72

NB-420 72

NB-425 56

NB-426 56

NB-428 56

NB-429B 56

NB-429R 56

NB-430 56

NB-430R 56

NB-431B 56

NB-431R 56

NB-437 56

NB-438 56

NB-439 56

NB-440 56

NB-441 56

NB-442 56

NB-443 56

NB-444 56

NB-445 56

NB-446 56

NB-4AA 127

NB-502 86

NB-506 87

NB-507 87

NB-508 87

NB-509 87

NB-510B 72

NB-510GB 72

NB-510GR 72

NB-510R 72

NB-511B 72

NB-511GB 72

NB-511GR 72

NB-511R 72

NB-511SET 72

NB-512 88

NB-513 88

NB-514 88

NB-515 88
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NB-516B 72

NB-516R 72

NB-517 89

NB-518 89

NB-519 89

NB-520 89

NB-523 90

NB-800 139

NB-801 139

NB-802 139

NB-803 140

NB-804 140

NB-805 140

NB-805BK 140

NB-806 140

NB-807 140

NB-809 140

NB-810BL 140

NB-810R 140

NB-810G 140

NB-810Y 140

NB-81 139

NB-82 139

NB-82C 139

NB-82CW 139

NB-82G-12V 139

NB-82GR 139

NB-82R-12V 139

NB-82Y 139

NB-82Y-12V 139

NB-83 139

NB-84 139

NB-85 137

NB-86W 139

NB-87BK 137

NB-87R 137

NB-88 137

NB-89 137

NB-906 140

NB-911BK 140

NB-912 140

NB-914 140

NB-932 140

NB-94BL 141
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NB-95YW 141

NB-96R 141

NBW-74M 70

NBW-80 70

NBW-85 70

NP-112 123

NP-113 123

NS-20 199

NS-60 199

NS-70 199

P-1 63

P-10 63

P-100A 39

P-101 39

P-101A 39

P-101RHQ 39

P-103A 40

P-104A 41

P-105A 41

P-106 42

P-106A 42

P-106AG 42

P-11 63

P-110 42

P-110B 41

P-111 41

P-111A 41

P-111B 41

P-111C 41

P-111G 41

P-113A 41

P-114AGB 42

P-114AGR 42

P-114AB 42

P-114AR 42

P-115AB 43

P-115AR 43

P-116AB 43

P-116AR 43

P-119 38

P-119G 38

P-12 63

P-122 42

P-124AB 43
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P-124AR 43

P-127 38

P-13 63

P-130 40

P-14 63

P-147S 42

P-15 63

P-151 42

P-152 40

P-16 63

P-162AGB 43

P-163AGR 43

P-169AGB 43

P-169AGR 43

P-17 63

P-171AB 39

P-171AR 39

P-172A 40

P-172AR 40

P-18 63

P-180BK/ R/ Y/BL 40

P-182 75

P-183 75

P-184 75

P-19 63

P-190 39

P-191A 40

P-193 75

P-194 75

P-195 75

P-196 75

P-198 40

P-2 63

P-221 39

P-222 40

P-222G 40

P-223 40

P-223G 40

P-229 38

P-231A 43

P-232 43

P-233 43

P-234A 43

P-237A 43
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P-238A 43

P-239 43

P-239A 43

P-240 43

P-246 42

P-251 42

P-252 41

P-254 41

P-256 38

P-257 40

P-260 39

P-261 39

P-266 41

P-268 42

P-278 39

P-280 215

P-281 215

P-282 216

P-283 216

P-284A 42

P-285 42

P-286 41

P-3 63

P-301 43

P-384 41

P-4 63

P-5 63

P-509 135

P-510 135

P-513 135

P-514 135

P-515 135

P-520 135

P-524 135

P-9 63

PC-0000 213

PC-0002 213

PC-10102 214

PC-10103 214

PC-10104 214

PC-10105 214

PC-10250 214

PC-10251 214

PC-1100UL 274
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PC-12 212

PC-125UL 274

PC-14 212

PC-142C 213

PC-144C 213

PC-150UL 274

PC-16 212

PC-162C 213

PC-164C 213

PC-2200 213

PC-2201 213

PC-4201 214

PC-4202 213

PC-4203 213

PC-4250 214

PC-4300 214

PC-4301 214

PC-4350 214

PC-6300 214

PC-6301 214

PC-6302 214

PC-6400 214

PC-8101 214

PC-8150 214

PC-8250 214

PC-8300 214

PC-8350 214

PET-100 192

PET-100HQ 192

PET-1080 194

PET-1100C 193

PET-1101C 192

PET-1104 193

PET-1105 193

PET-1106 194

PET-1405PZ / PZM 196

PET-1406PZ 196

PET-1407PZM 196

PET-1466 195

PET-1476 195

PET-1707 197

PET-1809 197

PET-1810 197

PET-1918 191
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PET-1919 190

PET-1919L 190

PET-1943 191

PET-1944 191

PET-20 196

PET-204 111

PET-205 111

PET-206 111

PET-207 111

PET-208 111

PET-208HQ 111

PET-4010 197

PET-404 195

PET-405 112

PET-406 112

PET-409 112

PET-918 194

PL-259 38

PL-259A 38

PL-259B 38

PPZ 293

PS-206 206

PS-209 206

PS-209BL 206

PS-212 206

PS-213 206

PS-219 206

PS-251 207

PVZ-101 215

PVZ-102HQ 215

PVZ-102RHQ 215

PVZ-119 215

PVZ-151 215

PVZ-190 215

PVZ-199BHQ 215

PVZ-199HQ 215

PVZ-286BK 216

PVZ-286S 216

PVZ-286W 216

PVZ-284BK 216

PVZ-284BL 216

PVZ-284R 216

PVZ-284S 216

R-300U-W 18
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R-1200U-W 18

RG-6A-98-W 51

RG-6A-98% 51

RL-12 23

RSFR-H1.5BK 149

RSFR-H3.0BK 149

RSFR-H4.0BK 149

RSFR-H5.0BK 149

RSFR-H6.0BK 149

RSFR-H7.0BK 149

RSFR-H8.0BK 149

RSFR-H9.0BK 149

RSFR-H10BK 149

RT-08 55

SAM-12 143

SAM-12BK 143

SC-10PP 293

SC-10W 293

SC-107LED 266

SC-110LED 147

SC-111LEDR-2LED 266

SC-175 272

SC-185 272

SC-189 272

SC-199 272

SC-501 146

SC-502 146

SC-503 146

SC-505 148

SC-801 148

SC-802 148

SC-804D 148

SEL-009 147

SEL-010 147

SFL-40W 32

SFL-60W 32

SFL-80W 32

SFL-150W 32

SK-56USM-RB 116

SK-63USM-RB 116

SW-1213G 141

SW-1214G 141

SW-1215G 141

SW-1218G 141
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SW-19S 101

SW-26S 101

SW-42 101

SW-49 102

SW-712 102

SW-800R 141

SW-800B 141

SW-800G 141

SW-850B 141

SW-850G 141

SW-850R 141

SW-850Y 141

SY-TG 69

T-1 119

T-10 119

T-12 119

T-13 119

T-14 119

T-15 119

T-16 119

T-18 119

T-2 119

T-21 119

T-22 119

T-23 119

T-24 119

T-25 119

T-26 119

T-27 119

T-28 119

T-29 119

T-30 119

T-31 119

T-32 119

T-33 119

T-35 119

T-36 119

T-37 119

T-4 119

T-40 119

T-41 119

T-42 119

T-7 119

T-8 119
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T-9 119

TC-10B 294

TC-10C 294

TC-100W 127

TC-1000W 127

TC-200W 127

TC-2000W 127

TC-300W 127

TC-3000W 127

TC-500W 127

TC-5000W 127

TH-120 116

TH-160 116

TH-200 116

TH-8015 116

THD-2040 202

TDH-2041 202

THD-5080 117

THD-8010 117

THD-8012 117

THD-8015 117

THD-804 117

THD-808 117

TS-416 102

TU-100 114

TU-120C 114

TU-140C 114

TU-180 114

TU-190C 114

TU-200 114

TU-250XT 112

TU-2070 115

TU-2080 115

TU-2090 115

TU-2425 115

TU-2450 115

TU-25 112

TU-2501 109

TU-2520 109

TU-2530 109

TU-46 113

TU-47 113

TU-57 113

TU-60 113
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TU-80 113

TU-850 115

TW-17 198

TW-18 198

TW-19 198

TW-4500 198

VZ-1012USB 164

VZ-1022 183

VZ-1034 204

VZ-120D 185

VZ-1222 183

VZ-134 204

VZ-135 204

VZ-136 204

VZ-138 205

VZ-139 205

VZ-140D 185

VZ-1522 183

VZ-1534 204

VZ-180D 185

VZ-190D 186

VZ-200 181

VZ-2034 204

VZ-209HQ 207

VZ-227 207

VZ-228 207

VZ-229 208

VZ-250 181

VZ-250XT 184

VZ-251 207

VZ-25S 187

VZ-300 181

VZ-306-OR 208

VZ-306-RD 208

VZ-334 204

VZ-380 182

VZ-400 182

VZ-46A / S 189

VZ-47A 189

VZ-5-500 80

VZ-500 182

VZ-54XT 184

VZ-57A 190

VZ-601 172
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VZ-6020 180

VZ-608BU 163

VZ-60D 186

VZ-621 173

VZ-622 183

VZ-629DJ 169

VZ-634 204

VZ-636 222

VZ-638BK 169

VZ-638BL 169

VZ-638G 169

VZ-6620 180

VZ-6820 180

VZ-700 174

VZ-750UHF 176

VZ-802UHF 175

VZ-822 183

VZ-850XT 184

VZ-890BU 163

VZ-995 187

VZ-A7080 203

VZ-A8080 203

VZ-A8635 203

VZ-AB6 157

VZ-AB2X8 157

VZ-AB515-P 156

VZ-AB608UBEQRFP 159

VZ-AB610UBEQRFP 159

VZ-AB612UBEQRFP 159

VZ-AB615UBEQRFP 159

VZ-B104T 179

VZ-B105T 179

VZ-D37ST 188

VZ-D38ST 188

VZ-D39ST 188

VZ-DJKIT616S 155

VZ-DJKIT616 155

VZ-DT2 184

VZ-DT3 185

VZ-EAB15300 158

VZ-E1550 153

VZ-E1880 153

VZ-E5100D 153

VZ-E2580D 153

PRODUCT PAGE

VZ-HM56-W 202

VZ-HLKIT313-P 156

VZ-HLKIT415 154

VZ-HLKIT416 154

VZ-KIT4 200

VZ-KIT8 200

VZ-KS1 222

VZ-KS3 222

VZ-LB33 171

VZ-M17-10 217

VZ-M17D 217

VZ-M18-3F 217

VZ-M18-6 217

VZ-M18-10 217

VZ-M18D 217

VZ-M18-50FT 217

VZ-M21 218

VZ-M23 218

VZ-M25-10FT 217

VZ-M25-20FT 217

VZ-M25-30FT 217

VZ-M26-3FT 217

VZ-M26-10FT 217

VZ-M26-20 217

VZ-M26-30FT 217

VZ-M26-50FT 217

VZ-M35 218

VZ-M36 218

VZ-M37 218

VZ-MS-1 223

VZ-MS-2 223

VZ-MS5 223

VZ-MSH8 223

VZ-MK3 170

VZ-MPRO10XU 166

VZ-MPRO12XU 167

VZ-MPRO16XU 167

VZ-MPRO20XU 168

VZ-MPRO6XU 166

VZ-MX4-UBDFX 165

VZ-MX7-UBDFX 165

VZ-N17-10FT 219

VZ-N17-20FT 219

VZ-N18-10FT 219
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VZ-N18-20FT 219

VZ-N25-10FT 219

VZ-N25-20FT 219

VZ-N26-10FT 220

VZ-N26-15FT 220

VZ-N26-20FT 220

VZ-N262-3FT 220

VZ-N262-6FT 220

VZ-N262-12FT 220

VZ-N263-6FT 220

VZ-N263-12FT 220

VZ-N264-6FT 221

VZ-N264-12FT 221

VZ-N265-3FT 221

VZ-N265-6FT 221

VZ-N266-6FT 221

VZ-N266-12FT 221

VZ-PA3500 162

VZ-PA5000 162

VZ-PR18A 160

VZ-PRO2500 161

VZ-PRO3500 161

VZ-PRO5000 161

VZ-SH350 202

VZ-VOX152A 152

VZ-VOX152P 151

VZ-VOX182A 152

VZ-VOX182P 151

VZ-VOX215P 151

VZ-W104T 179

VZ-W105T 179

VZ-X2170 177

VZ-X2180 177

VZ-2350 177

W-1 69

W-2 69

WF-102 30

WF-101 30

WF-B279 29

WF-C30 30

WF-C34 31

WF-G12 31

WF-L27 29

WF-S10 31
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